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1 Reason for Change

Following R&A comment is given from Sony Ericsson:
The node: "/DiagMonConfig/ConfigParms/SelectedTestName" define the following in the CR: "If the Server specified a value that is not supported by the Client, the Client MUST return error code 1402 (Not Implemented)." If the intention is that the error code should be returned when the server perform the EXEC operation then the CR is not correct. Then the CR needs to define that the error code should not be sent when the server specify an non supported value, then it should define that the validation must be done and the error code must be sent when the EXEC operation is performed. If the intention is as specified that the device must send it when the Replace command is sent then it will not be simple to identify the meaning of the status code if TNDS and multiple objects are encoded in the same TNDS object and different DiagMon functions has defined the same error code for different errors.
This CR resolves the issue clarified by the comment.

2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG member should agree on this CR.
6 Detailed Change Proposal

Change 1:  Status code for Failure, Specified Built-in Test Function Not Supported
5.3.2.3 Function Description
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Figure 4 – Built-in Device Test Function
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	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	node
	Get 
	

	
	This interior node is a placeholder for the Built-in Device Test Management Object.  Identifier for the Built-in Device Test MO MUST be: “urn:oma:mo:oma-diag:builtintest:1.0”.


	<x>/ServerID



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	chr
	Get 
	

	
	See [DiagMonTS] for description of this node.


	<x>/Description



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	chr
	Get 
	

	
	See [DiagMonTS] for description of this node.


	<x>/DiagMonConfig



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get 
	

	
	See [DiagMonTS] for description of this node.


	<x>/DiagMonConfig/AvailableTests


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get 
	

	
	This node is a placeholder for a list of all built-in Device tests which are supported by the device . 


	<x>/DiagMonConfig/AvailableTests/<x>


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	OneOrMore
	chr
	Get 
	

	
	This node contains a name of a self-test that the Device supports. 


	<x>/DiagMonConfig/ConfigParms

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get
	

	
	See [DiagMonTS] for description of this node.


	<x>/DiagMonConfig/ConfigParms/SelectedTestName

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	chr
	Get, Replace
	

	
	This node contains the name of the Built-in Test to run, such as ‘LCDTest’ or ‘MemoryTest’, which is specified by the DiagMon Server. If this node does not exist, that indicates that the Server is asking the Device to perform the default built-in test. The value of the node is up to implementation. If the Server specified a value that is not supported by the Client, the Client MUST return error code 1460 (Failure, Specified Built-in Test  Function Not Supported) as the result of the Exec on the Operations/Start node.  


	<x>/DiagMonData



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get 
	

	
	See [DiagMonTS] for description of this node.


	<x>/DiagMonData/ResultCode



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	int
	Get 
	

	
	This node provides the result of the most recent run of Built-in Device Test.  The status codes are defined in the following table:

Code

Meaning

1100

Ready to run the test, but waiting for the Device restart

1200

Success, no log recorded.

1201

Success,  log was recorded.

1400

Failure, no log was recorded.

1401
Failure and log was recorded.

1460

Test was not run - Specified Built-In Test Function is Not Supported, no log was recorded.



	<x>/DiagMonData/Log



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	xml
	Get 
	

	
	This node contains the log data of the Built-in Device Test in XML format. The content of this node SHOULD be initialized by Exec on “Operations/Start”.The actual XML structure is up to implementation.


	<x>/Operations



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get 
	

	
	See [DiagMonTS] for description of this node.


	<x>/Operations/Start



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	null
	Exec 
	

	
	See [DiagMonTS] for description of this node.


	<x>/Operations/Stop



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	null
	Get, Exec
	

	
	See [DiagMonTS] for description of this node. If the device supports a single buit-in test, then:

a) If the test can be stopped, this node SHOULD be present.
b) If the test cannot be stopped, this node MUST NOT be present.
If the device supports multiple built-in tests and some can be stopped and some cannot, executing this node on non-stoppable test MUST return error code 1402 (Not Implemented).


	<x>/Ext



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	node
	Get 
	

	
	See [DiagMonTS] for description of this node.
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