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1 Reason for Change

There are many issues in the TRAP Framework.
We propose some fixes to correct them.

See Changes.

2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DMWG agree this document.
6 Detailed Change Proposal

Change 1:  MOID of TrapEvent Framework correct

5 The Trap Framework

5.1 Trap Identifier

Any event that is specified as a Trap MUST be assigned an identifier, the Trap identifier. The Trap identifier MUST be an URN and it MAY be registered with OMNA. The assignment of the identifier can be done by the entity who specifies the Trap, following the guidance or the administration from Open Mobile Naming Authority [OMNA] in order for the identifier to be unique and persistent. 

Trap identifiers defined by OMA SHALL be an URN consistent with the Management Object identifier as follows: “urn:oma:mo:oma-diagmontrap:1.2”, for example, urn:oma:mo:oma-diagmontrap:trapid-abc:1.2.
Change 2:  Fix section reference error

5.2 Registrations

Inward Registration involves relatively more complex procedure compared to outward one. This is mainly due to the fact that security mechanisms in [OMA-DM] are not applicable in addressing the security issues pointed out in section 7.1. 

Change 3:  Alert Type correct

5.3.1 Outward Notifications

The outward Notifications MUST be transmitted to the servers using the Generic Alert mechanism [OMA-DM]. On top of that, additional restrictions on the contents and the usage of the elements in the Generic Alert message are specified for the Notification as follows.

· Usage of Meta, Type: When the trap transitions to Active, this element MUST be specified and the content of this element MUST specify the Trap alert type string, “urn:oma:mo:diagmon:1.2:TrapNotification”, which implies that this Generic Alert message contains the Active Trap Notification. When the trap transitions to Inactive, this element MUST be specified and the content of this element MUST specify the Trap alert type string, “urn:oma:mo:diagmon:1.2:TrapInactiveNotification”, which implies that this Generic Alert message contains the Inactive Trap Notification.
· Usage of Meta, Format: This element MUST be specified and the content of this element MUST specify the format of the Item/Data element as “chr”.

· Usage of Source, LocURI: This element MUST be specified and the content of this element MUST specify the URI of the Trap identifier node for the Trap Source.

· Usage of Data (inside Item): This element MUST be specified and the content of this element MUST specify the Trap identifier. 

· Usage of Other Fields: Correlator MUST NOT be used, and the use of the Mark elements is vendor specific.
Change 4:  MOID correction
6.2 Management Object Properties

This Section describes the properties for Trap Management Object.

	<x>



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	OneOrMore
	node
	Get, Add
	

	
	This interior node groups together the parameters of the DiagMon Trap MO. The ancestor elements of this node define the position in the DM tree of this MO. 

The type of this node MUST be the Trap Management Object ID “urn:oma:mo:oma-diagmontrap:1.2”


	<x>/TrapID



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	The TrapID node is used to define a unique identifier that identifies a Trap MO.  The value of the leaf object MUST be a unique registered identifier.

Values

Leaf values are in URN format [RFC3986] (OMNA May be used to register the URN).




Change 5:  Add a clear suggestion to place Active/Inactive configuration data
	<x>/TrapConfig


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	node
	Get,
	

	
	This interior node is a placeholder for the configuration information associated with the DiagMon Trap MO. It also suggests that put the Active/Inactive configuration information under this node.  


Change 6:  Editorial change

	<x>/ToRef/TargetServer/<x>/Trigger

	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	Optional
	ZeroOrOne
	int
	Get, Replace
	

	This leaf node indicates when to send notification to this particular server. If this node is missing, it has the same effect as Active. 

Values

Meaning
0 
Trap transitions to Active 

1 
Trap transitions to Inactive

2 

Trap transitions between Active and Inactive




	<x>/ToRef/TargetURI/<x>/Trigger

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	int
	Get, Replace
	

	
	This leaf node indicates when to invoke the URI. If this node is missing, it has the same effect as Active.
Values

Meaning
0 
Trap transitions to Active 

1 
Trap transitions to Inactive

2 

Trap transitions between Active and Inactive
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