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	DM WG

	Doc to Change:
	OMA-TS-DiagMonTrapEvents-V1_2-20120322-D

	Submission Date:
	<04 Apr 2012>

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Editorial

	Source:
	Salvatore Scarpina, Telecom Italia S.p.A., salvatore.scarpina@telecomitalia.it 

	Replaces:
	n/a


1 Reason for Change

The present CR aims to fix some issues in DiagMon Trap Events specifications.
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG should review this CR and agree on its proposal.
6 Detailed Change Proposal

Change 1:  Section 5.3: geographic trap
	…/<x>



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	node
	Get 
	

	
	This interior node is a placeholder for the Geographic Trap Management Object.  Identifier for the Geographic Trap MO MUST be: “urn:oma:mo:oma-diagmontrap:geo:1.0”.


	<x>/ToRef/TargetServer/<x>/ServerID

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get, No Replace
	

	
	See [DiagMonTrapMO] for description of this node.


	<x>/ToRef/TargetURI/<x>/RegisteredServerID

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Requiredd
	One
	chr
	No Get, No Replace
	

	
	See [DiagMonTrapMO] for description of this node.


Change 2:  Section 6.3: received power trap
	…/<x>



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	node
	Get 
	

	
	Received Power Trap Management Object.  Identifier for the Received Power Trap MO MUST be: “urn:oma:mo:oma-diagmontrap:rxpwr:1.0”.


	<x>/TrapID



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get
	

	
	See [DiagMonTrapMO] for description of this node


	<x>/Enabled



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	bool
	Get, Replace
	

	
	See [DiagMonTrapMO] for description of this node


	<x>/TrapConfig


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get
	

	
	This interior node is a placeholder for the received power configuration.


	<x>/TrapConfig/TrapActivePower


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	float
	Get, Replace
	

	
	This leaf node contains the value the server-settable value used by the trap to go Active .


	<x>/TrapConfig/TrapInactivePower


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	float
	Get, Replace
	

	
	This leaf node contains the value the server-settable value used by the trap to go Inactive.


	<x>/TrapData


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get
	

	
	This interior node is a placeholder for the minimum and maximum possible values that the trap will compare against.


	<x>/TrapData/MinPower


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	float
	Get
	

	
	This leaf node contains the minimum received power that the client could possibly record.


	<x>/TrapData/MaxPower


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	float
	Get
	

	
	This leaf node contains the maximum received power that the client could possibly record.


	<x>/ToRef



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get
	

	
	See [DiagMonTrapMO] for description of this node


	<x>/ToRef/TargetServer 

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	ZeroOrOne
	node
	Get
	

	
	See [DiagMonTrapMO] for description of this node


	<x>/ToRef/TargetServer/<x>

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	ZeroOrMore
	node
	Add, Get, Replace
	

	
	See [DiagMonTrapMO] for description of this node


	<x>/ToRef/TargetServer/<x>/ServerID

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get, No Replace
	

	
	See [DiagMonTrapMO] for description of this node


	<x>/ToRef/TargetServer/<x>/Trigger

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	int
	Get, Replace
	

	
	See [DiagMonTrapMO] for description of this node


	

	
	
	
	
	
	

	
	
	
	
	
	

	
	


	<x>/ToRef/TargetServer/<x>/Ext

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	node
	Get
	

	
	See [DiagMonTrapMO] for description of this node


	<x>/ToRef/TargetURI

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	ZeroOrOne
	node
	Get
	

	
	See [DiagMonTrapMO] for description of this node


	<x>/ToRef/TargetURI/<x>

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	ZeroOrMore
	node
	Add, Get, Replace
	

	
	See [DiagMonTrapMO] for description of this node


	<x>/ToRef/TargetURI/<x>/URI

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get, Replace
	

	
	See [DiagMonTrapMO] for description of this node


	<x>/ToRef/TargetURI/<x>/Trigger

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	int
	Get, Replace
	

	
	See [DiagMonTrapMO] for description of this node


	<x>/ToRef/TargetURI/<x>/RegisteredServerID

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	No Get, No Replace
	

	
	See [DiagMonTrapMO] for description of this node.


	<x>/ToRef/TargetURI/<x>/Ext

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	node
	Get
	

	
	See [DiagMonTrapMO] for description of this node


	<x>/Ext


	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	ZeroOrOne
	node
	Get
	

	
	See [DiagMonTrapMO] for description of this node


Change 3:  Section 7.3: call drop trap
	<x>/ToRef/TargetServer/<x>/ServerID

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get, No Replace
	

	
	See [DiagMonTrapMO] for description of this node


Change 4:  Section 9.3: QoS trap
	…/<x>



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Optional
	One
	node
	Get 
	

	
	This interior node is a placeholder for the QoS Trap Management Object.  Identifier for the QoS Trap MO MUST be: “urn:oma:mo:oma-diagmontrap:qos:1.0”.


	<x>/ToRef/TargetServer/<x>/ServerID

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	Get, No Replace
	

	
	See [DiagMonTrapMO] for description of this node.


Change 5:  Section 10.3: hard reboot trap
5.1 Function Description
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Figure 6 -  Hard Reboot Trap MO
Change 6:  Section 11.3: data speed trap
	<x>



	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get 
	

	
	This interior node is a placeholder for the Data Speed Trap Management Object. The Management Object Identifier for the Data Speed Trap MO MUST be: “urn:oma:mo:oma-diagmontrap:dataspeed:1.0”.


	<x>/ToRef/TargetServer/<x>/ServerID

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	node
	Get, No Replace
	

	
	See [DiagMonTrapMO] for description of this node.


	<x>/ToRef/TargetURI/<x>/RegisteredServerID

	
	Status
	Tree Occurrence
	Format
	Min. Access Types
	

	
	Required
	One
	chr
	No Get, No Replace
	

	
	See [DiagMonTrapMO] for description of this node


NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

USE OF THIS DOCUMENT BY NON-OMA MEMBERS IS SUBJECT TO ALL OF THE TERMS AND CONDITIONS OF THE USE AGREEMENT (located at http://www.openmobilealliance.org/UseAgreement.html) AND IF YOU HAVE NOT AGREED TO THE TERMS OF THE USE AGREEMENT, YOU DO NOT HAVE THE RIGHT TO USE, COPY OR DISTRIBUTE THIS DOCUMENT.

THIS DOCUMENT IS PROVIDED ON AN "AS IS" "AS AVAILABLE" AND "WITH ALL FAULTS" BASIS.

© 2011 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 1 (of 8)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20110101-I]

© 2011 Open Mobile Alliance Ltd.  All Rights Reserved.
Page 2 (of 8)
Used with the permission of the Open Mobile Alliance Ltd. under the terms as stated in this document.
[OMA-Template-ChangeRequest-20110101-I]

