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1. Scope

This document defines the specific Diagnostics and Monitoring functions using the framework as defined in[DIAGMON].


Existing DiagMon MO features are reused and this document provides information on the standardised MO format of a set of diagnostics functions.   This specification defines:

· The standardized Diagnostics Function Identifier (DFID) format for each of the diagnostics functions covered in this specification

· Any additional information to execute the diagnostics function 

2.       The location and format of the   data as result of diagnostic function execution on the device.  References

2.1 Normative References

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC4234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. October 2005, URL:http://www.ietf.org/rfc/rfc4234.txt

	[SCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™, OMA-ORG-SCR_Rules_and_Procedures, URL:http://www.openmobilealliance.org/

	[DIAGMON]
	“DiagMon Management Object”, Version 1.0, Open Mobile Alliance, OMA-TS-DiagMonMO-V1_0, URL:http://www.openmobilealliance.org/

	[DMTND]
	“OMA Device Management Tree and Description, Version 1.2”. Open Mobile Alliance™, OMA-TS-DM_TND-V1_2. URL:http://www.openmobilealliance.org/ 


2.2 Informative References

	 [OMADICT]
	“Dictionary for OMA Specifications”, Version x.y, Open Mobile Alliance™,
OMA-ORG-Dictionary-Vx_y, URL:http://www.openmobilealliance.org/

	
	

	
	


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.

3.2 Definitions

	DiagMon Functions
	An extension to the DiagMon framework that allows the Diagnostics & Monitoring System to access diagnostics and monitoring information from the Device, and can request the Device to execute diagnostic and monitoring operations.

	
	


3.3
Abbreviations

	DM
	Device Management

	DiagMon
	Diagnostics and Monitoring

	DFID
	Diagnostic Function Identifier

	MO
	Management Object

	OMA
OMNA
SDO

URL
	Open Mobile Alliance
Open Mobile Naming Authority
Standards Developing Organization
Uniform Resource Locator



4. Introduction

This section is informative.

In order to provide advanced customer care services, the DiagMon [DIAGMON] enabler provides an interface between the Management Authority and Devices – based on OMA DM.

The DiagMon Function specification defines a number of standardised instantiations of the [DIAGMON] framework for the purposes of obtaining diagnostics and monitoring information in a predictable and industry-wide manner.
4.1 DFID Registration

Open Mobile Naming Authority (OMNA) maintains a registry of standardized DiagMon functions.  This registry can be found at the following URL:

http://www.openmobilealliance.org/tech/omna
The OMNA DiagMon Registry is open to OMA Working Groups, external Standards Developing Organizations (SDOs) and vendors.  The registration process binds a DiagMon function to a globally unique DFID.

5. Radio Protocol (one per radio protocol) (3GPP, 3GPP2, WiFi, Bluetooth, WiMAX, etc)

NOTE:  There may only be references to other groups' functionality in this section.5.1 RF Metrics

Location Metrics

Handoff Metrics

Air Interface Metrics

6. Call 

Call Paging

Voice Calls

Data Calls

7. IP Layer 
NOTE:  There may only be references to other groups' functionality in this section.

IP Session State

Data Session Metrics

HTTP Traffic

Socket Based Metrics

8. Application Layer 

SMS

Voice SMS

MMS

Browsing

Java Download

Phone As Modem

Other Applications
9. User Interface Layer 

Settings

Phone Book

Call History

UI Mapping

Key Press History

10. Device 

10.1 Battery
10.1.1 Battery Level
10.1.1.1 Introduction
This function will allow the server to determine the percentage of charge remaining in the battery or batteries. This function will be always available, so no operations are allowed. No configuration is required either. 

This value is useful, for example, in determining if there is enough power to do time-intensive operations such as FUMO.

10.1.1.2 DFID

The DFID for this function SHALL be "urn:oma:diag:device:BatteryLevel:1.0"

10.1.1.3 Non-applicable nodes from DiagMon MO definition
The following nodes MUST NOT be used for this function:


Operations (the function is always available)


DiagMonConfig (the function is only available for Get purposes)



ServerID (the function is only available for Get purposes).

10.1.1.4 Function Diagram
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Note that only nodes that are different from the DiagMon framework description are described.

Node:  /<x>/DiagMonData/BatteryLevel
	Status
	Occurrence
	Format
	Min. Access Types

	REQUIRED
	One
	Int
	Get 


This node contains the current battery level as a percentage (with a range from 0 to 100). 

Node:  /<x>/DiagMonData/Status
This leaf node specifies the operational state of the Diagnostics and Monitoring function. The value of this node MUST be one of the following:
	State
	Meaning

	Running
	The Diagnostics and Monitoring function is running.


Memory

APU/GPU

Diagnostic

Appendix A. Change History
(Informative)

A.1 Approved Version History

	Reference
	Date
	Description

	n/a
	n/a
	No prior version –or- No previous version within OMA

	OMA-xxyyz-V1_0-20021001-A
	01 Oct 2002
	Initial document to address the basic starting point

   Ref TP Doc# OMA-TP-2002-1234-xxyyzForApproval

	OMA-xxyyz-V1_1-20030405-A
	05 Apr 2003
	description of changed

   Ref TP Doc# OMA-TP-2003-0321-xxyyzV1_1forApproval


A.2 Draft/Candidate Version <current version> History

	Document Identifier
	Date
	Sections
	Description

	Draft Versions

OMA-xxyyz-V1_2
	30 Jun 2003
	3.2, 8.2, 11.4, App A
	Incorporates input to committee:

   OMA-XY-2003-0053-CR_SpellingCorrections

   OMA-XY-2003-0098-CR_AddSectionOnPeanutButter

	
	12 Aug 2003
	9.2.2.2, 11.3
	Incorporates input to committee:

   OMA-XY-2003-0101R2-CR_ImproveJellyReferences

	Candidate Version

OMA-xxyyz-V1_2
	16 Sep 2003
	n/a
	Status changed to Candidate by TP

   TP ref # OMA-TP-2003-0abc-CandidateRequest_xxyyz_V1_2

	Draft Version

OMA-xxyyz-V1_2
	24 Sep 2003
	6.8
	Status changed to Draft (demoted) to address important class 1 CR

   OMA-XY-2003-0172-CR_AddSectionOnJellyGoesOnTop

	Candidate Versions

OMA-xxyyz-V1_2
	13 Nov 2003
	n/a
	Status changed to Candidate by TP

   TP ref # OMA-TP-2003-0def-CandidateRequest_xxyyz_V1_2_again

	
	21 Dec 2003
	4.2, 6.3
	Minor CR to address interpretation of bread references

   OMA-XY-2003-0205-CR_SlicedBreadClarification

Notice sent to TP of minor update

   TP ref # OMA-TP-2003-0ghi-CandidateUpdateNotice_xxyyz_V1_2

	
	12 Jan 2004
	4.2, 6.6
	Minor CR to cover cases where knife not available

   OMA-XY-2004-0012-CR_SpreadingWithoutKnife

Notice sent to TP of minor update

   TP ref # OMA-TP-2004-0jkl-CandidateUpdateNotice_xxyyz_V1_2


Appendix B. Static Conformance Requirements
(Normative)

The notation used in this appendix is specified in [SCRRULES].

B.1 SCR for XYZ Client

	Item
	Function
	Reference
	Requirement

	XYZ-C-001-M
	Something mandatory
	Section x.y
	(XYZ-C-004-O OR XYZ-C-003-M) AND
 XYZ-C-002-O

	XYZ-C-002-O
	Something optional
	Section x.y
	

	XYZ-C-003-M
	Dependencies on ZYX
	Section x.y
	ZYX:MCF

	XYZ-C-004-O
	Dependencies on ZYX
	Section x.y
	ZYX:OCF


B.2 SCR for XYZ Server

	Item
	Function
	Reference
	Requirement

	XYZ-S-001-M
	Something mandatory
	Section x.y
	XYZ-S-004-O OR XYZ-S-002-O OR XYZ-S-003-M

	XYZ-S-002-O
	Something optional
	Section x.y
	

	XYZ-S-003-M
	Dependencies on ZYX
	Section x.y
	ZYX:MSF

	XYZ-S-004-O
	Dependencies on ZYX
	Section x.y
	ZYX:OSF
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