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Change Request

	Title:
	AD_Device_Definition
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	OMA-DM

	Doc to Change:
	OMA-AD-DM_Scheduling-V1_0-20071106-D

	Submission Date:
	08 Jan 2008

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	David Valerdi, dv82@tid.es, Telefonica S.A.

	Replaces:
	n/a


1 Reason for Change

This CR aims to close the following comment raised during ARC AD Formal Review:
	ID
	Open Date
	Type
	Section
	Description
	Status

	A001
	2007.11.21
	T
	3.2
	Source: David Valerdi, Telefonica SA

Form: E-mail

Comment: Definition of "Device" term is limiting the scope of OMA-DM Scheduling enabler without a compelling reason, since it is only referring to devices which uses Wireless Bearer for data transfer.

Proposed Change: Proposes to reuse "Device" term definition contained in last version of OMA-ORG-Dictionary. This document would also have to added as an informative reference.
	Status: OPEN


2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

OMA-DM WG is recommended to review and agree this CR.

6 Detailed Change Proposal

Change 1:  Add OMA-DICT as an informative reference.
2.2 Informative References

	[ARCH-PRINC]
	OMA Architecture Principles V1.2, OMA-ArchitecturePrinciples-V1_2, Open Mobile Alliance™, URL:http://www.openmobilealliance.org/

	[FUMO]
	 Firmware Update Manegement Object, Version 1.0, 

Open Mobile Alliance™, OMA-DM-FUMO-V1_0,
URL:http://www.openmobilealliance.org/

	[OMA-DICT]
	“Dictionary for OMA Specifications”, Version 2.6, Open Mobile Alliance™,
OMA-ORG-Dictionary-V2_6, URL:http://www.openmobilealliance.org/ 


Change 2:  Reuse OMA-DICT “Device” term definition
	Device
	 See [OMA-DICT].

	Device Description Framework
	A markup language used to describe OMA DM object schema; may be used in a standardized specification to describe the characteristics of conformant implementations or published by a vendor to describe a particular device impelementation.

	Device Management Authority
	Any legal entitity authorized, either directly or through delegation, to perform management operations on a terminal using the OMA Device Management protocol through a set of management objects.

	DM Client
	An abstract software component in a Device implementation that conforms to the OMA Device Management Enabler static conformance requirements specified for DM Clients. It servers as an end-point of the DM Client-Server Protocols including the one described in this architecture document.

	DM Server
	An abstract software component in a deployed Device Management infrastructure that conforms to the OMA Device Management Enabler static conformance requirements specified for DM Servers. It servers as an end-point of the DM Client-Server Protocols including the one described in this architecture document.

	Management Object
	A schema for configuration settings that an OMA DM client exposes to OMA DM servers for management operations defined in the OMA DM Enabler [OMA-DM].

	Schedule
	A plan for performing management operation that can be embodied as a piece of configuration to be consumed by the DM Scheduling Agent.

	Status Reporting
	It is the sending of Generic Alert to the DM server to inform the interested events occurred in the Device with regards to the Schedules under the control of the server.

	Trap
	A mechanism employed by a management authority to enable the Device to capture and report events and other relevant information generated from various components of the Device, such as a protocol stack, device drivers, or applications.
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