OMA-DM-LightweightM2M-2013-0055R01-CR_Cancel_Observation[image: image1.jpg]"sOMaQa

Open Mobile Alliance




Change Request

OMA-DM-LightweightM2M-2013-0044R01-CR_Response_Code_Update
Change Request



Change Request

	Title:
	Update Server Deletion
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	DM LightweightM2M

	Doc to Change:
	OMA-TS-LightweightM2M-V1_0-20130412-D

	Submission Date:
	8 May 2013

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Editorial

	Source:
	Seongyoon Kim, LGE, seongyoon.kim@lge.com
Seungkyu Park, LGE, seungk.park@lge.com

	Replaces:
	n/a


1 Reason for Change

This CR proposes to resolve editor’s note in Appendix C.1.1
2 Impact on Other Specifications

None
3 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

4 Recommendation

DM WG to review and agree this CR
5 Detailed Change Proposal
Change 1:  Change C.1
C.1 LWM2M Object: LWM2M Server

Description: This LWM2M objects provides the data related to a LWM2M server, the initial access rights, and security related data.
Object Info:
	Object
	Object ID 
	Object URN
	Multiple Instances?

	LWM2M Server
	1
	
	Yes


Resource Info:

	Resource Name
	Resource ID
	Access Type
	Multiple

Instances?
	Mandatory?
	Type
	Range or Enumeration
	Units
	Descriptions

	LWM2M Server URI
	0
	R, W
	No
	
	String


	0 – 255 bytes
	-
	Uniquely identifies the LWM2M Server, and is in the form:

“coaps://host:port”, where host is an IP address or FQDN, and port is the UDP port of the Server. 

	Lifetime
	1
	R, W
	No
	
	Integer
	32-bit
	s
	Specify the lifetime of the registration in seconds. 

	Security Mode
	2
	R
	No
	
	Integer
	8-bit
	-
	Determines which security mode of DTLS is used
0: Pre-Shared Key mode
1: Raw Public Key mode
2: Certificate mode

	Security Key
	3
	R
	No
	
	Binary
	Variable
	-
	Stores security key of security mode. The format of the keying material is defined by the security mode.

	Short Server ID
	4
	R
	No
	
	Unsigned Integer
	8-bit
	-
	Short integer ID, assigned by the LWM2M Client. This identifier uniquely identifies each LWM2M Server configured for the LWM2M Client.

default Short Server ID (i.e. 0) MUST not be used for identifying the LWM2M Server

	Default Minimum Period
	5
	R, W
	No
	
	Unsigned Integer
	16-bit
	s
	The default value the Client should use for the Minimum Period of an Observation in the absence of this parameter being included in an Observation.
If this Resource doesn’t exist, the default value is 1.

	Default Maximum Period
	6
	R, W
	No
	
	Unsigned Integer
	16-bit
	s
	The default value the Client should use for the Maximum Period of an Observation in the absence of this parameter being included in an Observation.

	Disable
	7
	E
	No
	
	
	
	
	If this Resource is executed, this LWM2M Server Object is disabled for a certain period defined in the Disabled Timeout Resource. In this period, the LWM2M Client MUST NOT send any message to the Server and ignore all the messages from the Server. When disabled, Client MUST perform de-registration process and underlying network connection between the Client and Server MUST be disconnected.

	DisableTimeout
	8
	R, W
	No
	
	Unsigned Integer
	32-bit
	s
	A period to disable the Server. After this period, the LWM2M Client MUST perform registration process to the Server. If this Resource is not set, a default timeout value is 86400 (1 day).

	Notification Storing When Disabled or Offline
	9
	R, W
	NO
	
	Boolean
	1-bit
	
	If true, the LWM2M Client stores Observe Notifications to the LWM2M Server while the LWM2M Server account is disabled or the Client is offline. After the LWM2M Server account is enabled or the Client is online, the LWM2M Client reports the stored Notifications to the Server.

If false, the LWM2M Client discards all the Observe Notifications or temporally disables the Observe function while the LWM2M Server is disabled or the Client is offline.

The default value is true.

The maximum number of storing Notification per the Server is up to the implementation.

	Binding Preference
	10
	R, W
	No
	
	Integer
	0-3
	
	This resource defines the transport binding and mode preferred by the Client for this Server. 

0: UDP

1: UDP with Queue Mode

2: SMS

3: SMS with Queue Mode


C.1.1 Unbootstrapping
If a Server Object Instance is to be deleted, some related resources and configurations need to be deleted or modified. Therefore when Delete operation is sent to a Server Object Instance and Delete operation is authorized, the Client MUST proceed following procedure.
1. If there is an Object Instance that can be accessed only by a Server of the Server Object Instance (i.e., the Server is Access Control Owner and there is only one ACL Resource Instance for the Server in an Access Control Object Instance), the Object Instance and the corresponding the Access Control Object Instance MUST be deleted
2. If an Object Instance can be accessed by multiple Servers including the Server, then
· An ACL Resource Instance for the Server in Access Control Object Instance for the Object Instance MUST be deleted
· If the Server is Access Control Owner of the Access Control Object Instance, then the Access Control Owner MUST be changed to another Server according to below rules:
The Client MUST choose the Server who has highest sum of each number assigned to an access right ( Write: 1, Delete: 1) for the Access Control Owner. If some Servers get the same with the highest, the Client MUST choose one of them for the Access Control Owner
3. Observation from the Server MUST be deleted
4. the Server Object Instance MUST be deleted
5. Client MUST send de-registration message to the Server



Note: To monitor the change of Access Control Owner, the Server MAY observe Access Control Owner Resource.
Change 2:  Change C.3
C.3 LWM2M Object: Device

Description: This LWM2M Object provides a range of device related information which can be queried by the LWM2M Server, and a device reboot and factory reset function.

Object info:

	Object
	Object ID 
	Object URN
	Multiple Instances?

	Device
	3
	
	No


Resource Info:

	Resource Name
	Resource ID
	Access Type
	Multiple

Instances?
	Mandatory?
	Type
	Range or Enumeration
	Units
	Descriptions

	Manufacturer
	0
	R
	No
	
	String


	
	-
	Human readable manufacturer name 

	Model Number
	1
	R
	No
	
	String
	
	-
	A model identifier (manufacturer specified string)

	Serial Number
	2
	R
	No
	
	String
	
	-
	Serial Number

	
	
	
	
	
	
	
	
	

	Firmware version
	3
	R
	No
	
	String
	
	-
	Current firmware version

	Reboot
	4
	E
	No
	
	-
	
	-
	Reboot the device to restore the Device from unexpected firmware failure.

	Factory reset
	5
	E
	No
	
	-
	
	-
	Perform factory reset of the device to make the Device have the same configuration as at the initial deployment.
When this Resource is executed, De-registration message MAY be sent to the Servers before factory reset of the LWM2M Device

	Power source status
	6
	R
	No
	
	Integer
	0-1
	
	0=power connected

1=running on battery

	Battery level
	7
	R
	Yes
	
	Integer
	0-100
	-
	Contains the current battery level as a percentage (with a range from 0 to 100). This value is only valid when the value of Power source status is 1.

	Memory free
	8
	R
	No
	
	Integer
	
	-
	Estimated current available amount of storage space which can store data and software in the device (expressed in kilobytes).

	Error code
	9
	R
	Yes
	
	Integer
	
	
	0=No error
1=Low battery power

2=External power supply off

3=GPS module fail

4=Low received signal strength

5=Out of memory

6=Peripheral malfunction

When the single device object instance is initiated, there is only one error code resource instance whose value equal to 0 that means no error. When the first error happens, LWM2M Client changes error code resource instance to any non-zero value to indicate the error type. When any other error happens, a new error code resource instance is created.

This error code resource MAY be observed by a LWM2M server. If any new error code instance is created, a Notify message should be send to LWM2M Server. How to deal with client’s error report depends on the policy of server.

	Reset Error Code
	10
	E
	No
	
	-
	-
	-
	Delete all error code resource instances except the only one that implies no error. 

	Current Time
	11
	R,W
	No
	
	Integer
	64bitsunsigned integer
	
	Current UNIX time of the client. 

The LWM2M Client should be responsible to increase this time value as every second elapses.

LWM2M server is able to write this resource to make the client synchronized with a server. 

	Time Zone
	12
	R, W
	No
	
	Decimal
	
	
	Indicates which time zone the LWM2M Device located. GMT+X, where X is the value this resource in hours.
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