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The notation used in this appendix is specified in [SCRRULES].
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	Item
	Function
	Reference
	Requirement

	LwM2M-ATTR-001-C-M 
	Support of Attributes
	Section 5.1
	

	LwM2M-ATTR-002-C-M
	Support of attachment of Attributes
	Section 5.1.1 
	

	LwM2M-ATTR-003-C—M
	Support of characteristics of Attributes in Table 5.1.1.-1
	Section 5.1.1
	

	LwM2M-ATTR-004-C-M
	Support of <PROPERTIES> Class Attributes
	Section 5.1.2
	

	LwM2M-ATTR-005-C-M
	Support of <NOTIFICATION> Class Attributes
	Section 5.1.2
	


Interfaces

	Item
	Function
	Reference
	Requirement

	LwM2M-INTR-001-C-M
	Support of relationships as indicated by Table 6.-1
	Section 6 
	




Bootstrap Interface
	Item
	Function
	Reference
	Requirement

	LwM2M-BOOT-001-C-M
	Support of at least one Bootstrap Mode
	Section 6.1 5.1
	

	LwM2M-BOOT-001a-C-M
	Support at least pre-provisioning of one LwM2M Bootstrap-Server Account
	Section 6.1.1
	

	
	
	
	

	LwM2M-BOOT-002-C-O
	Support of Factory Bootstrap Mode
	Section 5.2.3.1
	

	LwM2M-BOOT-003-C-O
	Support of Bootstrap from Smartcard
	Section 5.2.3.2, Appendix F
	LwM2M-BOOT-012C-O

	LwM2M-BOOT-004-C-O
	Support of Client Initiated Bootstrap
	Section 5.2.3.3
	

	LwM2M-BOOT-005-C-O
	Support of Server Initiated Bootstrap
	Section 5.2.3.4
	

	LwM2M-BOOT-006-C-M
	Support of LwM2M Server Bootstrap Information
	Section 6,1.2
	

	LwM2M-BOOT-007-C-O
	Support of LwM2M Bootstrap-Server Bootstrap Information
	Section 6.1.2
	

	LwM2M-BOOT-008-C-M
	Support of accepting Bootstrap Information transferred
	Section 6.1.2
	

	LwM2M-BOOT-009-C-M
	Support of Bootstrap Sequence
	Section 6.1.4
	

	LwM2M-BOOT-010-C-M
	Support of Bootstrap Security
	Section 6.1.5
	

	LwM2M-BOOT-011-C-O
	Support of Bootstrap from Smartcard with Secure Channel
	Section  6.1.3.2, Appendix G
	LwM2M-BOOT-012C-O AND
LwM2M-SEC-007-C-O

	LwM2M-BOOT-012-C-O
	Retrieve & Process bootstrap data from Smartcard
	Section 6.1.3.2
	

	LwM2M-BOOT-013-C-O
	Check for Bootstrap Data change in Smartcard
	Section 6.1.3.2
	

	LwM2M-BOOT-014-C-O
	Support of the BOOSTRAP-REQUEST operation 
	Section 6.1.7.1
	LwM2M-BOOT-004-C-O

	LwM2M-BOOT-015-C-O
	Support of the BOOTSTRAP-FINISH, BOOTSTRAP DISCOVER,  BOOTSTRAP READ, BOOTSTRAP WRITE, BOOTSTRAP DELETE operations
	Section 6.1.7.1 Section 6.1.7.2
Section 6.1.7.3
Section 6.1.7.4
Section 6.1.7.5 Section 6.1.7.6
	LwM2M-BOOT-004-C-O OR 
LwM2M-BOOT-005-C-O
 


	LwM2M-BOOT-016-C-O
	Check and report Bootstrap Configuration Inconsistency
	Section 6.1.6
	LwM2M-BOOT-004-C-O OR
LwM2M-BOOT-005-C-O

	LwM2M-BOOT-017-C-O
	Client shall support rebootstrapping when bootstrap is not finished within defined period
	Section 6.1.6
	

	LwM2M-BOOT-018-C-O
	Client to flush all pending responses to LwM2M server which are not related to the Bootstrap sequence
	Section 6.1.1
	


[bookmark: _Toc370916107][bookmark: _Toc370922929][bookmark: _Toc505973131]Client Registration
	Item
	Function
	Reference
	Requirement

	LwM2M-CR-001-C-M
	Support of “Register” operation
	Section 6.2.1
	

	LwM2M-CR-002-C-M
	Support of Endpoint Client Name parameter
	Section 6.2.1
	

	LwM2M-CR-003-C-M
	Support of Lifetime parameter
	Section 6.2.1
	

	LwM2M-CR-004-C-M
	Support of LwM2M Version parameter
	Section 6.2.1
	

	LwM2M-CR-005-C-M
	Support of Binding Mode parameter
	Section 6.2.1, 6.2.1.1
	

	LwM2M-CR-006-C-O
	Support of SMS Number parameter
	Section 6.2.1
	

	LwM2M-CR-007-C-M
	Support of Object and Object Instances parameter
	Section 6.2.1
	

	LwM2M-CR-008-C-M
	Support of “Update” operation
	Section 6.2.2
	

	LwM2M-CR-009-C-O
	Support of “De-register” operation
	Section 6.2.3
	

	LwM2M-CR-010-C-O
	Support of Updating Bootstrap Information from Smartcard at Register/Update
	Section 6.2.2
	(LwM2M-CR-001-C-M OR 
LwM2M-CR-008-C-M ) AND
LwM2M-BOOT-013-C-O AND
(LwM2M-BOOT-003-C-O OR
LwM2M-BOOT-011-C-O)

	LwM2M-CR-0011-C-M
	No Security Object (ID:0), and Security Object Instances, OSCORE Object (ID:21) and instances in the parameters list 
	Section 6.2.1
	

	LwM2M-CR-0012-C-M
	Support of Object Versioning in the Object and Object Instances parameter list
	Section 6.2.1
	

	LwM2M-CR-013-C-O
	Client to support “Registration Priority Order” 
	Section 6.2.1.1
	

	LwM2M-CR-014-C-M
	Client to support the object ver, if the object is new version
	Section 6.2.1
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	Item
	Function
	Reference
	Requirement

	LwM2M-DMSE-001-C-M
	Support of “Read” operation
	Section 6.3.15.4.1
	

	LwM2M-DMSE-002-C-M
	Support of “Discover” operation
	Section 6.3.25.4.2
	

	LwM2M-DMSE-003-C-M
	Support of “Write” operation
	Section 6.3.35.4.3
	

	LwM2M-DMSE-004-C-M
	Support of “Write-Attributes” operation
	Section 6.3.45.4.4
	

	LwM2M-DMSE-005-C-O
	Support of Minimum Period parameter
	Section 6.3.45.4.4
	

	LwM2M-DMSE-006-C-O
	Support of Maximum Period parameter
	Section 6.3.45.4.4
	

	LwM2M-DMSE-007-C-O
	Support of Greater Than parameter
	Section 6.3.45.4.4
	

	LwM2M-DMSE-008-C-O
	Support of Less Than parameter
	Section 6.3.45.4.4
	

	LwM2M-DMSE-009-C-O
	Support of Step parameter
	Section 6.3.45.4.4
	

	LwM2M-DMSE-010-C-O
	Support of Cancel parameter
	Section 6.3.45.4.4
	

	LwM2M-DMSE-011-C-M
	Support of “Execute” operation
	Section 6.3.55.4.5
	

	LwM2M-DMSE-012-C-M
	Support of “Create” operation
	Section 6.3.65.4.6
	

	LwM2M-DMSE-013-C-M
	Support of “Delete” operation
	Section 6.3.75.4.7
	

	LwM2M-DMSE-014-C-O
	Support of “Read-Composite”
	Section 6.3.8
	

	LwM2M-DMSE-015-C-O
	Support of “Write-Composite”
	Section 6.3.9
	

	LwM2M-DMSE-016-C-O
	Support of “Send”
	Section 6.3.10
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	Item
	Function
	Reference
	Requirement

	LwM2M-IR-001-C-M
	Support of “Observe” operation
	Section 6.4.15.5.1
	

	LwM2M-IR-002-C-M
	Support of “Notify” operation
	Section 6.4.25.5.2
	

	LwM2M-IR-003-C-M
	Support of “Cancel Observation” operation
	Section 6.4.35.5.3
	

	[bookmark: _Hlk518325441]LwM2M-IR-004-C-O
	Support of “Observe-Composite”
	Section 6.4.4
	

	LwM2M-IR-005-C-O
	Support of “Cancel Observation-Composite”
	Section 6.4.5
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	Item
	Function
	Reference
	Requirement

	LwM2M-ORIDF-001-C-O
	Support of Plain Text format
	Section 7.4.1 6.4, 6.4.1
	

	LwM2M-ORIDF-002-C-O
	Support of Opaque format
	Section 7.4.26.4, 6.4.2
	

	LwM2M-ORIDF-003-C-M
	Support of TLV format
	Section 7.4.3 6.4, 6.4.3
	

	LwM2M-ORIDF-004-C-O
	Support of JSON format
	Section 7.4.4 6.4, 6.4.4
	

	LwM2M-ORI-005-C-O
	Support of CBOR format
	Section 7.4.5
	

	LwM2M-ORI-006-C-M
	Support of Data Types in Appendix C
	Section 7.1
	

	LwM2M-ORI-007-C-M
	Support of one type of Endpoint Client name
	Section 7.3.1
	

	LwM2M-ORI-008-C-O
	Support of new media types SenML JSON, SenML CBOR
	Section 7.4
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	Item
	Function
	Reference
	Requirement

	LwM2M-SEC-001-C-M
	Support of at least one key mode
	Section 7.1
	LwM2M-SEC-002-C-O OR LwM2M-SEC-003-C-O OR LwM2M-SEC-004-C-O OR LwM2M-SEC-004-C-O

	LwM2M-SEC-002-C-O
	Support of Pre-Shared Keys mode
	Section 7.1.7
	

	LwM2M-SEC-003-C-O
	Support of Raw Public Key Certificates mode
	Section 7.1.8
	

	LwM2M-SEC-004-C-O
	Support of X.509 Certificates mode
	Section 7.1.9
	

	LwM2M-SEC-005-C-O
	Support of No Sec mode
	Section 7.1.10
	

	LwM2M-SEC-006-C-O
	Support of UDP Channel Security
	Section 7.1
	

	LwM2M-SEC-007-C-O
	Support of Smartcard Secure Channel
	Section 7.1, Appendix G
	LwM2M-SEC-009-C-O

	LwM2M-SEC-008-C-O
	Support of Access Control Mechanism
	Section 87.3 
	

	LwM2M-SEC-009-C-O
	Smartcard Secure Channel using [GLOBALPLATFORM]
[GP SCP03]
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	Item
	Function
	Reference
	Requirement

	LwM2M-MEC-001-C-O
	Support of Queue Mode
	Section 8.3
	

	[bookmark: _Toc365994807]LwM2M-MEC-002-C-M
	Support of UDP Binding
	Section 8.6.1
	

	LwM2M-MEC-003-C-O
	Support of SMS Binding
	Section 8.6.2
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	Item
	Function
	Reference
	Requirement

	LwM2M-OBJ-001-C-M
	Support of LwM2M Security Object
	Appendix E.1
	

	LwM2M-OBJ-002-C-M
	Support of LwM2M Server Object
	Appendix E.2
	

	LwM2M-OBJ-003-C-O
	Support of Access Control Object
	Appendix E.3
	

	LwM2M-OBJ-004-C-M
	Support of Device Object
	Appendix E.4
	

	LwM2M-OBJ-005-C-O
	Support of Connectivity Monitoring Object
	Appendix E.5
	

	LwM2M-OBJ-006-C-O
	Support of Firmware Update Object
	Appendix E.6
	

	LwM2M-OBJ-007-C-O
	Support of Location Object
	Appendix E.7
	

	LwM2M-OBJ-008-C-O
	Support of Connectivity Statistics Object
	Appendix E.8
	

	[bookmark: _Hlk518326267]LwM2M-OBJ-009-C-O
	Support of OSCORE object
	Appendix E.9
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Attributes 
	Item
	Function
	Reference
	Requirement

	LwM2M-ATTR-001-S-M 
	Support of Attributes
	Section 5.1
	

	LwM2M-ATTR-002-S-M
	Support of attachment of Attributes
	Section 5.1.1 
	

	LwM2M-ATTR-003-S—M
	Support of characteristics of Attributes in Table 5.1.1.-1
	Section 5.1.1
	

	LwM2M-ATTR-004-S-M
	Support of <PROPERTIES> Class Attributes
	Section 5.1.2
	

	LwM2M-ATTR-005-S-M
	Support of <NOTIFICATION> Class Attributes
	Section 5.1.2
	


Interfaces

	Item
	Function
	Reference
	Requirement

	LwM2M-INTR-001-S-M
	Support of relationships as indicated by Table 6.-1
	Section 6 
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	Item
	Function
	Reference
	Requirement

	LwM2M-BOOT-005-S-M
	Support of Server Initiated Bootstrap
	Section 5.2.3.4
	

	LwM2M-BOOT-010-S-M
	Support of Bootstrap Security
	Section 5.2.5
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	Item
	Function
	Reference
	Requirement

	LwM2M-CR-001-S-M
	Support of “Register” operation
	Section 6.2.15.3.1
	

	LwM2M-CR-002-S-M
	Support of Endpoint Client Name parameter
	Section 6.2.15.3.1
	

	LwM2M-CR-003-S-M
	Support of Lifetime parameter
	Section 6.2.15.3.1
	

	LwM2M-CR-004-S-M
	Support of LwM2M Version parameter
	Section 6.2.15.3.1
	

	LwM2M-CR-005-S-M
	Support of Binding Mode parameter
	Section  6.2.1,6.2.1.15.3.1, 5.3.1.1
	

	LwM2M-CR-006-S-M
	Support of SMS Number parameter
	Section 6.2.15.3.1
	

	LwM2M-CR-007-S-M
	Support of Object and Object Instances parameter
	Section 6.2.15.3.1
	

	LwM2M-CR-008-S-M
	Support of “Update” operation
	Section 6.2.15.3.2
	

	LwM2M-CR-009-S-M
	Support of “De-register” operation
	Section 6.2.35.3.3
	

	LwM2M-CR-010-S-M
	Support removal of the Client and existing observations, when no update is received
	Section 6.2
	

	LwM2M-CR-011-S-M
	Server to support “Registration Priority Order” when initiated from Client
	Section 6.2.1.1
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	Item
	Function
	Reference
	Requirement

	LwM2M-DMSE-001-S-M
	Support of “Read” operation
	Section 5.4.1
	

	LwM2M-DMSE-002-S-M
	Support of “Discover” operation
	Section 5.4.2
	

	LwM2M-DMSE-003-S-M
	Support of “Write” operation
	Section 5.4.3
	

	LwM2M-DMSE-004-S-M
	Support of “Write-Attributes” operation
	Section 5.4.4
	

	LwM2M-DMSE-005-S-M
	Support of Minimum Period parameter
	Section 5.4.4
	

	LwM2M-DMSE-006-S-M
	Support of Maximum Period parameter
	Section 5.4.4
	

	LwM2M-DMSE-007-S-M
	Support of Greater Than parameter
	Section 5.4.4
	

	LwM2M-DMSE-008-S-M
	Support of Less Than parameter
	Section 5.4.4
	

	LwM2M-DMSE-009-S-M
	Support of Step parameter
	Section 5.4.4
	

	LwM2M-DMSE-010-S-M
	Support of “Execute” operation
	Section 5.4.5
	

	LwM2M-DMSE-011-S-M
	Support of “Create” operation
	Section 5.4.6
	

	LwM2M-DMSE-012-S-M
	Support of “Delete” operation
	Section 5.4.7
	

	LwM2M-DMSE-013-S-O
	Support of “Read-Composite”
	Section 6.3.8
	

	LwM2M-DMSE-014-S-O
	Support of “Write-Composite”
	Section 6.3.9
	

	LwM2M-DMSE-015-S-O
	Support of “Send”
	Section 6.3.10
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	Item
	Function
	Reference
	Requirement

	LwM2M-IR-001-S-M
	Support of “Observe” operation
	Section 5.5.1
	

	LwM2M-IR-002-S-M
	Support of “Notify” operation
	Section 5.5.2
	

	LwM2M-IR-003-S-M
	Support of “Cancel Observation” operation
	Section 5.5.3
	

	LwM2M-IR-004-S-O
	Support of “Observe-Composite”
	Section 6.4.4
	

	LwM2M-IR-005-S-O
	Support of “Cancel Observation-Composite”
	Section 6.4.5
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	Item
	Function
	Reference
	Requirement

	LwM2M-ORIDF-001-S-M
	Support of Plain Text format
	Section 7.4.1 6.4, 6.4.1
	

	LwM2M-ORIDF-002-S-M
	Support of Opaque format
	Section 7.4.2 6.4, 6.4.2
	

	LwM2M-ORIDF-003-S-M
	Support of TLV format
	Section 7.4.36.4, 6.4.3
	

	LwM2M-ORIDF-004-S-M
	Support of JSON format
	Section 7.4.46.4, 6.4.4
	

	LwM2M-ORI-005-S-O
	Support of CBOR format
	Section 7.4.5
	

	LwM2M-ORI-006-S-M
	Support of Data Types in Appendix C
	Section 7.1
	

	LwM2M-ORI-007-S-M
	Support of Endpoint Client name
	Section 7.3.1
	

	LwM2M-ORI-008-S-O
	Support of new media types SenML JSON, SenML CBOR
	Section 7.4
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	Item
	Function
	Reference
	Requirement

	LwM2M-SEC-002-S-M
	Support of Pre-Shared Keys mode
	Section 7.1.7
	

	LwM2M-SEC-003-S-M
	Support of Raw Public Key Certificates mode
	Section 7.1.8
	

	LwM2M-SEC-004-S-M
	Support of X.509 Certificates mode
	Section 7.1.9
	

	LwM2M-SEC-005-S-M
	Support of No Sec mode
	Section 7.1.10
	

	LwM2M-SEC-006-S-M
	Support of UDP Channel Security
	Section 7.1
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	Item
	Function
	Reference
	Requirement

	LwM2M-MEC-001-S-M
	Support of Queue Mode
	Section 8.3
	

	LwM2M-MEC-002-S-M
	Support of UDP Binding
	Section 8.6.1
	

	LwM2M-MEC-003-S-O
	Support of SMS Binding
	Section 8.6.2
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	Item
	Function
	Reference
	Requirement

	LwM2M-OBJ-001-S-M
	Support of LwM2M Security Object
	Appendix E.1
	

	LwM2M-OBJ-002-S-M
	Support of LwM2M Server Object
	Appendix E.2
	

	LwM2M-OBJ-003-S-O
	Support of Access Control Object
	Appendix E.3
	

	LwM2M-OBJ-004-S-M
	Support of Device Object
	Appendix E.4
	

	LwM2M-OBJ-005-S-O
	Support of Connectivity Monitoring Object
	Appendix E.5
	

	LwM2M-OBJ-006-S-O
	Support of Firmware Update Object
	Appendix E.6
	

	LwM2M-OBJ-007-S-O
	Support of Location Object
	Appendix E.7
	

	LwM2M-OBJ-008-S-O
	Support of Connectivity Statistics Object
	Appendix E.8
	

	LwM2M-OBJ-009-S-O
	Support of OSCORE object
	Appendix E.9
	



SCR for LwM2M Bootstrap Server

Bootstrap Interface
	Item
	Function
	Reference
	Requirement

	LwM2M-BOOT-001-BS-M
	Support “Client Initiated Bootstrap”
	Section 6.1
	



