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1 Reason for Change

The diagram in the current ER is incorrect, in that it is including the DM Enabler in the definition….it should only be incorporating the ListMO enabler. This change 
2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

DM WG should review and agree this CR.
6 Detailed Change Proposal

Change 1:  Section 6.2, Architecture Diagram
Replace the existing diagram with the diagram below.
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Figure 1: ListMo Architecture
Change 2:  Section 6.3, Functional Components and Interfaces/reference points definition

6.3.1  Management Object

6.3.1.1  List of supported Management Object

Standardized interface to a device’s list of supported Management Objects Management Object. Exposed through the {DM Client} for authorized access by {Management Authorities} utilizing {DM Servers} communicating over {DM-1} using the OMA Device Management Protocol [OMA-DM].

6.3.2  Protocol Endpoints

6.3.2.1  DM Client

The DM Client is the abstract software component that conforms to the requirements for DM Clients specified in the OMA Device Management Enabler.

6.3.2.2 DM Server

The DM Server is the abstract software component that conforms to the requirements for DM Servers specified in the OMA Device Management Enabler.

6.3.3  Interfaces

6.3.3.1 DM-1 Device Management Client-Server Protocol

This provides an interface over which DM Servers may send device management commands to DM Clients and DM Clients may return status and alerts to DM Servers. This is an interface that is bearer neutral and offers many standardized bindings including HTTP and HTTPS.




6.3.3.4  DM-5 DM Exposes Management Objects

The MO schemas are exposed by the {DM Client} through its device management tree.

6.3.3.5  DM-Func DM Functions

The {Standard Management Objects} represent interfaces to the Device’s {DM Client} configuration and the Device's DM-related information which may be targeted by a {Device Management Authority} to perform Device Management Functions. The functions available depend upon the DM Standard Object specifications (e.g. Get, Replace, Add, Delete, Atomic, and Sequence), the access rights assigned to specific parameters for a given Device Management Authority, and on the specific device implementation.

6.3.3.6  DMA-DMS Interface

The interfaces between a Device Management Authority’s line-of-business systems and a Device Management Server are out of scope. For purposes of illustration, this interface allows the Device Management Authority to submit device management requests to the DM Server and to be apprised of results and device-generated alerts received by the server from the DM Client. For purposes of this reference architecture description, readers should assume that an implementation-specific interface to the DM Server is used by the Device Management Authority to submit DM commands and analyze results returned by the DM Client.
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