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1 Reason for Change

This CR updates section 5.2.1 to include the DM Server-Client Desegregation.
This CR also updates the DM Scheduling AD to include the comment to update the TRAP Section.

This CR also updates the Abbreviations section
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

The contributors recommend that the OMA DM group agree to this change and include this in the AD.
6 Detailed Change Proposal

Change 1:  Update on section 5.2.1
5.2.1 Conceptual Diagram
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Figure 1: Device Management Scheduling Concepts
DM Scheduling enabler provides the Scheduling Framework that enables the scheduled execution of the management commands given by the OMA-DM Server. Conceptually, the Scheduling Framework can be seen a tunnel that delays the delivery of the management commands to the OMA-DM Client until the given conditions for the schedule matches. For the recurring schedules, the commands may be executed multiple times. 
When the management commands are executed, the result is reported back to the OMA-DM Server by the Status Reporting.. The Scheduling Framework in the device, therefore, works as an agent that resides close to the device, monitoring the device parameters and performing the scheduled tasks on behalf of the servers.

The OMA-DM Server and OMA-DM Client in figure 2 are the abstract software component deployed in the network and the device respectively that implements and conforms to the OMA-DM v1.2 or higher. Since the OMA-DM v1.2 is the base protocols on which Other DM Enablers are built, those Other DM Enablers can also use the Scheduling Framework without having any dependency on the DM Scheduling Enabler or vice versa.
Change 2:  Update TRAP Flow
7.1.1 Trap-based Scheduling Flow 
This flow described in this section comprises a sequence of the steps until the scheduled management operations are executed at the occurrence of the Trap events.

1. A Management Authority gets information about a list of the available Trap events by the Device (this step can be considered as optional, since some cases will not need the DM Server to get again the Trap information from the devices).

2. The Management Authority creates and installs a Scheduling Context that is based on one of the events.

3. An event occurs.

4. The DMSEC is provided with an indication of the occurrence of event, through the Diagnostics and Monitoring Agent. 

5. The DMSEC executes the scheduled management operations.
Change 3:  Update DM Scheduling AD Abreviations

3.3 Abbreviations

	DDF
	Device Description Framework

	DM
	Device Management

	DMA
	Device Management Authority

	DMS
	Device Management Server

	MO
	Management Object 

	OMA
	Open Mobile Alliance

	DMSEC
	DM Scheduling Enabler Client

	DMSEC
	DM Scheduling Enabler Server
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