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1 Reason for Change

 Current DM Scheduling AD text puts that the DMSEC-DMEC provides an interface through which, for the execution at the condition matches, the scheduled DM message is transferred between DM Scheduling Enabler Client and the DM Enabler Client. But, this is not quite correct because it is the DM Scheduling Agent that transfers the message to the underlying DM Enabler Client. This CR is requesting to fix the error.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended to agree this CR.
6 Detailed Change Proposal

Change 1:  Add into Main Architecture Diagram the new interface between the Scheduling Agent and the underlying DM Enabler Client.

5.2.2 Functional Architecture
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Figure 2: Device Management Scheduling Framework Architecture
Change 2:  Cut and Pasted text from section 5.3.7.2 to the new section 5.3.7.3. In addition, unnecessary details are removed for each of the interfaces.
5.3.7.1 DMSEC-DMSA

This interface allows the logical separation between DM Scheduling Enabler Client and DM Scheduling Agent in such a way that DM Scheduling Enabler Client only takes care of the protocols in communication with the server, letting DM Scheduling Agent focus on running Schedules. In other words, this interface denotes a logical link so that the two functionally separate entities can collaborate with each other. This interface is also implementation specific. Depending on the implementation, this interface may explicitly implemented, or exist implicitly or event not exist.

At high level in a DM layered architecture model, DM Scheduling Enabler Client acts as an interface (or proxy) specifically to the DM Scheduling Agent, through which the Management Authority can access and use the services provided by DM Scheduling Agent. In this context, this interface should be able to map the requests that DM Scheduling Enabler Client receives from the server, e.g. installing the Schedule, activating the Schedules, etc. Also through this interface, DMSA should be able to tell the DM Scheduling Enabler Client what happened while it is running the Schedule, e.g. run-time errors, so that it can be communicated back to the server.

5.3.7.2 DMSEC-DMEC
This purely implementation specific interface allows the logical separation between the two functional components, DM Scheduling Enabler Client and the DM Enabler Client, only from the architectural perspectives. This interface should adopt very similar mechanism that is supposed to be used between other MO Enabler Clients and the underlying DM Enabler Client.
5.3.7.3 DMEC-DMSA
Through this interface, the DM Scheduling Agent is able to use the OMA DM message processing capability of the underlying OMA DM Client Enabler.  


5.3.7.4 DMSES-DMES

The DMSES-DMES is the interface between the DM Scheduling Enabler Server and the OMA-DM Enabler Server. The DM Scheduling Enabler is layered on top of the functions provided by the OMA-DM Enabler and, through this interface, the functionality provided by the OMA-DM Enabler Server is used by the DM Scheduling Enabler Server. This interface is implementation specific.
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