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Annex B 
Overview of TC status for two test models: IP-CAN (34.229-3) & Multi-tester (36.523-3)
(@08-08-2013)
B1. Verified TCs

B.1.1
Verified TC list under both models
The RAN5 IMS TCs verified under both models can be split into two parts, relevant for IM Applications basic test and relevant only for the RAN5 IMS test.
B.1.1.1
Relevant for IM Applications basic test
	TC
	Title
	GCF
	TTCN-Status

	8.1
	Initial registration 
	WI-128
WI-103
	Approved

	8.2
	User Initiated Re-Registration
	WI-103
	Approved

	8.3
	Mobile Initiated Deregistration
	WI-103
	Approved

	8.4
	Invalid behaviour- 423 Interval too brief 
	WI-103
	Approved

	9.1
	Invalid Behaviour – MAC Parameter Invalid 
	WI-103
	Approved

	9.2
	Invalid Behaviour – SQN out of range 
	WI-103
	Approved

	10.1
	Invalid Behaviour – 503 Service Unavailable
	WI-103
	Approved

	11.1
	Network-initiated deregistration 
	WI-103
	Approved

	11.2
	Network initiated re-authentication 
	WI-103
	Approved


B.1.1.2
Relevant only for RAN5 IMS test

	TC
	Title
	GCF
	TTCN-Status

	12.12
	MO MTSI Voice Call Successful with preconditions 
	WI-103
	Approved

	12.13
	MT MTSI speech call 
	WI-103
	Approved

	18.1
	Mobile Originating SMS
	WI-128
	Approved

	18.2
	Mobile Terminating SMS
	WI-128
	Approved


B.1.2
Verified TC only under multi-tester model

Two prioritised emergency TC are verified under multi-tester model
	TC in 34.229-1`
	Title
	GCF
	TTCN-Status

	19.1.2
	Emergency call with emergency registration / Success / Location information not available
	WI-154/ee1
	Verified (pending approval)

	TC in 36.523-1
	
	
	

	8.1.2.11
	RRC connection establishment of emergency call
	WI-154/ee1
	Verified (pending approval)


B.1.3
Verified TC only under IP-CAN model

None

B.2
 Verifiable TC list
The following lists contain the available TTCN TCs for verifications.
B.2.1
Verifiable TC under both test models
	TC in 34.229-1
	Title
	GCF
	TTCN-Status

	12.2
	MO Call – 503 Service Unavailable
	WI-103
	Verifiable

	12.2a
	MO Call – 504 Server Time-out
	WI-103
	Verifiable

	12.16
	MO MTSI Text call
	WI-103
	Verifiable

	12.17
	MT MTSI text call 
	WI-103
	Verifiable

	15.1
	Originating Identification Presentation
	WI-103
	Verifiable

	15.2
	Originating Identification Restriction
	WI-103
	Verifiable

	15.3
	Terminating Identification Presentation
	WI-103
	Verifiable

	15.4
	Terminating Identification Restriction
	WI-103
	Verifiable

	15.5
	Communication Forwarding unconditional
	WI-103
	Verifiable

	15.7
	Communication Forwarding on non Reply: activation
	WI-103
	Verifiable

	15.8
	Communication Forwarding on non reply: MO call initiation
	WI-103
	Verifiable

	15.9
	Communication Forwarding on Busy
	WI-103
	Verifiable

	15.10
	Communication Forwarding on Not logged-in
	WI-103
	Verifiable

	15.10a
	Communication Forwarding on Not reachable
	WI-103
	Verifiable

	15.11
	MO Call Hold without announcement
	WI-103
	Verifiable

	15.12
	MT Call Hold without announcement
	WI-103
	Verifiable

	15.14a
	Communication barring while roaming
	WI-103
	Verifiable

	15.15
	Subscription to the MWI event package
	WI-103
	Verifiable

	15.19
	Inviting user to conference by sending a REFER request to the conference focus
	WI-103
	Verifiable

	15.21a
	Three way session creation
	WI-103
	Verifiable

	15.27
	Communication Waiting and answering the call
	WI-103
	Verifiable

	15.28
	Communication Waiting and cancelling the call
	WI-103
	Verifiable

	16.1
	Speech AMR, indicate all codec modes
	WI-103
	Verifiable

	16.2
	Speech AMR, indicate selective codec modes 
	WI-103
	Verifiable

	16.3
	Speech AMR-WB, indicate all codec modes 
	WI-103
	Verifiable

	16.4
	Speech AMR-WB, indicate selective codec modes 
	WI-103
	Verifiable


B.2.2
Verifiable TC only under multi-tester model

	TC in 34.229-1
	Title
	GCF
	TTCN-Status

	12.18
	MTSI MO speech call / SSAC / 0% access probability for MTSI MO speech call
	WI-171
	Verifiable

	12.19
	MTSI MO video call / SSAC / 0% access probability for MTSI MO video call
	WI-171
	Verifiable

	12.20
	Emergency call / Success / SSAC / 0% access probability for MTSI MO speech call
	WI-171
	Verifiable

	19.1.1
	Emergency call with emergency registration / Success / Location information available
	WI-154/ee1
	verifiable

	19.1.3
	Emergency call with emergency registration / Abnormal case / IM CN sends a 380 / UE performs emergency call via CS domain / UTRAN or GERAN
	WI-154/ee1
	verifiable

	19.1.3a
	Emergency call with emergency registration / Abnormal case / IM CN sends a 380 / UE performs emergency call via CS domain / CDMA 2000 1xRTT
	WI-154/ee2
	verifiable

	19.3.2
	Non-UE detectable emergency call / IM CN sends 380 Alternative Service / Redirection to CS / Non-emergency IMS registration / UTRAN or GERAN
	WI-154/ee1
	verifiable

	19.3.2a
	Non-UE detectable emergency call / IM CN sends 380 Alternative Service / Non-emergency IMS registration / CDMA 2000 1xRTT
	WI-154/ee2
	verifiable

	19.4.1
	Emergency call without emergency registration / EPS / UE does not contain an ISIM or USIM
	WI-154/ee1
	verifiable

	19.4.2
	Emergency call without emergency registration / EPS / UE contains an ISIM or USIM / UE is in state EMM-REGISTERED.LIMITED-SERVICE
	WI-154/ee1
	verifiable

	TC in 36.523-1
	
	
	

	8.1.2.12
	RRC connection establishment of emergency call / Limited Service
	WI-154/ee1
	Verifiable

	11.2.1
	Emergency bearer services / Normal cell / NORMAL-SERVICE / Local Emergency Numbers List sent in the Attach / PDN connect new emergency EPS bearer context / Service request / Emergency PDN disconnect
	WI-154/ee1
	Verifiable

	11.2.2
	Emergency bearer services / Normal cell / LIMITED-SERVICE / Attach / PDN connect / Service request / PDN disconnect / Detach / Temporary storage of EMM information
	WI-154/ee1
	Verifiable

	11.2.3
	Emergency bearer services / CSG cell / LIMITED-SERVICE / Attach / Security mode control procedure without prior authentication / PDN connect / Service request / PDN disconnect / Detach upon UE switched off / Temporary storage of EMM information
	WI-154/ee1
	Verifiable

	11.2.4
	Emergency bearer services / Normal cell / NO-IMSI / Attach / No EPS security context / PDN connect / Service request / Timer T3412 expires
	WI-154/ee1
	Verifiable

	11.2.5
	Emergency bearer services / Normal cell / NORMAL-SERVICE / Local Emergency Numbers List NOT sent in the Attach / PDN connect new emergency EPS bearer context / Authentication SQN code failure - MME aborts authentication continues using current security context / Service request / Emergency PDN disconnect
	WI-154/ee1
	Verifiable

	11.2.6
	Handling of Local Emergency Numbers List provided during Attach and Normal tracking area update procedures
	WI-154/ee1
	Verifiable

	11.2.7
	UE has PDN connection only for emergency bearer services / Normal tracking area update / Accepted / Local Emergency Numbers List is not sent by the network / Handling of the lists of forbidden tracking areas
	WI-154/ee1
	Verifiable

	11.2.8
	Attach for emergency bearer services / Rejected / No suitable cells in tracking area / Emergency call using the CS domain / UTRA or GERAN
	WI-154/ee1
	Verifiable

	11.2.8a
	Attach for emergency bearer services / Rejected / No suitable cells in tracking area / Emergency call using the CS domain / CDMA2000 1xRTT
	WI-154/ee2
	verifiable

	11.2.10
	LIMITED-SERVICE / EPS does not support IMS Emergency / Emergency call using the CS domain
	WI-154/ee1
	Verifiable

	11.2.11
	LIMITED-SERVICE / Inter-system mobility / E-UTRA to UTRA CS / SRVCC Emergency Call Handover to UTRAN
	WI-154/ee1
	Verifiable


B.2.3
Verifiable TC only under IP-CAN model

None

B.3

TC to be made verifiable in next two deliveries

B.3.1
TC under both models
	TC
	Title
	GCF
	TTCN-Status

	15.17
	Creating a conference
	WI-103
	Compilable

	15.21
	Joining a conference after being invited to it
	WI-103
	Compilable


B.3.2
TC only under multi-tester model

	TC
	Title
	GCF
	TTCN-Status

	19.1.5
	Emergency call with emergency registration / Emergency SIP signalling and media in parallel with an other ongoing IM CN subsystem signalling and media
	WI-154/ee1
	Compilable

	19.3.1
	Non-UE detectable emergency call / IM CN sends a 1xx response / UE geographical location information available
	WI-154/ee1
	Compilable

	19.3.3
	Non-UE detectable emergency call / IM CN sends 380 Alternative Service / Emergency IMS registration
	WI-154/ee1
	Compilable

	19.3.4
	Non-UE detectable emergency call / IM CN sends 380 with an Alternative Service / Previous emergency IMS registration not expired
	WI-154/ee1
	Compilable

	19.4.5
	Emergency call without emergency registration / UE credentials are not accepted
	PTCRB
	Compilable

	19.5.1
	New initial emergency registration / UE obtains from the serving IP-CAN an IP address different than the IP address used for the emergency registration
	WI-154/ee1
	Compilable

	19.5.6
	User-initiated emergency reregistration / UE has emergency related ongoing dialog
	WI-154/ee1
	Compilable

	19.5.7
	User-initiated emergency reregistration / The user initiates an emergency call
	WI-154/ee1
	Compilable

	19.5.8
	User-initiated emergency reregistration / Standalone transactions exist
	WI-154/ee1
	Compilable

	19.5.9
	In parallel emergency and non-emergency registrations
	WI-154/ee1
	Compilable

	19.5.10
	Deregistration upon emergency registration expiration
	WI-154/ee1
	Compilable


B.3.2
TC only under IP-CAN model

None







































































































































