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1 Reason for Change

The LPPe-1.0-con-006 test procedure in Step 4 requires the SS to set all IEs in the LPPe-CommonIEsRequestLocationInformation to active. However, these IEs are meant to configure parameters like periodic reporting, segmentation of the provide location information message in several messages or report the relative location changes with respect to a previous location. All these features are not required for the purpose of this test. Furthermore, some of them are directly incompatible with the purpose of this test.
2 Impact on Backward Compatibility

No impact on backward compatibility.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Approve the proposed changes (document section 5.2.1.1).
6 Detailed Change Proposal

Change 1: Removal of commonIEs-RequestLocationInformation from LPPe-1.0-con-006.
5.2.1.1 LPPe-1.0-con-006- Basic LPPe support (Location Information)
	Test Case Id
	LPPe-1.0-con-006

	Test Object
	LPPe Client

	Test Case Description
	Verification of the message extension for LPPe Request/Provide Location Information

	Specification Reference
	LPPe TS 6.2.2, 6.3.5, 6.3.6
Test 1: LPPe TS 6.5.1.5, 6.5.1.6, 6.5.1.7, 6.5.1.8

Test 2: LPPe TS 6.5.2.4, 6.5.2.5, 6.5.2.6

Test 3: LPPe TS 6.5.3.5, 6.5.3.6

Test 4: LPPe TS 6.5.4.4, 6.5.4.5, 6.5.4.6

Test 5: LPPe TS 6.5.5.4, 6.5.5.5, 6.5.5.6

Test 6: LPPe TS 6.5.6.4, 6.5.6.5

Test 7: LPPe TS 6.5.7.4, 6.5.7.5, 6.5.7.6

Test 8: LPPe TS 6.5.8.4, 6.5.8.5, 6.5.8.6
Test 9: LPPe TS 6.5.9.2, 6.5.9.3

Test 10: LPPe TS 6.5.10.5, 6.5.10.6, 6.5.10.7, 6.5.10.8
Test 11: LPPe TS 6.5.11.5, 6.5.11.6, 6.5.11.7, 6.5.11.8

	SCR Reference
	LPPe-MSG-C-007-M
LPPe-MSG-C-008-M

	Tool
	LPPe Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	LPPe Client supporting LPPe version 1.0 with compatibility level 0
ics:

Test 1: ics_Agnss

Test 2 ics_Otdoa
Test 3: ics_Eotd
Test 4: ics_Otdoa_Utra
Test 5: ics_Ecid_Lte
Test 6: ics_Ecid_Gsm
Test 7: ics_Ecid_Utra
Test 8: ics_Wlan_Ap
Test 9: ics_Ecid_Wimax
Test 10: ics_Sensor
Test 11a: ics_Srn_Bluetooth 
Test 11b: ics_Srn_Bluetooth_Low_Energy 
Test 11c: ics_Srn_Near_Field_Communications 
Test 11d: ics_Srn_Oma_Mobile_Codes
Test 11e: ics_Srn_Other

	Test Procedure
	Test 1: AGNSS (FFS)

Test 2: OTDOA (FFS)

Test 3: EOTD (FFS)

Test 4: OTDOA UTRA (FFS)

Test 5: ECID LTE (FFS)

Test 6: ECID GSM (FFS)

Test 7: ECID UTRA (FFS)

Test 8: WLAN AP 

Test 9: ECID WIMAX (FFS)
Test 10: Sensor 

Test 11a: SRN for SRN Technology: Bluetooth (FFS)
Test 11b: SRN for SRN Technology: Bluetooth Low Energy 
Test 11c: SRN for SRN Technology: Near Field Communications (FFS)
Test 11d: SRN for SRN Technology: OMA Mobile Codes (FFS)
Test 11e: SRN for SRN Technology: Other (FFS)

1. Start an LPP/LPPe session
2. If the LPPe Client does not immediately send an LPP/LPPe Provide Capabilities message (according to ixit_immediate_provideCapabilities_message_sent) then send an LPP/LPPe Request Capabilities message with:
· LPPe-CommonIEsRequestCapabilities: all IEs set to request all capabilities
3. The LPPe Client sends an LPP/LPPe Provide Capabilities message.
4. Send an LPP/LPPe Request Location Information message with:
Editor’s note: we may need to provide more detailed information here - FFS
· LPPe-CommonIEsRequestLocationInformation: not present
· Test 1: LPPe-AGNSS-RequestLocationInformation: IEs set to request the following Location Information:

· FFS

· Test 2: LPPe-OTDOA-RequestLocationInformation: IEs set to request the following Location Information:

· FFS

· Test 3: LPPe-EOTD-RequestLocationInformation: IEs set to request the followingLocation Information:

· FFS

· Test 4: LPPe-OTDOA-UTRA-RequestLocationInformation: IEs set to request the following Location Information:

· FFS

· Test 5: LPPe-ECID-LTE-RequestLocationInformation: IEs set to request the following Location Information:

· FFS

· Test 6: LPPe-ECID-GSM-RequestLocationInformation: IEs set to request the following Location Information:

· FFS

· Test 7: LPPe-ECID-UTRA-RequestLocationInformation: IEs set to request the following Location Information:

· FFS

· Test 8: LPPe-WLAN-AP-RequestLocationInformation: all IEs set to request all Location Information

· Test 9: LPPe-ECID-WiMax-RequestLocationInformation: IEs set to request request the following Location Information:

· FFS

· Test 10: LPPe-Sensor-RequestLocationInformation: all IEs set to request request all Location Information

· Test 11a: LPPe-SRN-RequestLocationInformation for SRN Technology: Bluetooth: IEs set to request the following Location Information:
· FFS

· Test 11b: LPPe-SRN-RequestLocationInformation for SRN Technology: Bluetooth Low Energy: IEs set to request all Location Information

· Test 11c: LPPe-SRN-RequestLocationInformation for SRN Technology: Near Field Communications: IEs set to request the following Location Information:
· FFS

· Test 11d: LPPe-SRN-RequestLocationInformation for SRN Technology: OMA Mobile Codes: IEs set to request the following Location Information

· FFS

· Test 11e: LPPe-SRN-RequestLocationInformation for SRN Technology: Other: IEs set to request the following Location Information:
· FFS
5. The LPPe Client sends an LPP/LPPe Provide Location Information message with all the relevant IEs of the following fields of LPPe-ProvideLocationInformation, depending on the features supported by the Client as shown by the relevant Client Provide Location Information ics in Appendix B:
Editor’s note: we may want to provide more detailed information here - FFS

· LPPe-CommonIEsProvideLocationInformation:
· According to the relevant ics
· Test 1: LPPe-AGNSS-ProvideLocationInformation: 
· FFS
· Test 2: LPPe-OTDOA-ProvideLocationInformation: 
· FFS
· Test 3: LPPe-EOTD-ProvideLocationInformation: 
· FFS
· Test 4: LPPe-OTDOA-UTRA-ProvideLocationInformation: 
· FFS
· Test 5: LPPe-ECID-LTE-ProvideLocationInformation: 
· FFS
· Test 6: LPPe-ECID-GSM-ProvideLocationInformation: 
· FFS
· Test 7: LPPe-ECID-UTRA-ProvideLocationInformation: 
· FFS
· Test 8: LPPe-WLAN-AP-ProvideLocationInformation: 

· According to the relevant ics
· Test 9: LPPe-ECID-WiMax-ProvideLocationInformation: 
· FFS
· Test 10: LPPe-Sensor-ProvideLocationInformation: 

· According to the relevant ics
· Test 11a: LPPe-SRN-ProvideLocationInformation for SRN Technology: Bluetooth: 

· FFS
· Test 11b: LPPe-SRN-ProvideLocationInformation for SRN Technology: Bluetooth Low Energy: 

· According to the relevant ics
· Test 11c: LPPe-SRN-ProvideLocationInformation for SRN Technology: Near Field Communications: 

· FFS
· Test 11d: LPPe-SRN-ProvideLocationInformation for SRN Technology: OMA Mobile Codes: 

· FFS
· Test 11e: LPPe-SRN-ProvideLocationInformation for SRN Technology: Other: 

· FFS
6. End the LPP/LPPe session
7. Repeat steps 1 to 6 for each subtest supported by the Client

	Pass-Criteria
	1. At step 5, the Client shall return an LPP/LPPe Provide Location Information message with the correct LPPe Client location information for the features supported by the Client according to the relevant Client Provide Location Information ics in Appendix B.
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