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1 Reason for Change

The suggested Change Request is to mandate the Mailbox URI feature in the EMN OMA-ICS-EMN-V1_0-Client-20040805-A and ETR OMA-IOP-BROWSING-2005-0004R02-EMN-ETR-v1.0. This is to allow IOP testing of this feature to occur using the EMN enabler. This feature will allow a generic email to be received and downloaded without the need for the device to have a predefined email box and configuration set.
This will encourage more applications to be facilitated using email as the delivery protocol to the device. 

User case: The end user calls Directory enquiries for the Telephone number and address of the local pet shop in their area. Rather that an SMS being sent, which currently happens, the Directory Enquiries can send down a map and details of the store being requested. Without the added worry has the mobile user set-up his email account. This has the added advantage of not having limited data size and no proprietary systems are required by the originator of the Email Notification.  
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

The EMN Implementation Conformance Statement OMA-ICS-EMN-V1_0-Client-20040805-A, Enabler Test Requirements OMA-IOP-BROWSING-2005-0004R02-EMN-ETR-v1.0 and OMA-Push-EMN-v1.0_20040614-C will also require the changes to be applied.
The SCR references that require to change from optional to Mandatory are: 

EMN-SEM-C-002

EMN-SEM-C-003

EMN-SEM-C-004

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Discuss the proposal and make the relevant change to the ETS for inclusion in generating the new EMN 1.1 ETS.
6 Detailed Change Proposal

Change 1:  Change the EMN Mailbox test case to Mandatory
	Test Case ID
	EMN-1.0-int-13 

	Test Object
	Client device

	Test Case Description and Purpose
	Verify that the Client can connect using the Mailbox URI with the Email server address. and compliant to [RFC 2396]

	Specification Reference
	[Email Notification Spec] Section 5.3

	SCR Reference
	EMN-SEM-C-002

RFC 2396

	Tools
	None

	Test Code/Files
	TBD

	Preconditions
	Email notification inbox and cache content are empty

Notification access user setting is either set to “Always ask”, “Always” or “Never”.

Current date / time are correctly set on the Client.

The correct Email profile is set-up on the device.

It is highly recommended to have a log analyser to log traffic between the Client and the PPG.

	Test Procedure
	Set the correct Email Profile on your Client and select it as the current one. 

Send the email push message to the Client and when the Client displays reception feedback of the email notification message, choose download the email.

	Pass-Criteria
	The Client initiates an email session to the Email server successfully, upon receiving an email notification. The Device uses the predefined Email URL and protocol as defined in the mailbox URI of the email server which it connects to.

If the Device does not support the email protocol it will discard the email Notification.

	Comment
	This test case should be executed both when the Client is in idle mode and when it has a WAP session active.


Change 2:  Change the EMN Mailbox test case to Mandatory

	Test Case ID
	EMN-1.0-int-14 

	Test Object
	Client device

	Test Case Description and Purpose
	Verify that the Client can support POP2 protocol and uses the Mailat URI which specifies the email address details. This will comply with [RFC2822]

	Specification Reference
	[Email Notification Spec] Section 5.3

	SCR Reference
	EMN-SEM-C-003

	Tool
	None

	Test Code/Files
	TBD

	Preconditions
	Email notification inbox and cache content are empty

Notification access user setting is either set to “Always ask”, “Always” or “Never”.

Current date / time are correctly set on the Client.

The correct Email profile is setup on the device.

It is highly recommended to have a log analyzer to log traffic between the Client and the PPG.

	Test Procedure
	Set the correct Email Profile POP2 on your Client and select it as the current one. 

Send the email push message to the Client and when the Client displays reception feedback of the email notification message, choose download the email.

	Pass-Criteria:
	The Client initiates an email session to the Email server successfully, upon receiving an email notification. The Device will use the defined Email protocol POP2 preset in the device. The URL contained within the notification message contains the appropriate email login, password and address to connect to the server.

	Comment
	This test case should be executed both when the Client is in idle mode and when it has a WAP session active.


	Test Case ID
	EMN-1.0-int-15 

	Test Object
	Client device

	Test Case Description and Purpose
	Verify that the Client rejects an EMN that specifies a mailing protocol that the device does not support.

	Specification Reference
	[Email Notification Spec] Section 5.3

	SCR Reference
	EMN-SEM-C-004

	Tool
	None

	Test Code/Files
	TBD

	Preconditions
	Email notification inbox and cache content are empty

Notification access user setting is either set to “Always ask”, “Always” or “Never”.

Current date / time are correctly set on the Client.

The correct Email profile is setup on the device.

It is highly recommended to have a log analyzer to log traffic between the Client and the PPG.

	Test Procedure
	Set the default Email Protocol Profile on your Client and select it as the current one. 

Send the email push message to the Client and when the Client displays reception feedback of the email notification message, choose download the email.

	Pass-Criteria:
	The Client initiates an email session to the Email server successfully, upon receiving an email notification. The Device will use the defined Email Mailbox URL contained within the notification message for the appropriate Email protocol to use and the server address instead of the Device predefined settings of URL and protocol of the email server.

But the Email Protocol used in the Mailbox URI is NOT supported by the Device. Therefore the Device will ignore the Email Message and optionally display an error message to the user of the unsupported email protocol.

	Comment
	This test case should be executed both when the Client is in idle mode and when it has a WAP session active.
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