OMA-EICS-BCAST_Server-V1_0-20070614-D
Page 2  V(44)


	[image: image1.jpg]«“+OMa

Open Mobile Alliance




	

	Enabler Implementation Conformance Statement
Server Implementation of
BCAST

	Draft Version 1.0 – 14 Jun 2007

	Open Mobile Alliance

	OMA-EICS-BCAST_Server-V1_0-20070614-D

	
	

	

	
	


Use of this document is subject to all of the terms and conditions of the Use Agreement located at http://www.openmobilealliance.org/UseAgreement.html.

Unless this document is clearly designated as an approved specification, this document is a work in process, is not an approved Open Mobile Alliance™ specification, and is subject to revision or removal without notice.

You may use this document or any part of the document for internal or educational purposes only, provided you do not modify, edit or take out of context the information in this document in any manner.  Information contained in this document may be used, at your sole risk, for any purposes.  You may not use this document in any other manner without the prior written permission of the Open Mobile Alliance.  The Open Mobile Alliance authorizes you to copy this document, provided that you retain all copyright and other proprietary notices contained in the original materials on any copies of the materials and that you comply strictly with these terms.  This copyright permission does not constitute an endorsement of the products or services.  The Open Mobile Alliance assumes no responsibility for errors or omissions in this document.

Each Open Mobile Alliance member has agreed to use reasonable endeavors to inform the Open Mobile Alliance in a timely manner of Essential IPR as it becomes aware that the Essential IPR is related to the prepared or published specification.  However, the members do not have an obligation to conduct IPR searches.  The declared Essential IPR is publicly available to members and non-members of the Open Mobile Alliance and may be found on the “OMA IPR Declarations” list at http://www.openmobilealliance.org/ipr.html.  The Open Mobile Alliance has not conducted an independent IPR review of this document and the information contained herein, and makes no representations or warranties regarding third party IPR, including without limitation patents, copyrights or trade secret rights.  This document may contain inventions for which you must obtain licenses from third parties before making, using or selling the inventions.  Defined terms above are set forth in the schedule to the Open Mobile Alliance Application Form.

NO REPRESENTATIONS OR WARRANTIES (WHETHER EXPRESS OR IMPLIED) ARE MADE BY THE OPEN MOBILE ALLIANCE OR ANY OPEN MOBILE ALLIANCE MEMBER OR ITS AFFILIATES REGARDING ANY OF THE IPR’S REPRESENTED ON THE “OMA IPR DECLARATIONS” LIST, INCLUDING, BUT NOT LIMITED TO THE ACCURACY, COMPLETENESS, VALIDITY OR RELEVANCE OF THE INFORMATION OR WHETHER OR NOT SUCH RIGHTS ARE ESSENTIAL OR NON-ESSENTIAL.

THE OPEN MOBILE ALLIANCE IS NOT LIABLE FOR AND HEREBY DISCLAIMS ANY DIRECT, INDIRECT, PUNITIVE, SPECIAL, INCIDENTAL, CONSEQUENTIAL, OR EXEMPLARY DAMAGES ARISING OUT OF OR IN CONNECTION WITH THE USE OF DOCUMENTS AND THE INFORMATION CONTAINED IN THE DOCUMENTS.

© 2007 Open Mobile Alliance Ltd.  All Rights Reserved.
Used with the permission of the Open Mobile Alliance Ltd. under the terms set forth above.

Contents

51.
Scope

2.
References
6
2.1
Normative References
6
2.2
Informative References
6
3.
Terminology and Conventions
7
3.1
Conventions
7
3.2
Definitions
7
3.3
Abbreviations
7
4.
Implementation Information
10
4.1
Device Information
10
5.
Server Enabler Implementation Statement
11
5.1
Support for Enabler Release Definition Specification
11
5.2
Support for BCMCS Adaptation Specification
12
5.3
Support for File and Stream Distribution Specification
15
5.4
Support for Broadcast distribution System Adaptation – IPDC over DVB-H Specification
20
5.5
Support for Broadcast Distribution System Adaptation – 3GPP/MBMS
23
5.6
Support for Service Guide Specification
28
5.7
Support for Services Specification
31
5.8
Support for Service and Content Protection Specification
34
5.9
Support for DRM 2.0 Broadcast Extensions Specification
40
Appendix A.
Change History (Informative)
44
A.1
Approved Version History
44
A.2
Draft/Candidate Version 1.0 History
44


Figures

Tables

10Table 1 – Information on the device involved in the testing


12Table 2: Support for [BCAST10-ERELD] Specification Feaures


14Table 3: Support for [BCAST10-BCMCS Adaptation] BSD/A Specification Features


15Table 4: Support for [BCAST10-BCMCS Adaptation] BSM Specification Features


16Table 5: Support for [BCAST10 –Distribution] BSA-FD Specification Feaures


18Table 6: Support for [BCAST10 –Distribution] BSD/A-FD Specification Feaures


18Table 7: Support for [BCAST10 –Distribution] BSA-SD Specification Feaures


20Table 8: Support for [BCAST10 –Distribution] BSD/A-SD Specification Feaures


21Table 9: Support for [BCAST10–DVB-H- IPDC–Adaptation] BSM Specification Feaures


23Table 10: Support for [BCAST10–DVB-H- IPDC–Adaptation] BSD/A Specification Feaures


23Table 11: Support for [BCAST10–DVB-H- IPDC–Adaptation] BSA Specification Feaures


25Table 12: Support for [BCAST10  –MBMS Adaptation] BSM Specification Feaures


28Table13: Support for [BCAST10  –MBMS Adaptation] BSD/A Specification Feaures


28Table 14: Support for [BCAST10  –MBMS Adaptation] BSA Specification Feaures


30Table 15: Support for [BCAST10 –ESG] SG-GAD Specification Feaures


31Table 16: Support for [BCAST10 –ESG] SGSS Specification Feaures


31Table 17: Support for [BCAST10 –ESG] SGAS Specification Feaures


32Table 18: Support for [BCAST10 -Services] BSA Specification Feaures


32Table 19: Support for [BCAST10 -Services] BSD/A Specification Feaures


33Table 20: Support for [BCAST10 -Services] BSM Specification Feaures


34Table 21: Support for [BCAST10 -Services] NTAD Specification Feaures


38Table 22: Support for [BCAST10–ServContProt] BSD/A Specification Feaures


40Table 23: Support for [BCAST10–ServContProt] BSM Specification Feaures


43Table 24: Support for [DRM20-Broadcast-Extensions] Specification Feaures




1. Scope

This document provides the Enabler Implementation Conformance Statement (EICS) for Server implementations of  BCAST 1.0 Enabler Release.
2. References

2.1 Normative References

	 [IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.3, Open Mobile Alliance™, 
OMA-ORG-IOP_Process-V1_3, URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[BCAST10-ETR]
	"Enabler Test Requirements for Mobile Broadcast Services" Open Mobile Alliance™, OMA-ETR-BCAST-V1_0, http://www.openmobilealliance.org/

	[BCAST10-ERELD]
	"Enabler Release Definition for Mobile Broadcast Services", Open Mobile Alliance™, OMA-ERELD-BCAST-V1_0, http://www.openmobilealliance.org/

	[BCAST10 -Services]
	"Mobile Broadcast Services", Open Mobile Alliance™, OMA-TS-BCAST_Services-V1_0, http://www.openmobilealliance.org/

	[BCAST10 –Distribution]
	"File and Stream Distribution for Mobile Broadcast Services ", Open Mobile Alliance™, OMA-TS-BCAST_Distribution-V1_0, http://www.openmobilealliance.org/

	[BCAST10 –ESG]
	"Service Guide for Mobile Broadcast Services", Open Mobile Alliance™, OMA-TS-BCAST_ServiceGuide-V1_0, http://www.openmobilealliance.org

	[BCAST10–ServContProt]
	"Service and Content Protection for Mobile Broadcast Services", Open Mobile Alliance™, OMA-TS-BCAST_SvcCntProtection-V1_0, http://www.openmobilealliance.org/

	[DRM20-Broadcast-Extensions]
	"OMA DRM v2.0 Extensions for Broadcast Support", Open Mobile Alliance™, OMA-TS-DRM-XBS-V1_0, http://www.openmobilealliance.org/

	[BCAST10  –MBMS Adaptation]
	"Broadcast Distribution System Adaptation – 3GPP/MBMS", Open Mobile Alliance™, OMA-TS-BCAST_MBMS_Adaptation-V1_0, http://www.openmobilealliance.org/

	[BCAST10–BCMCS Adaptation]
	"Broadcast Distribution System Adaptation – 3GPP2/BCMCS", Open Mobile Alliance™, OMA-TS-BCAST_BCMCS_Adaptation-V1_0, http://www.openmobilealliance.org/

	[BCAST10–DVB-H- IPDC–Adaptation]
	"Broadcast Distribution System Adaptation – IPDC over DVB-H", Open Mobile Alliance™, OMA-TS-BCAST_DVB_Adaptation-V1_0, http://www.openmobilealliance.org/

	[OMA DM]
	“Enabler Release Definition for OMA Device Management v1.2”, OMA-ERELD-DM-V1_2_0

	[DRM-v2.0]
	“DRM Specification V2.0”, Open Mobile Alliance™, OMA-DRM-DRM-V2_0,

http://www.openmobilealliance.org/


Informative References

	[OMADICT]
	“Dictionary for OMA Specifications”, Open Mobile Alliance™,. OMA-Dictionary, URL:http://www.openmobilealliance.org/

	[BCAST10-Architecture]
	"Mobile Broadcast Services Architecture", Open Mobile Alliance™, OMA-AD- BCAST-V1_0, http://www.openmobilealliance.org/

	 [IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.3, Open Mobile Alliance™,
OMA-IOP-Process-V1_3, URL:http://www.openmobilealliance.org/


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope”, are normative, unless they are explicitly indicated to be informative.

3.2 Definitions

	Test-Fest
	Multi-lateral interoperability testing event

	Broadcast Roaming
	Broadcast Roaming is the ability of a user to receive broadcast services from a Mobile Broadcast Service Provider different from the Home Mobile Broadcast Service Provider with which the user has a contractual relationship.

	Broadcast Service
	A Broadcast Service is a “content package” suitable for simultaneous distribution to many recipients (potentially) without knowing the recipient.  Either each receiver has similar receiving devices or the content package includes information, which allows the client to process the content according to his current conditions.

Examples of Broadcast Services are:

· pure Broadcast Services:

· mobile TV

· mobile newspaper

· mobile file downloading (clips, games, SW upgrades, other applications, applications)

· combined broadcast/interactive Broadcast Services

· mobile TV for filedownloading with voting

· betting Broadcast Services

· auction Broadcast Services

· trading Broadcast Services

	Broadcast Service Area
	The geographical or logical area in which a Broadcast Service is distributed.

	Purchase Item
	A purchase item groups one or multiple services or pieces of content that an end-user can purchase or subscribe to as a whole. [BCAST10-ESG]. 

	Rights Object
	A collection of Permissions, Constraints, and other attributes which define under what circumstances access is granted to, and what usages are defined for, DRM Content. All OMA DRM Conformant Devices must adhere to the Rights Object associated with DRM Content. [DRMDRM-v2.0]

	Rights Issuer
	An entity that issues Rights Objects to OMA DRM Conformant Devices. [DRMDRM-v2.0]

	User ID
	A unique ID that can be used to identify the user in both the Home Service Provider and Visited Service Provider BCAST service area. An example is the 3GPP/3GPP2 IMSI (International Mobile Subscriber Identity) as specified in 3GPP TS 23.003 and 3GPP2 C.S0005 (for the case the Broadcast Service Provider is a cellular mobile operator).


3.3 Abbreviations

	ATSC
	Advanced Television Systems Committee

	BCMCS
	Broadcast/Multicast Services

	BDS
	Broadcast Distribution System

	BDS-SD
	BDS Service Distribution

	BSA
	BCAST Service Application

	BSM 
	BCAST Subscription Management 

	BSD/A
	BCAST Service Distribution and Adaptation

	BSI-C
	BCAST Service Interaction - Client Component

	BSI-G
	BCAST Service Interaction - Generic Component

	BSP
	Broadcast Service Provisioning

	BSP-C
	BCAST Service Provisioning - Client Component

	BSP-M
	BCAST Service Provisioning - Management Component

	CC
	Content Creation

	Cell ID
	Mobile network cell identification

	CID
	Content Identification

	CODEC
	Compressor/Decompressor

	CP
	Content Protection

	DRM RO
	Digital Rights Management Rights Object

	DT
	Date Time

	DVB-H
	Digital Video Broadcasting – Handhelds

	DVB-T
	Digital Video Broadcasting – Terrestrial

	FA
	File Application Component

	FD
	File Delivery Component

	FD-C
	File Delivery - Client Component

	FLUTE
	File Delivery over Unidirectional Transport

	IMS
	IP Multimedia Subsystem

	IN
	Interaction Network

	IP
	Internet Protocol

	IPSec
	IP Security

	ISMACryp
	ISMA Encryption and Authentication specification

	MBMS
	Multimedia Broadcast/Multicast Service

	MMS
	Multi-media Messaging

	MPEG2-TS
	Motion Pictures Expert Group 2 – Transport Stream

	MPEG-4
	Motion Pictures Expert Group 4

	MSISDN
	Mobile Subscriber ISDN number

	NT
	Notification Function

	NTC
	Notification Client Component

	NTDA
	Notification Distribution

	NTE
	Notification Event Component

	NTG
	Notification Generation Component

	OCSP
	Online Certificate Status Protocol 

	OMA
	Open Mobile Alliance

	OMA BCAST
	OMA Digital Mobile Broadcast enabler

	OMA DM
	OMA Device Management enabler

	OMA DRM
	OMA Digital Rights Management enabler

	OMA LOC
	OMA Location enabler

	PEAK
	Program Encryption/Authentication Key 

	RI
	Rights Issuer

	RO
	Rights Object

	ROAP
	Rights Object Acquisition Protocol

	RTCP
	RTP Control Protocol

	RTP
	Real-time Transport Protocol

	SA
	Stream Application Component

	SD
	Stream Delivery Component

	SD-C
	Stream Delivery Client Component

	SDP
	Session Description Protocol

	SEAK
	Subscription Encryption/Authentication Key

	SG
	Service Guide

	SGA
	Service Guide Adaptation

	SGAS
	Service Guide Application Source

	SG-C
	Service Guide Client Component

	SGCCS
	Service Guide Content Creation Source

	SGD
	Service Guide Distribution

	SG-G
	Service Guide Generation

	SG-G/D/A
	The entity of Service Guide Generation, Distribution and Adaptation components

	SGSS
	Service Guide Subscription Source

	SI
	Service Interaction

	SMS
	Short Message Service

	SP
	Service Protection

	SRTP
	Secure Real-time Transport Protocol

	TP-C
	Terminal Provisioning Client component

	TP-M
	Terminal Provisioning Management component 

	UDP
	User Datagram Protocol

	URI
	Universal Resource Identified

	VLR
	Visitor Location Register

	XML
	Extensible Markup Language

	EICS
	Enabler Implementation Conformance Statement

	OMA
	Open Mobile Alliance


4. Implementation Information
This document outlines the conformance requirement structure for Server devices as defined by Open Mobile Alliance across all specifications included in the BCAST 1.0 Enabler Release.  The structure defines the conformance requirements collected from the technical specifications included in the release into a summary table.  In other words, the products can identify implementation of the high level requirements in terms of mandatory features and optional features of the technical specifications.

4.1 Device Information

	Manufacturer
	< Manufacturer of the device>

	Device Type
	<Type of device, client, server>

	Device Model
	< Model name of the device>

	Contact 
	< Contact information for the manufacturer>

	Date
	< Date when the proforma has been completed>


Table 1 – Information on the device involved in the testing

5. Server Enabler Implementation Statement
The notation in the table below is according to [OMAIOP].

Support column shall be marked “YES” for those features that are supported by the device.

5.1 Support for Enabler Release Definition Specification

The following table addresses features of specification [BCAST10-ERELD]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	OMA-ERDEF-BCAST-S-001
	System configurations that has the interaction channel present
	
	O
	OMA-ERDEF-BCAST-S-008 AND

OMA-ERDEF-BCAST-S-010
	

	OMA-ERDEF-BCAST-S-002
	BCAST Service Guide Server
	
	M
	
	

	OMA-ERDEF-BCAST-S-003
	BCAST File Distribution Server
	
	M
	
	

	OMA-ERDEF-BCAST-S-004
	BCAST Stream Distribution Server
	
	M
	
	

	OMA-ERDEF-BCAST-S-005
	BCAST Notification Server
	
	M
	
	

	OMA-ERDEF-BCAST-S-006
	BCAST Service Protection Server
	
	O
	
	

	OMA-ERDEF-BCAST-S-007
	BCAST Content Protection Server
	
	O
	
	

	OMA-ERDEF-BCAST-S-008
	Server support for BCAST Service Interaction and for Interactivity Media Document
	
	O
	
	

	OMA-ERDEF-BCAST-S-009
	BCAST Service Provisioning Server
	
	O
	
	

	OMA-ERDEF-BCAST-S-010
	BCAST Terminal Provisioning Server
	
	O
	
	

	OMA-ERDEF-BCAST-S-011
	Roaming and Mobility Support in BCAST Server
	
	M
	
	

	OMA-ERDEF-BCAST-S-012
	Server Support for Adaptation Specification for 3GPP/MBMS
	
	O
	
	

	OMA-ERDEF-BCAST-S-013
	Server Support for Adaptation Specification for 3GPP2/BCMCS
	
	O
	
	

	OMA-ERDEF-BCAST-S-014
	Server Support for Adaptation Specification for “IP Datacast over DVB-H”
	
	O
	
	

	OMA-ERDEF-BCAST-S-015
	System configurations that expose Back-end Interfaces to third party use
	
	O
	OMA-ERDEF-BCAST-S-016
	

	OMA-ERDEF-BCAST-S-016
	Server Support for BCAST Back-end Interfaces
	
	O
	
	

	OMA-ERDEF-BCAST-S-017
	XBS Server
	
	O
	
	


Table 2: Support for [BCAST10-ERELD] Specification Feaures
5.2 Support for BCMCS Adaptation Specification

The following table addresses BCAST BSD/A features of specification [BCAST10–BCMCS Adaptation]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-BABSDA-S-001
	Support for generic and BDS-specific modes of adaptation of BCAST to BCMCS
	Sections 6 and 7
	O
	BCAST-BABSDASG-S-002 AND
BCAST-BABSDADistrib-S-006 AND

BCAST-BABSDAFlowProv-S-012 AND

BCAST-BABSDALoc-S-017
	

	BCAST-BABSDASG-S-002
	Support for adaptation of  Service Guide TS functionality to BCMCS
	Sections 6.3 and 7.3
	O
	BCAST-BABSDASG-S-003 AND

BCAST-BABSDASG-S-004

AND

BCAST-BABSDASG-S-005
	

	BCAST-BABSDASG-S-003
	Support for adaptation of  Service Guide delivery over interaction channel to BCMCS
	Sections 6.3.2 and 7.3.2
	O
	BCAST-SGGAD-S-002 AND

BCAST-SGGAD-S-022 AND

BCAST-SGGAD-S-024
	

	BCAST-BABSDASG-S-004
	Support for adaptation of Session Description Information to BCMCS
	Sections 6.3.4 and 7.3.4
	O
	
	

	BCAST-BABSDASG-S-005
	Support for adaptation of Service Guide Discovery to BCMCS
	Sections 6.3.7 and 7.3.7
	O
	
	

	BCAST-BABSDADistrib-S-006
	Support for adaptation of File and Stream Distribution functionality to BCMCS
	Sections 6.5 and 7.5
	O
	BCAST-BABSDADistrib-S-007 AND

BCAST-BABSDADistrib-S-008 AND

BCAST-BABSDADistrib-S-009 AND

BCAST-BABSDADistrib-S-010 AND

BCAST-BABSDADistrib-S-011
	

	BCAST-BABSDADistrib-S-007
	Support for BCAST-enabled Services delivered as separate BCMCS Programs
	Sections 6.5.1 and 7.5.1
	O
	
	

	BCAST-BABSDADistrib-S-008
	Support for adaptation of File Distribution functionality over interaction channel to BCMCS 
	Sections 6.5.3 and 7.5.3
	O
	BCAST-FD-S-025 AND

BCAST-FD-S-027 AND

BCAST-FD-S-028 AND

BCAST-FD-S-029
	

	BCAST-BABSDADistrib-S-009
	Support for adaptation of Stream Distribution functionality over interaction channel to BCMCS 
	Sections 6.5.4 and 7.5.4
	O
	BCAST-SD-S-025 AND

BCAST-SD-S-029 AND

BCAST-SD-S-030
	

	BCAST-BABSDADistrib-S-010
	Support for Media CODECs and Formats
	Sections 6.5.5 and 7.5.5
	O
	
	

	BCAST-BABSDAFlowProv-S-011
	Support for provisioning of BCMCS Flows across BDS-1 Interface
	Section 8
	O
	BCAST-BABSDAFlowProv-S-012 AND

BCAST-BABSDAFlowProv-S-013 AND
	

	BCAST-BABSDAFlowProv-S-012
	Support BCMCS Flow Handle and associated states comprising BCMCS Flow life cycle
	Section 8.1.1
	O
	
	

	BCAST-BABSDAFlowProv-S-013
	Support BSD/A-to-BCMCS Control Protocol, including messages and procedures triggered by bthese messages
	Section 8.2
	O
	BCAST-BABSDAFlowProv-S-014 AND

BCAST-BABSDAFlowProv-S-015
	

	BCAST-BABSDAFlowProv-S-014
	Support BSD/A-BCMCS Control Protocol messages/message format/information elements
	Section 8.2.1 8.2.3 and 8.2.4
	O
	
	

	BCAST-BABSDAFlowProv-S-015
	Support interaction procedures triggered by the BSD-A-BCMCS Control Protocol message exchange
	Section 8.2.2
	O
	
	

	BCAST-BABSDALoc-S-016
	Support for adaptation of Location-based Broadcast Services to BCMCS
	Section 9
	O
	BCAST-BABSDALoc-S-017 AND

BCAST-BABSDALoc-C-018
	

	BCAST-BABSDALoc-S-017
	Support for delivery in Service Guide of target location areas according to OMA MLP syntax
	Section 9.1
	O
	
	

	BCAST-BABSDALoc-S-018
	Support for delivery in Service Guide of target location areas defined by ‘CellTargetArea
	Section 9.1
	O
	
	

	BCAST-BABSDASpecific-S-019
	Support for BDS-specific mode of adaptation of BCAST to BCMCS, with regards to Service and Content Protection
	Section 7.4
	O
	BCAST-BABSDASPCPandXBS-S-020
	

	BCAST-BABSDASPCPandXBS-S-020
	Support native BCMCS service protection
	Section 7.4.3.1.1
	O
	BCAST-BABSDASPCPandXBS-S-021
	

	BCAST-BABSDASPCPandXBS-S-021
	Support for traffic encryption using SRTP for service protection
	Section 7.4
	O
	BCAST-BABSDASPCPandXBS-S-022
	

	BCAST-BABSDA_ SPCPandXBS-S-022
	Support specific SRTP configuration parameters specified in Sec. 7.4.1
	Section 7.4.1
	O
	
	


Table 3: Support for [BCAST10-BCMCS Adaptation] BSD/A Specification Features
The following table addresses BCAST BSM features of specification [BCAST10–BCMCS Adaptation]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-BABSM-S-001
	Support for generic and BDS-specific modes of adaptation of BCAST to BCMCS
	Sections 6 and 7
	O
	BCAST-BABSMModeSig-S-002 AND

BCAST-BABSMServices-S-003 
	

	BCAST-BABSMModeSig-S-002
	Signaling of the adaptation mode is performed using service provisioning procedures
	Section 6 and 7
	O
	
	

	BCAST-BABSMServices-S-003
	Support subscription to Service Guide and Service Guide Delivery Descriptor as BCMCS Programs
	Sections 6.3.7 and 7.3.7
	O
	
	

	BCAST-BABSMSPCP&XBS-S-004
	Support “Subscriber Key Establishment using a (R-)UIM/CSIM” key establishment procedures
	Sections 6.4 and 7.4
	O
	
	

	BCAST-BABSMSpecific-S-005
	Support for BDS-specific mode of adaptation of BCAST to BCMCS, with regards to Service and Content Protection
	Section 7.4.2
	O
	BCAST-BABSMSPCP&XBS-S-006 
	

	BCAST-BABSMSPCP&XBS-S-006
	Support “Subscriber Key Establishment using a (R-)UIM/CSIM” key establishment procedures, based on pre-provisioned key management as specified in native BCMCS
	Section 7.4.2
	O
	
	


Table 4: Support for [BCAST10-BCMCS Adaptation] BSM Specification Features
5.3 Support for File and Stream Distribution Specification

The following table addresses BCAST BSA file delivery features of specification [BCAST10 –Distribution]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-FDA-S-001
	Support file distribution
	5
	M
	
	

	BCAST-FDA-S-002
	Expose back-end interface for file distribution
	5.4
	O
	BCAST-FDA-S-003
	

	BCAST-FDA-S-003
	Support back-end interface for file distribution
	5.4
	O
	(BCAST-FDA-S-004 OR BCAST‑FDA-S-005) AND BCAST‑FDA-S-010
	

	BCAST-FDA-S-004
	Support HTTP 1.1 for back-end interface
	5.4.1.1
	O
	BCAST-FDA-S-006
	

	BCAST-FDA-S-005
	Support HTTPS for back-end interface
	5.4.1.1
	O
	BCAST-FDA-S-006
	

	BCAST-FDA-S-006
	Support TCP for back-end interface
	5.4.1.1
	O
	BCAST-FDA-S-007
	

	BCAST-FDA-S-007
	Support IP for back-end interface
	5.4.1.1
	O
	BCAST-FDA-S-008 OR BCAST‑FDA‑S-009
	

	BCAST-FDA-S-008
	Support IPv4
	8
	O
	
	

	BCAST-FDA-S-009
	Support IPv6
	8
	O
	
	

	BCAST-FDA-S-010
	File distribution back-end interface messages
	5.4.1.2
	O
	
	


Table 5: Support for [BCAST10 –Distribution] BSA-FD Specification Feaures
The following table addresses BCAST BSD/A file delivery features of specification [BCAST10 –Distribution]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-FD-S-001
	Support file distribution
	5
	M
	
	

	BCAST-FD-S-002
	Support ALC for file distribution over Broadcast Channel
	5.2
	M
	
	

	BCAST-FD-S-003
	Support LCT for file distribution over Broadcast Channel
	5.2
	M
	
	

	BCAST-FD-S-004
	Support UDP for file distribution over Broadcast Channel
	8
	M
	
	

	BCAST-FD-S-005
	Support IP for file distribution over Broadcast Channel
	8
	M
	BCAST-FD-S-006 OR 
BCAST-FD-S-007 
	

	BCAST-FD-S-006
	Support IPv4
	8
	O
	
	

	BCAST-FD-S-007
	Support IPv6
	8
	O
	
	

	BCAST-FD-S-008
	Support FEC for file distribution over Broadcast Channel
	5.2.2
	M
	BCAST-FD-S-009 OR 
BCAST-FD-S-010
	

	BCAST-FD-S-009
	Support Compact No-Code FEC Scheme
	5.2.2
	M
	
	

	BCAST-FD-S-010
	Support Raptor FEC Scheme
	5.2.2
	O
	
	

	BCAST-FD-S-011
	Support FLUTE for file metadata delivery
	5.2
	O
	
	

	BCAST-FD-S-012
	Support delivery of file metadata in Service Guide
	5.2
	O
	
	

	BCAST-FD-S-013
	Support GZIP content encoding of files
	5.2.1
	O
	
	

	BCAST-FD-S-014
	Support Reception Reporting Procedure
	5.3.2
	O
	BCAST-FD-S-016
	

	BCAST-FD-S-015
	Support File Repair Procedure
	5.3.3
	O
	BCAST-FD-S-016
	

	BCAST-FD-S-016
	Support Associated Delivery Procedure
	5.3.1
	O
	
	

	BCAST-FD-S-017
	Expose back-end interface for file distribution
	5.4
	O
	BCAST-FD-S-018
	

	BCAST-FD-S-018
	Support back-end interface for file distribution
	5.4
	O
	(BCAST-FD-S-019 OR BCAST‑FD-S-020) AND BCAST‑FD-S-025
	

	BCAST-FD-S-019
	Support HTTP 1.1 for back-end interface
	5.4.1.1
	O
	BCAST-FD-S-021
	

	BCAST-FD-S-020
	Support HTTPS for back-end interface
	5.4.1.1
	O
	BCAST-FD-S-021
	

	BCAST-FD-S-021
	Support TCP for back-end interface
	5.4.1.1
	O
	BCAST-FD-S-022
	

	BCAST-FD-S-022
	Support IP for back-end interface
	5.4.1.1
	O
	BCAST-FD-S-023 OR
BCAST-FD-S-024
	

	BCAST-FD-S-023
	Support IPv4
	8
	O
	
	

	BCAST-FD-S-024
	Support IPv6
	8
	O
	
	

	BCAST-FD-S-025
	File distribution back-end interface messages
	5.4.1.2
	O
	
	

	BCAST-FD-S-026
	Support file distribution over Interaction Channel
	5.5
	O
	
	

	BCAST-FD-S-027
	Support FLUTE for file distribution over Interaction Channel
	5.5.1
	O
	
	

	BCAST-FD-S-028
	Support HTTP 1.1 for file distribution over Interaction Channel
	5.5.2
	O
	BCAST-FD-S-029
	

	BCAST-FD-S-029
	Support TCP for file distribution over Interaction Channel
	5.5.2
	O
	BCAST-FD-S-030
	

	BCAST-FD-S-030
	Support IP for file distribution over Interaction Channel
	5.5.2
	O
	BCAST-FD-S-031 OR 
BCAST-FD-S-032
	

	BCAST-FD-S-031
	Support IPv4
	8
	O
	
	

	BCAST-FD-S-032
	Support IPv6
	8
	O
	
	

	BCAST-FD-S-033
	Support delivery of deliver various types of messages using OMA PUSH
	9
	O
	BCAST-FD-S-034
	

	BCAST-FD-S-034
	Support file distribution over Interaction Channel
	9
	O
	
	


Table 6: Support for [BCAST10 –Distribution] BSD/A-FD Specification Feaures
The following table addresses BCAST BSA stream delivery features of specification [BCAST10 –Distribution]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-SDA-S-001
	Support stream distribution
	6
	M
	
	

	BCAST-SDA-S-002
	Expose back-end interface for stream distribution
	6.4
	O
	BCAST-SDA-S-003
	

	BCAST-SDA-S-003
	Support back-end interface for non-live stream distribution
	6.4.1
	O
	(BCAST-SDA-S-004 OR BCAST‑SDA-S-005) AND BCAST‑SDA-S-010
	

	BCAST-SDA-S-004
	Support HTTP 1.1 for back-end interface
	6.4.1.1
	O
	BCAST-SDA-S-006
	

	BCAST-SDA-S-005
	Support HTTPS for back-end interface
	6.4.1.1
	O
	BCAST-SDA-S-006
	

	BCAST-SDA-S-006
	Support TCP for back-end interface
	6.4.1.1
	O
	BCAST-SDA-S-007
	

	BCAST-SDA-S-007
	Support IP for back-end interface
	6.4.1.1
	O
	BCAST-SDA-S-008 OR BCAST‑SDA‑S-009
	

	BCAST-SDA-S-008
	Support IPv4
	8
	O
	
	

	BCAST-SDA-S-009
	Support IPv6
	8
	O
	
	

	BCAST-SDA-S-010
	Stream distribution back-end interface messages
	6.4.1.2
	O
	
	


Table 7: Support for [BCAST10 –Distribution] BSA-SD Specification Feaures
The following table addresses BCAST BSD/A stream delivery features of specification [BCAST10 –Distribution]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-SD-S-001
	Support stream distribution
	6
	M
	
	

	BCAST-SD-S-002
	Support RTP for stream distribution over Broadcast Channel
	6.2
	M
	
	

	BCAST-SD-S-003
	Support UDP for stream distribution over Broadcast Channel
	6.2
	M
	
	

	BCAST-SD-S-004
	Support IP for stream distribution over Broadcast Channel
	6.2
	M
	BCAST-SD-S-005 OR BCAST‑SD‑S-006
	

	BCAST-SD-S-005
	Support IPv4
	8
	O
	
	

	BCAST-SD-S-006
	Support IPv6
	8
	O
	
	

	BCAST-SD-S-007
	Support RTP payload format for stream distribution over Broadcast Channel
	6.2.1
	M
	BCAST-SD-S-008 OR 
BCAST-SD-S-009 OR 
BCAST-SD-S-010
	

	BCAST-SD-S-008
	Support codecs used for MBMS
	6.2.1
	O
	
	

	BCAST-SD-S-009
	Support codecs used for BCMCS
	6.2.1
	O
	
	

	BCAST-SD-S-010
	Support codecs used for IPDC over DVB-H
	6.2.1
	O
	
	

	BCAST-SD-S-011
	Support forward error correction
	6.2.2
	O
	
	

	BCAST-SD-S-012
	Support buffer control for stream distribution
	6.2.3
	O
	
	

	BCAST-SD-S-013
	Support Stream Associated Procedure
	6.3
	O
	(BCAST-SD-S-014 AND BCAST‑SD-S-015) OR BCAST‑SD-S-016
	

	BCAST-SD-S-014
	Support BCAST Stream Associated Procedure
	6.3
	O
	
	

	BCAST-SD-S-015
	Support HTTP/TCP/IP
	6.3.3
	O
	
	

	BCAST-SD-S-016
	Support MBMS Stream Associated Procedure
	6.3
	O
	
	

	BCAST-SD-S-017
	Exposes back-end interface for stream distribution
	6.4
	O
	BCAST-SD-S-018
	

	BCAST-SD-S-018
	Support back-end interface for non-live stream distribution
	6.4.1
	O
	(BCAST-SD-S-019 OR BCAST‑SD-S-020) AND BCAST‑SD-S-025
	

	BCAST-SD-S-019
	Support HTTP 1.1 for back-end interface
	6.4.1.1
	O
	BCAST-SD-S-021
	

	BCAST-SD-S-020
	Support HTTPS for back-end interface
	6.4.1.1
	O
	BCAST-SD-S-021
	

	BCAST-SD-S-021
	Support TCP for back-end interface
	6.4.1.1
	O
	BCAST-SD-S-022
	

	BCAST-SD-S-022
	Support IP for back-end interface
	6.4.1.1
	O
	BCAST‑SD-S-023 OR BCAST‑SD‑S-024
	

	BCAST-SD-S-023
	Support IPv4
	8
	O
	
	

	BCAST-SD-S-024
	Support IPv6
	8
	O
	
	

	BCAST-SD-S-025
	Stream distribution back-end interface messages
	6.4.1.2
	O
	
	

	BCAST-SD-S-026
	Support Interaction Channel
	6.5
	O
	BCAST-SD-S-027
	

	BCAST-SD-S-027
	Stream distribution over Interaction Channel
	6.5
	O
	
	

	BCAST-SD-S-028
	Transparent end-to-end Packet-switched Streaming Service (PSS)
	6.5
	O
	
	

	BCAST-SD-S-029
	3G Multimedia Streaming Service
	6.5
	O
	
	


Table 8: Support for [BCAST10 –Distribution] BSD/A-SD Specification Feaures
5.4 Support for Broadcast distribution System Adaptation – IPDC over DVB-H Specification

The following table addresses BCAST BSM features of specification [BCAST10–DVB-H- IPDC–Adaptation]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-DVBIPDC-BSM-001
	Support BCAST Adaptation on DVB-IPDC Network
	
	O
	BCAST- DVBIPDC-BSM-002 OR 
BCAST- DVBIPDC-BSM-005
	

	BCAST- DVBIPDC-BSM-002
	Support DVB-IPDC Generic Adaptation
	Section 6
	O
	BCAST- DVBIPDC-BSM-003 AND BCAST- DVBIPDC-BSM -004 
	

	BCAST- DVBIPDC-BSM-003
	Support Broadcast and interactive communication between BSM and Terminal
	
	O
	
	

	BCAST- DVBIPDC-BSM-004
	Support for the BCAST MO IPDC sub nodes 
	Section 6.2.3
	O
	
	

	BCAST- DVBIPDC-BSM-005
	Support DVB-IPDC Specific Adaptation
	Section 7
	O
	(BCAST- DVBIPDC-BSM-003 AND 
BCAST- DVBIPDC-BSM-004)
OR 
BCAST- DVBIPDC-BSM-006
	

	BCAST- DVBIPDC-BSM-006
	Broadcast only support between BSM and Terminal
	
	O
	
	

	BCAST- DVBIPDC-BSM-007
	Adaptation of DRM Profile for DVB-IPDC
	
	O
	BCAST- DVBIPDC-BSM-008 OR

(BCAST- DVBIPDC-BSM-008 AND BCAST- DVBIPDC-BSM-009)
	

	BCAST- DVBIPDC-BSM-008
	Support LTKM and STKM restrictions for Service Protection
	Section 7.4.2.1
	O
	
	

	BCAST- DVBIPDC-BSM-009
	Support DVB-H adaptation related to operation without an interactivity channel
	Section 7.6
	O
	
	


Table 9: Support for [BCAST10–DVB-H- IPDC–Adaptation] BSM Specification Feaures
The following table addresses BCAST BSD/A features of specification [BCAST10–DVB-H- IPDC–Adaptation]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-DVBIPDC-BSDA-001
	Support BCAST Adaptation on DVB-H IPDC Network
	
	O
	BCAST-DVBIPDC-BSDA-002 AND 
(BCAST-DVBIPDC-BSDA-003
OR
BCAST-DVBIPDC-BSDA-010)
 
	

	BCAST-DVBIPDC-BSDA-002
	Support IP bearer
	Sections 6.1 and 7.1
	O
	
	

	BCAST-DVBIPDC-BSDA-003
	Support DVB-H IPDC Generic Adaptation
	Section 6
	O
	(BCAST-DVBIPDC-BSDA-004 AND

BCAST-DVBIPDC-BSDA-005 AND 
BCAST-DVBIPDC-BSDA-009) 

OR

(BCAST-DVBIPDC-BSDA-005 AND 
BCAST-DVBIPDC-BSDA-009) 

 
	

	BCAST-DVBIPDC-BSDA-004
	Support Interactive communication between BSDA and Terminal
	
	O
	
	

	BCAST-DVBIPDC-BSDA-005
	Support adaptation of Service Guide Function for DVB-H IPDC Network
	Section 6.3
	O
	BCAST-DVBIPDC-BSDA-006 AND 
BCAST-DVBIPDC-BSDA-007 AND
BCAST-DVBIPDC-BSDA-008
	

	BCAST-DVBIPDC-BSDA-006
	Support Service Guide Delivery over Broadcast Channel extensions
	Section 6.3.1
	O
	
	

	BCAST-DVBIPDC-BSDA-007
	Support Session Description
	Section 6.3.3
	O
	
	

	BCAST-DVBIPDC-BSDA-008
	Support Service Guide Discovery by Terminal
	Section 6.3.5
	O
	
	

	BCAST-DVBIPDC-BSDA-009
	Support Buffer Control
	Section 6.5.3.1
	O
	
	

	BCAST-DVBIPDC-BSDA-010
	Support DVB-H IPDC Specific Adaptation
	Section 7
	O
	(BCAST-DVBIPDC-BSDA-004

AND

BCAST-DVBIPDC-BSDA-005 AND  

BCAST-DVBIPDC-BSDA-010 AND 
BCAST-DVBIPDC-BSDA-011

AND 
BCAST-DVBIPDC-BSDA-012 AND 
BCAST-DVBIPDC-BSDA-009)

OR

(BCAST-DVBIPDC-BSDA-005 AND  

BCAST-DVBIPDC-BSDA-010 AND 
BCAST-DVBIPDC-BSDA-011

AND 
BCAST-DVBIPDC-BSDA-012 AND 
BCAST-DVBIPDC-BSDA-009 )


	

	BCAST-DVBIPDC-BSDA-010
	Service Guide delivery using FLUTE
	Section 7.3.1
	O
	
	

	BCAST-DVBIPDC-BSDA-011
	Support FLUTE for File Distribution
	Sections 7.5.1, 7.5.1.1 and 7.5.1.2
	O
	
	

	BCAST-DVBIPDC-BSDA-012
	Support RTCP sender reports for Stream Distribution
	Section 6.5.3
	O
	
	

	BCAST-DVBIPDC-BSDA-013
	Support the specific adaptation of Service Protection Function and Content Protection Function
	
	O
	BCAST-DVBIPDC-BSDA-014 
	

	BCAST-DVBIPDC-BSDA-014
	Support Encryption Protocol
	Section 7.4.1
	O
	BCAST-DVBIPDC-BSDA-015 
OR 
BCAST-DVBIPDC-BSDA-016 
OR 
BCAST-DVBIPDC-BSDA-017
	

	BCAST-DVBIPDC-BSDA-015
	Support SRTP constraints
	Section 7.4.1.1
	O
	
	

	BCAST-DVBIPDC-BSDA-016
	Support IPSEC
	Section 7.4.1.1
	O
	
	

	BCAST-DVBIPDC-BSDA-017
	Support ISMACryp
	Section 7.4.1.1
	O
	
	

	BCAST-DVBIPDC-BSDA-018
	Support for Associated Delivery Procedure adaptation
	
	O
	BCAST-DVBIPDC-BSDA-019
	

	BCAST-DVBIPDC-BSDA-019
	Support XML schema for Associated Delivery Procedure and instantiate a ServiceURI element
	Section 7.5.2
	O
	
	


Table 10: Support for [BCAST10–DVB-H- IPDC–Adaptation] BSD/A Specification Feaures
The following table addresses BCAST BSA features of specification [BCAST10–DVB-H- IPDC–Adaptation]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-DVBIPDC-BSA-001
	Support BCAST Adaptation on DVB-H IPDC Network
	
	O
	BCAST- DVBIPDC-BSA- 002 OR 
BCAST- DVBIPDC-BSA- 003
	

	BCAST- DVBIPDC-BSA- 002
	Support DVB-H IPDC Generic Adaptation
	Section 6
	O
	BCAST- DVBIPDC-BSA- 004 OR

(BCAST- DVBIPDC-BSA- 004 AND 
BCAST- DVBIPDC-BSA- 005)
	

	BCAST- DVBIPDC-BSA- 003
	Support DVB-H IPDC Specific Adaptation
	Section 7
	O
	BCAST- DVBIPDC-BSA- 004 OR

(BCAST- DVBIPDC-BSA- 004 AND
BCAST- DVBIPDC-BSA- 005)
	

	BCAST- DVBIPDC-BSA- 004
	Support DVB-H IPDC MEDIA CODEC
	Section 7.5.4
	O
	
	

	BCAST- DVBIPDC-BSA- 005
	Support the interactive communication between BSA and Terminal
	Section 7.2.1
	O
	
	


Table 11: Support for [BCAST10–DVB-H- IPDC–Adaptation] BSA Specification Feaures
5.5 Support for Broadcast Distribution System Adaptation – 3GPP/MBMS
The following table addresses BCAST BSM features of specification [BCAST10  –MBMS Adaptation]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-MBMSBSM-S-001
	Support BCAST Adaptation on 3GPP MBMS Network
	
	O
	
	

	BCAST-MBMSBSM-S-002
	Support 3GPP MBMS Generic Adaptation
	TS-MBMS-Adaptation 6
	O
	
	

	BCAST-MBMSBSM-S-003
	Support BCAST Service  Protection Function
	TS-MBMS-Adaptation 6.4
	O
	BCAST-BSM-S-004 
	

	BCAST-MBMSBSM-S-004
	Support Smartcard profile for Service Protection
	TS-MBMS-Adaptation 6.4.2
	O
	
	

	BCAST-MBMSBSM-S-005
	Support DRM profile for Service Protection
	TS-MBMS-Adaptation 6.4.1
	O
	
	

	BCAST-MBMSBSM-S-006
	Support DRM extension for Service Protection
	TS-MBMS-Adaptation 6.4.1
	O
	
	

	BCAST-MBMSBSM-S-007
	Support BCAST Content  Protection Function
	TS-MBMS-Adaptation 6.4
	O
	
	

	BCAST-MBMSBSM-S-008
	Support DRM profile for Content Protection
	TS-MBMS-Adaptation 6.4.1
	O
	
	

	BCAST-MBMSBSM-S-009
	Support Smartcard profile for Content Protection
	TS-MBMS-Adaptation 6.4.2
	O
	
	

	BCAST-MBMSBSM-S-010
	Support DRM extension for Content Protection
	TS-MBMS-Adaptation 6.4.1
	O
	
	

	BCAST-MBMSBSM-S-011
	Support 3GPP MBMS Specific Adaptation
	TS-MBMS-Adaptation 7
	O
	BCAST-MBMSBSM-S-012 AND 
BCAST-MBMSBSM-S-013 AND 
BCAST-MBMSBSM-S-014 AND 
BCAST-MBMSBSM-S-015

	

	BCAST-MBMSBSM-S-012
	Support Interactive communication between BSM and Terminal
	TS-MBMS-Adaptation 7.2.1
	O
	
	

	BCAST-MBMSBSM-S-013
	Support Service Provisioning between BSM and Terminal
	TS-MBMS-Adaptation 7.2.2
	O
	BCAST-SERVICES-BSM-001
	

	BCAST-MBMSBSM-S-014
	Support Terminal Provisioning between BSM and Terminal
	TS-MBMS-Adaptation 7.2.3
	O
	BCAST-SERVICES-BSM-006
	

	BCAST-MBMSBSM-S-015
	Support Notification between BSM and Terminal
	TS-MBMS-Adaptation 7.2.4
	O
	
	

	BCAST-MBMSBSM-S-016
	Support BCAST Service  Protection Function
	TS-MBMS-Adaptation 7.4
	O
	
	

	BCAST-MBMSBSM-S-017
	Support Smartcard profile for Service Protection
	TS-MBMS-Adaptation 7.4.2
	O
	
	

	BCAST-MBMSBSM-S-018
	Support DRM profile for Service Protection
	TS-MBMS-Adaptation 7.4.2.2
	O
	
	

	BCAST-MBMSBSM-S-019
	Support DRM extension for Service Protection
	TS-MBMS-Adaptation 7.4.2.2
	O
	

	

	BCAST-MBMSBSM-S-020
	Support BCAST Content  Protection Function
	TS-MBMS-Adaptation 7.4
	O
	
	

	BCAST-MBMSBSM-S-021
	Support DRM profile for Content Protection
	TS-MBMS-Adaptation 7.4.2.2
	O
	
	

	BCAST-MBMSBSM-S-022
	Support Smartcard profile for Content Protection
	TS-MBMS-Adaptation 7.4.2
	O
	
	

	BCAST-MBMSBSM-S-023
	Support DRM extension for Content Protection
	TS-MBMS-Adaptation 7.4.2.2
	O
	

	


Table 12: Support for [BCAST10  –MBMS Adaptation] BSM Specification Feaures
The following table addresses BCAST BSD/A features of specification [BCAST10  –MBMS Adaptation]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-MBMSBSDA-S-001
	Support BCAST Adaptation on 3GPP MBMS Network
	
	O
	BCAST-MBMSBSDA-S-002 
 
	

	BCAST-MBMSBSDA-S-002
	Support IP bearer
	TS 3GPP MBMS Section 6.1 and 7.1
	O
	
	

	BCAST-MBMSBSDA-S-003
	Support 3GPP MBMS Generic Adaptation
	TS-MBMS-Adaptation section 6
	O
	BCAST-MBMSBSDA-S-004 AND 
BCAST-MBMSBSDA-S-007 AND 
BCAST-MBMSBSDA-S-008 AND 
BCAST-MBMSBSDA-S-009 
	

	BCAST-MBMSBSDA-S-004
	Support the generic adaptation of Service Guide Function for 3GPP MBMS Network
	TS-MBMS-Adaptation section 6.3
	O
	
BCAST-MBMSBSDA-S-005 AND 
BCAST-MBMSBSDA-S-006
	

	BCAST-MBMSBSDA-S-005
	Support Service Guide Bootstrap over broadcast channel
	TS-MBMS-Adaptation section 6.3.6 
	O
	
	

	BCAST-MBMSBSDA-S-006
	Support Service Guide Bootstrap over interaction channel
	TS-MBMS-Adaptation section 6.3.7 
	O
	
	

	BCAST-MBMSBSDA-S-007
	Support File Distribution
	TS-MBMS-Adaptation section 6.5.1
	O
	
	

	BCAST-MBMSBSDA-S-008
	Support Stream Distribution
	TS-MBMS-Adaptation section 6.5.3
	O
	
	

	BCAST-MBMSBSDA-S-009
	Support FEC RAPTOR
	TS-MBMS-Adaptation section 6.5.1.and 6.5.3
	O
	
	

	BCAST-MBMSBSDA-S-010
	Support  MBMS Specific Adaptation
	TS-MBMS-Adaptation section 7
	O
	BCAST-MBMSBSDA-S-011

AND

BCAST-MBMSBSDA-S-028

AND

BCAST-MBMSBSDA-S-029

AND

BCAST-MBMSBSDA-S-030
	

	BCAST-MBMSBSDA-S-011
	Support the Specific adaptation of Service Guide Function for 3GPP MBMS Network
	TS-MBMS-Adaptation section 7.3
	O
	BCAST-MBMSBSDA-C-018

AND

BCAST-MBMSBSDA-C-019
	

	BCAST-MBMSBSDA-S-012
	Support Service Guide Delivery over Broadcast Channel
	TS-MBMS-Adaptation section 7.3.1
	O
	BCAST-SGGAD-S-019
	

	BCAST-MBMSBSDA-S-013
	Support FLUTE
	TS-MBMS-Adaptation section 7.3.1
	O
	
	

	BCAST-MBMSBSDA-S-014
	Support Service Guide Encoding
	TS-MBMS-Adaptation section 7.3.2
	O
	BCAST-SGGAD-S-017
	

	BCAST-MBMSBSDA-S-015
	Support Session Description
	TS-MBMS-Adaptation section 7.3.3
	O
	
	

	BCAST-MBMSBSDA-S-016
	Support Restrictions on use of elements and attributes on SGDD
	TS-MBMS-Adaptation section 7.3.4
	O
	
	

	BCAST-MBMSBSDA-S-017
	Support Service Guide Data Model
	TS-MBMS-Adaptation section 7.3.4
	O
	BCAST-SGGAD-S-005
	

	BCAST-MBMSBSDA-S-018
	Support Service Guide Bootstrap over broadcast channel
	TS-MBMS-Adaptation section 7.3.6
	O
	
	

	BCAST-MBMSBSDA-S-019
	Support Service Guide Bootstrap over interaction channel
	TS-MBMS-Adaptation section 7.3.6
	O
	
	

	BCAST-MBMSBSDA-S-020
	Support the specific adaptation of Service Protection Function and Content Protection Function
	TS-MBMS-Adaptation section 7.4
	O
	BCAST-MBMSBSDA-S-021 
AND 
BCAST-MBMSBSDA-S-025
	

	BCAST-MBMSBSDA-S-021
	Support Encryption Protocol
	TS-MBMS-Adaptation section 7.4.1
	O
	
	

	BCAST-MBMSBSDA-S-022
	Support SRTP
	TS-MBMS-Adaptation section 7.4.1
	O
	
	

	BCAST-MBMSBSDA-S-023
	Support IPSEC
	TS-MBMS-Adaptation section 7.4.1
	O
	
	

	BCAST-MBMSBSDA-S-024
	Support ISMACrypt
	TS-MBMS-Adaptation section 7.4.1
	O
	
	

	BCAST-MBMSBSDA-S-025
	Support Key management 
	TS-MBMS-Adaptation section 7.4.2
	O
	
	

	BCAST-MBMSBSDA-S-026
	Support DRM Profile Key management
	TS-MBMS-Adaptation section 7.4.2.2
	O
	
	

	BCAST-MBMSBSDA-S-027
	Support Smartcard Profile Key management
	TS-MBMS-Adaptation section 7.4.2.3
	O
	
	

	BCAST-MBMSBSDA-S-028
	Support File Distribution
	TS-MBMS-Adaptation section 7.5.1
	O
	
	

	BCAST-MBMSBSDA-S-029
	Support Associated Delivery Procedure
	TS-MBMS-Adaptation section 7.5.2
	O
	
	

	BCAST-MBMSBSDA-S-030
	Support Stream Distribution
	TS-MBMS-Adaptation section 7.5.3
	O
	
	


Table13: Support for [BCAST10  –MBMS Adaptation] BSD/A Specification Feaures
The following table addresses BCAST BSA features of specification [BCAST10  –MBMS Adaptation]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-MBMSBSA-S-001
	Support for 3GPP MBMS 
	
	O
	BCAST-MBMSBSA-S-002
	

	BCAST-MBMSBSA-S-002
	Support BCAST Adaptation on 3GPP MBMS Network
	
	O
	
	

	BCAST-MBMSBSA-S-003
	Support 3GPP MBMS Generic Adaptation
	TS MBMS Adaptation 6
	O
	BCAST-MBMSBSA-S-004 AND 
BCAST-MBMSBSA-S-005
	

	BCAST-MBMSBSA-S-004
	Support CODECS for 3GPP MBMS
	TS MBMS Adaptation  6.5.4
	O
	
	

	BCAST-MBMSBSA-S-005
	Support the interactive communication between BSA and Terminal
	TS MBMS Adaptation  6.2.1
	O
	BCAST-SERVICES-BSA-001
	

	BCAST-MBMSBSA-S-006
	Support 3GPP MBMS Specific Adaptation
	TS MBMS Adaptation 7
	O
	BCAST-MBMSBSA-S-007 AND
BCAST-MBMSBSA-S-008
	

	BCAST-MBMSBSA-S-007
	Support CODECS for 3GPP MBMS
	TS MBMS Adaptation  7.5.4
	O
	
	

	BCAST-MBMSBSA-S-008
	Support the interactive communication between BSA and Terminal
	TS MBMS Adaptation  7.2.1
	O
	BCAST-SERVICES-BSA-001
	


Table 14: Support for [BCAST10  –MBMS Adaptation] BSA Specification Feaures
5.6 Support for Service Guide Specification

The following table addresses SG-GAD features of specification [BCAST10 –ESG]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-SGGAD-S-001
	SGGAD-S serving BDS that is capable of supporting Broadcast Channel
	General
	O
	BCAST-SGGAD-S-019 AND

BCAST-SGGAD-S-021 AND

BCAST-SGGAD-S-023
	

	BCAST-SGGAD-S-002
	SGGAD-S serving BDS that is capable of supporting Interaction Channel
	General
	O
	BCAST-SGGAD-S-020 AND

BCAST-SGGAD-S-022 AND

BCAST-SGGAD-S-024
	

	BCAST-SGGAD-S-003
	Backend interface SG-2 exposed in implementation
	Section 5.6
	O
	BCAST-SGGAD-S-004
	

	BCAST-SGGAD-S-004
	Support backend interface SG-2 for SG function
	Section 5.3.1
	O
	BCAST-SGGAD-S-005
	

	BCAST-SGGAD-S-005
	Support Service Guide data model and the corresponding XML schema for the Service Guide data exchange
	Section 5.1.2 , Section 5.3.1
	O
	
	

	BCAST-SGGAD-S-006
	Backend interface SG-4 exposed in implementation
	Section 5.6
	O
	BCAST-SGGAD-S-007
	

	BCAST-SGGAD-S-007
	Support backend interface SG-4 for SG function
	Section 5.6
	O
	(BCAST-SGGAD-S-008 OR BCAST-SGGAD-S-009) AND BCAST-SGGAD-S-010 AND (BCAST-SGGAD-S-011 OR BCAST-SGGAD-S-012) AND BCAST-SGGAD-S-013 AND BCAST-SGGAD-S-005 
	

	BCAST-SGGAD-S-008
	Support IPv4
	Section 5.6.2.1
	O
	
	

	BCAST-SGGAD-S-009
	Support IPv6
	Section 5.6.2.1
	O
	
	

	BCAST-SGGAD-S-010
	Support TCP
	Section 5.6.2.1
	O
	
	

	BCAST-SGGAD-S-011
	Support HTTP1.1
	Section 5.6.2.1
	O
	
	

	BCAST-SGGAD-S-012
	Support HTTPS
	Section 5.6.2.1
	O
	
	

	BCAST-SGGAD-S-013
	SG backend messages for content delivery
	Section 5.6.2.2
	O
	
	

	BCAST-SGGAD-S-014
	Support announcing Service Guides within a service guide
	Section 5.2
	O
	
	

	BCAST-SGGAD-S-015
	Support Service Guide fragment identification
	Section 5.4.1.1
	M
	
	

	BCAST-SGGAD-S-016
	Support Service Guide encapsulation
	Section 5.4.1.3
	M
	
	

	BCAST-SGGAD-S-017
	Support GZIP for SGDU and SGDD compression
	Section 5.4.1.4
	O
	
	

	BCAST-SGGAD-S-018
	Support Service Guide Delivery Descriptor
	Section 5.4.1.5
	M
	
	

	BCAST-SGGAD-S-019
	Service Guide delivery over Broadcast Channel
	Section 5.4.2
	O
	
	

	BCAST-SGGAD-S-020
	Service Guide delivery over Interaction Channel
	Section 5.4.3
	O
	
	

	BCAST-SGGAD-S-021
	Support Service Guide update and management over Broadcast Channel
	Section 5.5.1
	O
	
	

	BCAST-SGGAD-S-022
	Support Service Guide update and management over Interaction Channel
	Section 5.5.2
	O
	
	

	BCAST-SGGAD-S-023
	Support delivery of preview data over Broadcast  Channel
	Section 5.1.2.9
	O
	
	

	BCAST-SGGAD-S-024
	Support delivery of preview data over Interaction Channel
	Section 5.1.2.9
	O
	
	


Table 15: Support for [BCAST10 –ESG] SG-GAD Specification Feaures
The following table addresses SGSS features of specification [BCAST10 –ESG]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-SGSS-S-001
	Backend interface SG-4 exposed in implementation
	Section 5.6
	O
	BCAST-SGSS-S-002
	

	BCAST-SGSS-S-002
	Support backend interface SG-4 for SG function
	Section 5.6
	O
	(BCAST-SGSS-S-003 OR BCAST-SGSS-S-004) AND BCAST-SGSS-S-005 AND (BCAST-SGSS-S-006 OR BCAST-SGSS-S-007) AND BCAST-SGSS-S-008 AND BCAST-SGSS-S-009
	

	BCAST-SGSS-S-003
	Support IPv4
	Section 5.6.2.1
	O
	
	

	BCAST-SGSS-S-004
	Support IPv6
	Section 5.6.2.1
	O
	
	

	BCAST-SGSS-S-005
	Support TCP
	Section 5.6.2.1
	O
	
	

	BCAST-SGSS-S-006
	Support HTTP1.1
	Section 5.6.2.1
	O
	
	

	BCAST-SGSS-S-007
	Support HTTPS
	Section 5.6.2.1
	O
	
	

	BCAST-SGSS-S-008
	SG backend message for content delivery
	Section 5.6.2.2
	O
	
	

	BCAST-SGSS-S-009
	Support Service Guide data model and the corresponding XML schema for the Service Guide data exchange
	Section 5.3.1
	O
	
	


Table 16: Support for [BCAST10 –ESG] SGSS Specification Feaures
The following table addresses SGAS features of specification [BCAST10 –ESG]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-SGAS-S-001
	Backend interface SG-1 exposed in implementation
	Section 5.6
	O
	BCAST-SGAS-S-002
	

	BCAST-SGAS-S-002
	Support backend interface SG-1 for SG function
	Section  5.3.1
	O
	
	

	BCAST-SGAS-S-003
	Backend interface SG-2 exposed in implementation
	Section 5.6
	O
	BCAST-SGAS-S-004
	

	BCAST-SGAS-S-004
	Support backend interface SG-2 for SG function
	Section  5.3.1
	O
	BCAST-SGAS-S-005
	

	BCAST-SGAS-S-005
	Support Service Guide data model and the corresponding XML schema for the Service Guide data exchange
	Section  5.3.1
	O
	
	


Table 17: Support for [BCAST10 –ESG] SGAS Specification Feaures
5.7 Support for Services Specification

The following table addresses BSA features of specification [BCAST10 -Services]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-SERVICES-BSA-001
	Service interaction using one or several of: IP, TCP, HTTP, SMS, IPSEC, UDP, MMS, WAP, HTTPS based on SSL 3.0 [SSL30] and TLS 1.0 [RFC 2246], SIP/IMS
	Section 5.3.1
	O
	
	

	BCAST-SERVICES-BSA-002
	Support for Interactivity MediaDocument format and delivery
	Section 5.3.6.1.2
	O
	
	


Table 18: Support for [BCAST10 -Services] BSA Specification Feaures
The following table addresses BSD/A features of specification [BCAST10 -Services]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-SERVICES-BSDA-001
	Description and evaluation of end user preferences
	Section  5.4
	O
	BCAST-SERVICES-BSDA-002
	

	BCAST-SERVICES-BSDA-002
	Format of end user preference description
	Section 5.4.1
	O
	
	

	BCAST-SERVICES-BSDA-003
	Use of Location Information
	Section 5.8
	O
	
	

	BCAST-SERVICES-BSDA-004
	Use of Location Information in OMA MLP format
	Section 5.8
	O
	
	

	BCAST-SERVICES-BSDA-005
	Use of Location Information in zip code format
	Section 5.8
	O
	
	

	BCAST-SERVICES-BSDA-006
	Use of Location Information in BDS-specific cell_id format
	Section 5.8
	O
	
	

	BCAST-SERVICES-BSDA-007
	XML formatting rules for signalling
	Section 5.9
	M
	
	

	BCAST-SERVICES-BSDA-008
	Subtitling and Closed Captions
	Section 5.13
	O
	
	


Table 19: Support for [BCAST10 -Services] BSD/A Specification Feaures
The following table addresses BSM features of specification [BCAST10 -Services]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-SERVICES-BSM-001
	Service Provisioning
	Section 5.1
	M
	
	

	BCAST-SERVICES-BSM-002
	HTTP POST for service provisioning
	Section 5.1.1
	M
	
	

	BCAST-SERVICES-BSM-003
	GZIP compression of Provisioning Messages 
	Section 5.1.7
	M
	
	

	BCAST-SERVICES-BSM-004
	Web-based Service Provisioning
	Section 5.1.8
	O
	
	

	BCAST-SERVICES-BSM-005
	Terminal Provisioning using OMA DM
	Section 5.2
	M
	
	

	BCAST-SERVICES-BSM-006
	Delivery of OMA DM messages through Interaction Channel using DM mechanism
	Section 5.2.4
	M
	
	

	BCAST-SERVICES-BSM-007
	Broadcast Roaming
	Section 5.7
	O
	BCAST-SERVICES-BSM-008
	

	BCAST-SERVICES-BSM-008
	Format of roaming messages
	Sections 5.7.1, 5.7.2
	O
	
	

	BCAST-SERVICES-BSM-009
	XML formatting rules for signalling
	Section 5.9
	M
	
	

	BCAST-SERVICES-BSM-010
	Protocol stack for message exchanges between BSMs
	Section 7.2.1
	M
	
	


Table 20: Support for [BCAST10 -Services] BSM Specification Feaures
The following table addresses BCAST Notification Distribution Adaptation (NTAD) features of specification [BCAST10 -Services]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-NT-DA-001
	Support for the signalling of the availability and access to generic notifications through the SGDD.
	Sections 5.14.1.1.1, [BCAST10-SG] 5.4.2.5
	M
	
	

	BCAST-NT-DA-002
	Support for the signalling of the availability and access to service-specific notifications through the ‘Access’ fragment.
	Sections 

5.14.1.2.1,

[BCAST10-SG] 5.1.2.4
	M
	
	

	BCAST-NT-DA-003
	Notification back-end interface exposed
	Section 5.14.5.1
	O
	BCAST-NT-DA-004 AND

BCAST-NT-DA-005
	

	BCAST-NT-DA-004
	Support back-end interface for notification function
	Section 5.14.5.1
	O
	
	

	BCAST-NT-DA-005
	Support the back-end message for notification 
	Section 5.14.5.2
	O
	
	

	BCAST-NT-DA-006
	Backend interface SG-4 exposed in implementation
	Section 5.14.5.1
	O
	BCAST-NT-DA-007
	

	BCAST-NT-DA-007
	Support backend interface SG-4 for SG function
	Section 5.14.5.1
	O
	(BCAST-NT-DA-008 OR 
BCAST-NT-DA-009) AND 

BCAST-NT-DA-010 AND 
(BCAST-NT-DA-011 OR 
BCAST-NT-DA-012) AND 
BCAST-NT-DA-013 AND 
BCAST-NT-DA-005 
	

	BCAST-NT-DA-008
	Support IPv4
	Section 5.14.5.1
	O
	
	

	BCAST-NT-DA-009
	Support IPv6
	Section 5.14.5.1
	O
	
	

	BCAST-NT-DA-010
	Support TCP
	Section 5.14.5.1
	O
	
	

	BCAST-NT-DA-011
	Support HTTP1.1
	Section 5.14.5.1
	O
	
	

	BCAST-NT-DA-012
	Support HTTPS
	Section 5.14.5.1
	O
	
	

	BCAST-NT-DA-013
	SG backend messages for content delivery
	Section 5.14.5.1
	O
	
	


Table 21: Support for [BCAST10 -Services] NTAD Specification Feaures
5.8 Support for Service and Content Protection Specification

The following table addresses BSD/A features of specification [BCAST10–ServContProt]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-BSDASPCP-S-001

	Support Backend interface for Service Protection
	‎13.1
	O
	BCAST-BSDASPCP-S-002 OR 
BCAST-BSDASPCP-S-003
	

	BCAST-BSDASPCP-S-002

	Support BCAST specific interface for SP-4
	‎13.1.2
	O
	
	

	BCAST-BSDASPCP-S-003

	Support SP-4 by the adaptation of DVB Simulcrypt Head-end interfaces 
	‎13.1.1
	O
	
	

	BCAST-BSDASPCP-S-004

	Support Backend interface for Content Protection
	‎13.2
	O
	BCAST-BSDASPCP-S-005
	

	BCAST-BSDASPCP-S-005

	Support CP-4 by BCAST specific interface
	‎13.2
	O
	
	

	BCAST-BSDASPCP-S-006

	Support Service Protection 
	‎4
	O
	BCAST-BSDASPCP-S-007 OR 
BCAST-BSDASPCP-S-012
	

	BCAST-BSDASPCP-S-007

	Support DRM profile for Service Protection
	‎5
	O
	BCAST-BSDASPCP-S-008 AND 
BCAST-BSDASPCP-S-009 AND 
BCAST-BSDASPCP-S-010 AND 
BCAST-BSDASPCP-S-011
	

	BCAST-BSDASPCP-S-008

	Support delivery of STKM for DRM profile
	‎5.5
	O
	
	

	BCAST-BSDASPCP-S-009

	Support the encryption for Service Protection of Stream for DRM Profile
	‎5.6.1.1
	O
	BCAST-BSDASPCP-S-028 OR 
(BCAST-BSDASPCP-S-029 AND BCAST-BSDASPCP-S-038) OR 
(BCAST-BSDASPCP-S-030 AND BCAST-BSDASPCP-S-037) OR 
BCAST-BSDASPCP-S-031 OR 
(BCAST-BSDASPCP-S-032 AND BCAST-BSDASPCP-S-037) 
	

	BCAST-BSDASPCP-S-010

	Support the encryption for Service Protection of File for DRM Profile
	‎5.6.2.1
	O
	BCAST-BSDASPCP-S-028 OR  
BCAST-BSDASPCP-S-033 
	

	BCAST-BSDASPCP-S-011

	Support SDP signalling for Service Protection of DRM Profile
	‎5.8
	O
	BCAST-BSDASPCP-S-034 
	

	BCAST-BSDASPCP-S-012

	Support Smartcard Profile for Service protection
	‎6
	O
	BCAST-BSDASPCP-S-013 AND 
BCAST-BSDASPCP-S-014 AND 
BCAST-BSDASPCP-S-015 AND 
BCAST-BSDASPCP-S-016
	

	BCAST-BSDASPCP-S-013

	Support delivery of STKM for Smartcard profile
	‎6.7.2
	O
	
	

	BCAST-BSDASPCP-S-014

	Support the encryption for Service Protection of Stream for Smartcard Profile
	‎6.7.3
	O
	BCAST-BSDASPCP-S-028 OR 
(BCAST-BSDASPCP-S-029 AND BCAST-BSDASPCP-S-038) OR 
(BCAST-BSDASPCP-S-030 AND BCAST-BSDASPCP-S-037) 
	

	BCAST-BSDASPCP-S-015

	Support the encryption for Service Protection of File for Smartcard Profile
	‎6.8.2.1
	O
	BCAST-BSDASPCP-S-028 OR  
BCAST-BSDASPCP-S-033 
	

	BCAST-BSDASPCP-S-016

	Support SDP signalling for Service Protection of Smartcard Profile
	‎6.10.1.2
	O
	BCAST-BSDASPCP-S-034 
	

	BCAST-BSDASPCP-S-017

	Support Content Protection 
	‎4
	O
	BCAST-BSDASPCP-S-018 OR 
BCAST-BSDASPCP-S-023
	

	BCAST-BSDASPCP-S-018

	Support DRM profile for content protection
	‎5
	O
	BCAST-BSDASPCP-S-019 AND 
BCAST-BSDASPCP-S-020 AND 
BCAST-BSDASPCP-S-021 AND 
BCAST-BSDASPCP-S-022
	

	BCAST-BSDASPCP-S-019

	Support delivery of STKM for DRM profile
	‎5.5
	O
	
	

	BCAST-BSDASPCP-S-020

	Support the encryption for Content Protection of Stream for DRM Profile
	‎5.6.1.2
	O
	BCAST-BSDASPCP-S-028 OR 
(BCAST-BSDASPCP-S-029 AND BCAST-BSDASPCP-S-038) OR 
(BCAST-BSDASPCP-S-030 AND BCAST-BSDASPCP-S-037) OR  
(BCAST-BSDASPCP-S-032 AND BCAST-BSDASPCP-S-037) 
	

	BCAST-BSDASPCP-S-021

	Support the encryption for Content Protection of File for DRM Profile
	‎5.6.2.2
	O
	BCAST-BSDASPCP-S-028 OR 
BCAST-BSDASPCP-S-031 OR  
BCAST-BSDASPCP-S-033 
	

	BCAST-BSDASPCP-S-022

	Support SDP signalling for Content Protection of DRM Profile
	‎5.8
	O
	BCAST-BSDASPCP-S-034 
	

	BCAST-BSDASPCP-S-023

	Support Smartcard Profile for content protection
	‎6
	O
	BCAST-BSDASPCP-S-024 AND 
BCAST-BSDASPCP-S-025 AND 
BCAST-BSDASPCP-S-026 AND 
BCAST-BSDASPCP-S-027
	

	BCAST-BSDASPCP-S-024

	Support delivery of STKM for Smartcard profile
	‎6.7.2
	O
	
	

	BCAST-BSDASPCP-S-025

	Support the encryption for Content Protection of Stream for Smartcard Profile
	‎6.7.3
	O
	BCAST-BSDASPCP-S-028 OR 
(BCAST-BSDASPCP-S-029 AND BCAST-BSDASPCP-S-038) OR 
(BCAST-BSDASPCP-S-030 AND BCAST-BSDASPCP-S-037) 
	

	BCAST-BSDASPCP-S-026

	Support the encryption for Content Protection of File for Smartcard Profile
	‎6.8.2.2
	O
	BCAST-BSDASPCP-S-028 OR  
BCAST-BSDASPCP-S-033 
	

	BCAST-BSDASPCP-S-027

	Support SDP signalling for Content Protection of Smartcard Profile
	‎6.10.1.2
	O
	BCAST-BSDASPCP-S-034 
	

	BCAST-BSDASPCP-S-028

	Support IPSEC
	‎9.1
	O
	
	

	BCAST-BSDASPCP-S-029

	Support SRTP
	‎9.2
	O
	
	

	BCAST-BSDASPCP-S-030

	Support ISMACryp
	‎9.3.1
	O
	
	

	BCAST-BSDASPCP-S-031

	Support PDCF
	‎9.4
	O
	
	

	BCAST-BSDASPCP-S-032

	Support ISMACryp with PDCF
	‎9.3.2
	O
	
	

	BCAST-BSDASPCP-S-033

	Support DCF
	‎9.4
	O
	
	

	BCAST-BSDASPCP-S-034

	Support SDP signalling for protection
	‎10.1
	O
	BCAST-BSDASPCP-S-035 AND
BCAST-BSDASPCP-S-036
	

	BCAST-BSDASPCP-S-035

	Support SDP signalling for STKM
	‎10.1.2 and ‎10.1.3
	O
	
	

	BCAST-BSDASPCP-S-036

	Support SDP signalling for LTKM
	‎10.1.4
	O
	
	

	BCAST-BSDASPCP-S-037

	Support SDP signalling for ISMACryp
	‎10.2
	O
	
	

	BCAST-BSDASPCP-S-038

	Support SDP signalling for SRTP
	‎10.4
	O
	
	

	BCAST-BSDASPCP-S-039

	Support for STKM generation
	‎13.1.2.4
	O
	
	

	BCAST-BSDASPCP-S-040

	Support the common attribute of  STKM
	‎7
	O
	
	

	BCAST-BSDASPCP-S-041

	Support for the operation for recording
	‎8
	O
	
	

	BCAST-BSDASPCP-S-042

	Support for sharing a protected data stream for the different  operators using both DRM and Smartcard profile
	‎11
	O
	BCAST-BSDASPCP-S-043 AND 
BCAST-BSDASPCP-S-044 AND 
(BCAST-BSDASPCP-S-045 OR BCAST-BCAST-BSDASPCP-S-046)
	

	BCAST-BSDASPCP-S-043

	Support mapping for mapping of encryption and authentication keys
	‎11.1
	O
	
	

	BCAST-BSDASPCP-S-044

	Support mapping for mapping between Key IDs for Smartcard profile and Key IDs for DRM profile
	‎11.2
	O
	
	

	BCAST-BSDASPCP-S-045

	Support sharing SRTP Protected data Stream
	‎11.3
	O
	
	

	BCAST-BSDASPCP-S-046

	Support sharing ISMACryp Protected data Stream
	‎11.4
	O
	
	


Table 22: Support for [BCAST10–ServContProt] BSD/A Specification Feaures
The following table addresses BSM features of specification [BCAST10–ServContProt]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	BCAST-BSMSPCP-S-001

	Support Backend interface for Service Protection
	‎13.1
	O
	BCAST-BSMSPCP-S-002 OR 
BCAST-BSMSPCP-S-003
	

	BCAST-BSMSPCP-S-002

	Support BCAST specific interface for SP-4
	‎13.1.2
	O
	
	

	BCAST-BSMSPCP-S-003

	Support SP-4 by the adaptation of DVB Simulcrypt Head-end interfaces 
	‎13.1.1
	O
	
	

	BCAST-BSMSPCP-S-004

	Support Backend interface for Content Protection
	‎13.2
	O
	BCAST-BSMSPCP-S-005
	

	BCAST-BSMSPCP-S-005

	Support CP-4 by BCAST specific interface
	‎13.2
	O
	
	

	BCAST-BSMSPCP-S-006

	Support Service Protection 
	‎4
	O
	BCAST-BSMSPCP-S-007 OR
BCAST-BSMSPCP-S-008
	

	BCAST-BSMSPCP-S-007

	Support DRM profile for Service Protection
	‎5
	O
	BCAST-BSMSPCP-S-009 AND
BCAST-BSMSPCP-S-010 AND 
BCAST-BSMSPCP-S-011 AND
BCAST-BSMSPCP-S-016
	

	BCAST-BSMSPCP-S-008

	Support Smartcard profile for Service Protection
	‎6
	O
	BCAST-BSMSPCP-S-012 AND
BCAST-BSMSPCP-S-013 AND
BCAST-BSMSPCP-S-014 AND 
BCAST-BSMSPCP-S-015 AND 
BCAST-BSMSPCP-S-016
	

	BCAST-BSMSPCP-S-009

	Support registration for DRM Profile
	‎5.3
	O
	
	

	BCAST-BSMSPCP-S-010

	Support LTKM generation for DRM Profile for Service Protection
	‎5.4
	O
	
	

	BCAST-BSMSPCP-S-011

	Support STKM generation for DRM Profile for Service Protection
	‎5.5
	O
	
	

	BCAST-BSMSPCP-S-012

	Support Subscriber Key Establishment for Smartcard Profile
	‎6.5
	O
	
	

	BCAST-BSMSPCP-S-013

	Support LTKM generation for Smartcard Profile for Service Protection
	‎6.6
	O
	
	

	BCAST-BSMSPCP-S-014

	Support STKM generation for Smartcard Profile for Service Protection
	‎6.7
	O
	
	

	BCAST-BSMSPCP-S-015

	Support for BCAST Client ID for Smartcard Profile
	‎6.11
	O
	
	

	BCAST-BSMSPCP-S-016

	Support the common attribute of STKM
	‎7
	O
	
	

	BCAST-BSMSPCP-S-017

	Support Content Protection
	‎4
	O
	(BCAST-BSMSPCP-S-018 OR BCAST-BSMSPCP-S-019) AND
BCAST-BSMSPCP-S-016
	

	BCAST-BSMSPCP-S-018

	Support DRM Profile for Content Protection
	‎5
	O
	BCAST-BSMSPCP-S-020 AND
BCAST-BSMSPCP-S-021 AND 
BCAST-BSMSPCP-S-022 
	

	BCAST-BSMSPCP-S-019

	Support Smartcard Profile for Content Protection
	‎6
	O
	BCAST-BSMSPCP-S-023 AND
BCAST-BSMSPCP-S-024 AND 
BCAST-BSMSPCP-S-025
	

	BCAST-BSMSPCP-S-020

	Support registration for DRM Profile
	‎5.3
	O
	
	

	BCAST-BSMSPCP-S-021

	Support LTKM generation for DRM Profile for Content Protection
	‎5.4
	O
	
	

	BCAST-BSMSPCP-S-022

	Support STKM generation for DRM Profile for Content Protection
	‎5.5
	O
	
	

	BCAST-BSMSPCP-S-023

	Support Subscriber Key Establishment for Smartcard Profile 
	‎6.5
	O
	
	

	BCAST-BSMSPCP-S-024

	Support LTKM generation for Smartcard Profile for Content Protection
	‎6.6
	O
	
	

	BCAST-BSMSPCP-S-025

	Support STKM generation for Smartcard Profile for Content Protection
	‎6.7
	O
	
	

	BCAST-BSMSPCP-S-026

	Support recording for DRM Profile for Content Protection
	‎5.7 and ‎8
	O
	
	

	BCAST-BSMSPCP-S-027

	Support recording for Smartcard Profile for Content Protection
	‎6.9 and ‎8
	O
	
	

	BCAST-BSMSPCP-S-028

	Usage Metering for DRM Profile
	‎5.9
	O
	
	

	BCAST-BSMSPCP-S-029

	Support TBK for Smartcard Profile for Content Protection
	‎12
	O
	
	


Table 23: Support for [BCAST10–ServContProt] BSM Specification Feaures
5.9 Support for DRM 2.0 Broadcast Extensions Specification

The following table addresses features of specification [DRM20-Broadcast-Extensions]
	Item
	Function
	Reference
	Status
	Requirement
	Support

	DRM-XBS-S-001
	XBS Server
	1
	M
	DRM-XBS-S-002 OR 

DRM-XBS-S-003
	

	DRM-XBS-S-002
	XBS Server for Interactive device
	3.2
	O
	DRM-XBS-S-023 AND

DRM-XBS-S-027 AND

DRM-XBS-S-028 AND

DRM-XBS-S-044
	

	DRM-XBS-S-003
	XBS Server for Broadcast device
	3.2
	O
	DRM-XBS-S-005 AND

DRM-XBS-S-006 AND

DRM-XBS-S-008 AND

DRM-XBS-S-013 AND

DRM-XBS-S-018 AND

DRM-XBS-S-019 AND

DRM-XBS-S-022 AND

DRM-XBS-S-034 AND

DRM-XBS-S-036 AND

DRM-XBS-S-047 AND

DRM-XBS-S-050 AND

DRM-XBS-S-051 AND

DRM-XBS-S-053
	

	DRM-XBS-S-005
	Authentication on traffic layer, key stream layer and rights management layer
	6
	O
	
	

	DRM-XBS-S-006
	Broadcast Device and Domain Management
	7
	O
	
	

	DRM-XBS-S-007
	Common fields for binary messages
	7.1.2
	O
	
	

	DRM-XBS-S-008
	Device Registration
	7.2
	O
	DRM-XBS-S-009 AND

DRM-XBS-S-010 AND

DRM-XBS-S-011
	

	DRM-XBS-S-009
	Offline notification of detailed device data
	7.2.1
	O
	
	

	DRM-XBS-S-010
	Offline notification of short device data
	7.4.1
	O
	
	

	DRM-XBS-S-011
	Push Device Registration
	7.2.2
	O
	
	

	DRM-XBS-S-012
	On-line Registration for broadcast devices
	7.3
	O
	
	

	DRM-XBS-S-013
	Inform Registered Device Protocol
	7.5
	O
	DRM-XBS-S-014 AND

DRM-XBS-S-015 AND

DRM-XBS-S-016 AND

DRM-XBS-S-017
	

	DRM-XBS-S-014
	Update RI certificate
	7.5.3
	O
	
	

	DRM-XBS-S-015
	Update DRM time
	7.5.4
	O
	
	

	DRM-XBS-S-016
	Update contact number
	7.5.5
	O
	
	

	DRM-XBS-S-017
	Force re-registration
	7.5.2
	O
	
	

	DRM-XBS-S-018
	Binary messages for token handling
	7.6.4
	O
	
	

	DRM-XBS-S-019
	Domain Management
	7.7
	O
	DRM-XBS-S-020 AND

DRM-XBS-S-021
	

	DRM-XBS-S-020
	Domain joining and leaving
	7.7.2
	O
	
	

	DRM-XBS-S-021
	Binary Domain messages
	7.7.4, 7.7.5, 7.7.6, 7.7.7
	O
	
	

	DRM-XBS-S-022
	Format of the Broadcast Rights Object
	8.2
	O
	
	

	DRM-XBS-S-023
	Acquisition of Rights Objects over an Interaction Channel
	8.3
	O
	
	

	DRM-XBS-S-024
	Save Permission
	8.4
	M
	
	

	DRM-XBS-S-026
	Additions to the OMA DRM 2.0 REL for Token Management
	9.1
	M
	
	

	DRM-XBS-S-027
	Extensions to ROAP to Issue Tokens
	9.2
	O
	
	

	DRM-XBS-S-028
	Extensions for ROAP for Reporting
	9.3
	O
	
	

	DRM-XBS-S-029
	Subscriber Groups
	10
	O
	DRM-XBS-S-030 OR

DRM-XBS-S-031
	

	DRM-XBS-S-030
	Fixed Subscriber Groups
	10.3.3.1
	O
	
	

	DRM-XBS-S-031
	Flexible Subscriber Groups
	10.3.3.2
	O
	
	

	DRM-XBS-S-032
	Key derivation for domains, unique devices and whole subscriber groups
	10.3.4.1, 10.3.4.2, 10.3.4.3
	O
	
	

	DRM-XBS-S-033
	Zero-Message Broadcast Encryption
	10.3.4.4
	O
	
	

	DRM-XBS-S-034
	Broadcast Support
	11
	O
	
	

	DRM-XBS-S-036
	Rights Issuer Services
	12
	O
	
	

	DRM-XBS-S-043
	Security Considerations
	C.2
	M
	
	

	DRM-XBS-C-044
	XML schema
	C.4
	O
	
	

	DRM-XBS-S-047
	Status and Error Message Handling
	C.7
	O
	
	

	DRM-XBS-S-050
	Tag Length Format for keyset_block
	C.11
	O
	
	

	DRM-XBS-S-051
	Message tags
	C.13
	O
	
	

	DRM-XBS-S-053
	Authentication of the tokens_consumed field in the token consumption data
	C.15
	O
	
	

	DRM-XBS-S-055
	Token management by RIs
	C.16.1
	O
	
	

	DRM-XBS-S-056
	One-Way Function Trees
	C.17.3
	O
	
	


Table 24: Support for [DRM20-Broadcast-Extensions] Specification Feaures
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