5.3.1 Minimal Pre-Test Guidelines
This section details a set of test cases that the Trusted Zone requires participating companies to perform during the Pre-Test day. The order of the listed tests is only intended as advice to participating teams and not necessarily to indicate that the sequence of execution is mandatory.

The results will be considered across all Pre-Test sessions that a team will perform during the Pre-Test day and will NOT be included in any Product Test Report or Enabler Test Report generated as a result of participation in the event. 

If the team is unable to present passing results for all listed below Pre-Test test cases and if the failures are due to team’s implementation, the team shall not be allowed to proceed with regular test sessions. The host shall provide adequate space for the teams to sit separately and improve their implementations. The teams should validate the implementation with the passing teams at the passing teams’ discretion. Once passing results for all Pre-Test test cases are presented, the team should be allowed to proceed with regular testing.

5.3.1.1 Service Guide (SG)
The purpose is to check reception and handling of SG, not method of delivery. In case of broadcast terminals BCAST-1.0-DIST-int-103 is executed. Terminals implementing delivery over interaction channel are required to execute BCAST-1.0-DIST-int-104

	Test Case Id
	Test Case Description

	BCAST-1.0-DIST-int-103
	Updating description of content. This test case also tests that the update of the SG is performed correctly.

	BCAST-1.0-DIST-int-104
	Updating description of content. This test case also tests that the update of the SG is performed correctly.


5.3.1.2 Stream Distribution (SD)
	Test Case Id
	Test Case Description

	BCAST-1.0-DIST-int-208
	The purpose of this test is to test the supports of RTP as a transport protocol for streaming distribution over the broadcast channel.


5.3.1.3 File Distribution (FD)
	Test Case Id
	Test Case Description

	BCAST-1.0-DIST-int-202
	To test the support of the in-band delivery of the metadata associated with file distributed using FLUTE.


5.3.1.4 Service Protection (ServProt)
DRM 

Only one of the recommended test cases need to be executed depending upon the type of encryption implemented by the participant.

	Test Case Id
	Test Case Description

	BCAST-1.0-DIST-int-401
	Opening an Ipsec encrypted stream with key material associated to the subscription

	BCAST-1.0-DIST-int-402
	Opening an SRTP encrypted stream with key material associated to the subscription

	BCAST-1.0-DIST-int-403
	Opening an ISMACrypt encrypted stream with key material associated to the subscription.


SmartCard

Test cases BCAST-1.0-DIST-int-404 and BCAST-1.0-DIST-int-430 must be executed by all USIM implementations.

	Test Case Id
	Test Case Description

	BCAST-1.0-DIST-int-404
	Test that GBA bootstrapping with the BSM is successfully achieved.

Test that the SRK is correctly generated in the terminal.

	BCAST-1.0-DIST-int-430
	Test that the Smartcard correctly parses STKMs.


Test cases BCAST-1.0-DIST-int-410 and BCAST-1.0-DIST-int-430 must be executed by all (R-)UIM/CSIM implementations.
	Test Case Id
	Test Case Description

	BCAST-1.0-DIST-int-410
	Test that SMK and SRK derivation from pre-provisioned SCK in the terminal are successful.

	BCAST-1.0-DIST-int-430
	Test that the Smartcard correctly parses STKMs.


5.3.1.5 Content Protection (ContProt)

DRM

No explicit test cases.
SmartCard

No explicit test cases.
5.3.1.6 Service Provisioning (SP)
	Test Case Id
	Test Case Description

	BCAST-1.0-DIST-int-101
	Bootstrapping a service with content. Associating content with service. This test case also tests that the reception of the SG is performed correctly.


5.3.1.7 Service Interaction (SI)
	Test Case Id
	Test Case Description

	BCAST-1.0-DIST-int-301
	Associating content with interactivity. Reception of InteractivityMediaDocuments over broadcast file distribution. XHTML MP as an interaction method.


5.3.1.8 Notification (N)
No test cases available.
5.3.1.9 Terminal Provisioning (SP)
	Test Case Id
	Test Case Description

	BCAST-1.0-DIST-int-501
	The purpose of this test is to check that the terminal correctly receives provisioning messages using TP-7 over the interactive channel.


