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1 Reason for Change

The CR introduces a new subsection (5.3.2) under section 5.3. The section defines configuration to be used be test participants during the pre-test phase. This will help make the pre-test phase efficient by eliminating debugging due to mismatch of parameters used by the participants.
The current 5.3.2 and 5.3.3 shall be renumbered as 5.3.3 and 5.3.4 respectively.

2 Impact on Backward Compatibility

n/a

3 Impact on Other Specifications

None 

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Review and approve.
6 Detailed Change Proposal

Change 1:  Configuration parameters for pre-testing
5.3.2 Configuration for pre-testing phase

The section provides configuration information for pre-testing in order to optimize the progress of the test fest activities. These settings shall not be used in the regular test sessions during the test fest where implementations shall use the discovery and configuration procedures as described by the BCAST 1.0 specification, when applicable.

5.3.2.1 BCAST NAF Configuration Parameters

	NAF 
	

	BSF Server IP Address
	IPAddress of BSF

	Registration
	http://<IPAddressNAF>/keymanagement?requesttype=register

	 
	http://<IPAddressNAF>/keymanagement?requesttype=deregister

	 
	http://<IPAddressNAF>/keymanagement?requesttype=msk-request

	UDP Port
	4359

	NAFID
	<IPAddressNAF>

	ServiceID
	cannot be fix at the moment

	IDI of the LTKM
	Must be the IP Address of the NAF, i.e. <IPAddressNAF>


	SG
	

	Service Guide Rights Issuer URL
	Must be the  IP Adress of the NAF, i.e. <IPAddressNAF>


Note: Although the specs mentions using FQDN of the NAF, for simplicity we use the IP Address
5.3.2.2 Smartcard Configuration Parameters
The following parameters shall be used by the GBA-BSF when simulating the HLR function during pre-test.

	HLR/HSS Simulation  - MILENAGE (standard)

	Input Values (standards)

	Ki
	00 11 22 33 44 55 66 77 88 99 AA BB CC DD EE FF

	OP
	00 11 22 33 44 55 66 77 88 99 AA BB CC DD EE FF

	Ri
	40 00 20 40 60

	Ci1
	00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 00

	Ci2
	00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 01

	Ci3
	00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 02

	Ci4
	00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 04

	Ci5
	00 00 00 00 00 00 00 00 00 00 00 00 00 00 00 08

	
	

	SQN   
	00 00 00 00 00 00

	
	

	Expected Value

	OPC
	62 E7 5B 8D 6F A5 BF 46 EC 87 A9 27 6F 9D F5 4D  


	Input Values (standards)

	RAND
	00 11 22 33 44 55 66 77 88 99 AA BB CC DD EE FF

	SQN
	00 00 00 00 00 00

	AMF
	00 00 

	
	 

	Expected  Authentication Vectors

	XRES
	700EB2300B2C4798

	CK
	B379874B3D183D2A21291D439E7761E1

	IK
	F4706F66629CF7DDF881D80025BF1255

	AUTN
	DE656C8B0BCE0000803CE765D94CAF16
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