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	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
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 3: Clerical

	Source:
	Iftikhar Waheed, Ericsson, Iftikhar.waheed@ericsson.com
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1 Reason for Change

The CR proposes an updated version of table 1 in section 5.1.3 Optimal TestFest Achievement Guidelines, with the following changes 

· Addition of missing test cases according to ETS version OMA-ETS-BCAST_INT-V1_0-20080421-C.

· Correction of test case titles.

· Revision of priorities of test cases, to have a testing order relevant to the requirements highlighted in the ETR.
· Reorder listing in sequence.

· Modify section 5.3.1.9, to remove invalid test case.

2 Impact on Backward Compatibility

none
3 Impact on Other Specifications

none
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

Table1 section 5.1.3 Optimal TestFest Achievement Guidelines.

	Description
	Test Case Id
	Priority

	5.1.1 Service bootstrap and single content
	BCAST-1.0-DIST-int-101
	Medium
(pre-test)

	5.1.2 Web-based Service Provisioning
	BCAST-1.0-DIST-int-102
	Medium

	5.2.1 Service Guide update (same fragment id, higher version number)
	BCAST-1.0-DIST-int-103
	High 
(pre-test)

	5.2.2 Service Guide update (same fragment id, higher version number) – Interaction Channel
	BCAST-1.0-DIST-int-104
	High
(pre-test)

	5.2.3 Service Guide Update (new fragment id) – Broadcast Channel
	BCAST-1.0-DIST-int-105
	Medium

	5.2.4 Service Guide Update (new fragment id) – Interaction Channel
	BCAST-1.0-DIST-int-106
	Medium

	5.2.5 GZIP compression of Service Guide Delivery Unit
	BCAST-1.0-DIST-int-107
	Low 
(pre-test)

	5.2.6 Content hierarchy
	BCAST-1.0-DIST-int-108
	Medium

	5.2.7 PreviewData and Service
	BCAST-1.0-DIST-int-109
	Low

	5.2.8 PreviewData and Service – Interaction Channel
	BCAST-1.0-DIST-int-110
	Low

	5.2.9 Select language specific access parameters
	BCAST-1.0-DIST-int-111
	Medium

	5.2.10 Subscription of Service
	BCAST-1.0-DIST-int-112
	High

	5.2.11 Select language specific Service Guide elements 
	BCAST-1.0-DIST-int-113
	Medium

	5.3.1.1 Support of ALC protocol and delivery of meta-data in the Service Guide
	BCAST-1.0-DIST-int-201
	Low

	5.3.1.2 Support of in-band delivery of meta-data and FLUTE
	BCAST-1.0-DIST-int-202
	High
(pre-test)

	5.3.1.3 Support the delivery using HTTP over Interaction Channel
	BCAST-1.0-DIST-int-203
	High

	5.3.1.4 Support of FEC RAPTOR
	BCAST-1.0-DIST-int-204
	Medium

	5.3.1.5 Support of the post-delivery repair of files
	BCAST-1.0-DIST-int-205
	Low

	5.3.1.6 Support of reception report
	BCAST-1.0-DIST-int-206
	Low

	5.3.1.7 Support of Flute Session Setup and Control with RTSP
	BCAST-1.0-DIST-int-207
	Medium

	5.3.2.1 Support of RTP for stream distribution over the broadcast channel
	BCAST-1.0-DIST-int-208
	Medium
(pre-test)

	5.3.2.1 Support of RTP for stream distribution over the interactive channel using SDP
	BCAST-1.0-DIST-int-209
	High

	5.3.2.2 Support of RTP for stream distribution over the interactive channel using HTTP with out-of-band signalling
	BCAST-1.0-DIST-int-210
	Low

	5.3.2.3 Support of streaming associated procedure
	BCAST-1.0-DIST-int-211
	Medium

	5.4.1 XHTML MP Interactivity
	BCAST-1.0-DIST-int-301
	Medium
(pre-test)

	5.4.2 XHTML MP Interactivity – Interaction Channel
	BCAST-1.0-DIST-int-302
	Low

	5.4.3 SMS interactivity
	BCAST-1.0-DIST-int-303
	High

	5.4.4 SMS interactivity – Interaction Channel
	BCAST-1.0-DIST-int-304
	Medium

	5.4.5 MMS Interactivity
	BCAST-1.0-DIST-int-305
	Medium

	5.4.6 MMS Interactivity – Interaction Channel
	BCAST-1.0-DIST-int-306
	Low

	5.4.7 Select language specific Interactivity
	BCAST-1.0-DIST-int-307
	Medium

	5.5.1.1 Delivery of IPSec protected stream
	BCAST-1.0-DIST-int-401
	Low
(pre-test)

	5.5.1.2 Delivery of SRTP protected stream
	BCAST-1.0-DIST-int-402
	High
(pre-test)

	5.5.1.3 Delivery of ISMACrypt protected stream
	BCAST-1.0-DIST-int-403
	Low
(pre-test)

	5.5.2.1.1 GBA-U Bootstrapping USIM / BSM with success
	BCAST-1.0-DIST-int-404
	High 
(pre-test)

	5.5.2.1.2 GBA-U Bootstrapping USIM / BSM with synchronization error
	BCAST-1.0-DIST-int-405
	Medium

	5.5.2.1.3 GBA_U: Expired Bootstrapping data
	BCAST-1.0-DIST-int-406
	Medium

	5.5.2.1.4 GBA_U: Different Key K on Client and Server
	BCAST-1.0-DIST-int-407
	Low

	5.5.2.1.5 Deregistration
	BCAST-1.0-DIST-int-408
	Low

	5.5.2.1.6 Deregistration with bootstrapping
	BCAST-1.0-DIST-int-409
	High

	5.5.2.1.7 Subscriber Key Establishment for (R-)UIM/CSIM
	BCAST-1.0-DIST-int-410
	High
(pre-test)

	5.5.2.2.1.1  LTKM without SPE, without consumption reporting, MBMS only card
	BCAST-1.0-DIST-int-411
	Medium

	5.5.2.2.1.2 LTKM without SPE, Without consumption reporting, BCAST card
	BCAST-1.0-DIST-int-600
	High

	5.5.2.2.1.3 LTKM with SPE, MBMS only card
	BCAST-1.0-DIST-int-601
	High

	5.5.2.2.1.4 LTKM with SPE, BCAST card
	BCAST-1.0-DIST-int-602
	Low

	5.5.2.2.1.5  LTKM request from the terminal, LTKM reception at the terminal / smartcard
	BCAST-1.0-DIST-int-412
	Medium

	5.5.2.2.1.6 BSM solicited pull procedure
	BCAST-1.0-DIST-int-413
	Low

	5.5.2.2.1.7 BSM solicited pull procedure initiation over SMS bearer
	BCAST-1.0-DIST-int-414
	High

	5.5.2.2.1.8 BSM solicited pull procedure to initiate the Registration Procedure
	BCAST-1.0-DIST-int-603
	Medium

	5.5.2.2.1.9 LTKM Replay Detection in secure function, failure case
	BCAST-1.0-DIST-int-604
	Medium

	5.5.2.2.2.1 Set of Live_ppt_purse associated with a key group; SPE=0x00
	BCAST-1.0-DIST-int-605
	Medium

	5.5.2.2.2.2 Test of set mode for the live_ppt_purse associated with a key group, SPE=0x00
	BCAST-1.0-DIST-int-606
	Low

	5.5.2.2.2.3 Test of add mode for the live_ppt_purse associated with a key group, SPE=0x00
	BCAST-1.0-DIST-int-607
	Low

	5.5.2.2.2.4 Test of overflow for the live_ppt_purse associated with a key group, SPE=0x00
	BCAST-1.0-DIST-int-608
	Medium

	5.5.2.2.2.5 Set of Playback_ppt_purse associated with a key group; SPE=0x01
	BCAST-1.0-DIST-int-609
	Low

	5.5.2.2.2.6 Test of set mode for the Playback_ppt_purse associated with a key group, SPE=0x01
	BCAST-1.0-DIST-int-610
	Low

	5.5.2.2.2.7 Test of add mode for the Playback_ppt_purse associated with a key group, SPE=0x01
	BCAST-1.0-DIST-int-611
	Low

	5.5.2.2.2.8 Test of overflow for the Playback_ppt_purse associated with a key group, SPE=0x01
	BCAST-1.0-DIST-int-612
	Low

	5.5.2.2.2.9 Set of user_purse associated with a NAF/SMK ID
	BCAST-1.0-DIST-int-613
	High

	5.5.2.2.2.10 Test of set mode for the user_purse associated with a NAF/SMK ID
	BCAST-1.0-DIST-int-614
	High

	5.5.2.2.2.11 Test of add mode for the user_purse associated with a NAF/SMK ID
	BCAST-1.0-DIST-int-615
	High

	5.5.2.2.2.12 Test of overflow for the user_purse associated with a NAF/SMK ID
	BCAST-1.0-DIST-int-616
	Low

	5.5.2.2.2.13 Set of playback counter associated with a SEK/PEK ID, SPE=0x07
	BCAST-1.0-DIST-int-617
	High

	5.5.2.2.2.14 Test of set mode for playback counter associated with a SEK/PEK ID, SPE=0x07
	BCAST-1.0-DIST-int-618
	High

	5.5.2.2.2.15 Test of add mode for playback counter associated with a SEK/PEK ID, SPE=0x07
	BCAST-1.0-DIST-int-619
	High

	5.5.2.2.2.16 Test of overflow of playback counter associated with a SEK/PEK ID, SPE=0x07
	BCAST-1.0-DIST-int-620
	Medium

	5.5.2.2.2.17 Set of TEK counter associated with a SEK/PEK ID
	BCAST-1.0-DIST-int-621
	High

	5.5.2.2.2.18 Test of set mode for TEK counter associated with a SEK/PEK ID
	BCAST-1.0-DIST-int-622
	High

	5.5.2.2.2.19 Test of add mode for TEK counter associated with a SEK/PEK ID
	BCAST-1.0-DIST-int-623
	High

	5.5.2.2.2.20 Test of overflow of TEK counter associated with a SEK/PEK ID
	BCAST-1.0-DIST-int-624
	High

	5.5.2.2.3 SPE value not supported by the card
	BCAST-1.0-DIST-int-625
	High

	5.5.2.3.1 Correct STKM parsing by a BCAST Smartcard
	BCAST-1.0-DIST-int-430
	Low
(pre-test)

	5.5.2.3.2 Correct STKM parsing by MBMS Smartcard
	BCAST-1.0-DIST-int-431
	Medium

	5.5.2.3.3 Incorrect STKM generation – inexistent SEK/PEK (wrong key domain ID)
	BCAST-1.0-DIST-int-432
	Medium

	5.5.2.3.4 STKM processing – inexistent SEK/PEK (wrong SEK ID)
	BCAST-1.0-DIST-int-433
	Medium

	5.5.2.3.5 STKM processing, Key Validity data check
	BCAST-1.0-DIST-int-626
	High

	5.5.2.3.6 Key deletion from server
	BCAST-1.0-DIST-int-439
	High

	5.5.2.3.7 SPE deletion from server
	BCAST-1.0-DIST-int-627
	High

	5.5.2.3.8.1 STKM Processing when LTKM SPE=00; Testing Live_ppt_purse
	BCAST-1.0-DIST-int-628
	Medium

	5.5.2.3.8.2 STKM Processing when LTKM SPE=0x01; Testing Playback_ppt_purse
	BCAST-1.0-DIST-int-629
	Medium

	5.5.2.3.8.3 STKM Processing when LTKM SPE=02; Testing user_purse
	BCAST-1.0-DIST-int-630
	Medium

	5.5.2.3.8.4 STKM Processing when LTKM SPE=0x07; Testing playback_counter
	BCAST-1.0-DIST-int-631
	Medium

	5.5.2.3.8.5 STKM Processing when LTKM SPE=0C; Testing TEK_counter
	BCAST-1.0-DIST-int-632
	Medium

	5.5.2.3.9.1 Testing SPE priorities: live content with subscription
	BCAST-1.0-DIST-int-633
	Medium

	5.5.2.3.9.2 Testing SPE priorities: live content without subscription
	BCAST-1.0-DIST-int-634
	Medium

	5.5.2.3.9.3 Testing SPE priorities: playback modes including SPE=0x05
	BCAST-1.0-DIST-int-635
	Medium

	5.5.2.3.9.4 Testing SPE priorities: playback modes without SPE=0x05
	BCAST-1.0-DIST-int-636
	Medium

	5.5.2.3.9.5 Testing KV priorities when several LTKM available with same SPE
	BCAST-1.0-DIST-int-637
	Medium

	5.5.2.3.10 STKM processing when sent to different SPE sharing the same user purse
	BCAST-1.0-DIST-int-638
	Medium

	5.5.2.3.11 STKM reception with parental control without PIN defined in the card
	 BCAST-1.0-DIST-int-456
	Medium

	5.5.2.3.12 STKM reception with parental control and  with PIN defined in the card
	BCAST-1.0-DIST-int-457
	Medium

	5.5.2.3.13 Multiple streams protected with same STKM stream
	BCAST-1.0-DIST-int-458
	High

	5.5.2.3.14 Multiple streams protected with Different STKM stream
	BCAST-1.0-DIST-int-459
	High

	5.5.2.4.1 Delivery of IPSec protected stream
	BCAST-1.0-DIST-int-460
	Low

	5.5.2.4.2 Delivery of SRTP protected stream
	BCAST-1.0-DIST-int-461
	High

	5.5.2.4.3 Delivery of ISMACrypt protected stream
	BCAST-1.0-DIST-int-462
	Low

	5.7.1 Availability of Roaming and Showing SG of visited service provider
	BCAST-1.0-MORO-int-458
	Medium

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


Change 2:  (optional)Brief description of specific change

Remove table from section 5.3.1.9 and replace with text “No test cases available”.
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