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1. Scope

This document describes in detail available test cases for DCD 1.0:
http://www.openmobilealliance.org/Technical/released_enablers.aspx
The test cases are split in two categories, conformance and interoperability test cases.

The conformance test cases are aimed to verify the adherence to normative requirements described in the technical specifications. 

The interoperability test cases are aimed to verify that implementations of the specifications work satisfactory.

If either conformance or interoperability tests do not exists at the creation of the test specification this part should be marked not available.

2. References

2.1 Normative References

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.6, Open Mobile Alliance™,
OMA-ORG-IOP_Process-V1_6, URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[DCD-TS-Semantics]
	“Dynamic Content Delivery Technical Specification – Session and Transactions”, Version 1.0, Open Mobile Alliance™, OMA-TS-DCD_Semantics-V1_0, URL:http://www.openmobilealliance.org/ 

	[DCD-TS-BCAST]
	“OMA Dynamic Content Delivery Technical Specification – BCAST Adaptation”, Version 1.0, Open Mobile Alliance™, OMA-TS-DCD_Call_Flows-V1_0

	[DCD-TS-CBS]
	“OMA Dynamic Content Delivery Technical Specification – CBS Adaptation”, Version 1.0, Open Mobile Alliance™, OMA-TS-DCD_CBS_Adaptation-V1_0, URL:http://www.openmobilealliance.org/

	[DCD-TS-Charging]
	"OMA Dynamic Content Delivery Technical Specification – Charging ", Version 1.0, Open Mobile Alliance™, OMA-TS-DCD_Charging-V1_0, URL:http://www.openmobilealliance.org/

	[IOPETR]
	“Enabler Test Requirements for Dynamic Content Delivery”, Version 1.0, Open Mobile Alliance™, OMA-ETR-DCD-ETR-V1_0, URL:http://www.openmobilealliance.org/

	[IOPEVP]
	“IOP Enabler Validation Plan for Dynamic Content Delivery”, Version 1.0, Open Mobile Alliance™, OMA-EVP-DCD-V1_0, URL:http://www.openmobilealliance.org/

	[DCD-EICS-Client]
	“Client Enabler Implementation Conformance Statement for Dynamic Content Delivery”, Version 1.0, Open Mobile Alliance™,  OMA-EICS-DCD-Client-V1_0, URL:http://www.openmobilealliance.org/

	[DCD-EICS-Server]
	“Server Enabler Implementation Conformance Statement for Dynamic Content Delivery”, Version 1.0, Open Mobile Alliance™,  OMA-EICS-DCD-Server-V1_0, URL:http://www.openmobilealliance.org/


2.2 Informative References

	 [OMADICT]
	“Dictionary for OMA Specifications”, Version x.y, Open Mobile Alliance™,
OMA-ORG-Dictionary-Vx_y, URL:http://www.openmobilealliance.org/

	
	

	
	


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope”, are normative, unless they are explicitly indicated to be informative.

The following numbering scheme is used:

xxx-y.z-con-number where:
xxx
Name of enabler, e.g. MMS or Browsing
y.z
Version of enabler release, e.g. 1.2 or 1.2.1
’con’
Indicating this test is a conformance test case
number
Leap number for the test case

Or

xxx-y.z-int-number where:
xxx
Name of enabler, e.g. MMS or Browsing
y.z
Version of enabler release, e.g. 1.2 or 1.2.1
’int’
Indicating this test is a interoperability test case
number
Leap number for the test case
3.2 Definitions

	Application Deregistration
	The process of terminating the association of a DCD Enabled Client Application with a DCD Server.

	Application Profile
	See [DCD-AD].

	Application Registration
	The process of establishing the association of a DCD Enabled Client Application with a DCD Server, and disclosure of its Application Profile, to facilitate DCD Enabled service establishment.

	ATOM
	A set of standards for web feeds, including The Atom Syndication Format (an XML language used for web feeds) and the Atom Publishing Protocol (a simple HTTP-based protocol for creating and updating web resources).

	Authentication
	The process of validating the identity of a DCD Client.

	Cell Broadcast Service
	A one-to-many geographically focused messaging service based upon the GSM/UMTS Short Message Service.

	Channel Deregistration
	The process of terminating availability of a DCD Channel.

	Channel Discovery
	The process of delivering Channel Guide information, to enable DCD Enabled Client Application awareness of available services, and to facilitate the Channel Subscription process.

	Channel Guide
	A subset of Channel Metadata for one or more DCD Channels, provided to facilitate the Channel Discovery process.

	Channel Metadata
	See [DCD-AD].

	Channel Metadata Update
	The process of delivering changes to Channel Metadata items for a specific DCD Channel, to applicable DCD Clients and DCD Enabled Client Applications.

	Channel Registration
	The process of establishing the availability of a new DCD Channel.

	Channel Resumption
	The process of resuming DCD Enabled services for a specific DCD Channel.

	Channel Subscription
	The process of establishing a Subscription to a DCD Enabled service, represented as a DCD Channel, for a DCD Enabled Client Application.

	Channel Subscription Update
	The process whereby a DCD Enabled Client Application updates its preferences related to a DCD Channel.

	Channel Suspension
	The process of suspending DCD Enabled services for a specific DCD Channel.

	Channel Unsubscription
	The process of terminating a subscription to a DCD Channel.

	Client Activation
	The process of establishing or re-establishing a DCD Session.

	Client Deactivation
	The process of terminating a DCD Session.

	Content Metadata
	See [DCD-AD].

	Content Publication
	The process whereby DCD Content Providers make content available for ingestion and subsequent delivery by DCD Servers.

	Content Submission
	The process of sending content from a DCD Enabled Client Application to a DCD Content Provider for arbitrary application purposes.

	Content Update
	The process of delivering content to DCD Enabled Client Applications.

	DCD Channel
	See [DCD-RD]. Also referred to as “Channel”.

	DCD Client
	See [DCD-RD].

	DCD Content Packaging
	The enveloping of DCD Content with associated Content Metadata within DCD transactions.

	DCD Content Provider
	See [DCD-RD]. Also referred to as “Content Provider”.

	DCD Server
	See [DCD-RD].

	DCD Service
	A DCD enabler deployment, via which a DCD Service Provider offers DCD enabled services.

	DCD Service Provider
	See [DCD-RD]. Also referred to as “Service Provider”.

	DCD XML
	The XML document type used to express DCD messages.

	DCD-1
	A uni-directional point-to-point interface between the DCD Server and the DCD Client, used by the DCD Client to send content requests and submissions to the DCD Server and to receive DCD Content in response.

	DCD-2
	A uni-directional interface between the DCD Server and the DCD Client, used by the DCD Server to push notifications and / or content to the DCD Client.

	DCD-3
	A bi-directional interface between the DCD Server and the DCD Client, is used by the DCD Server and the DCD Client to exchange DCD Subscription and Administration information.

	DCD-CADE
	A bi-directional interface between the DCD Enabled Client Application and the DCD Client, used by the DCD Client to send notifications and / or content to the DCD Enabled Client Application, and enabling the DCD Enabled Client Application to retrieve content from the DCD Client.

	DCD-CAR
	A bi-directional interface between the DCD Enabled Client Application and the DCD Client, used by the DCD Enabled Client Application to register with the DCD Client when the application is installed on a terminal.

	DCD-CPDE
	A bi-directional interface between the DCD Content Provider and the DCD Server, used by the Content Provider to publish content at the DCD Server and by the DCD Server to retrieve content from the Content Provider.

	DCD-CPR
	A bi-directional interface between the DCD Content Provider and the DCD Server, used by the Content Provider to register new content channels with the DCD Server and to notify the DCD Server about subscription events and vice versa.

	DCD-Enabled Client Application
	See [DCD-RD].

	Dynamic Content Delivery
	See [DCD-RD].

	Enabler Release
	Collection of specifications that combined together form an enabler for a service area, e.g. a download enabler, a browsing enabler, a messaging enabler, a location enabler, etc.  The specifications that are forming an enabler should combined fulfil a number of related market requirements.

	HTTP Digest Authentication
	A method of credentials negotiation between an HTTP client and HTTP server, defined in [RFC 2617].

	Minimum Functionality Description
	Description of the guaranteed features and functionality that will be enabled by implementing the minimum mandatory part of the Enabler Release.

	Pull
	A service delivery method in which the client initiates a service transaction.

	Push
	A service delivery method in which the server initiates a service transaction.

	Push-OTA
	The over-the-air interface via which OMA Push messages are delivered to terminals.

	Receive-Only Client Case
	Broadcast-related deployment model for DCD in which a DCD Client has no need or ability to transmit requests or responses to DCD transactions.

	RSS
	A family of web feed formats, including Really Simple Syndication (RSS 2.0) and RDF Site Summary (RSS 1.0)

	Subscription
	An arrangement to receive or be given access to content and services delivered via DCD.

	Subscription Personalization
	The process of adapting DCD Enabled services to a particular user’s preferences and context.

	Subscription Validation
	The process of verifying DCD Enabled Client Application agreement with a DCD Server-initiated Channel Subscription action.

	User Agent Profile
	A document format defined by the OMA UAProf enabler [OMA-UAPROF], via which a device vendor discloses characteristics of a device and the OMA enablers that it supports.

	Wi-Fi
	Trade name for a collection of wireless technology specifications for private and public wireless networks operating in unlicensed frequency bands.


3.3 Abbreviations

	AP
	Application Profile

	APN
	Access Point Name

	BCAST
	The OMA BCAST enabler

	CBS
	Cell Broadcast Service

	CP
	Content Provider

	DC
	DCD Client

	DCD
	Dynamic Content Delivery

	DECA
	DCD Enabled Client Application

	DS
	DCD Server

	DTLS
	Datagram Transport Layer Security

	ERDEF
	Enabler Requirement Definition

	ERELD
	Enabler Release Definition

	HTTP
	Hypertext Transport Protocol

	ID
	Identifier

	IP
	Internet Protocol

	MIME
	Multipurpose Internet Mail Extensions

	MNO
	Mobile Network Operator

	OMA
	Open Mobile Alliance

	OMNA
	Open Mobile Naming Authority

	PAP
	Push Access Protocol

	PLMN
	Public Land Mobile Network

	RADIUS
	Remote Authentication Dial-In User Service (RFC 2865)

	RFC
	Request for Comments

	TLS
	Transport Layer Security

	UAProf
	User Agent Profile

	UMTS
	Universal Mobile Telecommunications System

	URI
	Universal Resource Identifier

	URL
	Universal Resource Locator

	WAP
	Wireless Application Protocol

	WBXML
	WAP Binary XML

	WSP
	Wireless Session Protocol

	XDMS
	XML Document Management Service


4. Introduction

The purpose of this document is to provide test cases for DCD Enabler Release 1.0.

The implementation of some features is optional for the Clients and/or the Servers in the DCD Enabler.  The tests associated with these optional features are marked as "(Includes Optional Features)" in the test specification.

The following items on an overall level are needed to adequately test the DCD enabler:
· A DCD Server, configured to provide DCD-enabled services to a DCD Client

· A DCD Client, configured to access DCD-enabled services via the DCD Server

· A set of DCD-enabled services that have been established at the DCD Server as DCD Channels with associated Channel Metadata, configured  per the requirements of the test cases
· A means to drive the tests from the DCD Client (“client driver”) and DCD Server (“server driver”) sides, either

· External test drivers that execute specific test scenarios using pre-defined DCD external interface messages (or a functionally equivalent abstraction of the interfaces/messages), including channel/content metadata and content. 
· Internal test drivers provided by paritipating vendors, in compliance with test scenarios based upon specific channel/content metadata and content.
5. DCD Conformance Test Cases
Not available.

6. DCD Interoperability Test Cases

Note: not explicitly tested at this time:
DCD-CAR

DCD-CADE

DCD-CPR

DCD-CPDE

6.1 DCD-1.0-int-001 Client Activation
	Test Case Id
	DCD-1.0-int-001

	Test Object
	DCD Client and DCD Server

	Test Case Description
	Client Activation

	Specification Reference
	[DCD-TS-Semantics] [7.1.3.1]

	SCR Reference
	DCD-C-001
DCD-S-001

	ETR Reference
	ACT-001

	Tool
	TBD

	Test code
	TBD

	Preconditions
	Equipment:

- client and server

- client driver, for registration-triggered client activation

State:

- server configured to serve client
- client configured with server details in DCD-3 connection profile
Continuation of / Can be tested at the same time as:

-

Prerequisite for this test:

-

	Test Procedure
	(1) Client activation is triggered, either by design (e.g. automatic upon startup) or by client driver (registration request)
(2) The client sends ClientActivationRequest to the server

(3) The server sends ClientActivationResponse to the client


	Pass-Criteria
	(1) ClientActivationResponse is received and processed by the client without error


Table 2: DCD-1.0-int-001 Client Activation
Note: not explicitly tested at this time:
ClientActivationRequest.Version

ClientActivationRequest.Session-ID

ClientActivationRequest.Broadcast-Service-ID

ClientActivationRequest.Session-TTL

6.2 DCD-1.0-int-002 Client Deactivation
	Test Case Id
	DCD-1.0-int-002

	Test Object
	DCD Client and DCD Server

	Test Case Description
	Client Deactivation

	Specification Reference
	[DCD-TS-Semantics] [7.1.3.2]

	SCR Reference
	DCD-C-001
DCD-S-001

	ETR Reference
	ACT-002

	Tool
	TBD

	Test code
	TBD

	Preconditions
	Equipment:

- client and server

- client driver, for deregistration-triggered client deactivation

State:

- client activated

Continuation of / Can be tested at the same time as:

- 

Prerequisite for this test:

- DCD-1.0-int-001

	Test Procedure
	(1) Client deactivation is triggered, either by UI (if client allows user to manually deactivate) or by client driver (e.g. by deregistration of the last registered client app)

(2) The client sends ClientDeactivationRequest to the server

(3) The server sends ClientDeactivationResponse to the client



	Pass-Criteria
	(1) ClientDeactivationResponse is received and procesed by the client without error


Table 2: DCD-1.0-int-002 Client Deactivation
Note: not explicitly tested at this time:
ClientDeactivationRequest.Version

ClientDeactivationRequest.Session-ID

ClientDeactivationRequest.Broadcast-Service-ID

ClientDeactivationRequest.Session-TTL

ClientDeactivationNotification

ApplicationDeregistrationNotification

ApplicationDeregistrationConfirmation

6.3 DCD-1.0-int-010 Application Registration
	Test Case Id
	DCD-1.0-int-010

	Test Object
	DCD Client and DCD Server

	Test Case Description
	Application Registration

	Specification Reference
	[DCD-TS-Semantics] [7.1.3.3]

	SCR Reference
	DCD-C-002
DCD-S-002

	ETR Reference
	REG-001

	Tool
	TBD

	Test code
	TBD

	Preconditions
	Equipment:

- client and server

- client driver

State:

- server configured to serve application
- client activated

Continuation of / Can be tested at the same time as:

- DCD-1.0-int-001
Prerequisite for this test:

- DCD-1.0-int-001 (unless tested at the same time)

	Test Procedure
	(1) Registration is triggered, either by design (e.g. automatic by client for some application, upon startup) or by client driver (registration request)
(2) The client sends ApplicationRegistrationRequest to the server

(3) The server sends ApplicationRegistrationResponse to the client



	Pass-Criteria
	(1) ApplicationRegistrationResponse is received and processed by the client without error


Table 2: DCD-1.0-int-010 Application Registration
Note: not explicitly tested at this time:
ApplicationRegistrationRequest.Session-ID

ApplicationRegistrationRequest.Message-ID

ApplicationRegistrationRequest.application-profile.channel-discoverynotification

ApplicationRegistrationRequest.application-profile.dcd-3-connectionprofile-name

ApplicationRegistrationRequest.application-profile.dcd-3-connectionprofile

ApplicationRegistrationRequest.application-profile.broadcast-profile

ApplicationRegistrationRequest.application-profile.dcd-channelselection-metadata

ApplicationRegistrationResponse.Session-ID

ApplicationRegistrationResponse.Message-ID

ApplicationRegistrationResponse.Channel-Guide

6.4 DCD-1.0-int-020 Internal Subscription
	Test Case Id
	DCD-1.0-int-020

	Test Object
	DCD Client and DCD Server

	Test Case Description
	Internal Subscription

	Specification Reference
	[DCD-TS-Semantics] [7.1.3.7]

	SCR Reference
	DCD-C-003
DCD-S-004

	ETR Reference
	SUB-001

	Tool
	TBD

	Test code
	TBD

	Preconditions
	Equipment:

- client and server

- client driver

State:

- server configured to serve channel
- client activated
- application registered
Continuation of / Can be tested at the same time as:

- 

Prerequisite for this test:

- DCD-1.0-int-001
- DCD-1.0-int-010

	Test Procedure
	(1) Subscription is triggered, either by design (automatic subscription upon startup) or by client driver (subscription request)
(2) The client sends ChannelSubscriptionRequest to the server

(3) The server sends ChannelSubscriptionResponse to the client

	Pass-Criteria
	(1) ChannelSubscriptionResponse is received and procesed by the client without error

(2) Content delivery begins per the channel metadata


Table 2: DCD-1.0-int-020 Internal Subscription
Note: not explicitly tested at this time:
ChannelSubscriptionRequest.Message-ID

ChannelSubscriptionRequest.Session-ID

ChannelSubscriptionRequest.Channel-Metadata

ChannelSubscriptionRequest.Selected-Purchase-Option

ChannelSubscriptionRequest.Subscription-IDs

ChannelSubscriptionRequest.Content-Address

ChannelSubscriptionResponse.Message-ID

ChannelSubscriptionResponse.Session-ID

ChannelSubscriptionResponse.Channel-Metadata

6.5 DCD-1.0-int-021 Internal Unsubscription
	Test Case Id
	DCD-1.0-int-021

	Test Object
	DCD Client and DCD Server

	Test Case Description
	Internal Unsubscription

	Specification Reference
	[DCD-TS-Semantics] [7.1.3.8]

	SCR Reference
	DCD-C-003

DCD-S-004

	ETR Reference
	SUB-002

	Tool
	TBD

	Test code
	TBD

	Preconditions
	Equipment:

- client and server

- client driver

State:

- server configured to serve channel

- client activated

- application registered

- client subscribed to channel

Continuation of / Can be tested at the same time as:

- 

Prerequisite for this test:

- DCD-1.0-int-001
- DCD-1.0-int-010

- DCD-1.0-int-020

	Test Procedure
	(1) Unsubscription is triggered by client driver (unsubscription request)

(2) The client sends ChannelUnsubscriptionRequest to the server

(3) The server sends ChannelUnsubscriptionResponse to the client

	Pass-Criteria
	(1) ChannelUnsubscriptionResponse is received and procesed by the client without error

(2) Content delivery ends for the channel


Table 2: DCD-1.0-int-021 Internal Unsubscription
Note: not explicitly tested at this time:
ChannelUnsubscriptionRequest.Message-ID

ChannelUnsubscriptionRequest.Session-ID

ChannelUnsubscriptionRequest.Channel-ID
ChannelUnsubscriptionResponse.Message-ID

ChannelUnsubscriptionResponse.Session-ID

6.6 DCD-1.0-int-030 Scheduled Content Update Request
	Test Case Id
	DCD-1.0-int-030

	Test Object
	DCD Client and DCD Server

	Test Case Description
	Scheduled Content Update Request

	Specification Reference
	[DCD-TS-Semantics] [7.1.3.8]

	SCR Reference
	DCD-C-007
DCD-S-011

	ETR Reference
	CDEL-001

	Tool
	TBD

	Test code
	TBD

	Preconditions
	Equipment:

- client and server

- client driver

State:

- server configured to serve channel with a defined pull-schedule
- client activated

- application registered

- client subscribed to channel

Continuation of / Can be tested at the same time as:

- 

Prerequisite for this test:

- DCD-1.0-int-001
- DCD-1.0-int-010

- DCD-1.0-int-020

	Test Procedure
	(1) Content update is triggered per the channel pull-schedule
(2) The client sends ContentUpdateRequest to the server

(3) The server sends ContentUpdateResponse to the client

	Pass-Criteria
	(1) ContentUpdateResponse is received and procesed by the client without error

(2) The content is delivered to the application per the application-profile


Table 2: DCD-1.0-int-030 Scheduled Content Update Request
Note: not explicitly tested at this time:

ContentUpdateRequest.Message-ID

ContentUpdateRequest.Session-ID 

ContentUpdateRequest.Channel-IDs

ContentUpdateRequest.Content-IDs

ContentUpdateRequest.Content-addresses

ContentUpdateResponse.Message-ID

ContentUpdateResponse.Session-ID

ContentUpdateResponse.Channel-ID

ContentUpdateResponse.Content-Package

6.7 DCD-1.0-int-031 On-Demand Content Update Request
	Test Case Id
	DCD-1.0-int-031

	Test Object
	DCD Client and DCD Server

	Test Case Description
	On-Demand Content Update Request

	Specification Reference
	[DCD-TS-Semantics] [7.1.3.8]

	SCR Reference
	DCD-C-007

DCD-S-011

	ETR Reference
	CDEL-001

	Tool
	TBD

	Test code
	TBD

	Preconditions
	Equipment:

- client and server

- client driver

State:

- server configured to serve channel with on-demand request allowed

- client activated

- application registered

- client subscribed to channel

Continuation of / Can be tested at the same time as:

- 

Prerequisite for this test:

- DCD-1.0-int-001
- DCD-1.0-int-010

- DCD-1.0-int-020

	Test Procedure
	(1) Content update is triggered by client driver (content update request)

(2) The client sends ContentUpdateRequest to the server

(3) The server sends ContentUpdateResponse to the client

	Pass-Criteria
	(1) ContentUpdateResponse is received and procesed by the client without error

(2) The content is delivered to the application per the application-profile


Table 2: DCD-1.0-int-031 On-Demand Content Update Request
6.8 DCD-1.0-int-032 Confirmed Content Update Request
	Test Case Id
	DCD-1.0-int-032

	Test Object
	DCD Client and DCD Server

	Test Case Description
	Confirmed Content Update Request

	Specification Reference
	[DCD-TS-Semantics] [7.1.3.8]

	SCR Reference
	DCD-C-007

DCD-S-011

	ETR Reference
	CDEL-001, CDEL-002

	Tool
	TBD

	Test code
	TBD

	Preconditions
	Equipment:

- client and server

- client driver

State:

- server configured to serve channel with a defined pull-schedule and on-demand request allowed, and content items with content-delivery-notification set to “True”

- client activated

- application registered

- client subscribed to channel

Continuation of / Can be tested at the same time as:

- 

Prerequisite for this test:

- DCD-1.0-int-001
- DCD-1.0-int-010

- DCD-1.0-int-020

- DCD-1.0-int-031

- DCD-1.0-int-031

	Test Procedure
	(1) Scheduled or on-demand content update is triggered by client driver

(2) The client sends ContentUpdateRequest to the server

(3) The server sends ContentUpdateResponse to the client

(4) The client sends ContentDeliveryConfirmation to the server

	Pass-Criteria
	(1) ContentDeliveryConfirmation is received and procesed by the server without error


Table 2: DCD-1.0-int-032 Confirmed Content Update Request
Note: not explicitly tested at this time:

ContentDeliveryConfirmation.Message-ID

ContentDeliveryConfirmation.Session-ID

ContentDeliveryConfirmation.Content-Confirmation

Change History
(Informative)

A.1 Approved Version History

	Reference
	Date
	Description

	n/a
	n/a
	No prior version –or- No previous version within OMA


A.2 Draft/Candidate Version 1.0 History

	Document Identifier
	Date
	Sections
	Description

	OMA-ETS-DCD-V1_0-20090115-D
	15 Jan 2009
	All
	Initial document to address the basic starting point


Appendix B. <<Optional>>Conformance Test Case applicability

B.1 Introduction

This section shall help implementers of the <xxx> Enabler to select appropriate Conformance test cases that are applicable to the features implemented.

This appendix lists all test cases testing only mandatory features, ICS (Implementation  Conformance Specification) , IXIT (Implementation eXtra Information)  and a mapping from ICS/IXIT to applicable test cases as defined by the Open Mobile Alliance.

B.2 Test Cases testing only mandatory features

These Conformance test cases are independent from any applicability, are testing only mandatory SCRs and SHALL be run with every implementation.

	Test Case

	SUPL-1.0-con-000 - Compatible Versions


B.3 Applicability

B.3.1 Client ICS

	ICS
	Description
	SCR
Reference(s)
	Supported (yes/no)

	ics_SLP_SessionID _Ipv4
	IPV4 in SLP session ID supported
	
	


B.3.2 Client IXIT

	IXIT
	Description
	Unit
<(Range of values)>
	Value

	ixit_timer_UT1
	Value of Timer UT1
	seconds
(5 to 25)
	


B.3.3 Server ICS

	ICS
	Description
	SCR
Reference(s)
	Supported (yes/no)

	ics_SLP_SessionID _Ipv4
	IPV4 in SLP session ID supported
	
	


B.3.4 Server IXIT

	IXIT
	Description
	Unit
<(Range of values)>
	Value

	ixit_timer_ST1
	Value of Timer ST1
	seconds
(5 to 25)
	


B.4 ICS to test case mapping

According to the ICS described above the applicable test cases can be derived from the following table.

	Applicability
	Test Cases

	ics_MT_SMS AND ics_3GPP
	SUPL-1.0-con-014  - Incorrect MT SMS message content
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