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	Title:
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 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	IOP-DMSYNC

	Doc to Change:
	OMA-ETS-DeviceManagement-V1_1_2-20031015-A

	Submission Date:
	15 Mar 2005

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Alexei Tcherkassov, Openwave, Alexei.tcherkassov@openwave.com 


	Replaces:
	none


1 Reason for Change

This change addresses an issue raised in Device Management Problem Report 0010 (2005-01-20 17:20) for DM version 1.1.2.  OMA-ICS-DeviceManagement-Client-V1_1_2-20050202-A Sections 7.22 and 7.23 have a comment in step 2 of the Test Procedure, which should be moved into the Pass Criteria Section. CR changes Pass Criteria Section.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

IOP-DMSYNC group review and accept this proposed change.
6 Detailed Change Proposal

7.1  Get Subtree Structure Without Data [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-int-022

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with the server reading subtree structure without data from part of the management tree.

	Specification Reference
	[DMREPU] Chapter 6.5.7

[DMTND] Chapter 8

	SCR Reference
	[DMCONF] – Chapter 5.4– Table 3 – Get

	Preconditions
	None.  

	Test Procedure
	1. Use client default authentication and connection settings.

2. In the server, configure it  to perform a Get command on an interior node to read a part of the subtree structure. 
Example: In the server choose to receive the subtree structure of Device Detail: Get ./SyncML/DMAcc?list=Struct

3. Establish the connection from the client.

4. Complete the DM session.

5. Check the DM session goes without any errors.

6. Check the DM server sent the proper response to the client.

	Pass-Criteria
	1. Client didn’t receive any DM data from the server.

2. Server received part of the subtree structure.

3. DM session runs through without any communication problem.

4. Synchronisation runs through with a basic DM authentication.

5. Note: If this feature is not supported, the client should return status 406 (Optional feature not supported).


7.2  Get Subtree Structure With Data [Optional]

	Test Case Id
	DeviceManagement-v1.1.2-int-023

	Test Object
	Client and Server device

	Test Case Description
	Purpose of this verification is to show compliance with the server reading subtree structure and data from part of the management tree.

	Specification Reference
	[DMREPU] Chapter 6.5.7

[DMTND] Chapter 8

	SCR Reference
	[DMCONF] – Chapter 5.4– Table 3 – Get

	Preconditions
	None.  

	Test Procedure
	1. Use client default authentication and connection settings.

2. In the server, configure it to perform a Get command on an interior node to read a part of the subtree structure and data. 
· Example: In the server choose to receive the subtree structure and data of Device Detail: Get ./SyncML/DMAcc?list=StructData

3. Establish the connection from the client.

4. Complete the DM session.

5. Check the DM session goes without any errors.

6. Check the DM server sent the proper response to the client.

	Pass-Criteria
	1. Client didn’t receive any DM data from the server.

2. Server received part of the subtree structure and data.

3. DM session runs through without any communication problem.

4. Synchronisation runs through with a basic DM authentication.

Note: If this feature is not supported, the client should return status 406 (Optional feature not supported).
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