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5.3 Client Conformance Testing, Network Initiated [OPTIONAL]. 5.3.5 Notification and Confirmation. 5.3.5. Support of Notification in SUPL INIT. 5.3.5.1 SUPL-1.0-con-270 - No notification & no verification. 
	Test Case Id
	SUPL-1.0-con-270

	Test Object
	Client

	Test Case Description
	To test SET correctly actions No notification & no verification

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-C-007, ULP-C-C-001

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. In the Conformance Test Tool set Notification to No notification & no verification.
2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL INIT to the SET ensure the SET responds with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) and the Location Session completes successfully.

	Pass-Criteria
	1. At step 3 the SET shall respond with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) and there shall be no indication or notification of the Location Session to the User on the SET


5.3 Client Conformance Testing, Network Initiated [OPTIONAL]. 5.3.5 Notification and Confirmation. 5.3.5. Support of Notification in SUPL INIT. 5.3.5.2 SUPL-1.0-con-271 - Notification only. 
	Test Case Id
	SUPL-1.0-con-271

	Test Object
	Client

	Test Case Description
	To test SET correctly actions Notification only

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-C-007, ULP-C-C-001

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. In the Conformance Test Tool set Notification to Notification only with Encoding type, RequestorID and ClientName not sent

2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL INIT to the SET ensure the SET responds with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) and the Location Session completes successfully.

	Pass-Criteria
	1. At step 3 the SET shall respond with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) and there shall be some form of notification of the Location Session to the User on the SET.


5.3 Client Conformance Testing, Network Initiated [OPTIONAL]. 5.3.5 Notification and Confirmation. 5.3.5. Support of Notification in SUPL INIT. 5.3.5.3 SUPL-1.0-con-272 - Notification and verification (Allowed on no answer). User accepts. 
	Test Case Id
	SUPL-1.0-con-272

	Test Object
	Client

	Test Case Description
	To test SET correctly actions Notification and verification (Allowed on no answer) when the user accepts

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-C-007, ULP-C-C-001

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. In the Conformance Test Tool set Notification to Notification and verification (Allowed on no answer) with Encoding type, RequestorID and ClientName not sent

2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL INIT to the SET the user accepts the Location attempt prompt before the internal SET timer expires (value is implementation specific)

4. The SET responds with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) and the Location Session completes successfully.

	Pass-Criteria
	1. At step 3 there shall be a Location attempt prompt on the SET

2. At step 4 the SET shall respond with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode).


5.3 Client Conformance Testing, Network Initiated [OPTIONAL]. 5.3.5 Notification and Confirmation. 5.3.5. Support of Notification in SUPL INIT. 5.3.5.4 SUPL-1.0-con-273 - Notification and verification (Allowed on no answer). User rejects. 
	Test Case Id
	SUPL-1.0-con-273

	Test Object
	Client

	Test Case Description
	To test SET correctly actions Notification and verification (Allowed on no answer) when the user rejects.

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-C-007, ULP-C-C-001

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. In the Conformance Test Tool set Notification to Notification and verification (Allowed on no answer) with Encoding type, RequestorID and ClientName not sent

2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL INIT to the SET the user rejects the Location attempt prompt before the internal SET timer expires (value is implementation specific)

4. The SET sends SUPL END with Status Code set to consentDeniedByUser.

5. The Location Session ends and the SET should release the secure IP conection.

	Pass-Criteria
	1. At step 3 there shall be a Location attempt prompt on the SET

2. At step 4 the SET shall respond with SUPL END with Status Code set to consentDeniedByUser.

3. At step 4 the SET shall release the secure IP connection.


5.3 Client Conformance Testing, Network Initiated [OPTIONAL]. 5.3.5 Notification and Confirmation. 5.3.5. Support of Notification in SUPL INIT. 5.3.5.5 SUPL-1.0-con-274 - Notification and verification (Allowed on no answer). No response.
	Test Case Id
	SUPL-1.0-con-274

	Test Object
	Client

	Test Case Description
	To test SET correctly actions Notification and verification (Allowed on no answer) when the user does not respond

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-C-007, ULP-C-C-001

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. In the Conformance Test Tool set Notification to Notification and verification (Allowed on no answer) with Encoding type, RequestorID and ClientName not sent

2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL INIT to the SET the user performs no action to the Location attempt prompt and the internal SET timer expires (value is implementation specific)

4. The SET responds with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) and the Location Session completes successfully.

	Pass-Criteria
	1. At step 3 there shall be a Location attempt prompt on the SET

2. At step 4, after the internal SET timer expires (value is implementation specific), the SET shall respond with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode).


5.3 Client Conformance Testing, Network Initiated [OPTIONAL]. 5.3.5 Notification and Confirmation. 5.3.5. Support of Notification in SUPL INIT. 5.3.5.6 SUPL-1.0-con-275 - Notification and verification (Denied on no answer). User accepts. 
	Test Case Id
	SUPL-1.0-con-275

	Test Object
	Client

	Test Case Description
	To test SET correctly actions Notification and verification (Denied on no answer) when the user accepts

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-C-007, ULP-C-C-001

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. In the Conformance Test Tool set Notification to Notification and verification (Denied on no answer) with Encoding type, RequestorID and ClientName not sent

2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL INIT to the SET the user accepts the Location attempt prompt before the internal SET timer expires (value is implementation specific)

4. The SET responds with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) and the Location Session completes successfully.

	Pass-Criteria
	1. At step 3 there shall be a Location attempt prompt on the SET

2. At step 4 the SET shall respond with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode).


5.3 Client Conformance Testing, Network Initiated [OPTIONAL]. 5.3.5 Notification and Confirmation. 5.3.5. Support of Notification in SUPL INIT. 5.3.5.7 SUPL-1.0-con-276 - Notification and verification (Denied on no answer). User rejects. 
	Test Case Id
	SUPL-1.0-con-276

	Test Object
	Client

	Test Case Description
	To test SET correctly actions Notification and verification (Denied on no answer) when the user rejects.

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-C-007, ULP-C-C-001

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. In the Conformance Test Tool set Notification to Notification and verification (Denied on no answer) with Encoding type, RequestorID and ClientName not sent

2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL INIT to the SET the user rejects the Location attempt prompt before the internal SET timer expires (value is implementation specific)

4. The SET sends SUPL END with Status Code set to consentDeniedByUser.

5. The Location Session ends and the SET should release the secure IP conection.

	Pass-Criteria
	1. At step 3 there shall be a Location attempt prompt on the SET

2. At step 4 the SET shall respond with SUPL END with Status Code set to consentDeniedByUser.

3. At step 4 the SET shall release the secure IP connection.


5.3 Client Conformance Testing, Network Initiated [OPTIONAL]. 5.3.5 Notification and Confirmation. 5.3.5. Support of Notification in SUPL INIT. 5.3.5.8 SUPL-1.0-con-277 - Notification and verification (Denied on no answer). No response. 
	Test Case Id
	SUPL-1.0-con-277

	Test Object
	Client

	Test Case Description
	To test SET correctly actions Notification and verification (Denied on no answer) when the user does not respond

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-C-007, ULP-C-C-001

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. In the Conformance Test Tool set Notification to Notification and verification (Denied on no answer) with Encoding type, RequestorID and ClientName not sent

2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL INIT to the SET the user performs no action to the Location attempt prompt and the internal SET timer expires (value is implementation specific)

4. The SET sends SUPL END with Status Code set to consentDeniedByUser.

5. The Location Session ends and the SET should release the secure IP conection.

	Pass-Criteria
	1. At step 3 there shall be a Location attempt prompt on the SET

2. At step 4, after the internal SET timer expires (value is implementation specific), the SET shall respond with SUPL END with Status Code set to consentDeniedByUser.

3. At step 5 the SET shall release the secure IP connection.


5.3 Client Conformance Testing, Network Initiated [OPTIONAL]. 5.3.5 Notification and Confirmation. 5.3.5. Support of Notification in SUPL INIT. 5.3.5.9 SUPL-1.0-con-278 - Privacy override. 

	Test Case Id
	SUPL-1.0-con-278

	Test Object
	Client

	Test Case Description
	To test SET correctly actions Privacy override

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-C-007, ULP-C-C-001

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. In the Conformance Test Tool set Privacy override
2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL INIT to the SET ensure the SET responds with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) and the Location Session completes successfully.

	Pass-Criteria
	1. At step 3 the SET shall respond with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) and there shall be no indication or notification of the Location Session to the User on the SET.
2. Inspect all SET log files and debug information (implementation specific) and ensure there is no record or indication of the Location Session.
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