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5.1 Client Conformance Testing, Network Initiated. 5.1.6 Premature Session Termination & General Error Messages. 5.1.6.1 Status Code. 5.1.6.1.1 SUPL-1.0-con-066 - Timeout UT2 - non CellID.
	Test Case Id
	SUPL-1.0-con-066

	Test Object
	Client

	Test Case Description
	To test SET correctly actions timer UT2 when CellID is not being used for the Location Session

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-C-C-006, ULP-C-C-008

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: SET supports a positioning method other than CellID

	Test Procedure
	1. Start a normal NI Location Session using a Positioning Method other than CellID that is supported by the SET
2. After the SET sends SUPL POS INIT to the Conformance Test Tool do not respond from the Conformance Test Tool
3. After timer UT2 expires (value is implementation specific, but default value is 10s) ensure the SET sends SUPL END with Status Code set to [FFS].
4. The Location Session ends and the SET should release the secure IP conection.

	Pass-Criteria
	1. At step 3 after UT2 expires (value is implementation specific, but default value is 10s) the SET shall respond with SUPL END with Status Code set to [FFS].

2. At step 4 the SET shall release the secure IP connection.


5.1 Client Conformance Testing, Network Initiated. 5.1.6 Premature Session Termination & General Error Messages. 5.1.6.1 Status Code. 5.1.6.1.2 SUPL-1.0-con-067 - Timeout UT2 -  CellID.

	Test Case Id
	SUPL-1.0-con-067

	Test Object
	Client

	Test Case Description
	To test SET correctly actions timer UT2 when CellID is being used for the Location Session

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-C-C-006, ULP-C-C-008

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: 

	Test Procedure
	1. Start a normal NI Location Session using CellID as the Positioning Method [Editor’s note: it is currently unclear how this is signaled]
2. After the SET sends SUPL POS INIT to the Conformance Test Tool do not respond from the Conformance Test Tool
3. After timer UT2 expires (value is implementation specific, but default value is 10s) ensure the SET sends SUPL END with Status Code set to [FFS].

4. The Location Session ends and the SET should release the secure IP conection.

	Pass-Criteria
	1. At step 3 after UT2 expires (value is implementation specific, but default value is 10s) the SET shall respond with SUPL END with Status Code set to [FFS].

2. At step 4 the SET shall release the secure IP connection.


5.1 Client Conformance Testing, Network Initiated. 5.1.6 Premature Session Termination & General Error Messages. 5.1.6.1 Status Code. 5.1.6.1.3 SUPL-1.0-con-068 - Timeout UT3.
	Test Case Id
	SUPL-1.0-con-068

	Test Object
	Client

	Test Case Description
	To test SET correctly actions timer UT3

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-C-C-006, ULP-C-C-008

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: SET supports a positioning method that requires the use of SUPL POS

	Test Procedure
	1. Start a normal NI Location Session using a Positioning Method that requires the use of SUPL POS that is supported by the SET
2. After the SET sends the final SUPL POS to the Conformance Test Tool do not respond from the Conformance Test Tool
3. After timer UT3 expires (value is implementation specific, but default value is 10s) ensure the SET sends SUPL END with Status Code set to [FFS].

4. The Location Session ends and the SET should release the secure IP conection.

	Pass-Criteria
	1. At step 3 after UT3 expires (value is implementation specific, but default value is 10s) the SET shall respond with SUPL END with Status Code set to [FFS].

2. At step 4 the SET shall release the secure IP connection.


5.1 Client Conformance Testing, Network Initiated. 5.1.6 Premature Session Termination & General Error Messages. 5.1.6.1 Status Code. 5.1.6.1.4 SUPL-1.0-con-069 - Timeout UT4.

	Test Case Id
	SUPL-1.0-con-069

	Test Object
	Client

	Test Case Description
	To test SET correctly actions timer UT4

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-C-C-006, ULP-C-C-008

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: SET supports non-proxy mode

	Test Procedure
	1. Start a normal NI Location Session using a Positioning Method that is supported by the SET
2. After the SET sends SUPL AUTH REQ to the Conformance Test Tool do not respond from the Conformance Test Tool
3. After timer UT4 expires (value is implementation specific, but default value is 10s) ensure the SET sends SUPL END with Status Code set to [FFS].

4. The Location Session ends and the SET should release the secure IP conection.

	Pass-Criteria
	1. At step 3 after UT4 expires (value is implementation specific, but default value is 10s) the SET shall respond with SUPL END with Status Code set to [FFS].

2. At step 4 the SET shall release the secure IP connection.


5.2 Client Conformance Testing, SET Initiated. 5.2.7 Premature Session Termination & General Error Messages. 5.2.7.1 Status Code. 5.2.7.1.1 SUPL-1.0-con-165 - Timeout UT1.

	Test Case Id
	SUPL-1.0-con-165

	Test Object
	Client

	Test Case Description
	To test SET correctly actions timer UT1

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-C-C-006, ULP-C-C-008

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: 

	Test Procedure
	1. Start a normal SI Location Session.
2. After the SET sends SUPL START to the Conformance Test Tool do not respond from the Conformance Test Tool
3. After timer UT1 expires (value is implementation specific, but default value is 10s) ensure the SET sends SUPL END with Status Code set to [FFS].

4. The Location Session ends and the SET should release the secure IP conection.

	Pass-Criteria
	1. At step 3 after UT1 expires (value is implementation specific, but default value is 10s) the SET shall respond with SUPL END with Status Code set to [FFS].

2. At step 4 the SET shall release the secure IP connection.


5.2 Client Conformance Testing, SET Initiated. 5.2.7 Premature Session Termination & General Error Messages. 5.2.7.1 Status Code. 5.2.7.1.2 SUPL-1.0-con-166 - Timeout UT2 -  non CellID.

	Test Case Id
	SUPL-1.0-con-166

	Test Object
	Client

	Test Case Description
	To test SET correctly actions timer UT2 when CellID is not being used for the Location Session

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-C-C-006, ULP-C-C-008

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: SET supports a positioning method other than CellID

	Test Procedure
	1. Start a normal SI Location Session using a Positioning Method other than CellID that is supported by the SET
2. After the SET sends SUPL POS INIT to the Conformance Test Tool do not respond from the Conformance Test Tool
3. After timer UT2 expires (value is implementation specific, but default value is 10s) ensure the SET sends SUPL END with Status Code set to [FFS].

4. The Location Session ends and the SET should release the secure IP conection.

	Pass-Criteria
	1. At step 3 after UT2 expires (value is implementation specific, but default value is 10s) the SET shall respond with SUPL END with Status Code set to [FFS].

2. At step 4 the SET shall release the secure IP connection.


5.2 Client Conformance Testing, SET Initiated. 5.2.7 Premature Session Termination & General Error Messages. 5.2.7.1 Status Code. 5.1.6.1.3 SUPL-1.0-con-167 - Timeout UT2 -  CellID.

	Test Case Id
	SUPL-1.0-con-167

	Test Object
	Client

	Test Case Description
	To test SET correctly actions timer UT2 when CellID is being used for the Location Session

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-C-C-006, ULP-C-C-008

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: 

	Test Procedure
	1. Start a normal SI Location Session using CellID as the Positioning Method [Editor’s note: it is currently unclear how this is signaled]
2. After the SET sends SUPL POS INIT to the Conformance Test Tool do not respond from the Conformance Test Tool
3. After timer UT2 expires (value is implementation specific, but default value is 10s) ensure the SET sends SUPL END with Status Code set to [FFS].

4. The Location Session ends and the SET should release the secure IP conection.

	Pass-Criteria
	1. At step 3 after UT2 expires (value is implementation specific, but default value is 10s) the SET shall respond with SUPL END with Status Code set to [FFS].

2. At step 4 the SET shall release the secure IP connection.


5.2 Client Conformance Testing, SET Initiated. 5.2.6 Premature Session Termination & General Error Messages. 5.2.6.1 Status Code. 5.2.6.1.3 SUPL-1.0-con-168 - Timeout UT3.
	Test Case Id
	SUPL-1.0-con-168

	Test Object
	Client

	Test Case Description
	To test SET correctly actions timer UT3

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-C-C-006, ULP-C-C-008

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: SET supports a positioning method that requires the use of SUPL POS

	Test Procedure
	1. Start a normal SI Location Session using a Positioning Method that requires the use of SUPL POS that is supported by the SET
2. After the SET sends the final SUPL POS to the Conformance Test Tool do not respond from the Conformance Test Tool
3. After timer UT3 expires (value is implementation specific, but default value is 10s) ensure the SET sends SUPL END with Status Code set to [FFS].

4. The Location Session ends and the SET should release the secure IP conection.

	Pass-Criteria
	1. At step 3 after UT3 expires (value is implementation specific, but default value is 10s) the SET shall respond with SUPL END with Status Code set to [FFS].

2. At step 4 the SET shall release the secure IP connection.
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5.5 Server Conformance Testing, Network Initiated. 5.5.6 Premature Session Termination & General Error Messages. 5.5.6.1. Status Code. 5.5.6.1.1 SUPL-1.0-con-465 - Timeout ST2 - normal
	Test Case Id
	SUPL-1.0-con-465

	Test Object
	Server

	Test Case Description
	To test SLP correctly actions timer ST2 when no verification is requested from the user

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-E-S-006, ULP-E-S-008

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: SLP supports proxy mode. Non-proxy mode is [FFS]

	Test Procedure
	1. For proxy mode in the SLP set Notification to No notification & no verification or to Notification only
2. Start a normal NI Location Session

3. After the SLP sends SUPL INIT to the Conformance Test Tool do not respond from the Conformance Test Tool 

4. After timer ST2 expires (value is implementation specific, but default value is 10s) ensure the SLP sends MLP-SLIA to the SUPL agent.

5. The Location Session ends and the SLP should release all session resources.
6. For non-proxy mode [FFS]

	Pass-Criteria
	1. At step 4 after ST2 expires (value is implementation specific, but default value is 10s) the SLP shall send MLP-SLIA to the SUPL agent.

2. At step 5 the SLP shall release the all session resources


5.5 Server Conformance Testing, Network Initiated. 5.5.6 Premature Session Termination & General Error Messages. 5.5.6.1. Status Code. 5.5.6.1.2 SUPL-1.0-con-466 - Timeout ST2 - no response to Verification from user
	Test Case Id
	SUPL-1.0-con-466

	Test Object
	Server

	Test Case Description
	To test SLP correctly actions timer ST2 when there is no response to a  verification request from the user

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-E-S-006, ULP-E-S-008

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: SLP supports Proxy mode. Non-proxy mode is [FFS]

	Test Procedure
	1. For Proxy mode in the SLP set Notification to Notification and verification - Allowed on no answer.
2. Start a normal NI Location Session

3. After the SLP sends SUPL INIT to the Conformance Test Tool do not respond from the Conformance Test Tool 

4. After timer ST2 expires (value is implementation specific, but default value is 10s plus a reasonable allowance to allow the user to respond to the verification request, suggested value 20s) ensure the SLP sends MLP-SLIA to the SUPL agent.

5. The Location Session ends and the SLP should release all session resources.

6. Repeat the test from step 1 with Notification set to Notification and verification - Denied on no answer.

7. For non-proxy mode [FFS]

	Pass-Criteria
	1. In both cases at step 4 after ST2 expires (value is implementation specific, but default value is 10s plus a reasonable allowance to allow the user to respond to the verification request, suggested value 20s) the SLP shall send MLP-SLIA to the SUPL agent.

2. In both cases at step 5 the SLP shall release the all session resources


5.6 Server Conformance Testing, SET Initiated. 5.6.6 Premature Session Termination & General Error Messages. 5.6.6.1. Status Code. 5.6.6.1.1 SUPL-1.0-con-565 - Timeout ST1
	Test Case Id
	SUPL-1.0-con-565

	Test Object
	Server

	Test Case Description
	To test SLP correctly actions timer ST1

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-E-S-006, ULP-E-S-008

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: SLP supports proxy mode. Non-proxy mode is [FFS]

	Test Procedure
	1. For proxy mode start a normal SI Location Session

2. After the SLP sends SUPL RESPONSE to the Conformance Test Tool do not respond from the Conformance Test Tool 

3. After timer ST1 expires (value is implementation specific, but default value is 10s) ensure the SLP sends SUPL END with Status Code set to [FFS].

4. The Location Session ends and the SLP should release all session resources.

5. For non-proxy mode [FFS]

	Pass-Criteria
	1. At step 3 after ST1 expires (value is implementation specific, but default value is 10s) the SLP shall send SUPL END with Status Code set to [FFS].

2. At step 4 the SLP shall release the all session resources
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