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SUPL ETS Test Cases: 20050815
List of ETR and SCR References and associated Test Cases
NOTES:
No explicit test: function is implicitly tested elsewhere
Y: test required

N: test not required

(Y): tested if function available

(N): it is expected this will not be possible

N/A: not applicable

St: Status, Mandatory, Optional or Conditional

FFS: For further study
TABLE 1: MANDATORY FEATURES

	Function to be tested
	Server SCR Reference
	Client SCR Reference
	Specification Reference
	Test Case
	Client Conformance
	Server Conformance
	Interoperability
	Comments

	
	
	
	
	
	St
	NI
	SI
	St
	NI
	SI
	NI
	SI
	

	ETR Reference: Basic functionality
	
	M
	
	
	M
	
	
	
	
	

	ULP encoding
	 ULP-D-S-001
	ULP-B-C-001
	 ULP 5
	-
	M
	
	
	M
	
	
	
	
	No explicit test

	ULP transport
	 ULP-D-S-002
	ULP-B-C-002
	 ULP 6
	-
	M
	
	
	M
	
	
	
	
	No explicit test

	Support of TCP/IP port number
	 ULP-D-S-003
	ULP-B-C-003
	 ULP 6.1
	-
	M
	
	
	M
	
	
	
	
	No explicit test

	Version
	
	
	 ULP 8.5
	Identical Versions
	M
	N
	N
	M
	N
	N
	Y?
	Y?
	Do we need these tests?

	
	
	
	
	Compatible Versions
	
	000
	100
	
	400
	500
	(Y)
	(Y)
	Test both higher and lower versions?

	
	
	
	
	Unsupported Version
	
	001
	N
	
	N
	501
	(N)
	(N)
	

	Session ID
	
	
	 ULP 8.15
	Support for SLP ID type IPv4
	M
	Y
	Y
	M
	Y
	Y
	(Y)
	(Y)
	

	
	
	
	
	Support for SLP ID type IPv6
	
	Y
	Y
	
	Y
	Y
	(Y)
	(Y)
	

	
	
	
	
	Support for SLP ID type FQDN
	
	Y
	Y
	
	Y
	Y
	(Y)
	(Y)
	

	
	
	
	
	Incorrect SLP Session ID
	
	Y
	Y
	
	Y
	Y
	N
	N
	A number of tests needed?

	
	
	
	
	Incorrect SET Session ID
	
	Y
	Y
	
	Y
	Y
	N
	N
	A number of tests needed?

	
	
	
	
	Multiple session tests
	
	
	
	
	
	
	
	
	Do we need these?

	ETR Reference: Authentication of  SET SUPL Agent and Rejection of unauthorised SET SUPL Agent (Error Flow)
	
	M
	
	
	M
	
	
	
	
	

	????
	
	
	
	
	
	
	
	
	
	
	
	
	How do we test this?

	ETR Reference: Initiation of SUPL session by SLP
	
	M
	
	
	M
	
	
	
	
	

	Support of SUPL INIT 
	 ULP- E-S-001
	 ULP- C-C-001
	 ULP 6, 7, 8
	-
	M
	
	N/A
	O
	
	N/A
	
	N/A
	No explicit test

	Support of network initiated procedures in Proxy mode
	ULP-A-S-007
	ULP-A-C-007
	AD 6.8.1, 6.8.3, 6.8.5, 6.8.7
	-
	O
	
	N/A
	O
	
	N/A
	
	N/A
	No explicit test

	Support of network initiated procedures in Non-Proxy mode
	ULP-A-S-008
	ULP-A-C-008
	AD 6.8.2, 6.8.4, 6.8.6, 6.8.7
	-
	O
	
	N/A
	O
	
	N/A
	
	N/A
	No explicit test

	Support of WAP Push
	 ULP-D-S-004
	 ULP-B-C-004
	 ULP 6
	WAP Push support
	M
	Y
	N/A
	C
	Y
	N/A
	Y
	N/A
	

	Support of MT SMS
	 ULP-D-S-005
	 ULP-B-C-005
	 ULP 6
	MT SMS support
	M
	Y
	N/A
	C
	Y
	N/A
	Y
	N/A
	

	SLP Mode
	
	
	 ULP 6, 7, 8
	Proxy Mode. Supported by SET
	M
	
	N/A
	M
	
	N/A
	
	N/A
	

	
	
	
	
	Proxy Mode. Not supported by SET
	
	
	N/A
	
	
	N/A
	
	N/A
	

	
	
	
	
	Non-proxy mode. Supported by SET
	
	
	N/A
	
	
	N/A
	
	N/A
	

	
	
	
	
	Non-proxy mode. Not supported by SET
	
	
	N/A
	
	
	N/A
	
	N/A
	

	ETR Reference: Authentication of SLP by SET SUPL Agent and Rejection of unauthorised SLP by SET SUPL Agent (Error Flow)
	
	M
	
	
	M
	
	
	
	
	

	Support of SUPL INIT 
	 ULP- E-S-001
	 ULP- C-C-001
	 ULP 6, 7, 8
	-
	M
	
	N/A
	O
	
	N/A
	
	N/A
	No explicit test

	SLP Address
	
	
	 ULP 6, 7, 8
	SLP Address not included
	C
	
	
	C
	
	
	
	
	Proxy mode only (tests Default value)

	
	
	
	
	Correct use of SLP Address (3 types)
	
	
	N/A
	
	
	N/A
	
	N/A
	Test 3 types?

	
	
	
	
	Incorrect use of  SLP Address
	
	
	N/A
	
	
	N/A
	
	N/A
	

	ETR Reference: Establishment and termination of secure session for SUPL session
	
	M
	
	
	M
	
	
	
	
	

	Home SLP supporting GSM/WCDMA mode PSK-TLS authentication
	ULP-A-S-001
	
	
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	Home SLP supporting GSM/WCDMA mode alternative authentication
	ULP-A-S-002
	
	
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	Home SLP supporting CDMA mode
	ULP-A-S-003
	
	
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	SET supporting GSM/WCDMA mode PSK-TLS authentication
	
	ULP-A-C-001
	
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	SET supporting GSM/WCDMA mode alternative authentication
	
	ULP-A-C-002
	
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	SET supporting CDMA mode
	
	ULP-A-C-003
	
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	Security function for GSM/WCDMA, PSK-TLS authentication
	ULP-A-S-004
	ULP-A-C-004
	AD 7
	-
	C
	
	
	C
	
	
	
	
	No explicit test

	Security function for GSM/WCDMA, alternative authentication model 
	ULP-A-S-005
	ULP-A-C-005
	AD 7
	-
	C
	
	
	C
	
	
	
	
	No explicit test

	Security function for CDMA
	ULP-A-S-006
	ULP-A-C-006
	AD 7
	-
	C
	
	
	C
	
	
	
	
	No explicit test

	Support of SUPL INIT 
	 ULP- E-S-001
	 ULP- C-C-001
	 ULP 6, 7, 8
	-
	M
	
	N/A
	O
	
	N/A
	
	N/A
	No explicit test

	MAC
	
	
	 ULP 6, 7, 8
	Correct MAC
	O
	Y
	N/A
	O
	N?
	N/A
	Y
	N/A
	

	
	
	
	
	Incorrect MAC
	
	Y
	N/A
	
	N
	N/A
	Y
	N/A
	

	Key Identity
	
	
	 ULP 6, 7, 8
	Correct Key Identity
	C
	Y
	N/A
	C
	N?
	N/A
	Y
	N/A
	

	
	
	
	
	Incorrect Key Identity
	
	Y
	N/A
	
	N
	N/A
	Y
	N/A
	

	Support of SUPL POS INIT
	 ULP-E-S-004
	 ULP-C-C-004
	 ULP 6, 7, 8
	-
	M
	
	
	O
	
	
	
	
	No explicit test

	Ver
	 ULP-PD-S-025
	 ULP-PD-C-025
	ULP 6, 7, 8
	Correct Ver
	C
	
	
	C
	
	
	
	
	

	
	
	
	
	Incorrect Ver
	
	
	
	
	
	
	
	
	

	Support of SUPL AUTH REQ
	 ULP-E-S-007
	 ULP-C-C-007
	ULP 6, 7, 8
	-
	O
	
	N/A
	O
	
	N/A
	
	N/A
	(non-proxy only) CDMA only. No explicit test

	SET Nonce
	
	
	ULP 6, 7, 8
	Correct SET Nonce
	M
	
	N/A
	M
	
	N/A
	
	N/A
	

	
	
	
	
	Incorrect SET Nonce
	
	
	N/A
	
	
	N/A
	
	N/A
	

	Key Identity 2
	
	
	ULP 6, 7, 8
	Correct Key Identity 2
	C
	
	N/A
	C
	
	N/A
	
	N/A
	

	
	
	
	
	Incorrect Key Identity 2
	
	
	N/A
	
	
	N/A
	
	N/A
	

	Support of SUPL AUTH RESP
	 ULP-E-S-008
	 ULP-C-C-008
	ULP 6, 7, 8
	-
	O
	
	N/A
	O
	
	N/A
	
	N/A
	(non-proxy only) CDMA only. No explicit test

	SPC Auth Key
	
	
	ULP 6, 7, 8
	Correct SPC Auth Key
	O
	
	N/A
	O
	
	N/A
	
	N/A
	

	
	
	
	
	Incorrect SPC Auth Key
	
	
	N/A
	
	
	N/A
	
	N/A
	

	Key Identity 3
	
	
	 ULP 6, 7, 8
	Correct Key Identity 3
	C
	
	N/A
	C
	
	N/A
	
	N/A
	

	
	
	
	
	Incorrect Key Identity 3
	
	
	N/A
	
	
	N/A
	
	N/A
	

	Support of  SUPL RESPONSE
	 ULP-E-S-003
	 ULP-C-C-003
	 ULP 6, 7, 8
	-
	M
	N/A
	
	O
	N/A
	
	N/A
	
	No explicit test

	SET Auth Key
	
	
	 ULP 6, 7, 8
	Correct SET Auth Key
	C
	N/A
	Y
	C
	N/A
	Y
	N/A
	Y
	Non-proxy mode only. So CDMA only

	
	
	
	
	Incorrect SET Auth Key
	
	N/A
	Y
	
	N/A
	N?
	N/A
	N
	Non-proxy mode only. So CDMA only

	Key Identity 4
	
	
	 ULP 6, 7, 8
	Correct Key Identity 4
	C
	N/A
	Y
	C
	N/A
	Y
	N/A
	Y
	Non-proxy mode only. So CDMA only

	
	
	
	
	Incorrect Key Identity 4
	
	N/A
	Y
	
	N/A
	N?
	N/A
	N
	Non-proxy mode only. So CDMA only

	ETR Reference: Initiation of SUPL session by SET
	
	M
	
	
	M
	
	
	
	
	

	Support of SUPL START
	 ULP-E-S-002
	 ULP-C-C-002
	 ULP 6, 7, 8
	-
	M
	N/A
	
	O
	N/A
	
	N/A
	
	No explicit test

	Support of SET initiated procedures in Proxy mode
	ULP-A-S-009
	ULP-A-C-009
	AD 6.9.1, 6.9.3, 6.9.5, 6.9.7
	-
	O
	N/A
	
	O
	N/A
	
	N/A
	
	No explicit test

	Support of SET initiated procedures in Non-Proxy mode
	ULP-A-S-010
	ULP-A-C-010
	AD 6.9.2, 6,9,4, 6.9.6, 6.9.7
	-
	O
	N/A
	
	O
	N/A
	
	N/A
	
	No explicit test

	Location ID
	
	
	 ULP 6, 7, 8
	Mandatory GSM Cell Info only,  with Status current
	C
	N/A
	Y
	C
	N/A
	Y
	N/A
	Y
	

	
	
	
	
	GSM Cell Info with NMR (O)
	
	N/A
	Y
	
	N/A
	Y
	N/A
	Y
	

	
	
	
	
	GSM Cell Info with TA (O)
	
	N/A
	Y
	
	N/A
	Y
	N/A
	Y
	

	
	
	
	
	GSM Cell Info  with Status Not Current
	
	N/A
	Y
	
	N/A
	Y
	N/A
	Y
	

	
	
	
	
	GSM Cell Info with Status Unknown
	
	N/A
	Y
	
	N/A
	Y
	N/A
	Y
	

	
	
	
	
	Mandatory WCDMA Cell Info only, with Status current
	
	N/A
	Y
	
	N/A
	Y
	N/A
	Y
	

	
	
	
	
	WCDMA Cell Info with Frequency Info, Primary Scrambling Code  and  Measured Results List  (O)
	
	N/A
	Y
	
	N/A
	Y
	N/A
	Y
	

	
	
	
	
	WCDMA Cell Info  with Status Not Current
	
	N/A
	Y
	
	N/A
	Y
	N/A
	Y
	

	
	
	
	
	WCDMA Cell Info with Status Unknown
	
	N/A
	Y
	
	N/A
	Y
	N/A
	Y
	

	
	
	
	
	CDMA Cell Info,  with Status current
	
	N/A
	Y
	
	N/A
	Y
	N/A
	Y
	

	
	
	
	
	CDMA Cell Info  with Status Not Current
	
	N/A
	Y
	
	N/A
	Y
	N/A
	Y
	

	
	
	
	
	CDMA Cell Info with Status Unknown
	
	N/A
	Y
	
	N/A
	Y
	N/A
	Y
	

	ETR Reference: SUPL RESPONSE 
	
	M
	
	
	M
	
	
	
	
	

	Support of  SUPL RESPONSE
	 ULP-E-S-003
	 ULP-C-C-003
	 ULP 6, 7, 8
	-
	M
	N/A
	
	O
	N/A
	
	N/A
	
	No explicit test

	SLP Address
	
	
	 ULP 6, 7, 8
	Correct use of SLP Address (3 types)
	C
	N/A
	
	C
	N/A
	
	N/A
	
	Non-proxy mode only. So CDMA only (test 3 types?)

	
	
	
	
	Incorrect use of  SLP Address
	
	N/A
	
	
	N/A
	
	N/A
	
	Non-proxy mode only. So CDMA only

	ETR Reference: Initiation of positioning procedure
	
	M
	
	
	M
	
	
	
	
	

	Support of SUPL POS INIT
	 ULP-E-S-004
	 ULP-C-C-004
	 ULP 6, 7, 8
	-
	M
	
	
	O
	
	
	
	
	No explicit test

	ETR Reference: Choice of Positioning method and Protocol
	
	M
	
	
	M
	
	
	
	
	

	Support of SUPL INIT 
	 ULP- E-S-001
	 ULP- C-C-001
	 ULP 6, 7, 8
	-
	M
	
	N/A
	O
	
	N/A
	
	N/A
	No explicit test

	Support of SUPL START
	 ULP-E-S-002
	 ULP-C-C-002
	 ULP 6, 7, 8
	-
	M
	N/A
	
	O
	N/A
	
	N/A
	
	No explicit test

	Support of  SUPL RESPONSE
	 ULP-E-S-003
	 ULP-C-C-003
	 ULP 6, 7, 8
	-
	M
	N/A
	
	O
	N/A
	
	N/A
	
	No explicit test

	Support of SUPL POS INIT
	 ULP-E-S-004
	 ULP-C-C-004
	 ULP 6, 7, 8
	-
	M
	
	
	O
	
	
	
	
	No explicit test

	Support of Cell ID positioning method
	ULP-A-S-011
	ULP-A-C-011
	AD 6.3.3
	-
	M
	
	
	M
	
	
	
	
	No explicit test

	Support of SET-assisted A-GPS positioning method
	ULP-A-S-012
	ULP-A-C-012
	AD 6.3.3
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	Support of SET-Based A-GPS positioning method
	ULP-A-S-013
	ULP-A-C-013
	AD 6.3.3
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	Support of Autonomous GPS positioning method
	ULP-A-S-014
	ULP-A-C-014
	AD 6.3.3
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	Support of AFLT positioning method
	ULP-A-S-015
	ULP-A-C-015
	AD 6.3.3
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	Support of Enhanced Cell ID positioning method
	ULP-A-S-016
	ULP-A-C-016
	AD 6.3.3
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	Support of E-OTD positioning method
	ULP-A-S-017
	ULP-A-C-017
	AD 6.3.3
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	Support of OTDOA positioning method
	ULP-A-S-018
	ULP-A-C-018
	AD 6.3.3
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	Support of RRLP positioning protocol
	ULP-A-S-019
	ULP-A-C-019
	AD 6.7.1.2
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	Support of RRC positioning protocol
	ULP-A-S-020
	ULP-A-C-020
	AD 6.7.1.2
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	Support of TIA-801 positioning protocol
	ULP-A-S-021
	ULP-A-C-021
	AD 6.7.1.2
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	Positioning Method
	
	
	ULP 6, 7, 8
	Common positioning method - Cell ID
	M
	Y
	Y
	M
	Y
	Y
	Y
	Y
	(No Preferred mode specified) 

Can this be tested?

	
	
	
	
	Common positioning method 
	O
	030
	130
	O
	430
	530
	Y
	Y
	(No Preferred mode specified) Repeat test for all methods.

	
	
	
	
	Preferred or fallback positioning method
	
	031
	N (see note)
	
	431
	531
	Y
	Y
	Note: Client SI is tested in Common positioning method

	
	
	
	
	No common positioning method
	
	032
	132
	
	432
	532
	(N)
	(N)
	

	
	
	
	
	No position
	
	033
	N/A
	
	433
	N/A
	Y
	N/A
	(Used when SLP does not require a fix) Also test SLP response to User denies Verification

	SET capabilities
	
	
	ULP 6, 7, 8
	Common positioning method agreed - Cell ID
	M
	-
	-
	M
	-
	-
	-
	-
	See Positioning Method tests

	
	
	
	
	Common positioning method agreed - others
	O
	-
	-
	O
	-
	-
	-
	-
	See Positioning Method tests

	
	
	
	
	Common preferred positioning method agreed
	
	-
	-
	
	-
	-
	-
	-
	See Positioning Method tests

	
	
	
	
	Positioning method and fallback agreed
	
	-
	-
	
	-
	-
	-
	-
	See Positioning Method tests

	
	
	
	
	Common fallback positioning mode agreed
	
	-
	-
	
	-
	-
	-
	-
	See Positioning Method tests

	
	
	
	
	No common positioning method
	
	-
	-
	
	-
	-
	-
	-
	See Positioning Method tests

	
	
	
	
	No position
	
	
	
	
	
	
	
	
	

	
	
	
	
	One protocol supported
	
	N?
	N?
	
	Y
	Y
	Y
	Y
	

	
	
	
	
	Multiple protocols supported
	
	Y
	Y
	
	Y
	Y
	Y
	Y
	

	
	
	
	
	No common protocol
	
	N?
	N?
	
	Y
	Y
	(N)
	(N)
	

	ETR Reference: Execution of positioning session
	
	M
	
	
	M
	
	
	
	
	

	Support of SUPL POS INIT
	 ULP-E-S-004
	 ULP-C-C-004
	 ULP 6, 7, 8
	-
	M
	
	
	O
	
	
	
	
	No explicit test

	Support of Requested Assistance Data in SUPL POS INIT
	 ULP-F-S-004
	 ULP-D-C-004
	 ULP 6, 7, 8
	Support for Requested Assistance Data
	O
	
	
	O
	
	
	
	
	What tests are needed here?

	Location ID
	
	
	 ULP 6, 7, 8
	Mandatory GSM Cell Info only
	M
	
	
	M
	
	
	
	
	

	
	
	
	
	GSM Cell Info with NMR (O)
	
	
	
	
	
	
	
	
	

	
	
	
	
	GSM Cell Info with TA (O)
	
	
	
	
	
	
	
	
	

	
	
	
	
	GSM Cell Info  with Status Not Current
	
	
	
	
	
	
	
	
	

	
	
	
	
	GSM Cell Info with Status Unknown
	
	
	
	
	
	
	
	
	

	
	
	
	
	WCDMA Cell Info (as GSM)
	
	
	
	
	
	
	
	
	

	
	
	
	
	CDMA Cell Info (as GSM)
	
	
	
	
	
	
	
	
	

	Support of reception of Velocity
	 ULP-F-S-005
	 ULP-D-C-005
	 ULP 6, 7, 8
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	Support of sending of Velocity
	 ULP-F-S-006
	 ULP-D-C-006
	 ULP 6, 7, 8
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	Support of Position in SUPL POS INIT
	 ULP-F-S-003
	 ULP-D-C-003
	 ULP 6, 7, 8
	2D Position
	O
	
	
	O
	
	
	
	
	

	
	
	
	
	2D Position with Uncertainty ellipse and Confidence (O)
	
	
	
	
	
	
	
	
	

	
	
	
	
	3D Position (O)
	
	
	
	
	
	
	
	
	

	
	
	
	
	3D Position with Uncertainty ellipse and Confidence (O)
	
	
	
	
	
	
	
	
	

	
	
	
	
	2D position with Velocity (O)
	
	
	
	
	
	
	
	
	

	
	
	
	
	3D Position with Velocity (O)
	
	
	
	
	
	
	
	
	

	
	
	
	
	Other combinations? (O)
	
	
	
	
	
	
	
	
	More tests needed?

	NMR
	
	
	 ULP 6, 7, 8
	-
	O
	
	
	O
	
	
	
	
	See Location Id tests

	TA
	
	
	 ULP 6, 7, 8
	-
	O
	
	
	O
	
	
	
	
	GSM only. See Location ID tests

	Support of SUPL POS
	 ULP-E-S-005
	 ULP-C-C-005
	 ULP 6, 7, 8
	-
	M
	
	
	O
	
	
	
	
	No explicit test

	Positioning Payload
	
	
	 ULP 6, 7, 8
	Support for TIA-801
	M
	
	
	M
	
	
	
	
	See SET capabilities tests

	
	
	
	
	Support for RRLP
	
	
	
	
	
	
	
	
	See SET capabilities tests

	
	
	
	
	Support for RRC
	
	
	
	
	
	
	
	
	See SET capabilities tests

	Support of reception of Velocity
	 ULP-F-S-005
	 ULP-D-C-005
	 ULP 6, 7, 8
	Horizontal Velocity supported
	O
	Y
	Y
	O
	Y
	Y
	Y
	Y
	

	
	
	
	
	Horizontal and Vertical Velocity supported
	
	Y
	Y
	
	Y
	Y
	Y
	Y
	

	
	
	
	
	Horizontal Velocity Uncertainty supported
	
	Y
	Y
	
	Y
	Y
	Y
	Y
	

	
	
	
	
	Horizontal and Vertical Velocity Uncertainty supported
	
	Y
	Y
	
	Y
	Y
	Y
	Y
	

	Support of sending of Velocity
	 ULP-F-S-006
	 ULP-D-C-006
	 ULP 6, 7, 8
	Horizontal Velocity supported
	O
	Y
	Y
	O
	Y
	Y
	Y
	Y
	

	
	
	
	
	Horizontal and Vertical Velocity supported
	
	Y
	Y
	
	Y
	Y
	Y
	Y
	

	
	
	
	
	Horizontal Velocity Uncertainty supported
	
	Y
	Y
	
	Y
	Y
	Y
	Y
	

	
	
	
	
	Horizontal and Vertical Velocity Uncertainty supported
	
	Y
	Y
	
	Y
	Y
	Y
	Y
	

	ETR Reference: Completion of SUPL session
	
	M
	
	
	M
	
	
	
	
	

	Support of SUPL END
	 ULP-E-S-006
	 ULP-C-C-006
	 ULP 6, 7, 8
	-
	M
	
	
	M
	
	
	
	
	No explicit test

	Support of reception of Velocity
	 ULP-F-S-005
	 ULP-D-C-005
	 ULP 6, 7, 8
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	Support of sending of Velocity
	 ULP-F-S-006
	 ULP-D-C-006
	 ULP 6, 7, 8
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	Position
	
	
	ULP 6, 7, 8
	2D Position
	M
	Y
	Y
	M
	Y
	Y
	Y
	Y
	

	
	
	
	
	2D Position with Uncertainty ellipse and Confidence (O)
	O
	Y
	Y
	O
	Y
	Y
	Y
	Y
	

	
	
	
	
	3D Position (O)
	
	Y
	Y
	
	Y
	Y
	Y
	Y
	

	
	
	
	
	3D Position with Uncertainty ellipse and Confidence (O)
	
	Y
	Y
	
	Y
	Y
	Y
	Y
	

	
	
	
	
	2D position with Velocity (O)
	
	Y
	Y
	
	Y
	Y
	Y
	Y
	

	
	
	
	
	3D Position with Velocity (O)
	
	Y
	Y
	
	Y
	Y
	Y
	Y
	

	
	
	
	
	Other combinations? (O)
	
	Y
	Y
	
	Y
	Y
	Y
	Y
	More tests needed?

	ETR Reference: Premature Session Termination & General Error Message (Error Flow)
	
	M
	
	
	M
	
	
	
	
	

	Support of SUPL END
	 ULP-E-S-006
	 ULP-C-C-006
	 ULP 6, 7, 8
	-
	M
	
	
	M
	
	
	
	
	No explicit test

	Support of SUPL AUTH RESP
	 ULP-E-S-008
	 ULP-C-C-008
	 ULP 6, 7, 8
	-
	O
	
	
	O
	
	
	
	
	No explicit test

	Status Code
	
	
	ULP 6, 7, 8
	unspecified             
	M
	N
	N
	M
	N
	N
	N
	N
	

	
	
	
	
	systemFailure               
	
	N
	N
	
	N
	N
	N
	N
	

	
	
	
	
	protocolError               
	
	Y
	Y
	
	Y
	Y
	N
	N
	

	
	
	
	
	dataMissing                 
	
	Y
	Y
	
	Y
	Y
	N
	N
	

	
	
	
	
	unexpectedDataValue         
	
	Y
	Y
	
	Y
	Y
	N
	N
	

	
	
	
	
	posMethodFailure       
	
	Y
	Y
	
	Y
	Y
	N
	N
	How to test?

	
	
	
	
	posMethodMismatch
	
	-
	-
	
	-
	-
	-
	-
	See Positioning Method,  SET capabilities  and QoP tests

	
	
	
	
	posProtocolMismatch
	
	-
	-
	
	-
	-
	-
	-
	See SET capabilities tests

	
	
	
	
	targetSETnotReachable       
	
	N/A
	N/A
	
	Y
	Y
	Y
	Y
	

	
	
	
	
	versionNotSupported 
	
	-
	-
	
	-
	-
	-
	-
	See Version tests

	
	
	
	
	resourceShortage   
	
	
	
	
	
	
	
	
	??

	
	
	
	
	invalidSessionId
	
	-
	-
	
	-
	-
	-
	-
	See ??? tests

	
	
	
	
	unexpectedMessage
	
	-
	-
	
	-
	-
	-
	-
	See ??? tests

	
	
	
	
	nonProxyModeNotSupported
	
	-
	-
	
	-
	-
	-
	-
	See SLP Mode tests

	
	
	
	
	proxyModeNotSupported
	
	-
	-
	
	-
	-
	-
	-
	See SLP Mode tests

	
	
	
	
	positioningNotPermitted
	
	
	
	
	
	
	
	
	??

	
	
	
	
	authNetFailure
	
	
	
	
	
	
	
	
	(Used in SUPL AUTH RESP only)

	
	
	
	
	consentDeniedByUser
	
	-
	-
	
	-
	-
	-
	-
	See Notification tests and Positioning Method, No position test

	
	
	
	
	consentGrantedByUser
	
	Y
	Y
	
	Y
	Y
	Y
	Y
	Also see Positioning Method, No position test

	
	
	
	
	timeout UT1
	
	N/A
	165
	
	N/A
	N
	N/A
	N
	SUPL START to SUPL RESPONSE

	
	
	
	
	timeout UT2 - non CellID
	
	066
	166
	
	N
	N
	N
	N
	SUPL POS INIT to SUPL POS

	
	
	
	
	timeout UT2 - CellID
	
	067
	167
	
	N
	N
	N
	N
	SUPL POS INIT to SUPL POS

	
	
	
	
	timeout UT3
	
	068
	168
	
	N
	N
	N
	N
	SUPL POS to SUPL END / SUPL POS INIT to SUPL END

	
	
	
	
	timeout UT4
	
	069
	N/A
	
	N
	N/A
	N
	N/A
	SUPL AUTH REQ to SUPL AUTH RESP. Non-proxy only, so CDMA only

	
	
	
	
	timeout ST1
	
	N/A
	N
	
	N/A
	565
	N/A
	N
	Non-proxy is FFS

	
	
	
	
	timeout ST2:  normal
	
	N
	N/A
	
	465
	N/A
	N
	N/A
	Non-proxy is FFS

	
	
	
	
	timeout ST2: No response to Verification from User 
	
	N
	N/A
	
	466
	N/A
	N
	N/A
	Non-proxy is FFS

	
	
	
	
	timeout ST3
	
	
	
	
	
	
	
	
	FFS

	
	
	
	
	timeout ST4
	
	
	
	
	
	
	
	
	FFS

	
	
	
	
	(SPC or RLP timers?)
	
	
	
	
	
	
	
	
	

	Ver
	 ULP-PD-S-025
	 ULP-PD-C-025
	ULP 6, 7, 8
	Correct Ver
	C
	
	
	C
	
	
	
	
	

	
	
	
	
	Incorrect Ver
	
	
	
	
	
	
	
	
	

	ETR Reference: Notification and Confirmation
	
	O
	
	
	O
	
	
	
	
	

	Support of SUPL INIT 
	 ULP- E-S-001
	 ULP- C-C-001
	 ULP 6, 7, 8
	-
	M
	
	N/A
	O
	
	N/A
	
	N/A
	No explicit test

	Support of Notification in SUPL INIT
	 ULP-F-S-007
	 ULP-D-C-007
	 ULP 6, 7, 8
	No notification & no verification
	O
	270
	N/A
	O
	N
	N/A
	Y
	N/A
	

	
	
	
	
	Notification only
	
	271
	N/A
	
	N
	N/A
	Y
	N/A
	What if no text is sent? Icon?

	
	
	
	
	Notification and verification (Allowed on no answer). User accepts.
	
	272
	N/A
	
	N
	N/A
	Y
	N/A
	

	
	
	
	
	Notification and verification (Allowed on no answer). User rejects.
	
	273
	N/A
	
	Y (see note)
	N/A
	Y
	N/A
	Note Server NI also covers: Notification and verification (Denied on no answer). User rejects, and Notification and verification (Denied on no answer). No response.

	
	
	
	
	Notification and verification (Allowed on no answer). No response
	
	274
	N/A
	
	N
	N/A
	Y
	N/A
	What is timer? 

	
	
	
	
	Notification and verification (Denied on no answer). User accepts.
	
	275
	N/A
	
	N
	N/A
	Y
	N/A
	

	
	
	
	
	Notification and verification (Denied on no answer). User rejects.
	
	276
	N/A
	
	N
	N/A
	Y
	N/A
	

	
	
	
	
	Notification and verification (Denied on no answer). No response.
	
	277
	N/A
	
	N
	N/A
	Y
	N/A
	What is timer?

	
	
	
	
	Privacy override.
	
	278
	N/A
	
	N
	N/A
	Y
	N/A
	How do we test this? (Do we really test SET log files??)

	
	
	
	
	Text display, Encoding Type: ucs2
	
	Y
	N/A
	
	N
	N/A
	Y
	N/A
	

	
	
	
	
	Text display, Encoding Type: gsm-default
	
	Y
	N/A
	
	N
	N/A
	Y
	N/A
	

	
	
	
	
	Text display, Encoding Type: UTF8
	
	Y
	N/A
	
	N
	N/A
	Y
	N/A
	

	ETR Reference: Validate requested QoP
	
	
	
	
	O
	
	
	
	
	
	
	
	

	Support of SUPL INIT 
	 ULP- E-S-001
	 ULP- C-C-001
	 ULP 6, 7, 8
	-
	M
	
	N/A
	O
	
	N/A
	
	N/A
	No explicit test

	Support of SUPL START
	 ULP-E-S-002
	 ULP-C-C-002
	 ULP 6, 7, 8
	-
	M
	N/A
	
	O
	N/A
	
	N/A
	
	No explicit test

	Support of QoP in SUPL INIT
	 ULP-F-S-001
	 ULP-D-C-001
	 ULP 6, 7, 8
	Sucessful basic QoP
	O
	Y
	N/A
	O
	Y
	N/A
	Y
	N/A
	

	
	
	
	
	Sucessful QoP with Vertical accuracy (O)
	
	Y
	N/A
	
	Y
	N/A
	Y
	N/A
	

	
	
	
	
	Sucessful QoP with Delay (O) (3 delay values?)
	
	Y
	N/A
	
	Y
	N/A
	Y
	N/A
	3 tests? (Use of Delay is outside SUPL and thus not testable)

	
	
	
	
	Sucessful QoP with Maximum Location Age - or is this next section????
	
	Y
	N/A
	
	Y
	N/A
	Y
	N/A
	

	
	
	
	
	Unsucessful QoP
	
	Y
	N/A
	
	Y
	N/A
	Y
	N/A
	

	Support of QoP in SUPL START
	 ULP-F-S-002
	 ULP-D-C-002
	 ULP 6, 7, 8
	Sucessful basic QoP
	O
	N/A
	Y
	O
	N/A
	Y
	N/A
	Y
	

	
	
	
	
	Sucessful QoP with Vertical accuracy (O)
	
	N/A
	Y
	
	N/A
	Y
	N/A
	Y
	

	
	
	
	
	Sucessful QoP with Delay (O) (3 delay values)
	
	N/A
	Y
	
	N/A
	Y
	N/A
	Y
	3 tests? (Use of Delay is outside SUPL and thus not testable)

	
	
	
	
	Sucessful QoP with Maximum Location Age - or is this next section????
	
	N/A
	Y
	
	N/A
	Y
	N/A
	Y
	

	
	
	
	
	Unsucessful QoP
	
	N/A
	Y
	
	N/A
	Y
	N/A
	Y
	

	ETR Reference: Use of a previously computed position which is available at the SLP
	
	O
	
	
	O
	
	
	
	
	

	Is this QoP with Maximum Location Age??
	???
	???
	???
	Cached position tests
	O
	
	
	O
	
	
	
	
	

	ETR Reference: Roaming tests: NI: Proxy mode with V-SLP positioning
	
	O
	
	
	O
	
	
	
	
	

	Initiation of SUPL positioning procedure
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Initiation of SUPL Session by the H-SLP
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Return a previously computed position
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Tunnelling of SUPL POS INIT
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Choice of Positioning method and Protocol
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Execution of positioning session
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Tunnelling of SUPL POS
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Completion of SUPL session
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Report of the position result
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Premature Session Termination
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	ETR Reference: Roaming tests: NI: Proxy mode with H-SLP positioning
	
	
	
	
	
	
	
	
	
	

	Initiation of SUPL Session by the H-SLP
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Return a previously computed position
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Request of calculation a coarse position to the V-SLP by H-SLP
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Send position result from V-SLP to H-SLP
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Choice of Positioning method and Protocol
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Execution of positioning session
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Completion of SUPL session
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Report of the position result
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Premature Session Termination
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	ETR Reference: Roaming tests: NI: Non-Proxy mode with V-SPC positioning
	
	
	
	
	
	
	
	
	
	

	Initiation of SUPL positioning procedure
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Initiation of SUPL Session by the H-SLP
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Initiation of positioning procedure. 
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Choice of Positioning method and Protocol
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Execution of positioning session
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Completion of SUPL session 
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Report of the position result
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Premature Session Termination
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	ETR Reference: Roaming tests: NI: Non-Proxy mode with H-SPC positioning
	
	
	
	
	
	
	
	
	
	

	Return a previously computed position
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Request of calculation a coarse position to the V-SLP by H-SLC
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Send position result from V-SLP to H-SLC
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Choice of Positioning method and Protocol
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Execution of positioning session
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Completion of SUPL session
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Report of the position result
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	Premature Session Termination
	
	
	
	
	O
	N
	N/A
	O
	?
	N/A
	Y
	N/A
	

	ETR Reference: Roaming tests: SI: Proxy mode with V-SLP positioning
	
	
	
	
	
	
	
	
	
	

	Initiation of communication from H-SLP to V-SLP
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Reply of  SUPL RESPONSE by the H-SLP
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Return a previously computed position
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Tunnelling of  SUPL POS INIT
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Choice of Positioning method and Protocol
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Execution of positioning session
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Tunnelling of  SUPL POS
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Completion of  SUPL session
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Premature Session Termination
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	ETR Reference: Roaming tests: SI: Proxy mode with H-SLP positioning
	
	
	
	
	
	
	
	
	
	

	Initiation of communication from H-SLP to V-SLP
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Return a previously computed position
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Request of calculation a coarse position to the V-SLP by H-SLP
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Choice of Positioning method and Protocol
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Execution of positioning session
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Completion of SUPL session
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Premature Session Termination
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	ETR Reference: Roaming tests: SI: Non-Proxy mode with V-SPC positioning
	
	
	
	
	
	
	
	
	
	

	Initiation of communication from H-SLP to V-SLP
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Generation and sent a key from the H-SLP to the V-SLC
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Report of the end of the SUPL session
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Premature Session Termination
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	ETR Reference: Roaming tests: SI: Non-Proxy mode with H-SPC positioning
	
	
	
	
	
	
	
	
	
	

	Return a previously computed position
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Request of calculation a coarse position to the V-SLP by H-SLC
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Send position result from V-SLP to H-SLC
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Choice of Positioning method and Protocol
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Execution of positioning session
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Completion of SUPL session
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	

	Premature Session Termination
	
	
	
	
	O
	N/A
	N
	O
	N/A
	?
	N/A
	Y
	


Notes:
1. Do we need to add ERELD SCR references? (and any extra tests?)
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