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5.1 Client Conformance Testing, Network Initiated. 5.1.6 Premature Session Termination & General Error Messages. 5.1.6.1 Status Code. 5.1.6.1.1 SUPL-1.0-con-060 - Protocol error
	Test Case Id
	SUPL-1.0-con-060

	Test Object
	Client

	Test Case Description
	To test SET correctly actions a protocol parsing error

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-C-C-006, ULP-C-C-008

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test:

	Test Procedure
	1. Start a NI Location Session with the Message Length field in the SUPL INIT message set to a value of one less (octet) than the correct value.
2. After the SET receives SUPL INIT from the Conformance Test Tool, the SET should send SUPL END with Status Code set to protocolError.
3. The Location Session ends and the SET should release the secure IP connection.

	Pass-Criteria
	1. At step 2 the SET shall respond with SUPL END with Status Code set to protocolError.

2. At step 3 the SET shall release the secure IP connection.


5.1 Client Conformance Testing, Network Initiated. 5.1.6 Premature Session Termination & General Error Messages. 5.1.6.1 Status Code. 5.1.6.1.2 SUPL-1.0-con-061 - Data missing.

	Test Case Id
	SUPL-1.0-con-061

	Test Object
	Client

	Test Case Description
	To test SET correctly actions a data missing error

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-C-C-006, ULP-C-C-008

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: 

	Test Procedure
	1. Start a NI Location Session with the value for the SLP Mode parameter missing in the SUPL INIT message. Ensure the Message Length field is set to the correct value to take account of this missing value.
2. After the SET receives SUPL INIT from the Conformance Test Tool, the SET should send SUPL END with Status Code set to dataMissing.

3. The Location Session ends and the SET should release the secure IP conection.

	Pass-Criteria
	1. At step 2 the SET shall respond with SUPL END with Status Code set to dataMissing.

2. At step 3 the SET shall release the secure IP connection.


5.1 Client Conformance Testing, Network Initiated. 5.1.6 Premature Session Termination & General Error Messages. 5.1.6.1 Status Code. 5.1.6.1.3 SUPL-1.0-con-062 - Unexpected data value.
	Test Case Id
	SUPL-1.0-con-062

	Test Object
	Client

	Test Case Description
	To test SET correctly actions an unexpected data value error

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-C-C-006, ULP-C-C-008

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test:

	Test Procedure
	1. Start a NI Location Session with the value for the Positioning Method parameter set to (decimal) 10 in the SUPL INIT message (i.e. a value which is not defined).
2. After the SET receives SUPL INIT from the Conformance Test Tool, the SET should send SUPL END with Status Code set to unexpectedDataValue.

3. The Location Session ends and the SET should release the secure IP conection.

	Pass-Criteria
	1. At step 2 the SET shall respond with SUPL END with Status Code set to unexpectedDataValue.

2. At step 3 the SET shall release the secure IP connection.


5.1 Client Conformance Testing, Network Initiated. 5.1.6 Premature Session Termination & General Error Messages. 5.1.6.1 Status Code. 5.1.6.1.4 SUPL-1.0-con-063 - Unexpected message.

	Test Case Id
	SUPL-1.0-con-063

	Test Object
	Client

	Test Case Description
	To test SET correctly actions an unexpected message error

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-C-C-006, ULP-C-C-008

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test:

	Test Procedure
	1. Start a normal NI Location Session.

2. After the SET sends SUPL POS INIT to the Conformance Test Tool, send a SUPL RESPONSE message with the parameters set to as realistic values as possible.

3. After the SET receives SUPL RESPONSE the SET should send SUPL END with Status Code set to unexpectedMessage.

4. The Location Session ends and the SET should release the secure IP conection.

	Pass-Criteria
	1. At step 3 the SET shall respond with SUPL END with Status Code set to unexpectedMessage.

2. At step 4 the SET shall release the secure IP connection.
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5.5 Server Conformance Testing, Network Initiated. 5.5.6 Premature Session Termination & General Error Messages. 5.5.6.1. Status Code. 5.5.6.1.1 SUPL-1.0-con-460 - Protocol error.
	Test Case Id
	SUPL-1.0-con-460

	Test Object
	Server

	Test Case Description
	To test SLP correctly actions a protocol parsing error

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-E-S-006, ULP-E-S-008

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test:

	Test Procedure
	1. Start a NI Location Session.
2. After the Conformance Test Tool receives SUPL INIT from the SLP (proxy mode) or SUPL AUTH RESP (non-proxy mode), send SUPL POS INIT with the Message Length field in the SUPL POS INIT message set to a value of one less (octet) than the correct value, from the Conformance Test Tool.
3. After the SLP receives the SUPL POS INIT the SLP should send SUPL END with Status Code set to protocolError.

4. The Location Session ends and the SLP should release all session resources.

	Pass-Criteria
	1. At step 3 the SLP shall respond with SUPL END with Status Code set to protocolError.

2. At step 4 the SLP shall release the all session resources.


5.5 Server Conformance Testing, Network Initiated. 5.5.6 Premature Session Termination & General Error Messages. 5.5.6.1. Status Code. 5.5.6.1.2 SUPL-1.0-con-461 - Data missing
	Test Case Id
	SUPL-1.0-con-461

	Test Object
	Server

	Test Case Description
	To test SLP correctly actions a data missing error

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-E-S-006, ULP-E-S-008

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test:

	Test Procedure
	1. Start a NI Location Session.

2. After the Conformance Test Tool receives SUPL INIT from the SLP (proxy mode) or SUPL AUTH RESP (non-proxy mode), send from the Conformance Test Tool SUPL POS INIT with the value for the Status field missing in the Location ID parameter in the SUPL POS INIT message. Ensure the Message Length field is set to the correct value to take account of this missing value.
3. After the SLP receives the SUPL POS INIT the SLP should send SUPL END with Status Code set to dataMissing.

4. The Location Session ends and the SLP should release all session resources

	Pass-Criteria
	1. At step 3 the SLP shall respond with SUPL END with Status Code set to dataMissing.

2. At step 4 the SLP shall release the all session resources.


5.5 Server Conformance Testing, Network Initiated. 5.5.6 Premature Session Termination & General Error Messages. 5.5.6.1. Status Code. 5.5.6.1.2 SUPL-1.0-con-462 - Unexpected data value
	Test Case Id
	SUPL-1.0-con-462

	Test Object
	Server

	Test Case Description
	To test SLP correctly actions an unexpected data value error

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-E-S-006, ULP-E-S-008

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test:

	Test Procedure
	1. Start a NI Location Session.

2. After the Conformance Test Tool receives SUPL INIT from the SLP (proxy mode) or SUPL AUTH RESP (non-proxy mode), send from the Conformance Test Tool SUPL POS INIT with the value for the Status field to 3 (i.e. a value which is not defined) in the Location ID parameter in the SUPL POS INIT message.
3. After the SLP receives the SUPL POS INIT the SLP should send SUPL END with Status Code set to unexpectedDataValue.

4. The Location Session ends and the SLP should release all session resources

	Pass-Criteria
	1. At step 3 the SLP shall respond with SUPL END with Status Code set to unexpectedDataValue.

2. At step 4 the SLP shall release the all session resources.


5.5 Server Conformance Testing, Network Initiated. 5.5.6 Premature Session Termination & General Error Messages. 5.5.6.1. Status Code. 5.5.6.1.2 SUPL-1.0-con-463 - Unexpected message
	Test Case Id
	SUPL-1.0-con-463

	Test Object
	Server

	Test Case Description
	To test SLP correctly actions an unexpected message error

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-E-S-006, ULP-E-S-008

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test:

	Test Procedure
	1. Start a NI Location Session.

2. After the Conformance Test Tool receives SUPL INIT from the SLP (proxy mode) or SUPL AUTH RESP (non-proxy mode), send from the Conformance Test Tool SUPL START message with the parameters set to as realistic values as possible.
3. After the SLP receives SUPL START the SLP should send SUPL END with Status Code set to unexpectedMessage.
4. The Location Session ends and the SLP should release all session resources

	Pass-Criteria
	1. At step 3 the SLP shall respond with SUPL END with Status Code set to unexpectedMessage.

2. At step 4 the SLP shall release the all session resources.
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