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1.1 Client Conformance Testing, Network Initiated
1.1.1 Basic Functionality

1.1.1.1 Session ID. 

1.1.1.1.1 SUPL-1.0-con-002 - Correct Session ID.

	Test Case Id
	SUPL-1.0-con-002

	Test Object
	Client

	Test Case Description
	To test SET correctly actions Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-B-C-001, ULP-B-C-002, ULP-B-C-003

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Set the SLP Session ID in the Conformance Test Tool to a valid value with the SLP ID using the Parameter type IPAddress, IPv4.
2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL INIT to the SET ensure the SET responds with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) with a correct full Session ID and the Location Session completes successfully.

4. Repeat the test from step 1 with the SLP ID using the Parameter type IPAddress, IPv6.
5. Repeat the test from step 1 with the SLP ID using the Parameter type FQDN.

	Pass-Criteria
	1. At step 3 in each test the SET shall respond with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) with a correct full Session ID


1.1.1.1.2 SUPL-1.0-con-003 - Incorrect SET Session ID.

	Test Case Id
	SUPL-1.0-con-003

	Test Object
	Client

	Test Case Description
	To test SET correctly rejects an incorrect SET Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-B-C-001, ULP-B-C-002, ULP-B-C-003

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Start a NI Location Session.

2. After the SET sends SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) to the Conformance Test Tool, send SUPL POS (proxy mode) or SUPL AUTH RESP (non- proxy mode) from the Conformance Test Tool to the SET with an incorrect value of Session ID in the SET Session ID field (i.e. set it to a different value from that received from the SET)

3. Ensure the SET responds with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

4. The Location Session ends and the SET should release the secure IP connection.
5. Repeat the test from step 1, but at step 2 instead use an incorrect value of SET ID in the SET Session ID field (i.e. set it to a different value or a different parameter type from that received from the SET)

	Pass-Criteria
	1. At step 3 in both tests the SET shall respond with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

2. At step 4 in both tests the SET shall release the secure IP connection.


1.1.1.1.3 SUPL-1.0-con-004 - Incorrect SLP Session ID.

	Test Case Id
	SUPL-1.0-con-004

	Test Object
	Client

	Test Case Description
	To test SET correctly rejects an incorrect SLP Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-B-C-001, ULP-B-C-002, ULP-B-C-003

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Start a NI Location Session.

2. After the SET sends SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) to the Conformance Test Tool, send SUPL POS (proxy mode) or SUPL AUTH RESP (non- proxy mode) from the Conformance Test Tool to the SET with an incorrect value of Session ID in the SLP Session ID field (i.e. set it to a different value from that used in the SUPL INIT message)
3. Ensure the SET responds with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

4. The Location Session ends and the SET should release the secure IP connection.
5. Repeat the test from step 1, but at step 2 instead use an incorrect value of SLP ID in the SLP Session ID field (i.e. set it to a different value or a different parameter type from that used in the SUPL INIT message)

	Pass-Criteria
	1. At step 3 in both tests the SET shall respond with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

2. At step 4 in both tests the SET shall release the secure IP connection.


1.2 Client Conformance Testing, SET Initiated

1.2.1 Basic Functionality

1.2.1.1 Session ID.

1.2.1.1.1 SUPL-1.0-con-102 - Correct Session ID.

	Test Case Id
	SUPL-1.0-con-102

	Test Object
	Client

	Test Case Description
	To test SET correctly actions Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-B-C-001, ULP-B-C-002, ULP-B-C-003

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Set the SLP Session ID in the Conformance Test Tool to a valid value with the SLP ID using the Parameter type IPAddress, IPv4.
2. Start a SI Location Session

3. After the Conformance Test Tool sends SUPL RESPONSE to the SET ensure the SET responds with SUPL POS INIT with a correct full Session ID and the Location Session completes successfully.

4. Repeat the test from step 1 with the SLP ID using the Parameter type IPAddress, IPv6.

5. Repeat the test from step 1 with the SLP ID using the Parameter type FQDN.

	Pass-Criteria
	1. At step 3 in each test the SET shall respond with SUPL POS INIT with a correct full Session ID


1.2.1.1.2 SUPL-1.0-con-103 - Incorrect SET Session ID.

	Test Case Id
	SUPL-1.0-con-103

	Test Object
	Client

	Test Case Description
	To test SET correctly rejects an incorrect SET Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-B-C-001, ULP-B-C-002, ULP-B-C-003

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Start a SI Location Session

2. After the SET sends SUPL START to the Conformance Test Tool, send SUPL RESPONSE from the Conformance Test Tool to the SET with an incorrect value of Session ID in the SET Session ID field (i.e. set it to a different value from that received from the SET)

3. Ensure the SET responds with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

4. The Location Session ends and the SET should release the secure IP connection.
5. Repeat the test from step 1, but at step 2 instead use an incorrect value of SET ID in the SET Session ID field (i.e. set it to a different value or a different parameter type from that received from the SET)

	Pass-Criteria
	1. At step 3 in both tests the SET shall respond with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

2. At step 4 in both tests the SET shall release the secure IP connection.


1.2.1.1.3 SUPL-1.0-con-104 - Incorrect SLP Session ID.

	Test Case Id
	SUPL-1.0-con-104

	Test Object
	Client

	Test Case Description
	To test SET correctly rejects an incorrect SLP Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-B-C-001, ULP-B-C-002, ULP-B-C-003

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Start a SI Location Session

2. After the SET sends SUPL POS INIT to the Conformance Test Tool, send SUPL POS from the Conformance Test Tool to the SET with an incorrect value of Session ID in the SLP Session ID field (i.e. set it to a different value from that used in the SUPL RESPONSE message)

3. Ensure the SET responds with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

4. The Location Session ends and the SET should release the secure IP connection.
5. Repeat the test from step 1, but at step 2 instead use an incorrect value of SLP ID in the SLP Session ID field (i.e. set it to a different value or a different parameter type from that used in the SUPL RESPONSE message)

	Pass-Criteria
	1. At step 3 in both tests the SET shall respond with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

2. At step 4 in both tests the SET shall release the secure IP connection.


1.3 Server Conformance Testing, Network Initiated

1.3.1 Basic Functionality

1.3.1.1 Session ID.

1.3.1.1.1 SUPL-1.0-con-402 - Correct Session ID.

	Test Case Id
	SUPL-1.0-con-402

	Test Object
	Server

	Test Case Description
	To test SLP correctly actions Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-S-001, ULP-D-S-002, ULP-D-S-003

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Set the SET Session ID in the Conformance Test Tool to a valid value with the SET ID using the first supported Parameter type in Table  5.X.X.X.1
2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non- proxy mode) to the SLP ensure the SLP responds with SUPL POS (proxy mode) or SUPL AUTH RESP (non- proxy mode) with a correct full Session ID and the Location Session completes successfully.
4. If applicable repeat test from step 1 with the other supported Parameter types in Table  5.X.X.X.1

	Pass-Criteria
	1. At step 3 in each test the SLP shall respond with SUPL POS (proxy mode) or SUPL AUTH RESP (non- proxy mode) with a correct full Session ID


	Parameter Types to be used in SET ID

	MSISDN

	MDN

	MIN

	IMSI

	NAI

	IPAddress IPv4

	IPAddress IPv6


Table 5.X.X.X.1 Parameter Types
1.3.1.1.2 SUPL-1.0-con-403 - Incorrect SET Session ID.

	Test Case Id
	SUPL-1.0-con-403

	Test Object
	Server

	Test Case Description
	To test SLP correctly rejects an incorrect SET Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-S-001, ULP-D-S-002, ULP-D-S-003

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Start a NI Location Session

2. After the SLP sends SUPL POS (proxy mode) or SUPL AUTH RESP (non- proxy mode) to the Conformance Test Tool, send SUPL POS (proxy mode) or SUPL POS INIT (non- proxy mode) from the Conformance Test Tool to the SLP with an incorrect value of Session ID in the SET Session ID field (i.e. set it to a different value from that used in the SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) message)

3. Ensure the SLP responds with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

4. The Location Session ends and the SLP should release all resources.
5. Repeat the test from step 1, but at step 2 instead use an incorrect value of SET ID in the SET Session ID field (i.e. set it to a different value or a different parameter type from that used in the SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) message)

	Pass-Criteria
	1. At step 3 in both tests the SLP shall respond with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

2. At step 4 in both tests the SLP shall release all resources.


1.3.1.1.3 SUPL-1.0-con-404 - Incorrect SLP Session ID.

	Test Case Id
	SUPL-1.0-con-404

	Test Object
	Server

	Test Case Description
	To test SLP correctly rejects an incorrect SLP Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-S-001, ULP-D-S-002, ULP-D-S-003

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Start a NI Location Session

2. After the SLP sends SUPL to the Conformance Test Tool, send SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non- proxy mode) from the Conformance Test Tool to the SLP with an incorrect value of Session ID in the SLP Session ID field (i.e. set it to a different value from that received from the SLP)

3. Ensure the SLP responds with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

4. The Location Session ends and the SLP should release all resources.
5. Repeat the test from step 1, but at step 2 instead use an incorrect value of SLP ID in the SET Session ID field (i.e. set it to a different value or a different parameter type from that received from the SLP)

	Pass-Criteria
	1. At step 3 in both tests the SLP shall respond with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

2. At step 4 in both tests the SLP shall release all resources.


1.4 Server Conformance Testing, SET Initiated
1.4.1 Basic Functionality

1.4.1.1 Session ID.
1.4.1.1.1 SUPL-1.0-con-502 - Correct Session ID.

	Test Case Id
	SUPL-1.0-con-502

	Test Object
	Server

	Test Case Description
	To test SLP correctly actions Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-S-001, ULP-D-S-002, ULP-D-S-003

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Set the SET Session ID in the Conformance Test Tool to a valid value with the SET ID using the first supported Parameter type in Table  5.X.X.X.1
2. Start a SI Location Session

3. After the Conformance Test Tool sends SUPL START to the SLP ensure the SLP responds with SUPL RESPONSE with a correct full Session ID and the Location Session completes successfully.

4. If applicable repeat test from step 1 with the other supported Parameter types in Table  5.X.X.X.1

	Pass-Criteria
	1. At step 3 in each test the SLP shall respond with SUPL RESPONSE with a correct full Session ID


	Parameter Types to be used in SET ID

	MSISDN

	MDN

	MIN

	IMSI

	NAI

	IPAddress IPv4

	IPAddress IPv6


Table 5.X.X.X.1 Parameter Types
1.4.1.1.2 SUPL-1.0-con-503 - Incorrect SET Session ID.

	Test Case Id
	SUPL-1.0-con-503

	Test Object
	Server

	Test Case Description
	To test SLP correctly rejects an incorrect SET Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-S-001, ULP-D-S-002, ULP-D-S-003

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Start a SI Location Session

2. After the SLP sends SUPL RESPONSE to the Conformance Test Tool, send SUPL POS INIT from the Conformance Test Tool to the SLP with an incorrect value of Session ID in the SET Session ID field (i.e. set it to a different value from that used in the SUPL START message)

3. Ensure the SLP responds with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

4. The Location Session ends and the SLP should release all resources.
5. Repeat the test from step 1, but at step 2 instead use an incorrect value of SET ID in the SET Session ID field (i.e. set it to a different value or a different parameter type from that used in the SUPL START message)

	Pass-Criteria
	1. At step 3 in both tests the SLP shall respond with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

2. At step 4 in both tests the SLP shall release all resources.


1.4.1.1.3 SUPL-1.0-con-504 - Incorrect SLP Session ID.

	Test Case Id
	SUPL-1.0-con-504

	Test Object
	Server

	Test Case Description
	To test SLP correctly rejects an incorrect SLP Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-S-001, ULP-D-S-002, ULP-D-S-003

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Start a SI Location Session

2. After the SLP sends SUPL RESPONSE to the Conformance Test Tool, send SUPL POS INIT from the Conformance Test Tool to the SLP with an incorrect value of Session ID in the SLP Session ID field (i.e. set it to a different value from that received from the SLP)

3. Ensure the SLP responds with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

4. The Location Session ends and the SLP should release all resources.
5. Repeat the test from step 1, but at step 2 instead use an incorrect value of SLP ID in the SLP Session ID field (i.e. set it to a different value or a different parameter type from that received from the SLP)

	Pass-Criteria
	1. At step 3 in both tests the SLP shall respond with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

2. At step 4 in both tests the SLP shall release all resources.
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