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1. Scope

The scope of this document is to define the structure for the Implementation Conformance Statement (ICS) for OMA Secure User Plane Locaton 1.0 Enabler Release across all of the technical specifications included. This document contains the Client  ICS.

Details of the Enabler Release package used to generate this document: OMA-SUPL-V1_0, dated 2005-07-19
1.1 Device information

	Manufacturer
	< Manufacturer of the device>

	Device Type
	<Type of device, client, server>

	Device Model
	< Model name of the device>

	Contact 
	< Contact information for the manufacturer>

	Date
	< Date when the proforma has been completed>


1.2 Feature support overview

	
	Client Mandatory
	Client Optional

	SUPL ULP
	M
	


2. References

2.1 Normative References

	[ERELD]
	OMA-ERP-SUPL-V1_0  URL:http://www.openmobilealliance.org/

	[SUPL ULP]
	OMA-TS-ULP-V1_0 URL:http://www.openmobilealliance.org/

	[OMAIOP]
	“OMA Interoperability Policies and Process” Open Mobile Alliance™.
OMA-IOP-Process-V1_3. URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”. S. Bradner. March 1997.
URL:http://www.ietf.org/rfc/rfc2119.txt


2.2 Informative References

	None
	


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope” and “Introduction”, are normative, unless they are explicitly indicated to be informative.
4. Introduction
This document outlines the conformance requirement structure for client devices as defined by Open Mobile Alliance across all specifications included in the Secure User Plane Location 1.0 Enabler Release. The structure defines the conformance requirements collected from the technical specifications included in the release into a summary table. In other words, the products can identify implementation of the high level requirements in terms of mandatory features and optional features of the technical specifications.
5. Client Enabler Implementation Statement
The notation in the table below is according to [OMAIOP].

Support column shall be marked “YES” for those features that are supported by the device.

SUPL Client Requirements [ERELD]
	Item
	Feature / Application
	Status
	Requirement
	Support

	OMA-ERDEF-SUPL-C-001
	Support of SET Procedures
	M
	OMA-ERDEF-SUPL-C-002

OR 

OMA-ERDEF-SUPL-C-003

OR 

OMA-ERDEF-SUPL-C-004
	

	OMA-ERDEF-SUPL-C-002
	SET supporting GSM/WCDMA mode, PSK-TLS authentication
	O
	ULP-A-C-001
	

	OMA-ERDEF-SUPL-C-003
	SET supporting GSM/WCDMA mode, alternative authentication model
	O
	ULP-A-C-002
	

	OMA-ERDEF-SUPL-C-004
	SET supporting CDMA mode
	O
	ULP-A-C-003
	


SUPL ULP Client Requirements [SUPL ULP]
SET Procedures

	Item
	Function
	Reference
	Status
	Requirement
	Support

	ULP-A-C-001
	SET supporting GSM/WCDMA mode PSK-TLS authentication
	
	O
	ULP-A-C-004 

AND 

ULP-A-C-007 

AND 

ULP-A-C-009 

AND 

ULP-A-C-019
	

	ULP-A-C-002
	SET supporting GSM/WCDMA mode alternative authentication
	
	O
	ULP-A-C-005 

AND 

ULP-A-C-007 

AND 

ULP-A-C-009 

AND 

ULP-A-C-019
	

	ULP-A-C-003
	SET supporting CDMA mode
	
	O
	ULP-A-C-006 

AND 

ULP-A-C-007 

AND 

ULP-A-C-008 

AND 

ULP-A-C-009 

AND 

ULP-A-C-010 

AND 

ULP-A-C-021
	

	ULP-A-C-004
	Security function for GSM/WCDMA, PSK-TLS authentication
	AD 7
	O
	
	

	ULP-A-C-005
	Security function for GSM/WCDMA, alternative authentication model 
	AD 7
	O
	
	

	ULP-A-C-006
	Security function for CDMA
	AD 7
	O
	
	

	ULP-A-C-007
	Support of network initiated procedures in Proxy mode
	AD 6.8.1, 6.8.3, 6.8.5, 6.8.7
	O
	
	

	ULP-A-C-008
	Support of network initiated procedures in Non-Proxy mode
	AD 6.8.2, 6.8.4, 6.8.6, 6.8.7
	O
	ULP-C-C-007 

AND 

ULP-C-C-008
	

	ULP-A-C-009
	Support of SET initiated procedures in Proxy mode
	AD 6.9.1, 6.9.3, 6.9.5, 6.9.7
	O
	
	

	ULP-A-C-010
	Support of SET initiated procedures in Non-Proxy mode
	AD 6.9.2, 6,9,4, 6.9.6, 6.9.7
	O
	
	

	ULP-A-C-011
	Support of Cell ID positioning method
	AD 6.3.3
	M
	
	

	ULP-A-C-012
	Support of SET-assisted A-GPS positioning method
	AD 6.3.3
	O
	ULP-C-C-005
	

	ULP-A-C-013
	Support of SET-Based A-GPS positioning method
	AD 6.3.3
	O
	ULP-C-C-005
	

	ULP-A-C-014
	Support of Autonomous GPS positioning method
	AD 6.3.3
	O
	ULP-C-C-005
	

	ULP-A-C-015
	Support of AFLT positioning method
	AD 6.3.3
	O
	ULP-C-C-005
	

	ULP-A-C-016
	Support of Enhanced Cell ID positioning method
	AD 6.3.3
	O
	
	

	ULP-A-C-017
	Support of E-OTD positioning method
	AD 6.3.3
	O
	ULP-C-C-005
	

	ULP-A-C-018
	Support of OTDOA positioning method
	AD 6.3.3
	O
	ULP-C-C-005
	

	ULP-A-C-019
	Support of RRLP positioning protocol
	AD 6.7.1.2
	O
	
	

	ULP-A-C-020
	Support of RRC positioning protocol
	AD 6.7.1.2
	O
	
	

	ULP-A-C-021
	Support of TIA-801 positioning protocol
	AD 6.7.1.2
	O
	
	


ULP Protocol Interface

	Item
	Function
	Reference
	Status
	Requirement
	Support

	ULP-B-C-001
	ULP encoding
	ULP 5
	M
	
	

	ULP-B-C-002
	ULP transport
	ULP 6
	M
	
	

	ULP-B-C-003
	Support of TCP/IP port number
	ULP 6.1
	M
	
	

	ULP-B-C-004
	Support of WAP Push
	ULP 6.2
	M
	
	

	ULP-B-C-005
	Support of MT SMS
	ULP 6.3
	M
	
	


ULP Messages

	Item
	Function
	Reference
	Status
	Requirement
	Support

	ULP-C-C-001
	Support of SUPL INIT
	ULP 6, 7, 8
	M
	
	

	ULP-C-C-002
	Support of SUPL START
	ULP 6, 7, 8
	M
	
	

	ULP-C-C-003
	Support of SUPL RESPONSE
	ULP 6, 7, 8
	M
	
	

	ULP-C-C-004
	Support of SUPL POS INIT
	ULP 6, 7, 8
	M
	
	

	ULP-C-C-005
	Support of SUPL POS
	ULP 6, 7, 8
	O
	
	

	ULP-C-C-006
	Support of SUPL END
	ULP 6, 7, 8
	M
	
	

	ULP-C-C-007
	Support of SUPL AUTH REQ
	ULP 6, 7, 8
	O
	
	

	ULP-C-C-008
	Support of SUPL AUTH RESP
	ULP 6, 7, 8
	O
	
	


Support of Parameters for Optional Functions in SET 

	Item
	Function
	Reference
	Status
	Requirement
	Support

	ULP-D-C-001
	Support of qoP in SUPL INIT
	ULP 6, 7, 8
	O
	
	

	ULP-D-C-002
	Support of qoP in SUPL START
	ULP 6, 7, 8
	O
	
	

	ULP-D-C-003
	Support of position in SUPL POS INIT
	ULP 6, 7, 8
	O
	
	

	ULP-D-C-004
	Support of requestedAssistData in SUPL POS INIT
	ULP 6, 7, 8
	O
	
	

	ULP-D-C-005
	Support of reception of velocity
	ULP 6, 7, 8
	O
	
	

	ULP-D-C-006
	Support of sending of velocity
	ULP 6, 7, 8
	O
	
	

	ULP-D-C-007
	Support of notification in SUPL INIT
	ULP 6,7,8
	O
	
	


Appendix A. Change History
(Informative)

A.1 Approved Version History

	Reference
	Date
	Description

	n/a
	n/a
	No prior version –or- No previous version within OMA


A.2 Draft Version <current version> History

	Document Identifier
	Date
	Sections
	Description

	OMA-ICS-SUPL-V1_0-20060109-D
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