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1 Reason for Change

The procedures relating to “Answer Mode” have changed in the latest PoC Technical Specifications requiring modifications to the Client conformance test cases relating to “Termination Procedures”.

This CR provides corrections to that test case which is included in GCF WI-20.

Typographic corrections to test case –con-C0304 are also included in this CR.

Note: Another CR will be raised to correct those Client conformance test cases, relating to “Termination Procedures”, which are not in GCF WI-20.

2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Approve the proposed modification to the POC 1.0 Conformance ETS.

6 Detailed Change Proposal

Change 1:  Correction to PoC-1.0–con-C-152

5.2.1.1.2 PoC-1.0-con-C-0152 – Automatic Answer Mode / Manual Answer Mode Set in PoC Client

	Test Case ID
	PoC-1.0-con-C-0152

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client when set to Manual Answer mode and receiving a SIP INVITE which contains the Answer-Mode header set to “Auto” will correctly follow the procedures for manual answer.
Note:  This test case tests unexpected condition handling by the Client.  This combination of PoC Service setting and Answer-Mode header is not permitted according to requirements placed upon the PoC Server.

	Specification Reference
	[OMA-PoC-CP] 6.2.1.3

	SCR Reference
	PoCCPSpec-CTP-C-001, PoCCPSpec-CTP-C-002, PoCCPSpec-CTP-C-004

	Tool
	PoC Conformance Test Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0152

	Preconditions
	
Support for Manual Answer mode.
The Answer Mode PoC Service Setting of the PoC Client is set to manual-answer.

	Test Procedure
	1. The Test tool initiates a 1-to-1 PoC Session to PoC User1.

2. The Test tool sends an INVITE message to PoC Client containing the Answer-Mode header set to “Auto” and at least one of the supported codec by the Client is offered.

3. The PoC Client sends a SIP 180 'Ringing' response to the Test tool.

4. The “PoC User1” accepts the PoC Session Invitation.

5. The PoC Client sends a SIP 200 ‘OK’ response to the Test tool.



	Pass Criteria
	3a. The Test tool receives a SIP 180 ‘Ringing’ response message.

3b. Server header indicates the PoC release version.

3c. Require header contains the option tag 'timer'.

3d. The Authenticated Originator’s PoC Address is provided in the P-Preferred-Identity header.

3e. The PoC feature-tag “+g.poc.talkburst” is included in the Contact header.

5a. The Test tool receives a SIP 200 “OK” response message.

5b. Server header indicates the PoC release version.

5c. Require header contains the option tag 'timer'.

5d. Session-Expires header contains refresher parameter set to 'uas'.

5e. The Authenticated Originator’s PoC Address is provided in the P-Preferred-Identity header.       

5f. The PoC feature-tag “+g.poc.talkburst” is included in the Contact header.

5g. The message includes a MIME SDP body as a SDP answer containing:

              - The IP address and port number at the PoC Client for the RTP     Session.

             - The codec(s) and Media Parameters acceptable by the PoC Client for the PoC Service selected from those in the SDP offer contained in the incoming SIP INVITE request.

             - Talk Burst Control Protocol(s) and Talk Burst parameters selected from those in the SDP offer contained in the SIP INVITE request.

             - The port number(s) to be used for the Talk Burst Control Protocol(s).


Change 2:  Correction to PoC-1.0–con-C-304

6.1.1 PoC-1.0-con-C-0304 – Talk burst control protocol message composition 

	Test Case ID
	PoC-1.0-con-C-0304

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client sends RTCP compound packets containing only the mandatory items in RTCP

	Specification Reference
	[OMA-PoC-UP] 5.4,  [RFC768], –[RFC3550]

	SCR Reference
	PoC_UserPlaneV1-UTR-C-006, PoC_UserPlaneV1-UTR-C-011.

	Tool
	PoC Conformance Test Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0304

	Preconditions
	PoC Client supports quality feedback 

PoC Client support only mandatory parts of RTCP

	Test Procedure
	1.
PoC User initiates PoC On-demand session by pressing PoC button

2.
PoC Client sends SIP INVITE 

3.
PoC Client receives Talk Burst Granted

4.
PoC Client is sending RTP media packets

5.
PoC User releases PoC button

6.
PoC Client sends TBCP Talk Burst Release message

7.
PoC Client compiles a sender report packet and sends the RTCP SR compound packet

8.
PoC Client receives RTCP RR compound packet

9.
PoC Client receives Talk Burst Taken message

10.
PoC Client receives RTP media packet

11.
PoC Client receives Talk Burst Idle message and sends Talk Burst Idle notification to PoC User

12.
PoC Client receives a RTCP SR compound packet

13.
PoC Client compiles a receiver report packet and sends the RTCP RR compound packet.



	Pass Criteria
	2.
PoC Client has PoC Session established 

3. 
PoC User receives Right to Speak indication

6.
TBCP Talk Burst Release messages is sent as RTCP APP packet

7.
Compound message is sent according to [RFC3550]. The SR packet includes 3 sections like header, sender information and zero or more reception report blocks, according to [RFC3550]. The SDES item includes the header and the mandatory CNAME item according to [RFC3550] 

13.
Compound message is sent according to [RFC3550]. The RR packet includes 3 sections like header, sender information and zero or more reception report blocks, according to [RFC3550]. The SDES item includes the header according to [RFC3550]
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