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1 Reason for Change

This CR is intended to test conformance to the different MMS message classes. 
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended to agree on the following new test case in order to prove the above mentioned functionality. 

6 Detailed Change Proposal

MMS-1.3-int-XXX - Video Rich - Message with multiple slides and content
	Test Case Id
	MMS-1.3-int-XXX

	Test Object
	Client A, Client B and MMSC server

	Test Case Description
	The purpose is to verify that a message in Video Rich Content Class with multiple slides and multiple content and a size under 300k can be sent from Client A to Client B and that the received message is reasonably presented.

	Specification Reference
	MMSCONF 12

	SCR Reference
	MMSCONF-CMO-C-002

	Tool
	

	Test Code
	

	Preconditions
	-Client A
   Setting:
      Content Class set to Video Rich

-Client B

-MMSC

	Test Procedure
	1. In client A, create a new MM.

2. In MM header: To-field is set to Client B.

3. In MM content: In the message body, create the following three pages:
- Page 1, enter text as in file Generic_Text.txt, add the file/object JPG640x480-100k.jpg, add the file/object audio70k.amr and specify page.
- Page 2, enter the text as in file USASCII.txt, add the file/object GIF640x480.gif, add the file/object audio2.amr.
- Page 3, enter the text Generic_Text.txt, add the file/object video-50k.3gp. 
4. In client A, send MM to Client B.

5. In Client B, receive and open the MM.

6. Verify the pass criteria below.

	Pass Criteria
	Client B has received the message and the received message with its content is reasonable presented.


MMS-1.3-int-XXX - Image Rich - Message with multiple slides and content

	Test Case Id
	MMS-1.3-int-XXX

	Test Object
	Client A, Client B and MMSC server

	Test Case Description
	The purpose is to verify that a message in Image Rich Content Class with multiple slides and multiple content and a size under 100k can be sent from Client A to Client B and that the received message is reasonably presented.

	Specification Reference
	MMSCONF 12

	SCR Reference
	MMSCONF-CMO-C-002

	Tool
	

	Test Code
	

	Preconditions
	-Client A
   Setting:
      Content Class set to Image Rich

-Client B

-MMSC

	Test Procedure
	1. In client A, create a new MM.

2. In MM header: To-field is set to Client B.

3. In MM content: In the message body, create the following three pages:
- Page 1, enter text as in file Generic_Text.txt, add the file/object JPG320x240-40k.jpg, add the file/object audio10k.amr and specify page.
- Page 2, enter the text as in file USASCII.txt, add the file/object GIF320x240-30.gif, add the file/object sp-midi-10.mid
- Page 3, enter the text Generic_Text.txt, add the file/object WBMP_80x60.wbmp. 
4. In client A, send MM to Client B.

5. In Client B, receive and open the MM.

6. Verify the pass criteria below.

	Pass Criteria
	Client B has received the message and the received message with its content is reasonable presented.


MMS-1.3-int-XXX – Mega pixel - Message size 600k and multiple objects 
	Test Case Id
	MMS-1.3-int-XXX

	Test Object
	Client A, Client B and MMSC server

	Test Case Description
	The purpose is to verify that a message in Mega Pixel Content Class with a size under 600k can be sent from Client A to Client B and that the received message is reasonably presented.

	Specification Reference
	MMSCONF 12

	SCR Reference
	MMSCONF-MPC-C-009

	Tool
	

	Test Code
	

	Preconditions
	-Client A
   Setting:
      Content Class set to Mega Pixel and the capability to send a max MM size of 600 kB
-Client B

-MMSC

	Test Procedure
	1. In client A, create a new MM.

2. In MM header: To-field is set to Client B.

3. In MM content: In the message body, create the following two pages:
- Page 1, enter text as in file Generic_Text.txt, add the file/object JPG1600x1200-300k.jpg, 
- Page 2, enter the text as in file USASCII.txt, add the file/object video_300k.3gp. 
4. In client A, send MM to Client B.

5. In Client B, receive and open the MM.

6. Verify the pass criteria below.

	Pass Criteria
	Client B has received the message and the received message with its content is reasonable presented.


MMS-1.3-int-XXX – Mega pixel - Message size 600k and single objects 

	Test Case Id
	MMS-1.3-int-XXX

	Test Object
	Client A, Client B and MMSC server

	Test Case Description
	The purpose is to verify that a message in Mega Pixel Content Class with a size under 600k can be sent from Client A to Client B and that the received message is reasonably presented.

	Specification Reference
	MMSCONF 12

	SCR Reference
	MMSCONF-MPC-C-009

	Tool
	

	Test Code
	

	Preconditions
	-Client A
   Setting:
      Content Class set to Mega Pixel and the capability to send a max MM size of 600 kB

-Client B

-MMSC

	Test Procedure
	7. In client A, create a new MM.

8. In MM header: To-field is set to Client B.

9. In MM content: Add the file/object video-600k.3gp to the message. 

10. In client A, send MM to Client B.

11. In Client B, receive and open the MM.

12. Verify the pass criteria below.

	Pass Criteria
	Client B has received the message and the received message with its content is reasonable presented.
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