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1 Reason for Change

This CR updates Enabler Test Guidelines for PoC by proposing content to the section 5.1 “Test Infrastructure Requirements” 
2 Impact on Backward Compatibility

N/A

3 Impact on Other Specifications

N/A.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is proposed to the working group to adopt the proposed changes
6 Detailed Change Proposal

5.1 Test Infrastructure Requirements

Multiple components of the test infrastructure are required to support comprehensive PoC enabler testing as specified in sections 4.3.and 4.4 of this document.
The high level diagram of the test network is depicted below:
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Figure: Test Fest Network

From the perspective of the PoC Enabler connectivity required for testing the high level diagram can be viewed as follows:
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Blue lines represent connections running the XCAP protocol 

between these entities. These can be connected via an 
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between entities, etc.  


Figure: Test Fest PoC Enabler connectivity



Based on these diagrams the required networks infrastructure components are:

· Wireless access network for handset connectivity

· Lan access network for wired clients connectivity

· Local IP backbone (routers/switches) for interconnecting test equipment and required infrastructure components
· SIP/IP Core for control and user plane message routing. Multiple (at least two) SIP/IP cores are required for network-to-network PoC enabler interface testing

· DNS server(s), not shown on the diagram 

· IP connectivity to offsite servers
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Blue lines represent connections running the XCAP protocol between these entities. These can be connected via an intranet, internet, local IP backbone, direct connections between entities, etc.  



