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1 Reason for Change

As a result of over-lapping CRs and the resolving of missing reference content during document editing the following two test cases were modified in such a way that the SCR item MMSCONF-RTX-C-006 (the subject of agreed CR IOP-MEC-23006-0008-) is no longer tested because the intended reference content file is no longer called up by the test procedure.

MMS-1.3-con-250

MMS-1.3-con-251

2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Approved the proposed correction to the MMS 1.3 ETS.

6 Detailed Change Proposal

Modify test cases MMS-1.3-con-250 and MMS-1.3-con-251 to provide a test of SCR item MMSCONF-RTX-C-006.

Note: There is no difference in the Rich Text requirements for Content  Basic and Content Rich – so a common reference content file will fulfil the purpose.

Change 1:  Modify existing test case descriptions

5.2.4.1 Class Content Basic

5.2.4.1.1 MMS-1.3-con-250 – Retrieval and presentation of content basic class

	Test Case Id
	MMS-1.3-con-250

	Test Object
	Client B

	Test Case Description
	The purpose is to verify that a MM belonging to the content basic class is correctly received by Client B and that the message is reasonably presented. 

Verification is done by sending the message from a Test Tool to Client B, and observe how the message is presented.

	Specification Reference
	[MMSCONF] Chapter 7 

	SCR Reference
	MMSCONF-CBC-C-001, MMSCONF-CBC-C-002,

MMSCONF-RTX-C-006, MMSE-C-072

	Tool
	MMS Conformance tool

	Test Code
	Validated test code for test case MMS-1.3-con-250

	Preconditions
	--Client B

Capability to receive content basic class messages

	Test Procedure
	1. In Test Tool, send MM notification to Client B.

2. In Client B, receive the MM notification and retrieve  the MM.

3. Verify the pass criteria below.

	Pass Criteria
	Client B has received the message and all pages with the content belonging to content basic class are reasonably presented.


MM Content specific to this Test Case.

	MM Content:
	MMS Headers:
	To
<address of Client B>

	
	MMS Content: 
	Multi-part structure with the following sections:

· 1st SMIL page (4 sec) 

· Rich-text.html 

· JPG640x480.jpg

· 2nd SMIL page (8 sec)

· AnimatedGIF89a_640X480.gif

· Text_UTF-8.txt

· audio.mid

· 3rd SMIL page (13 sec)

· WBMP_640x480.wbmp

· Text_us-ascii.txt

· AMRaudioNB.amr


5.2.4.2 Class Content Rich

5.2.4.2.1 MMS-1.3-con-251 – Retrieval and presentation of content rich class

	Test Case Id
	MMS-1.3-con-251

	Test Object
	Client B

	Test Case Description
	The purpose is to verify that a MM belonging to the content rich class is correctly received by Client B and that the message is reasonably presented. 

Verification is done by sending the message from a Test Tool to Client B, and observe how the message is presented.

	Specification Reference
	[MMSCONF] Chapter 7 

	SCR Reference
	MMSCONF-CRC-C-001, MMSCONF-CRC-C-002

MMSCONF-RTX-C-006, MMSE-C-072

	Tool
	MMS Conformance tool

	Test Code
	Validated test code for test case MMS-1.3-con-251

	Preconditions
	--Client B

Capability to receive content rich class messages

	Test Procedure
	1. In Test Tool, send MM notification to Client B.

2. In Client B, receive the MM notification and retrieve the MM.

3. Verify the pass criteria below.

	Pass Criteria
	Client B has received the message and all pages with the content belonging to content rich class are reasonably presented.


MM Content specific to this Test Case.

	MM Content:
	MMS Headers:
	To
<address of Client B>

	
	MMS Content: 
	Multipart structure with the following sections:

· 1st SMIL page (4 sec) 

· Rich-text.html 

· JPG1600x1200.jpg

· 2nd SMIL page (8 sec)

· ContentRich.svg

· Text_UTF-8.txt

· EnhancedAACplusAudio.aac

· 3rd SMIL page (13 sec)

· ContentRich600k.3gp


Change 2:  Add XHTML reference content file

Add the attached reference content file (which is reproduced below for ease of reference):  Rich-text.html

<?xml version="1.0" encoding="UTF-8"?>

<!DOCTYPE html PUBLIC "-//WAPFORUM//DTD XHTML Mobile 1.0//EN"

"http://www.wapforum.org/DTD/xhtml-mobile10.dtd">

<html xmlns="http://www.w3.org/1999/xhtml">

<head><title>Rich Text using glyphs from the upper half of ISO8859-1</title></head>

<body>

<p>French ê has a roof over the e. German ü is a u with two dots. Portuguese ã is an a with a ~ (tilde) above.</p>

</body>

</html>

Note:

This reference content file is saved in UTF-8 format as specified in the XML document header.  However, most PC utilities (browsers, etc) do not handle the UTF-8 properly.  Therefore, a version of the file for viewing on the PC has also been supplied.

This reference content file is the same as the file of the same name contained in the proposed new reference content attached to input contribution OMA-IOP-MEC-2006-0136R01-MMS-1.3-IC-RefContent.
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