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1. SUPL Conformance Test Cases

1.1 Client Conformance Testing, Network Initiated
< Editor’s note: proposed test case numbers in brackets - to be deleted later)
1.1.1 Basic Functionality

1.1.1.1 Version. 

1.1.1.1.1 SUPL-1.0-con-000 - Compatible Versions.

	Test Case Id
	SUPL-1.0-con-000

	Test Object
	Client

	Test Case Description
	To test SET correctly accepts compatible Version numbers in SUPL messages

	Specification Reference
	ULP 5, 6, 7, 8

	SCR Reference
	ULP-B-C-001, ULP-B-C-002, ULP-B-C-003

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	Test 1:
1. Set the Version number supported in the Conformance Test Tool to a higher Min and Serv ind than that supported by the SET

2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL INIT to the SET ensure the SET responds with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) and the Location Session completes successfully.

Test 2:
4. If applicable repeat test from step 1 to step 3 with the Min and Serv ind set to lower values than the maximum values supported by the SET

	Pass-Criteria
	Test 1 and 2:
1. At step 3 the SET shall respond with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) with the correct Version number supported by the SET


1.1.1.1.2 SUPL-1.0-con-001 - Unsupported Version.

	Test Case Id
	SUPL-1.0-con-001

	Test Object
	Client

	Test Case Description
	To test SET correctly rejects unsupported Version number in SUPL messages

	Specification Reference
	ULP 5, 6, 7, 8

	SCR Reference
	ULP-B-C-001, ULP-B-C-002, ULP-B-C-003

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Set the Version number supported in the Conformance Test Tool to a higher Maj than that supported by the SET.

2. Start a NI Location Session.

3. After the Conformance Test Tool sends SUPL INIT to the SET, ensure the SET responds with SUPL END with Status Code set to versionNotSupported and a correctly calculated Ver parameter.
4. The Location Session ends and the SET should release the secure IP connection.

	Pass-Criteria
	1. At step 3 the SET shall respond with SUPL END with Status Code set to versionNotSupported and a correctly calculated Ver parameter.

2. At step 4 the SET shall release the secure IP connection.


1.1.1.2 Session ID. 

1.1.1.2.1 SUPL-1.0-con-002 - Correct Session ID.

	Test Case Id
	SUPL-1.0-con-002

	Test Object
	Client

	Test Case Description
	To test SET correctly actions Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-B-C-001, ULP-B-C-002, ULP-B-C-003

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Set the SLP Session ID in the Conformance Test Tool to a valid value with the SLP ID using the Parameter type IPAddress, IPv4.
2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL INIT to the SET ensure the SET responds with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) with a correct full Session ID and the Location Session completes successfully.

4. Repeat step 1 through step 3 with the SLP ID using the Parameter type IPAddress, IPv6.

5. Repeat step 1 through step 3 with the SLP ID using the Parameter type FQDN.

	Pass-Criteria
	1. At step 3 in each case the SET shall respond with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) with a correct full Session ID


1.1.1.2.2 SUPL-1.0-con-003 - Incorrect SET Session ID.

	Test Case Id
	SUPL-1.0-con-003

	Test Object
	Client

	Test Case Description
	To test SET correctly rejects an incorrect SET Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-B-C-001, ULP-B-C-002, ULP-B-C-003

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Start a NI Location Session.

2. After the SET sends SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) to the Conformance Test Tool, send SUPL POS (proxy mode) or SUPL AUTH RESP (non- proxy mode) from the Conformance Test Tool to the SET with an incorrect value of Session ID in the SET Session ID field (i.e. set Session ID to a different value from that received from the SET)

3. Ensure the SET responds with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

4. The Location Session ends and the SET should release the secure IP connection.
5. Repeat step 1 through step 4, but at step 2 instead use an incorrect value of SET ID in the SET Session ID field (i.e. set SET ID to a different value or a different parameter type from that received from the SET)

	Pass-Criteria
	1. At step 3 in both cases the SET shall respond with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

2. At step 4 in both cases the SET shall release the secure IP connection.


1.1.1.2.3 SUPL-1.0-con-004 - Incorrect SLP Session ID.

	Test Case Id
	SUPL-1.0-con-004

	Test Object
	Client

	Test Case Description
	To test SET correctly rejects an incorrect SLP Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-B-C-001, ULP-B-C-002, ULP-B-C-003

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Start a NI Location Session.

2. After the SET sends SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) to the Conformance Test Tool, send SUPL POS (proxy mode) or SUPL AUTH RESP (non- proxy mode) from the Conformance Test Tool to the SET with an incorrect value of Session ID in the SLP Session ID field (i.e. set Session ID to a different value from that used in the SUPL INIT message)

3. Ensure the SET responds with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

4. The Location Session ends and the SET should release the secure IP connection.
5. Repeat step 1 through step 4, but at step 2 instead use an incorrect value of SLP ID in the SLP Session ID field (i.e. set SLP ID to a different value or a different parameter type from that used in the SUPL INIT message)

	Pass-Criteria
	1. At step 3 in both cases the SET shall respond with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

2. At step 4 in both cases the SET shall release the secure IP connection.


1.1.2 Initiation of SUPL session by SLP
1.1.2.1 Support of WAP Push and MT SMS
1.1.2.1.1 SUPL-1.0-con-010 - WAP Push and, or MT SMS support.

	Test Case Id
	SUPL-1.0-con-010

	Test Object
	Client

	Test Case Description
	To test SET correctly supports WAP Push and, or MT SMS

	Specification Reference
	ULP 6

	SCR Reference
	ULP-C-C-001, ULP-A-C-007, ULP-A-C-008, ULP-B-C-004, ULP-B-C-005

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	Test 1: WAP Push Access Protocol supported by the SET 
1. Start a NI Location Session using WAP Push Access Protocol if supported by the SET.
2. Ensure the Location Session completes successfully.

Test 2: MT SMS supported by the SET 
3. Repeat the test from step 1 to step 2 using MT SMS if supported by the SET.

	Pass-Criteria
	Test 1 and 2:

1. At step 2 the Location Session shall complete successfully.


1.1.2.1.2 SUPL-1.0-con-013 - Incorrect WAP Push message content.

	Test Case Id
	SUPL-1.0-con-013

	Test Object
	Client

	Test Case Description
	To test SET correctly rejects incorrect WAP Push message content

	Specification Reference
	ULP 5.1

	SCR Reference
	ULP-C-C-001, ULP-A-C-007, ULP-A-C-008, ULP-B-C-004, ULP-B-C-005

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: SET supports WAP Push

	Test Procedure
	1. Start a NI Location Session using WAP Push Access Protocol with incorrect content type in the WAP Push (i.e. set the content type to some other value than application/oma-supl-ulp).
2. Ensure the SET does not respond.

3. Repeat step 1 through step 2 using incorrect application id in the WAP Push (i.e. set the application id to some other value than ulp.ua).

	Pass-Criteria
	1. At step 2 in each case the SET shall not respond


1.1.2.1.3 SUPL-1.0-con-014 - Incorrect MT SMS message content.

	Test Case Id
	SUPL-1.0-con-014

	Test Object
	Client

	Test Case Description
	To test SET correctly rejects incorrect MT SMS message content

	Specification Reference
	ULP 5.1

	SCR Reference
	ULP-C-C-001, ULP-A-C-007, ULP-A-C-008, ULP-B-C-004, ULP-B-C-005

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: SET supports MT SMS

	Test Procedure
	Test 1: GSM/WCDMA SET:

1. For a SET supporting GSM/WCDMA, start a NI Location Session using MT SMS with incorrect port number in the MT SMS (i.e. set the port number to some other value than oma-ulp 59910/tcp OMA User Plane Location Protocol).
2. Ensure the SET does not respond.

Test 2: CDMA SET:

3. For a SET supporting CDMA, start a NI Location Session using MT SMS with incorrect dedicated Teleservice Identifier in the MT SMS (i.e. set the dedicated Teleservice Identifier to some other value than 4115).
4. Ensure the SET does not respond.

	Pass-Criteria
	Test 1 and 2:

1. At step 2 for GSM/WCDMA or step 4 for CDMA the SET shall not respond


1.1.2.2 SLP Mode
1.1.2.2.1 SUPL-1.0-con-011 - Proxy and, or Non-Proxy mode support.

	Test Case Id
	SUPL-1.0-con-011

	Test Object
	Client

	Test Case Description
	To test SET correctly supports Proxy and, or Non-proxy mode

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-C-C-001, ULP-A-C-007, ULP-A-C-008, ULP-B-C-004, ULP-B-C-005

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	Test 1: SET supports Proxy mode:

1. Start a NI Location Session with SLP Mode in the SUPL INIT message set to Proxy mode if Proxy mode is supported by the SET.
2. Ensure the Location Session completes successfully.

Test 2: SET supports Non-proxy mode:

3. Repeat the test from step 1 to step 2 with SLP Mode in the SUPL INIT message set to Non-proxy mode if Non-proxy mode is supported by the SET.

	Pass-Criteria
	Test 1 and 2:

1. At step 2 the Location Session shall complete successfully.


1.1.2.2.2 SUPL-1.0-con-012 - Proxy or Non-Proxy mode not supported by SET.

	Test Case Id
	SUPL-1.0-con-012

	Test Object
	Client

	Test Case Description
	To test SET correctly actions non-support of Proxy or Non-proxy mode

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-C-C-001, ULP-A-C-007, ULP-A-C-008, ULP-B-C-004, ULP-B-C-005

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	Test 1: SET does not support Proxy mode:

1. Start a NI Location Session with SLP Mode in the SUPL INIT message set to Proxy mode if Proxy mode is not supported by the SET. 
2. Ensure the SET responds to the SUPL INIT message with SUPL END with Status Code set to proxyModeNotSupported.
3. The Location Session ends and the SET should release the secure IP connection.
Test 2: SET does not support Non-proxy mode:

4. Start a NI Location Session with SLP Mode in the SUPL INIT message set to Non-proxy mode if Non-proxy mode is not supported by the SET. 
5. Ensure the SET responds to the SUPL INIT message with SUPL END with Status Code set to nonProxyModeNotSupported.

6. The Location Session ends and the SET should release the secure IP connection.



	Pass-Criteria
	Test 1:

1. At step 2 the SET shall respond with SUPL END with Status Code set to proxyModeNotSupported. The SET shall also send a correctly calculated Ver parameter.

2. At step 3 the SET shall release the secure IP connection.
Test 2:

3. At step 5 the SET shall respond with SUPL END with Status Code set to nonProxyModeNotSupported. The SET shall also send a correctly calculated Ver parameter.

4. At step 6 the SET shall release the secure IP connection.


1.1.3 Establishment and termination of secure session for SUPL session
1.1.3.1 MAC and Key Identity
1.1.3.1.1 SUPL-1.0-con-020 - Correct MAC and Key Identity.

	Test Case Id
	SUPL-1.0-con-020

	Test Object
	Client

	Test Case Description
	To test SET correctly supports MAC and Key Identity

	Specification Reference
	ULP 6, 7, 8, AD 7

	SCR Reference
	ULP-A-C-001, ULP-A-C-002, ULP-A-C-003, ULP-A-C-004, ULP-A-C-005, ULP-A-C-006, ULP-C-C-001

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: For 3GPP SETs, the SET shall support PSK-TLS. Ensure SET is provisioned with a MAC_KEYID known to the Conformance Test Tool

	Test Procedure
	1. Start a NI Location Session with the MAC and Key Identity fields in the SUPL INIT message set to valid values.
2. Ensure the Location Session completes successfully.

	Pass-Criteria
	1. At step 2 the Location Session shall complete successfully.


1.1.3.1.2 SUPL-1.0-con-021 - Incorrect MAC.

	Test Case Id
	SUPL-1.0-con-021

	Test Object
	Client

	Test Case Description
	To test SET correctly rejects an incorrect MAC

	Specification Reference
	ULP 6, 7, 8, AD 7

	SCR Reference
	ULP-A-C-001, ULP-A-C-002, ULP-A-C-003, ULP-A-C-004, ULP-A-C-005, ULP-A-C-006, ULP-C-C-001

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: For 3GPP SETs, the SET shall support PSK-TLS. Ensure SET is provisioned with a MAC_KEYID known to the Conformance Test Tool

	Test Procedure
	1. Start a NI Location Session with an incorrect value of MAC field (e.g. by inverting the final bit of the field) and correct Key Identity field in the SUPL INIT message.
2. For a 3GPP SET ensure the Location Session completes successfully or for a 3GPP2 SET ensure the SET does not respond to the SUPL INIT message.

	Pass-Criteria
	1. At step 2 for a 3GPP SET the Location Session shall complete successfully, for a 3GPP2 SET the SET shall not respond to the SUPL INIT message.


1.1.3.1.3 SUPL-1.0-con-022 - Incorrect Key Identity.

	Test Case Id
	SUPL-1.0-con-022

	Test Object
	Client

	Test Case Description
	To test SET correctly rejects an incorrect Key Identity

	Specification Reference
	ULP 6, 7, 8, AD 7

	SCR Reference
	ULP-A-C-001, ULP-A-C-002, ULP-A-C-003, ULP-A-C-004, ULP-A-C-005, ULP-A-C-006, ULP-C-C-001

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: For 3GPP SETs, the SET shall support PSK-TLS. Ensure SET is provisioned with a MAC_KEYID known to the Conformance Test Tool. For a 3GPP2 SET ensure SET is also provisioned with another key such as KEYID2 known to the Conformance Test Tool.

	Test Procedure
	Test 1: 3GPP SET:

1. Start a NI Location Session with a correct value of MAC field and a value of Key Identity in the Key Identity field that is not stored in the SET (e.g. by inverting the final bit of the field) in the SUPL INIT message.
2. For a 3GPP SET ensure the Location Session completes successfully.

Test 2: 3GPP2 SET: 
3. Start a NI Location Session with a correct value of MAC field and a value of Key Identity in the Key Identity field that is not stored in the SET (e.g. by inverting the final bit of the field) in the SUPL INIT message.
4. For a 3GPP2 SET ensure the SET does not respond to the SUPL INIT message.

5. For a 3GPP2 SET repeat step 3 through step 4 using a value of Key Identity which is stored in the SET but which was not used to generate the MAC (e.g. use the value of KEYID2).

	Pass-Criteria
	Test 1:

1. At step 2 for a 3GPP SET the Location Session shall complete successfully
Test 2:

2. At step 4, for a 3GPP2 SET in both cases the SET shall not respond to the SUPL INIT message.


NEXT CHANGED SECTION
1.1.4 Choice of Positioning method and Protocol

1.1.4.1 Positioning Method
1.1.4.1.1 SUPL-1.0-con-030 - Common Positioning method.

	Test Case Id
	SUPL-1.0-con-030

	Test Object
	Client

	Test Case Description
	To test SET correctly accepts common Positioning method

	Specification Reference
	ULP 6, 7, 8. AD 6.3.3

	SCR Reference
	ULP-C-C-001, ULP-C-C-002, ULP-C-C-003, ULP-C-C-004, ULP-A-C-011, ULP-A-C-012, ULP-A-C-013, ULP-A-C-014, ULP-A-C-015, ULP-A-C-016, ULP-A-C-017, ULP-A-C-018

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: The SET supports at least one Positioning method other than Location ID (Cell ID)

	Test Procedure
	1. In the Conformance Test Tool  set the Positioning method to be used  in the SUPL INIT message to the first value in the table below that corresponds to a Positioning technology supported by the SET

2. Start a NI Location Session

3. When the SET responds with SUPL POS INIT ensure the details of the SET capabilities parameter are consistent with the known Positioning technologies supported by the SET

4. Ensure the Location Session completes successfully using the Positioning method defined in step 1.

5. If applicable repeat step 1 through step  4 with  the Positioning method to be used  in the SUPL INIT message set to each other value in the table below corresponding to a Positioning technology that is supported by the SET

	Pass-Criteria
	1. At step 3 in all cases the details of the SET capabilities parameter in the SUPL POS INIT message shall be consistent with the known Positioning technologies supported by the SET.

2. At step 4 in all cases the Location Session shall complete successfully using the Positioning method defined in Step 1.


	Test #
	Positioning technology supported by SET
	Positioning Method to be used in SUPL INIT message

	Test 1
	A-GPS SET assisted
	A-GPS SET assisted only

	Test 2
	A-GPS SET based
	A-GPS SET based only

	Test 3
	Autonomous GPS
	Autonomous GPS

	Test 4
	AFLT
	AFLT

	Test 5
	Enhanced Cell / sector
	Enhanced Cell / sector

	Test 6
	EOTD
	EOTD

	Test 7
	OTDOA
	OTDOA


Table Positioning methods
1.1.4.1.2 SUPL-1.0-con-031 - Preferred or fallback Positioning method.

	Test Case Id
	SUPL-1.0-con-031

	Test Object
	Client

	Test Case Description
	To test SET correctly accepts preferred or fallback Positioning method

	Specification Reference
	ULP 6, 7, 8. AD 6.3.3

	SCR Reference
	ULP-C-C-001, ULP-C-C-002, ULP-C-C-003, ULP-C-C-004, ULP-A-C-011, ULP-A-C-012, ULP-A-C-013, ULP-A-C-014, ULP-A-C-015, ULP-A-C-016, ULP-A-C-017, ULP-A-C-018

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: The SET supports either or both A-GPS SET assisted and A-GPS SET based Positioning methods

	Test Procedure
	1. In the Conformance Test Tool  set the Positioning method to be used  in the SUPL INIT message to A-GPS SET assisted preferred (A-GPS SET based is the fallback mode)
2. Start a NI Location Session

3. When the SET responds with SUPL POS INIT ensure the details of the SET capabilities parameter are consistent with the known Positioning technologies supported by the SET

4. Ensure the Location Session completes successfully using the  Positioning method defined in the table below , depending on the Positioning technology(ies) supported by the SET and the Positioning method  used  in the SUPL INIT message

5. Repeat  step 1 through step  4 with  the Positioning method to be used  in the SUPL INIT message set to A-GPS SET based preferred (A-GPS SET assisted is the fallback mode)

	Pass-Criteria
	1. At step 3 the details of the SET capabilities parameter in the SUPL POS INIT message shall be consistent with the known Positioning technologies supported by the SET.

2. At step 4 in both cases the Location Session shall complete successfully using the Positioning method defined in the table below, depending on the Positioning technology(ies) supported by the SET and the Positioning method used in the SUPL INIT message.




	Test #
	Positioning technology supported by SET
	Positioning Method used in SUPL INIT message
	Positioning method used for Location Session

	Test 1
	A-GPS SET assisted only
	A-GPS SET assisted preferred (A-GPS SET based is the fallback mode)
	A-GPS SET assisted

	
	
	A-GPS SET based preferred (A-GPS SET assisted is the fallback mode)
	A-GPS SET assisted

	Test 2
	A-GPS SET based only
	A-GPS SET assisted preferred (A-GPS SET based is the fallback mode)
	A-GPS SET based

	
	
	A-GPS SET based preferred (A-GPS SET assisted is the fallback mode)
	A-GPS SET based

	Test 3
	Both A-GPS SET assisted and A-GPS SET based
	A-GPS SET assisted preferred (A-GPS SET based is the fallback mode)
	A-GPS SET assisted

	
	
	A-GPS SET based preferred (A-GPS SET assisted is the fallback mode)
	A-GPS SET based


Table Positioning methods

1.1.4.1.3 SUPL-1.0-con-032 - No common Positioning method.

	Test Case Id
	SUPL-1.0-con-032

	Test Object
	Client

	Test Case Description
	To test SET correctly responds if no common Positioning method is available

	Specification Reference
	ULP 6, 7, 8. AD 6.3.3

	SCR Reference
	ULP-C-C-001, ULP-C-C-002, ULP-C-C-003, ULP-C-C-004, ULP-A-C-011, ULP-A-C-012, ULP-A-C-013, ULP-A-C-014, ULP-A-C-015, ULP-A-C-016, ULP-A-C-017, ULP-A-C-018

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. In the Conformance Test Tool  set the Positioning method to be used  in the SUPL INIT message to a value from the table below that corresponds to a Positioning technology not supported by the SET

2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL INIT to the SET, ensure the SET responds with SUPL END with Status Code set to posMethodMismatch.

4. The Location Session ends and the SET should release the secure IP connection.
Note that this test only requires to be run for one value from the table below

	Pass-Criteria
	1. At step 3 the SET shall respond with SUPL END with Status Code set to posMethodMismatch.

2. At step 4 the SET shall release the secure IP connection.


	Test #
	Positioning Method to be used in SUPL INIT message

	Test 1
	A-GPS SET assisted only

	Test 2
	A-GPS SET based only

	Test 3
	Autonomous GPS

	Test 4
	AFLT

	Test 5
	Enhanced Cell / sector

	Test 6
	EOTD

	Test 7
	OTDOA


Table Positioning methods
1.1.4.1.4 SUPL-1.0-con-033 - No Position.

	Test Case Id
	SUPL-1.0-con-033

	Test Object
	Client

	Test Case Description
	To test SET correctly responds if No Position is signalled by the SLP.

	Specification Reference
	ULP 6, 7, 8. AD 6.3.3

	SCR Reference
	ULP-C-C-001, ULP-C-C-002, ULP-C-C-003, ULP-C-C-004, ULP-A-C-011, ULP-A-C-012, ULP-A-C-013, ULP-A-C-014, ULP-A-C-015, ULP-A-C-016, ULP-A-C-017, ULP-A-C-018

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as: Notification in SUPL INIT test cases. If Support of Notification in SUPL INIT test cases are run, then steps 5 onwards of this test case may be omitted.

Prerequisite for this test: None

	Test Procedure
	1. In the Conformance Test Tool set the Positioning method to be used in the SUPL INIT message to No position and set Notification to Notification only.

2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL INIT to the SET, ensure the SET responds with SUPL END with no parameters except for a correctly calculated Ver parameter and displays a notification of the Location Session to the user.

4. The Location Session ends and the SET should release the secure IP connection.

5. Repeat  step 1 through step 4 with Notification set to Notification and verification (Allowed on no answer)

6. At step 3 after the Conformance Test Tool sends SUPL INIT to the SET, the user accepts the Location attempt prompt before the internal SET timer expires (value is implementation specific) and the SET then responds with SUPL END with Status Code set to consentGrantedBy User and a correctly calculated Ver parameter.
7. Repeat  step 1 through step 4 with Notification set to Notification and verification (Allowed on no answer)

8. At step 3 after the Conformance Test Tool sends SUPL INIT to the SET, the user performs no action to the Location attempt prompt and the internal SET timer expires (value is implementation specific) and the SET then responds with SUPL END with Status Code set to consentGrantedBy User and a correctly calculated Ver parameter.
9. Repeat step 1 through step 4  with Notification set to Notification and verification (Allowed on no answer)

10. At step 3 after the Conformance Test Tool sends SUPL INIT to the SET, the user rejects the Location attempt prompt before the internal SET timer expires (value is implementation specific) and the SET then responds with SUPL END with Status Code set to consentDeniedBy User and a correctly calculated Ver parameter.
11. Repeat  step 1 through step 4 with Notification set to Notification and verification (Denied on no answer)

12. At step 3 after the Conformance Test Tool sends SUPL INIT to the SET, the user accepts the Location attempt prompt before the internal SET timer expires (value is implementation specific) and the SET then responds with SUPL END with Status Code set to consentGrantedBy User and a correctly calculated Ver parameter.
13. Repeat  step 1 through step 4 with Notification set to Notification and verification (Denied on no answer)

14. At step 3 after the Conformance Test Tool sends SUPL INIT to the SET, the user performs no action to the Location attempt prompt and the internal SET timer expires (value is implementation specific) and the SET then responds with SUPL END with Status Code set to consentDeniedBy User and a correctly calculated Ver parameter.
15. Repeat  step 1 through step 4  with Notification set to Notification and verification (Denied on no answer)

16. At step 3 after the Conformance Test Tool sends SUPL INIT to the SET, the user rejects the Location attempt prompt before the internal SET timer expires (value is implementation specific) and the SET then responds with SUPL END with Status Code set to consentDeniedBy User and a correctly calculated Ver parameter.

	Pass-Criteria
	1. At step 3 the SET shall respond with SUPL END with no parameters except a correctly calculated Ver parameter.
2. At step 3 there shall be some form of notification of the Location Session to the User on the SET.

3. At step 4 for all cases the SET shall release the secure IP connection.

4. At step 6 there shall be some form of notification of the Location Session and a prompt to the User on the SET.

5. At step 6 the SET shall respond with SUPL END with Status Code set to consentGrantedBy User and a correctly calculated Ver parameter.
6. At step 8 the SET shall respond with SUPL END with Status Code set to consentGrantedBy User and a correctly calculated Ver parameter.
7. At step 10 the SET shall respond with SUPL END with Status Code set to consentDeniedBy User and a correctly calculated Ver parameter.
8. At step 12 the SET shall respond with SUPL END with Status Code set to consentGrantedBy User and a correctly calculated Ver parameter.
9. At step 14 the SET shall respond with SUPL END with Status Code set to consentDeniedBy User and a correctly calculated Ver parameter.
10. At step 16 the SET shall respond with SUPL END with Status Code set to consentDeniedBy User and a correctly calculated Ver parameter.



NEXT CHANGED SECTION
1.2 Client Conformance Testing, SET Initiated

1.2.1 Basic Functionality

1.2.1.1 Version.

1.2.1.1.1 SUPL-1.0-con-100 - Compatible Versions.

	Test Case Id
	SUPL-1.0-con-100

	Test Object
	Client

	Test Case Description
	To test SET correctly accepts compatible Version numbers in SUPL messages

	Specification Reference
	ULP 8.5

	SCR Reference
	ULP-B-C-001, ULP-B-C-002, ULP-B-C-003

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	Test 1:

1. Set the Version number supported in the Conformance Test Tool to a higher Min and Serv ind than that supported by the SET

2. Start a SI Location Session

3. After the Conformance Test Tool sends SUPL RESPONSE to the SET ensure the SET responds with SUPL POS INIT and the Location Session completes successfully.

Test 2:

4. If applicable repeat test from step 1 to step 3 with the Min and Serv ind set to lower values than the maximum values supported by the SET

	Pass-Criteria
	Test 1 and 2:

1. At step 3 the SET shall respond with SUPL POS INIT with the correct Version number supported by the SET


1.2.1.2 Session ID.

1.2.1.2.1 SUPL-1.0-con-102 - Correct Session ID.

	Test Case Id
	SUPL-1.0-con-102

	Test Object
	Client

	Test Case Description
	To test SET correctly actions Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-B-C-001, ULP-B-C-002, ULP-B-C-003

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Set the SLP Session ID in the Conformance Test Tool to a valid value with the SLP ID using the Parameter type IPAddress, IPv4.
2. Start a SI Location Session

3. After the Conformance Test Tool sends SUPL RESPONSE to the SET ensure the SET responds with SUPL POS INIT with a correct full Session ID and the Location Session completes successfully.

4. Repeat step 1 through step 3 with the SLP ID using the Parameter type IPAddress, IPv6.

5. Repeat  step 1 through step 3 with the SLP ID using the Parameter type FQDN.

	Pass-Criteria
	1. At step 3 in each case the SET shall respond with SUPL POS INIT with a correct full Session ID


1.2.1.2.2 SUPL-1.0-con-103 - Incorrect SET Session ID.

	Test Case Id
	SUPL-1.0-con-103

	Test Object
	Client

	Test Case Description
	To test SET correctly rejects an incorrect SET Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-B-C-001, ULP-B-C-002, ULP-B-C-003

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Start a SI Location Session

2. After the SET sends SUPL START to the Conformance Test Tool, send SUPL RESPONSE from the Conformance Test Tool to the SET with an incorrect value of Session ID in the SET Session ID field (i.e. set Session ID to a different value from that received from the SET)

3. Ensure the SET responds with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

4. The Location Session ends and the SET should release the secure IP connection.
5. Repeat step 1 through step 4, but at step 2 instead use an incorrect value of SET ID in the SET Session ID field (i.e. set SET ID to a different value or a different parameter type from that received from the SET)

	Pass-Criteria
	1. At step 3 in both cases the SET shall respond with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

2. At step 4 in both cases the SET shall release the secure IP connection.


1.2.1.2.3 SUPL-1.0-con-104 - Incorrect SLP Session ID.

	Test Case Id
	SUPL-1.0-con-104

	Test Object
	Client

	Test Case Description
	To test SET correctly rejects an incorrect SLP Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-B-C-001, ULP-B-C-002, ULP-B-C-003

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Start a SI Location Session

2. After the SET sends SUPL POS INIT to the Conformance Test Tool, send SUPL POS from the Conformance Test Tool to the SET with an incorrect value of Session ID in the SLP Session ID field (i.e. set Session ID to a different value from that used in the SUPL RESPONSE message)

3. Ensure the SET responds with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

4. The Location Session ends and the SET should release the secure IP connection.
5. Repeat step 1 through step 4, but at step 2 instead use an incorrect value of SLP ID in the SLP Session ID field (i.e. set SLP ID to a different value or a different parameter type from that used in the SUPL RESPONSE message)

	Pass-Criteria
	1. At step 3 in both cases the SET shall respond with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

2. At step 4 in both cases the SET shall release the secure IP connection.


1.2.2 Initiation of SUPL session by SET (110-119)
1.2.3 SUPL RESPONSE (120-129)
1.2.4 Choice of Positioning method and Protocol

1.2.4.1 Positioning Method

1.2.4.1.1 SUPL-1.0-con-130 - Common Positioning method.

	Test Case Id
	SUPL-1.0-con-130

	Test Object
	Client

	Test Case Description
	To test SET correctly accepts common Positioning method

	Specification Reference
	ULP 6, 7, 8. AD 6.3.3

	SCR Reference
	ULP-C-C-001, ULP-C-C-002, ULP-C-C-003, ULP-C-C-004, ULP-A-C-011, ULP-A-C-012, ULP-A-C-013, ULP-A-C-014, ULP-A-C-015, ULP-A-C-016, ULP-A-C-017, ULP-A-C-018

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: The SET supports at least one Positioning method other than Location ID (Cell ID)

	Test Procedure
	1. In the Conformance Test Tool  set the Positioning method to be used in the SUPL RESPONSE message to the first value in the table below that corresponds to a Positioning technology supported by the SET

2. Start a SI Location Session

3. In the  SUPL START message ensure the details of the SET capabilities parameter are consistent with the known Positioning technologies supported by the SET

4. In the SUPL POS INIT message ensure the details of the SET capabilities parameter are identical to those in step 3.

5. Ensure the Location Session completes successfully using the Positioning method defined in step 1.

6. If applicable repeat step 1 through step 5 with  the Positioning method to be used  in the SUPL RESPONSE message set to each other value in the table below corresponding to a Positioning technology that is supported by the SET

	Pass-Criteria
	1. At step 3 in each case the details of the SET capabilities parameter in the SUPL START message shall be consistent with the known Positioning technologies supported by the SET.

2. At step 4 in each case the details of the SET capabilities parameter in the  SUPL POS INIT message shall be identical to those in the SUPL START message in step 3

3. At step 5 in each case the Location Session shall complete successfully using the Positioning method defined in Step 1.


	Test #
	Positioning technology supported by SET
	Positioning Method to be used in SUPL RESPONSE message

	Test 1
	A-GPS SET assisted
	A-GPS SET assisted only

	Test 2
	A-GPS SET based
	A-GPS SET based only

	Test 3
	Autonomous GPS
	Autonomous GPS

	Test 4
	AFLT
	AFLT

	Test 5
	Enhanced Cell / sector
	Enhanced Cell / sector

	Test 6
	EOTD
	EOTD

	Test 7
	OTDOA
	OTDOA


Table Positioning methods

1.2.4.1.2 SUPL-1.0-con-132 - No common Positioning method.

	Test Case Id
	SUPL-1.0-con-132

	Test Object
	Client

	Test Case Description
	To test SET correctly responds if no common Positioning method is available

	Specification Reference
	ULP 6, 7, 8. AD 6.3.3

	SCR Reference
	ULP-C-C-001, ULP-C-C-002, ULP-C-C-003, ULP-C-C-004, ULP-A-C-011, ULP-A-C-012, ULP-A-C-013, ULP-A-C-014, ULP-A-C-015, ULP-A-C-016, ULP-A-C-017, ULP-A-C-018

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Start a SI Location Session

2. After the SET sends SUPL START to the Conformance Test Tool, from the Conformance Test Tool send SUPL END with Status Code set to posMethodMismatch.

3. The Location Session ends, the SET should indicate to the user that the Location Session cannot be completed and should release the secure IP connection.

	Pass-Criteria
	1. At step 3 the SET shall indicate to the user that the Location Session cannot be completed (method is implementation specific).

2. At step 3 the SET shall release the secure IP connection.


NEXT CHANGED SECTION
1.3 Server Conformance Testing, Network Initiated

1.3.1 Basic Functionality

1.3.1.1 Version.

1.3.1.1.1 SUPL-1.0-con-400 - Compatible Versions.

	Test Case Id
	SUPL-1.0-con-400

	Test Object
	Server

	Test Case Description
	To test SLP correctly accepts compatible Version numbers in SUPL messages

	Specification Reference
	ULP 5, 6, 7, 8

	SCR Reference
	ULP-D-S-001, ULP-D-S-002, ULP-D-S-003

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	Test 1:

1. Set the Version number supported in the Conformance Test Tool to a higher Min and Serv ind than that supported by the SLP

2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non- proxy mode) to the SLP ensure the SLP responds with SUPL POS (proxy mode) or SUPL AUTH RESP (non- proxy mode) and the Location Session completes successfully.

Test 2:

4. If applicable repeat test from step 1 to step 3 with the Min and Serv ind set to lower values than the maximum values supported by the SLP.

	Pass-Criteria
	Test 1 and 2:

1. At step 3 the SLP shall respond with SUPL POS (proxy mode) or SUPL AUTH RESP (non- proxy mode) with the correct Version number supported by the SLP


1.3.1.2 Session ID.

1.3.1.2.1 SUPL-1.0-con-402 - Correct Session ID.

	Test Case Id
	SUPL-1.0-con-402

	Test Object
	Server

	Test Case Description
	To test SLP correctly actions Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-S-001, ULP-D-S-002, ULP-D-S-003

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Set the SET Session ID in the Conformance Test Tool to a valid value with the SET ID using the first supported Parameter type in the table below.
2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non- proxy mode) to the SLP ensure the SLP responds with SUPL POS (proxy mode) or SUPL AUTH RESP (non- proxy mode) with a correct full Session ID and the Location Session completes successfully.

4. If applicable repeat test from step 1 to step 3 with all the other supported Parameter types in the table below.

	Pass-Criteria
	1. At step 3 the SLP shall respond with SUPL POS (proxy mode) or SUPL AUTH RESP (non- proxy mode) with a correct full Session ID


	Test #
	Parameter Types to be used in SET ID

	Test 1
	MSISDN

	Test 2
	MDN

	Test 3
	MIN

	Test 4
	IMSI

	Test 5
	NAI

	Test 6
	IPAddress IPv4

	Test 7
	IPAddress IPv6


Table Parameter Types
1.3.1.2.2 SUPL-1.0-con-403 - Incorrect SET Session ID.

	Test Case Id
	SUPL-1.0-con-403

	Test Object
	Server

	Test Case Description
	To test SLP correctly rejects an incorrect SET Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-S-001, ULP-D-S-002, ULP-D-S-003

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Start a NI Location Session

2. After the SLP sends SUPL POS (proxy mode) or SUPL AUTH RESP (non- proxy mode) to the Conformance Test Tool, send SUPL POS (proxy mode) or SUPL POS INIT (non- proxy mode) from the Conformance Test Tool to the SLP with an incorrect value of Session ID in the SET Session ID field (i.e. set Session ID to a different value from that used in the SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) message)

3. Ensure the SLP responds with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

4. The Location Session ends and the SLP should release all resources.
5. Repeat step 1 through step 4, but at step 2 instead use an incorrect value of SET ID in the SET Session ID field (i.e. set SET ID to a different value or a different parameter type from that used in the SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) message)

	Pass-Criteria
	1. At step 3 in both cases the SLP shall respond with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

2. At step 4 in both cases the SLP shall release all resources.


1.3.1.2.3 SUPL-1.0-con-404 - Incorrect SLP Session ID.

	Test Case Id
	SUPL-1.0-con-404

	Test Object
	Server

	Test Case Description
	To test SLP correctly rejects an incorrect SLP Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-S-001, ULP-D-S-002, ULP-D-S-003

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Start a NI Location Session

2. After the SLP sends SUPL to the Conformance Test Tool, send SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non- proxy mode) from the Conformance Test Tool to the SLP with an incorrect value of Session ID in the SLP Session ID field (i.e. set Session ID to a different value from that received from the SLP)

3. Ensure the SLP responds with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

4. The Location Session ends and the SLP should release all resources.
5. Repeat step 1 through step 4, but at step 2 instead use an incorrect value of SLP ID in the SET Session ID field (i.e. set SLP ID to a different value or a different parameter type from that received from the SLP)

	Pass-Criteria
	1. At step 3 in both cases the SLP shall respond with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

2. At step 4 in both cases the SLP shall release all resources.


1.3.2 Initiation of SUPL session by SLP
1.3.2.1 Support of WAP Push and MT SMS
1.3.2.1.1 SUPL-1.0-con-410 - WAP Push and, or MT SMS support.

	Test Case Id
	SUPL-1.0-con-410

	Test Object
	Server

	Test Case Description
	To test SLP correctly supports WAP Push and, or MT SMS

	Specification Reference
	ULP 6

	SCR Reference
	ULP-E-S-001, ULP-A-S-007, ULP-A-S-008, ULP-D-S-004, ULP-D-S-005

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	Test 1: WAP Push Access Protocol supported by the SLP:

1. Start a NI Location Session using WAP Push Access Protocol.
2. Ensure the format of the SUPL INIT message is correct

3. The Location Session can be terminated after the Conformance Test Tool sends SUPL POS INIT or can be allowed to complete.

Test 2: MT SMS supported by the SLP:

4. Repeat the test from step 1 to step 3 using MT SMS.

	Pass-Criteria
	Test 1 and 2:

1. At step 2  the format of the SUPL INIT message shall be correct.


1.3.2.2 SLP Mode
1.3.2.2.1 SUPL-1.0-con-411 - Proxy and, or Non-Proxy mode support.

	Test Case Id
	SUPL-1.0-con-411

	Test Object
	Server

	Test Case Description
	To test SLP correctly supports Proxy and, or Non-proxy mode

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-E-S-001, ULP-A-S-007, ULP-A-S-008, ULP-D-S-004, ULP-D-S-005

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	Test 1: SLP supports Proxy mode:

1. Start a NI Location Session with SLP Mode in the SUPL INIT message set to Proxy mode if Proxy mode is supported by the SLP.
2. Ensure the Location Session completes successfully.

Test 2: SET supports Non-proxy mode:

3. Repeat the test from step 1 to step 2 with SLP Mode in the SUPL INIT message set to Non-proxy mode if Non-proxy mode is supported by the SLP.

	Pass-Criteria
	Test 1 and 2:

1. At step 2  the Location Session shall complete successfully.


1.3.2.2.2 SUPL-1.0-con-412 - Proxy or Non-Proxy mode not supported by SET.

	Test Case Id
	SUPL-1.0-con-412

	Test Object
	Server

	Test Case Description
	To test SLP correctly actions non-support of Proxy or Non-proxy mode in the SET

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-E-S-001, ULP-A-S-007, ULP-A-S-008, ULP-D-S-004, ULP-D-S-005

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	Test 1: SLP supports Proxy mode:

1. Start a NI Location Session with SLP Mode in the SUPL INIT message set to Proxy mode if Proxy mode is supported by the SLP.
2. After the SLP sends SUPL INIT to the Conformance Test Tool, send from the Conformance Test Tool SUPL END with Status Code set to proxyModeNotSupported.

3. The Location Session ends and the SLP should release all session resources.

Test 2: SLP supports Non-proxy mode:

4. Repeat the test from step 1 to step 3 with SLP Mode in the SUPL INIT message set to Non-proxy mode if Non-proxy mode is supported by the SLP and at step 2 send SUPL END with Status Code set to nonProxyModeNotSupported..

	Pass-Criteria
	Test 1 and 2:

1. At step 3  the SLP shall release the all session resources.


1.3.3 Establishment and termination of secure session for SUPL session
1.3.3.1 Ver
1.3.3.1.1 SUPL-1.0-con-423 - Incorrect Ver.

	Test Case Id
	SUPL-1.0-con-423

	Test Object
	Server

	Test Case Description
	To test SLP correctly rejects an incorrect Ver

	Specification Reference
	ULP 6, 7, 8, AD 7

	SCR Reference
	ULP-A-S-001, ULP-A-S-002, ULP-A-S-003, ULP-A-S-004, ULP-A-S-005, ULP-A-S-006, ULP-E-S-004

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: SLP supports Proxy mode

	Test Procedure
	1. Start a NI Location Session.

2. After the SLP sends SUPL INIT to the Conformance Test Tool, the Conformance Test Tool sends SUPL POS INIT to the SLP with an incorrect value of Ver (e.g. by inverting the final bit of the field).
3. Ensure the SLP terminates the Location Session and sends SUPL END with Status Code set to [FFS][Editor’s note: the value of Status Code is under discussion] to the Conformance Test Tool and MLP SLIA with result code 6 (Position Method Failure) to the originating client.

	Pass-Criteria
	1. At step 3 the SLP shall terminate the Location Session and send SUPL END with Status Code set to [FFS][Editor’s note: the value of Status Code is under discussion]  to the Conformance Test Tool and MLP SLIA with result code 6 (Position Method Failure) to the originating client.


1.3.4 Choice of Positioning method and Protocol

1.3.4.1 Positioning Method

1.3.4.1.1 SUPL-1.0-con-430 - Common Positioning method.

	Test Case Id
	SUPL-1.0-con-430

	Test Object
	Server

	Test Case Description
	To test SLP correctly uses common Positioning method

	Specification Reference
	ULP 6, 7, 8. AD 6.3.3

	SCR Reference
	ULP-E-S-001, ULP-E-S-002, ULP-E-S-003, ULP-E-S-004, ULP-A-S-011, ULP-A-S-012, ULP-A-S-013, ULP-A-S-014, ULP-A-S-015, ULP-A-S-016, ULP-A-S-017, ULP-A-S-018

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: The SLP supports at least one Positioning method other than Location ID (Cell ID)

	Test Procedure
	1. In the Conformance Test Tool set the Pos Technology in the SET capabilities to be used in the SUPL POS INIT message to the values in the table below  that correspond to the Positioning Method intended by the SLP. Set Pref Method to No preferred method and Pos Protocol as appropriate for the server under test

2. Start a NI Location Session

3. Ensure the Location Session completes successfully using the Positioning Method intended by the SLP. If a preferred and fallback method of A-GPS is intended, ensure that the preferred method is the one that is used for the Location Session.

	Pass-Criteria
	1. At step 3 the Location Session shall complete successfully using the Positioning Method intended by the SLP. If a preferred and fallback method of A-GPS is intended, the preferred method shall be the one that is used for the Location Session.


	Test #
	Positioning Method intended by SLP
	Pos Technology to be used in SET capabilities in SUPL POS INIT message

	Test 1
	A-GPS SET assisted only
	SET assisted A-GPS, SET based A-GPS, Autonomous GPS

	Test 2
	A-GPS SET based only
	SET assisted A-GPS, SET based A-GPS, Autonomous GPS

	Test 3
	A-GPS SET assisted preferred (A-GPS SET based is the fallback mode)
	SET assisted A-GPS, SET based A-GPS, Autonomous GPS

	Test 4
	A-GPS SET based preferred (A-GPS SET assisted is the fallback mode)
	SET assisted A-GPS, SET based A-GPS, Autonomous GPS

	Test 5
	Autonomous GPS
	SET assisted A-GPS, SET based A-GPS, Autonomous GPS

	Test 6
	AFLT
	AFLT, Autonomous GPS

	Test 7
	Enhanced Cell / sector
	Enhanced Cell / sector, Autonomous GPS

	Test 8
	EOTD
	EOTD, Autonomous GPS

	Test 9
	OTDOA
	OTDOA, Autonomous GPS


Table Positioning technologies

1.3.4.1.2 SUPL-1.0-con-431 - Preferred or fallback Positioning method.

	Test Case Id
	SUPL-1.0-con-431

	Test Object
	Server

	Test Case Description
	To test SLP correctly uses preferred or fallback Positioning method

	Specification Reference
	ULP 6, 7, 8. AD 6.3.3

	SCR Reference
	ULP-E-S-001, ULP-E-S-002, ULP-E-S-003, ULP-E-S-004, ULP-A-S-011, ULP-A-S-012, ULP-A-S-013, ULP-A-S-014, ULP-A-S-015, ULP-A-S-016, ULP-A-S-017, ULP-A-S-018

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: The SLP supports  both A-GPS SET assisted and A-GPS SET based Positioning methods and indicates a preferred mode

	Test Procedure
	1. In the Conformance Test Tool set the Pos Technology and Pref Method in the SET capabilities to be used in the SUPL POS INIT message to the values for Case 1 in the table below , depending on the Positioning Method intended by the SLP

2. Start a NI Location Session

3. Ensure the Location Session completes successfully using the Positioning Method defined in the table below , depending on the Positioning Method intended by the SLP and the values used in the SUPL INIT message.

4. Repeat step 1 through step 3 with the values for Case 2 in the table below.

5. Repeat step 1 through step 3 with the values for Case 3 in the table below.

	Pass-Criteria
	1. At step 3 in all cases the Location Session shall complete successfully using the Positioning method defined in the table below , depending on the Positioning Method intended by the SLP and the values used in the SUPL INIT message.


	Test #
	Positioning Method intended by SLP
	Pos Technology and Pref Method to be used in SET capabilities in SUPL POS INIT messages
	Positioning method used for Location Session

	Test 1
	A-GPS SET assisted preferred (A-GPS SET based is the fallback mode)
	Case 1: SET assisted A-GPS, SET based A-GPS, SET assisted preferred
	A-GPS SET assisted

	
	
	Case 2: SET assisted A-GPS, SET based A-GPS, SET based preferred
	A-GPS SET assisted

	
	
	Case 3: SET based A-GPS, No preferred mode
	A-GPS SET based

	Test 2
	A-GPS SET based preferred (A-GPS SET assisted is the fallback mode)
	Case 1: SET assisted A-GPS, SET based A-GPS, SET based preferred
	A-GPS SET based

	
	
	Case 2: SET assisted A-GPS, SET based A-GPS, SET assisted preferred
	A-GPS SET based

	
	
	Case 3: SET assisted A-GPS, No preferred mode
	A-GPS SET assisted


Table Positioning technologies

1.3.4.1.3 SUPL-1.0-con-432 - No common Positioning method.

	Test Case Id
	SUPL-1.0-con-432

	Test Object
	Server

	Test Case Description
	To test SLP correctly acts if no common Positioning method is available

	Specification Reference
	ULP 6, 7, 8. AD 6.3.3

	SCR Reference
	ULP-E-S-001, ULP-E-S-002, ULP-E-S-003, ULP-E-S-004, ULP-A-S-011, ULP-A-S-012, ULP-A-S-013, ULP-A-S-014, ULP-A-S-015, ULP-A-S-016, ULP-A-S-017, ULP-A-S-018

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Start a NI Location Session

2. After the SLP sends SUPL INIT to the Conformance Test Tool, from the Conformance Test Tool send SUPL END with Status Code set to posMethodMismatch.

3. The Location Session ends and the SLP should release all resources.

Editor’s note: Does the SLP then try again with another Positioning method?

	Pass-Criteria
	1. At step 3 the SLP shall release all resources.


1.3.4.1.4 SUPL-1.0-con-433 - No Position.

	Test Case Id
	SUPL-1.0-con-433

	Test Object
	Server

	Test Case Description
	To test SLP acts correctly when No Position is signalled by the SLP.

	Specification Reference
	ULP 6, 7, 8. AD 6.3.3

	SCR Reference
	ULP-E-S-001, ULP-E-S-002, ULP-E-S-003, ULP-E-S-004, ULP-A-S-011, ULP-A-S-012, ULP-A-S-013, ULP-A-S-014, ULP-A-S-015, ULP-A-S-016, ULP-A-S-017, ULP-A-S-018

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as: 

Prerequisite for this test: it is possible to set the value of Notification in the SLP.

	Test Procedure
	1. Ensure the SLP contains an existing suitable position for the SET so that No position will be sent as the intended Positioning method in the SUPL INIT message. Set Notification to Notification and verification (Allowed on no answer).

2. Start a NI Location Session

3. After the SLP sends SUPL INIT to the Conformance Test Tool, wait for 30 seconds (or whatever other time is deemed reasonable for the SET user-response timer) and then send from the Conformance Test Tool SUPL END with Status Code set to consentGrantedBy User

4. Ensure SLP sends SET position to the requesting SUPL agent.

5. Repeat  step 1 through step 3  however at step 3 do not wait and send SUPL END with Status Code set to consentDeniedBy User.

6. Ensure SLP does not send SET position to the requesting SUPL agent and indicates to the SUPL agent that the user rejected the location request.

7. Ensure the SLP contains an existing suitable position for the SET so that No position will be sent as the Positioning method to be used in the SUPL INIT message. Set Notification to Notification and verification (Denied on no answer).

8. Start a NI Location Session

9. After the SLP sends SUPL INIT to the Conformance Test Tool, wait for 30 seconds (or whatever other time is deemed reasonable for the SET user-response timer) and then send from the Conformance Test Tool SUPL END with Status Code set to consentDeniedBy User.

10. Ensure SLP does not send SET position to the requesting SUPL agent and indicates to the SUPL agent that the user rejected the location request.

11. Repeat  step 7 through step 9 however at step 9 do not wait and send SUPL END with Status Code set to consentGrantedBy User.

12. Ensure SLP sends SET position to the requesting SUPL agent


	Pass-Criteria
	1. At steps 4 and 12 the SLP shall sends SET position to the requesting SUPL agent.

2. At steps 6 and 10 the SLP shall not send SET position to the requesting SUPL agent and shall indicate to the SUPL agent that the user rejected the location request.


1.3.5 Execution of positioning session
1.3.5.1 Support for requested Assistance Data
1.3.5.1.1 SUPL-1.0-con-440 - Requested Assistance Data
	Test Case Id
	SUPL-1.0-con-440

	Test Object
	Server

	Test Case Description
	To test SLP correctly supplies Assistance Data requested in SUPL POS INIT

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-E-S-004, ULP-F-S-004

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: 3GPP support only

	Test Procedure
	Test 1: SLP supports A-GPS SET-based positioning
1. Start a normal NI Location Session with the Positioning Technology in SET Capabilities in SUPL POS INIT set to A-GPS SET-based only.
2. In the SUPL POS INIT message sent from the Conformance Test Tool to the SLP set the Requested Assistance Data field to request a suitable set of Assistance data.
3. In the following SUPL POS procedure ensure the SLP sends the set of Assistance data requested in step 2 without the need for a further request from the Conformance Test Tool. The SLP may send the Assistance data during the Position Measurement Procedure or by using the Assistance Data Delivery Procedure followed by the Position Measurement Procedure.
4. Ensure the Location Session completes successfully.

Test 2: SLP supports A-GPS SET-assisted positioning 
5. Repeat the test from step 1 to step 4 using A-GPS SET-assisted only

	Pass-Criteria
	Test 1 and 2:
1. At step 3 the SLP shall send the set of Assistance data requested in step 2.

2. At step 4 the Location Session shall complete successfully.


1.3.5.2 Support of Location ID

1.3.5.2.1 SUPL-1.0-con-441 - Location ID parameters

	Test Case Id
	SUPL-1.0-con-441

	Test Object
	Server

	Test Case Description
	To test SLP correctly supports the optional parameters and the different values of the Status field in Location ID in SUPL POS INIT

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-E-S-004

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Start a normal NI Location Session with the Positioning Technology in SET Capabilities in SUPL POS INIT set to Enhanced Cell/sector only. 
2. For GSM SETs, in the SUPL POS INIT message sent from the Conformance Test Tool to the SLP set the Location ID field to include one set of suitable NMR parameters for an adjacent cell and a suitable value of TA (e.g. 32). Set the value of Status to Current, the present cell info.
3. For WCDMA SETs, in the SUPL POS INIT message sent from the Conformance Test Tool to the SLP set the Location ID field to include suitable values of all optional parameters and one set of suitable Measured Results List for an adjacent cell. Set the value of Status to Current, the present cell info.
4. For CDMA SETs, in the SUPL POS INIT message sent from the Conformance Test Tool to the SLP set the value of Status to Current, the present cell info.
5. Ensure the Location Session completes successfully.

6. Repeat step 1 through step 4  and in step 2, 3 or 4 as appropriate set the value of Status to Not Current, the last known cell info.
7. Ensure the Location Session completes. Note that the reaction of the SLP to Status Not Current is not defined therefore the session may complete successfully (preferred outcome) or the SLP may end the session immediately with SUPL END with a suitable status code error (e.g. posMethodFailure).

8. Repeat step 1 through step 4 and in step 2, 3 or 4 as appropriate set the value of Status to Unknown.
9. Ensure the Location Session completes. Note that the reaction of the SLP to Status Unknown is not defined therefore the session may complete successfully (preferred outcome) or the SLP may end the session immediately with SUPL END with a suitable status code error (e.g. posMethodFailure).

	Pass-Criteria
	1. At step 5 the Location Session shall complete successfully.

2. At steps 7 and 9 the Location Session shall complete. Note that the reaction of the SLP to Status Not Current and Unknown is not defined therefore the session may complete successfully (preferred outcome) or the SLP may end the session immediately with SUPL END with a suitable status code error (e.g. posMethodFailure).


NEXT CHANGED SECTION
1.3.5.2.2 SUPL-1.0-con-466 - Timeout ST2 - no response to Verification from user

	Test Case Id
	SUPL-1.0-con-466

	Test Object
	Server

	Test Case Description
	To test SLP correctly actions timer ST2 when there is no response to a  verification request from the user

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-E-S-006, ULP-E-S-008

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None.

	Test Procedure
	1. In the SLP set Notification to Notification and verification - Allowed on no answer.

2. Start a normal NI Location Session

3. After the SLP sends SUPL INIT to the Conformance Test Tool, the Conformance Test Tool should not respond. 
4. After timer ST2 expires (value is implementation specific, but default value for proxy mode is 10s plus a reasonable allowance to allow the user to respond to the verification request, suggested value is 20s, for Non-proxy mode, the suggested value is 50+s) ensure the SLP sends MLP-SLIA to the SUPL agent.

5. The Location Session ends and the SLP should release all session resources.

6. Repeat step 1 through step 5 with Notification set to Notification and verification - Denied on no answer.

	Pass-Criteria
	1. In both cases at step 4 after ST2 expires (value is implementation specific, but default value for proxy mode is 10s plus a reasonable allowance to allow the user to respond to the verification request, suggested value 20s, for Non-proxy mode, the suggested value is 50+s) the SLP shall send MLP-SLIA to the SUPL agent.

2. In both cases at step 5 the SLP shall release the all session resources


NEXT CHANGED SECTION
1.4 Server Conformance Testing, SET Initiated
1.4.1 Basic Functionality

1.4.1.1 Version.
1.4.1.1.1 SUPL-1.0-con-500 - Compatible Versions.

	Test Case Id
	SUPL-1.0-con-500

	Test Object
	Server

	Test Case Description
	To test SLP correctly accepts compatible Version numbers in SUPL messages

	Specification Reference
	ULP 5, 6, 7, 8

	SCR Reference
	ULP-D-S-001, ULP-D-S-002, ULP-D-S-003

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	Test 1:

1. Set the Version number supported in the Conformance Test Tool to a higher Min and Serv ind than that supported by the SLP

2. Start a SI Location Session

3. After the Conformance Test Tool sends SUPL START to the SLP ensure the SLP responds with SUPL RESPONSE and the Location Session completes successfully.

Test 2:

4. If applicable repeat test from step 1 to step 3 with the Min and Serv ind set to lower values than the maximum values supported by the SLP.

	Pass-Criteria
	Test 1 and 2:

1. At step 3 the SLP shall respond with SUPL RESPONSE with the correct Version number supported by the SLP


1.4.1.1.2 SUPL-1.0-con-501 - Unsupported Version.

	Test Case Id
	SUPL-1.0-con-501

	Test Object
	Server

	Test Case Description
	To test SLP correctly rejects unsupported Version number in SUPL messages

	Specification Reference
	ULP 5, 6, 7, 8

	SCR Reference
	ULP-D-S-001, ULP-D-S-002, ULP-D-S-003

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Set the Version number supported in the Conformance Test Tool to a higher Maj than that supported by the SLP.

2. Start a SI Location Session.

3. After the Conformance Test Tool sends SUPL START to the SLP, ensure the SLP responds with SUPL END with Status Code set to versionNotSupported.

4. The Location Session ends and the SLP should release all resources.

	Pass-Criteria
	1. At step 3 the SLP shall respond with SUPL END with Status Code set to versionNotSupported.

2. At step 4 the SLP shall release all resources.


1.4.1.2 Session ID.

1.4.1.2.1 SUPL-1.0-con-502 - Correct Session ID.

	Test Case Id
	SUPL-1.0-con-502

	Test Object
	Server

	Test Case Description
	To test SLP correctly actions Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-S-001, ULP-D-S-002, ULP-D-S-003

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Set the SET Session ID in the Conformance Test Tool to a valid value with the SET ID using the first supported Parameter type in the table below.
2. Start a SI Location Session

3. After the Conformance Test Tool sends SUPL START to the SLP ensure the SLP responds with SUPL RESPONSE with a correct full Session ID and the Location Session completes successfully.

4. If applicable repeat the test from step 1 to step 3 with all the other supported Parameter types in the table below.

	Pass-Criteria
	1. At step 3  the SLP shall respond with SUPL RESPONSE with a correct full Session ID


	Test #
	Parameter Types to be used in SET ID

	Test 1
	MSISDN

	Test 2
	MDN

	Test 3
	MIN

	Test 4
	IMSI

	Test 5
	NAI

	Test 6
	IPAddress IPv4

	Test 7
	IPAddress IPv6


Table Parameter Types
1.4.1.2.2 SUPL-1.0-con-503 - Incorrect SET Session ID.

	Test Case Id
	SUPL-1.0-con-503

	Test Object
	Server

	Test Case Description
	To test SLP correctly rejects an incorrect SET Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-S-001, ULP-D-S-002, ULP-D-S-003

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Start a SI Location Session

2. After the SLP sends SUPL RESPONSE to the Conformance Test Tool, send SUPL POS INIT from the Conformance Test Tool to the SLP with an incorrect value of Session ID in the SET Session ID field (i.e. set Session ID to a different value from that used in the SUPL START message)

3. Ensure the SLP responds with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

4. The Location Session ends and the SLP should release all resources.
5. Repeat step 1 through step 4, but at step 2 instead use an incorrect value of SET ID in the SET Session ID field (i.e. set SET ID to a different value or a different parameter type from that used in the SUPL START message)

	Pass-Criteria
	1. At step 3 in both cases the SLP shall respond with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

2. At step 4 in both cases the SLP shall release all resources.


1.4.1.2.3 SUPL-1.0-con-504 - Incorrect SLP Session ID.

	Test Case Id
	SUPL-1.0-con-504

	Test Object
	Server

	Test Case Description
	To test SLP correctly rejects an incorrect SLP Session ID

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-S-001, ULP-D-S-002, ULP-D-S-003

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. Start a SI Location Session

2. After the SLP sends SUPL RESPONSE to the Conformance Test Tool, send SUPL POS INIT from the Conformance Test Tool to the SLP with an incorrect value of Session ID in the SLP Session ID field (i.e. set Session ID to a different value from that received from the SLP)

3. Ensure the SLP responds with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

4. The Location Session ends and the SLP should release all resources.
5. Repeat step 1 through step 4, but at step 2 instead use an incorrect value of SLP ID in the SLP Session ID field (i.e. set SLP ID to a different value or a different parameter type from that received from the SLP)

	Pass-Criteria
	1. At step 3 in both cases the SLP shall respond with SUPL END with the incorrect Session ID in the SUPL END Common Part and with Status Code set to invalidSessionID.

2. At step 4 in both cases the SLP shall release all resources.


1.4.2 Initiation of SUPL session by SET 
1.4.2.1 Support of Location ID
1.4.2.1.1 SUPL-1.0-con-510 - Location ID parameters
	Test Case Id
	SUPL-1.0-con-510

	Test Object
	Server

	Test Case Description
	To test SLP correctly supports the optional parameters and the different values of the Status field in Location ID in SUPL START and SUPL POS INIT

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-E-S-002, ULP-A-S-009, ULP-A-S-010, ULP-E-S-004

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: 3GPP support only

	Test Procedure
	1. Start a normal SI Location Session with the Positioning Technology in SET Capabilities in SUPL START set to Enhanced Cell/sector only. 
2. For GSM SETs, in the SUPL START message and the SUPL POS INIT message sent from the Conformance Test Tool to the SLP set the Location ID field to include one set of suitable NMR parameters for an adjacent cell and a suitable value of TA (e.g. 32). Set the value of Status to Current, the present cell info.
3. For WCDMA SETs, in the SUPL START message and the SUPL POS INIT message sent from the Conformance Test Tool to the SLP set the Location ID field to include suitable values of all optional parameters and one set of suitable Measured Results List for an adjacent cell. Set the value of Status to Current, the present cell info.
4. For CDMA SETs, in the SUPL START message and the SUPL POS INIT message sent from the Conformance Test Tool to the SLP set the value of Status to Current, the present cell info.
5. Ensure the Location Session completes successfully.

6. Repeat step 1 through step 4  and in step 2, 3 or 4 as appropriate set the value of Status to Not Current, the last known cell info.
7. Ensure the Location Session completes. Note that the reaction of the SLP to Status Not Current is not defined therefore the session may complete successfully (preferred outcome) or the SLP may end the session immediately with SUPL END with a suitable status code error (e.g. posMethodFailure).

8. Repeat step 1 through step 4 and in step 2, 3 or 4 as appropriate set the value of Status to Unknown.
9. Ensure the Location Session completes. Note that the reaction of the SLP to Status Unknown is not defined therefore the session may complete successfully (preferred outcome) or the SLP may end the session immediately with SUPL END with a suitable status code error (e.g. posMethodFailure).

	Pass-Criteria
	1. At step 5 the Location Session shall complete successfully.

2. At steps 7 and 9 the Location Session shall complete. Note that the reaction of the SLP to Status Not Current and Unknown is not defined therefore the session may complete successfully (preferred outcome) or the SLP may end the session immediately with SUPL END with a suitable status code error (e.g. posMethodFailure).


1.4.3 SUPL RESPONSE (520-529)

1.4.4 Choice of Positioning method and Protocol

1.4.4.1 Positioning Method

1.4.4.1.1 SUPL-1.0-con-530 - Common Positioning.

	Test Case Id
	SUPL-1.0-con-530

	Test Object
	Server

	Test Case Description
	To test SLP correctly uses common Positioning method

	Specification Reference
	ULP 6, 7, 8. AD 6.3.3

	SCR Reference
	ULP-E-S-001, ULP-E-S-002, ULP-E-S-003, ULP-E-S-004, ULP-A-S-011, ULP-A-S-012, ULP-A-S-013, ULP-A-S-014, ULP-A-S-015, ULP-A-S-016, ULP-A-S-017, ULP-A-S-018

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: The SLP supports at least one Positioning method other than Location ID (Cell ID)

	Test Procedure
	1. In the Conformance Test Tool set the Pos Technology in the SET capabilities to be used in the SUPL START and SUPL POS INIT messages to all the values that correspond to all the Positioning Methods supported by the SLP as detailed in the table below. Set Pref Method to No preferred method and Pos Protocol as appropriate for the server under test

2. Start a SI Location Session

3. Ensure the Location Session completes successfully using one of the Positioning Methods supported by the SLP as indicated in the SUPL RESPONSE Message. Note that A-GPS preferred modes should never be indicated.

4. If more than one Pos Technology was set in step 1, remove the Technology used in step 3 from the list and repeat  step 1 through step 3. 

5. Repeat step 4 until all the Pos Technologies supported by the SLP have been tested.

	Pass-Criteria
	1. At step 3 in each case the Location Session shall complete successfully using the Positioning method indicated in the SUPL RESPONSE message.


	Positioning Method supported by SLP
	Pos Technology to be used in SET capabilities in SUPL START and SUPL POS INIT messages

	A-GPS SET assisted only
	SET assisted A-GPS

	A-GPS SET based only
	SET based A-GPS

	A-GPS SET assisted preferred (A-GPS SET based is the fallback mode)
	SET assisted A-GPS

	A-GPS SET based preferred (A-GPS SET assisted is the fallback mode)
	SET based A-GPS

	Autonomous GPS
	Autonomous GPS

	AFLT
	AFLT

	Enhanced Cell / sector
	Enhanced Cell / sector

	EOTD
	EOTD

	OTDOA
	OTDOA


Table Positioning technologies

1.4.4.1.2 SUPL-1.0-con-531 - Preferred or fallback Positioning method.

	Test Case Id
	SUPL-1.0-con-531

	Test Object
	Server

	Test Case Description
	To test SLP correctly uses preferred or fallback Positioning method

	Specification Reference
	ULP 6, 7, 8. AD 6.3.3

	SCR Reference
	ULP-E-S-001, ULP-E-S-002, ULP-E-S-003, ULP-E-S-004, ULP-A-S-011, ULP-A-S-012, ULP-A-S-013, ULP-A-S-014, ULP-A-S-015, ULP-A-S-016, ULP-A-S-017, ULP-A-S-018

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: The SLP supports either or both A-GPS SET assisted and A-GPS SET based Positioning methods

	Test Procedure
	1. In the Conformance Test Tool set the Pos Technology and Pref Method in the SET capabilities to be used in the SUPL START and SUPL POS INIT messages to SET assisted A-GPS, SET based A-GPS, SET assisted preferred. Set Pos Protocol as appropriate for the server under test

2. Start a SI Location Session

3. Ensure the SLP signals the intended Positioning Method in the SUPL RESPONSE message and the Location Session completes successfully using the Positioning Method defined in the table below for Case 1, depending on the Positioning Method(s) supported the SLP.

4. In the Conformance Test Tool set the Pos Technology and Pref Method in the SET capabilities to be used in the SUPL START and SUPL POS INIT messages to SET assisted A-GPS, SET based A-GPS, SET based preferred. Set Pos Protocol as appropriate for the server under test

5. Start a SI Location Session

6. Ensure the SLP signals the intended Positioning Method in the SUPL RESPONSE message and the Location Session completes successfully using the Positioning Method defined in the table below for Case 2, depending on the Positioning Method(s) supported the SLP.



	Pass-Criteria
	1. At step 3 and 6 the SLP shall signal the intended Positioning Method in the SUPL RESPONSE message and the Location Session shall complete successfully using the Positioning method defined in the appropriate table below, depending on the Positioning Method(s) supported by the SLP.


	Test #
	Positioning Method(s) supported by SLP
	Positioning method used for SUPL RESPONSE and Location Session

	Test 1
	A-GPS SET assisted only
	A-GPS SET assisted

	Test 2
	A-GPS SET based only
	A-GPS SET based

	Test 3
	Both A-GPS SET assisted and A-GPS SET based
	A-GPS SET assisted

	
	

	
	

	
	


Table Case 1Positioning method
	Test #
	Positioning Method(s) supported by SLP
	Positioning method used for SUPL RESPONSE and Location Session

	Test 1
	A-GPS SET assisted only
	A-GPS SET assisted

	Test 2
	A-GPS SET based only
	A-GPS SET based

	Test 3
	Both A-GPS SET assisted and A-GPS SET based
	A-GPS SET based


Table Case 2 Positioning method
1.4.4.1.3 SUPL-1.0-con-532 - No common Positioning method.

	Test Case Id
	SUPL-1.0-con-532

	Test Object
	Server

	Test Case Description
	To test SLP correctly responds if no common Positioning method is available

	Specification Reference
	ULP 6, 7, 8. AD 6.3.3

	SCR Reference
	ULP-E-S-001, ULP-E-S-002, ULP-E-S-003, ULP-E-S-004, ULP-A-S-011, ULP-A-S-012, ULP-A-S-013, ULP-A-S-014, ULP-A-S-015, ULP-A-S-016, ULP-A-S-017, ULP-A-S-018

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: None

	Test Procedure
	1. In the Conformance Test Tool set the Pos Technology in the SET capabilities to be used in the SUPL START message to a value that correspond to a Positioning Method that is not supported by the SLP as detailed in the table below . Set Pref Method to No preferred method and Pos Protocol as appropriate for the server under test

2. Start a SI Location Session

3. Ensure the SLP sends SUPL END with Status Code set to posMethodMismatch.

4. The Location Session ends and the SLP should release all resources.
Note that this test only requires to be run for one value from the table below

	Pass-Criteria
	1. At step 3 the SLP shall send SUPL END with Status Code set to posMethodMismatch.

2. At step 4 the SLP shall release all resources.


	Pos Technology to be used in SET capabilities in SUPL START message

	A-GPS SET assisted only

	A-GPS SET based only

	Autonomous GPS

	AFLT

	Enhanced Cell / sector

	EOTD

	OTDOA


Table Positioning technologies

NEXT CHANGED SECTION
1.4.4.1.4 SUPL-1.0-con-782 - Previous position stored in SLP does not meet QoP.

	Test Case Id
	SUPL-1.0-con-782

	Test Object
	Server

	Test Case Description
	To test SLP correctly responds when a previous position estimate stored in the SLP does not meet the requested QoP.

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-E-S-002, ULP-F-S-002

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: The SLP supports QoP.

	Test Procedure
	1. Perform a complete Location Session so that both the SLP and the Conformance Test Tool contain an up-to-date but not very accurate position estimate (e.g. a SET Initiated Enhanced Cell ID location session)

2. Start a subsequent A-GPS SET Initiated Location Session with the QoP fields and values in the SUPL START message set according to Test 1 in the table below.
3. Ensure that the SLP responds with SUPL RESPONSE and continues with a normal SUPL POS session and the A-GPS location session ends successfully.

4. Ensure the SLP releases all resources.

5. Repeat the test from step 1 to step 4 using the values for Test 2 from the table below.

6. Repeat the test from step 1 to step 4 using the values for Test 3 from the table below; however after step 1 wait for at least 60 seconds before starting step 2.

7. [Testing of Delay is FFS]

	Pass-Criteria
	1. At step 3  the SLP shall continue with a normal A-GPS location session that completes successfully.

2. At step 4  the SLP shall release all resources.


	Test #
	Fields sent
	Values

	Test 1
	Horizontal Accuracy
	Better (tighter) than that achieved in step 1, i.e. inside the Uncertainty ellipse.

	Test 2
	Horizontal Accuracy
	Worse than that achieved in step 1, i.e. outside the Uncertainty ellipse.

	
	Vertical Accuracy
	Better (tighter) than that achieved in step 1, i.e. less than the Altitude uncertainty.

	Test 3
	Horizontal Accuracy
	Worse than that achieved in step 1, i.e. outside the Uncertainty ellipse.

	
	Maximum Location Age
	Shorter than pause between steps 1 and 2 (e.g. 60 (seconds))

	Test 4
	Horizontal Accuracy
	[FFS]

	
	Maximum Location Age
	[FFS]

	
	Delay
	[Testing of Delay is FFS]


Table Fields to be sent in QoP
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