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	Title:
	SUPL ETS References and abbreviations update
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	IOP-MEC

	Doc to Change:
	OMA-ETS-SUPL-V1_0-20060116-D

	Submission Date:
	March  23rd 2006

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
1: Major Change
 FORMCHECKBOX 
  2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Richard Catmur, Spirent.

	Replaces:
	n/a


1 Reason for Change

There are currently only the standard template references and no abbreviations etc listed..
2 Impact on Backward Compatibility

None.

3 Impact on Other Specifications

None.

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Approve the proposed changes.

6 Detailed Change Proposal

References, definitions and abbreviations are added. Note that more may be needed and some abbreviations may not be needed - these will be checked when the document is finalized.
1. Scope

This document describes in detail available test cases for SUPL V1.0 -20060127 URL:http://www.openmobilealliance.org/

The test cases are split in two categories, conformance and interoperability test cases.

The conformance test cases are aimed to verify the adherence to normative requirements described in the technical specifications. 

The interoperability test cases are aimed to verify that implementations of the specifications work satisfactory.

2. References

The policy for reference lists is:

1.
OMA documents listed should have at least one approved version – draft-only docs should not be referenced.  Exception exists for documents that will be approved with or after the referenced doc is approved (may be part of same enabler package).  In short – approved docs should not reference unapproved docs.

2.
When a reference is made to an OMA specification, then Open Mobile Alliance with the TM symbol (™) should be used in the description.

3.
The name + version (no date) for OMA specifications are generally sufficient – dates should be used only if there is a specific reason to limit the usage.

4.
For references to WAP Forum docs, dates should not be included as DID's for the old WAP Forum specifications are enough and the reference description should refer to WAP Forum™.

5.
References to other affiliate docs should similarly provide sufficient information to uniquely determine the needed document and should provide the appropriate source information.

6.
The URL for OMA material (new OMA and affiliate) should always be http://www.openmobilealliance.org (an exception is OMNA that is reached through http://www.openmobilealliance.org/tech/omna)

Models to use


[REFLABEL]
<General Model> “Ref Title”, Ref information (source, date, id),
URL:http//<ref-source>/ 


[OMADOC]
<OMA Model> “OMA Document Title”, Open Mobile Alliance™, OMA‑<docname>{‑<version>}, URL:http//www.openmobilealliance.org/ 

If there are no entries in the table – enter ‘none’ to be clear.
DELETE THIS COMMENT

2.1 Normative References

	[IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.3, Open Mobile Alliance™, OMA-ORG-IOP-Process-V1_3, URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[ENABLERSPEC]
	OMA-ERP-SUPL-V1_0 URL:http://www.openmobilealliance.org/

	[IOPETR]
	OMA-LOC-SUPL-ETR-V1_0 URL:http://www.openmobilealliance.org/

	[IOPETG]
	OMA-ETG-SUPL-V1_0 URL:http://www.openmobilealliance.org/

	[IOPEICS]
	OMA-EICS-Client-SUPL-V1_0 URL:http://www.openmobilealliance.org/ and OMA-EICS-Server-SUPL-V1_0 URL:http://www.openmobilealliance.org/

	[SUPLAD]
	“Secure User Plane Location Architecture”, Open Mobile Alliance™, OMA-AD-SUPL-V1_0 URL:http//www.openmobilealliance.org/

	[SUPLTS]
	“UserPlane Location Protocol”, Open Mobile Alliance™, OMA-TS-ULP-V1_0 URL:http//www.openmobilealliance.org/


2.2 Informative References

	
	

	
	<< Add/Remove reference rows as needed! >>


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope”, are normative, unless they are explicitly indicated to be informative.

The following numbering scheme is used:

xxx-y.z-con-number where:
xxx
Name of enabler, e.g. MMS or Browsing
y.z
Version of enabler release, e.g. 1.2 or 1.2.1
’con’
Indicating this test is a conformance test case
number
Leap number for the test case
Or

xxx-y.z-int-number where:
xxx
Name of enabler, e.g. MMS or Browsing
y.z
Version of enabler release, e.g. 1.2 or 1.2.1
’int’
Indicating this test is a interoperability test case
number
Leap number for the test case
<< If needed, describe or declare using appropriate normative references the additional conventions that are used.  DELETE THIS COMMENT >>

3.2 Definitions


	
	

	
	

	MLS application
	An application which requests and consumes the location information

	Network Initiated SUPL Services
	Network Initiated SUPL Services are services which originate from within the SUPL network as opposed to the SET. For these services, the SUPL Agent resides in the Network.

	Proxy Mode
	The SPC system will not have direct communication with the SET. In this environment the SLC system will act as a proxy between the SET and the SPC.

	Non-Proxy Mode
	The SPC system will have direct communication with the SET.

	SET Initiated SUPL Services
	SET Initiated SUPL Services are services which originate from the SET. For these services, the SUPL Agent resides within the SET.

	SUPL Agent
	Service access point which accesses the network resources to obtain location information.

	SUPL Enabled Terminal (SET)
	A device that is capable of communicating with a SUPL network. Examples of this could be a UE in UMTS, a MS in GSM or IS-95, or a PC over an IP-based transport.

	SUPL Location Centre (SLC)
	Coordinates the operations of SUPL in the network and interacts with the SUPL Enabled Terminal (SET) over User Plane bearer.

	SUPL Location Platform (SLP)
	Entity responsible for SUPL Service Management and Position Determination. SLP contains the SLC and SPC Functions.

	SUPL Positioning Centre (SPC)
	Entity in the SUPL network responsible for all messages and procedures required for position calculation and for the delivery of assistance data.


3.3 Abbreviations


	
	

	
	

	AFLT
	Advanced Forward Link Trilateration

	A-GPS
	Assisted GPS

	CID
	Cell ID

	CI
	Cell Identity (3GPP)

	ECID
	Enhanced Cell ID

	EOTD
	Enhanced Observed Time Difference

	FFS
	For Further Study

	FQDN
	Fully Qualified Domain Name

	GMLC
	Gateway Mobile Location Center

	GMT
	Greenwich Mean Time 

	GPS
	Global Positioning System

	H-SLP
	Home SLP

	IMSI
	International Mobile Subscriber Identity

	IP
	Internet Protocol

	LAC
	Location Area Code (3GPP)

	LCS
	Location Services

	MAC
	Message Authentication Code

	MCC
	Mobile Country Code (3GPP)

	MLC
	Mobile Location Center

	MLP
	Mobile Location Protocol

	MLS
	Mobile Location Services

	MNC
	Mobile Network Code (3GPP)

	MNO
	Mobile Network Operator

	MSID
	Mobile Station Identifier

	NID
	Network ID (C.S0022-A V1.0 )

	NMR
	Network Measurement Report

	OMA 
	Open Mobile Alliance

	OTDOA
	Observed Time Difference of Arrival

	PAP
	WAP Push Access Protocol

	PPG
	Push Proxy Gateway

	QoP
	Quality of Position

	RLP
	Roaming Location Protocol

	RRC
	Radio Resource Control

	RRLP
	Radio Resource LCS Protocol

	R-SLP
	Requesting SLP

	RNC
	Radio Network Controller

	SET
	SUPL Enabled Terminal

	SIM
	Subscriber Identity Module

	SLC
	SUPL Location Center

	SLIA
	Standard Location Immediate Answer

	SLIR
	Standard Location Immediate Request

	SLP
	SUPL Location Platform

	SMLC
	Serving Mobile Location Center

	SMS
	Short Message Service

	SMSC
	Short Message Service Center

	SPC
	SUPL Positioning Center

	SPCF
	SUPL Position Calculation Function

	SPF
	SUPL Privacy Function

	SRLIA
	Standard Roaming Location Immediate Answer

	SRLIR
	Standard Roaming Location Immediate Request

	SRRF
	SUPL Reference Retrieval Function

	SSF
	SUPL Security Function

	SSMF
	SUPL Service Management Function

	TBD
	To Be Developed

	TLS
	Transport Layer Security

	UE
	User Equipment

	ULP
	Userplane Location Protocol

	URI
	Uniform Resource Identifier

	URL
	Uniform Resource Locator

	V-SLP
	Visited SLP

	WAP
	Wireless Application Protocol
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