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1.1 Client Conformance Testing, Network Initiated
1.1.1 Basic Functionality
1.1.1.1 Optional Features
1.1.1.1.1 SUPL-1.0-con-XXX - Optional parameters not supported.

	Test Case Id
	SUPL-1.0-con-XXX

	Test Object
	Client

	Test Case Description
	To test SET correctly ignores optional parameters sent by the SLP that the SET does not support

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-C-C-001, ULP-D-C-001, ULP-D-C-007

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: SET does not support one or more parameters from the table below

	Test Procedure
	1. In the Conformance Test Tool, for each parameter listed in the table below which the SET does not support, run the corresponding Test, setting to valid, realistic values the parameter(s) that the SET does not support. Note that if the SET does not support more than one parameter then Tests may be effectively combined into a single Test if required.

2. For each Test start a Network Initiated Location Session with the parameter(s) sent in the appropriate message.
3. For each Test ensure the Location Session completes successfully. 

4. Ensure the SET releases the secure IP connection.

	Pass-Criteria
	1. At step 3 the Location Session shall complete successfully.
2. At step 4 the SET shall release the secure IP connection.


	Test #
	Parameter not supported by SET
	Notes

	Test 1
	Notification in SUPL INIT
	In Notification include RequestorID and ClientName fields

	Test 2
	QoP in SUPL INIT
	In QoP include Vertical accuracy, Maximum Location Age and Delay fields


Table Parameters not supported by SET
1.2 Client Conformance Testing, SET Initiated

1.2.1 Basic Functionality
1.2.1.1 Optional Features
1.2.1.1.1 SUPL-1.0-con-XXX - Optional parameters not supported.
	Test Case Id
	SUPL-1.0-con-XXX

	Test Object
	Client

	Test Case Description
	To test SET correctly ignores optional parameters sent by the SLP that the SET does not support

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-C-C-005, ULP-C-C-006, ULP-D-C-005

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: SET does not support one or more parameters from the table below

	Test Procedure
	1. In the Conformance Test Tool, for each parameter listed in the table below which the SET does not support, run the corresponding Test, setting to valid, realistic values the parameter(s) that the SET does not support. Note that if the SET does not support more than one parameter then Tests may be effectively combined into a single Test if required.

2. For each Test start a SET Initiated Location Session with the parameter(s) sent in the appropriate message.
3. For each Test ensure the Location Session completes successfully. 

4. Ensure the SET releases the secure IP connection.

	Pass-Criteria
	1. At step 3 the Location Session shall complete successfully.

2. At step 4 the SET shall release the secure IP connection.


	Test #
	Parameter not supported by SET
	Notes

	Test 1
	Velocity in SUPL POS
	FFS

	Test 2
	Altitude in Position in SUPL END
	Do not use a SET based A-GPS or Autonomous GPS Location Session. 

	Test 3
	Velocity in Position in SUPL END
	Do not use a SET based A-GPS or Autonomous GPS Location Session. Use Horizontal and Vertical Velocity Uncertainty.


Table Parameters not supported by SET
1.3 Server Conformance Testing, Network Initiated 
1.3.1 Basic Functionality
1.3.1.1 Optional Features
1.3.1.1.1 SUPL-1.0-con-XXX - Optional parameters not supported.

	Test Case Id
	SUPL-1.0-con-XXX

	Test Object
	Server

	Test Case Description
	To test SLP correctly ignores optional parameters sent by the SET that the SLP does not support

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-E-S-004, ULP-E-S-005, ULP-F-S-003, ULP-F-S-004, ULP-F-S-005

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: SLP does not support one or more parameters from the table below

	Test Procedure
	1. In the Conformance Test Tool, for each parameter listed in the table below which the SLP does not support, run the corresponding Test, setting to valid, realistic values the parameter(s) that the SLP does not support. Note that if the SLP does not support more than one parameter then Tests may be effectively combined into a single Test if required.

2. For each Test start a Network Initiated Location Session with the parameter(s) sent in the appropriate message.
3. For each Test ensure the Location Session completes successfully. 

4. Ensure the SLP releases all resources.

	Pass-Criteria
	1. At step 3 the Location Session shall complete successfully.

2. At step 4 the SLP shall release all resources.


	Test #
	Parameter not supported by SLP
	Notes

	Test 1
	Requested Assistance Data in SUPL POS INIT
	Use an A-GPS Location Session

	Test 2
	Position in SUPL POS INIT
	In Position include Uncertainty, Confidence, Altitude and Velocity fields

	Test 3
	Velocity  in SUPL POS
	FFS


Table Parameters not supported by SLP
1.4 Server Conformance Testing, SET Initiated 
1.4.1 Basic Functionality
1.4.1.1 Optional Features
1.4.1.1.1 SUPL-1.0-con-XXX - Optional parameters not supported.

	Test Case Id
	SUPL-1.0-con-XXX

	Test Object
	Server

	Test Case Description
	To test SLP correctly ignores optional parameters sent by the SET that the SLP does not support

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-E-S-002, ULP-E-S-004, ULP-E-S-005, ULP-F-S-002, ULP-F-S-003, ULP-F-S-005 

	Tool
	SUPL Server Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: SLP does not support one or more parameters from the table below

	Test Procedure
	1. In the Conformance Test Tool, for each parameter listed in the table below which the SLP does not support, run the corresponding Test, setting to valid, realistic values the parameter(s) that the SLP does not support. Note that if the SLP does not support more than one parameter then Tests may be effectively combined into a single Test if required.

2. For each Test start a SET Initiated Location Session with the parameter(s) sent in the appropriate message.
3. For each Test ensure the Location Session completes successfully. 

4. Ensure the SLP releases all resources.

	Pass-Criteria
	1. At step 3 the Location Session shall complete successfully.

2. At step 4 the SLP shall release all resources.


	Test #
	Parameter not supported by SLP
	Notes

	Test 1
	QoP in SUPL START
	In QoP include Vertical accuracy, Maximum Location Age and Delay fields

	Test 2
	Position in SUPL POS INIT
	In Position include Uncertainty, Confidence, Altitude and Velocity fields.

	Test 3
	Velocity  in SUPL POS
	FFS


Table Parameters not supported by SLP
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