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1 Reason for Change

  Input to OMA ETG SUPL1.0 for Optimal TestFest Achievement Guidelines.
2 Impact on Backward Compatibility

None.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Accept the drafted changes. 
6 Detailed Change Proposal

Changes are shown below
4.4 Optimal TestFest Achievement Guidelines

The ETS Test Cases listed below represent a subset of all the Test Cases for the Enabler that it is thought can be executed in a 3 hour test session at an OMA TestFest. This list is intended to facilitate maximum test coverage of the functionality of the enabler within a test session. It is not intended to be the only tests executed at a TestFest, and teams are encouraged to execute more tests if they are able to do in the time allowed.

The list includes: 

Interoperability, Network Initiated

           SUPL-1.0-int-000 Cell ID
SUPL-1.0-int-200 SET-assisted A-GPS
SUPL-1.0-int-201 SET-based A-GPS
SUPL-1.0-int-204 Enhanced Cell ID
SUPL-1.0-int-010 Alterative authentication model for GSM/WCDMA

SUPL-1.0-int-210 Horizontal accuracy
SUPL-1.0-int-211 Response time 
SUPL-1.0-int-216 Max location age, previously computed position returned

SUPL-1.0-int-220 Position fulfils requested QoP
SUPL-1.0-int-252 Notification and Verification Allowed on No Answer, SET User answers and Rejects 
SUPL-1.0-int-253 Notification and Verification Allowed on No Answer, SET User does not answer, which means Accept
SUPL-1.0-int-255 Notification and Verification Denied on No Answer, SET User answers and Rejects 
SUPL-1.0-int-252 Notification and Verification Denied on No Answer, SET User answers, which means Accept 
SUPL-1.0-int-257 Privacy Override 
Subset 1*: Roaming-Proxy mode with H-SLP positioning

           SUPL-1.0-int-020 Cell ID Positioning Method
SUPL-1.0-int-270 SET-assisted A-GPS
SUPL-1.0-int-271 SET-based A-GPS
SUPL-1.0-int-274 Enhanced Cell ID

Subset 2*: Roaming-Proxy mode with V-SLP positioning
SUPL-1.0-int-030 Cell ID Positioning Method
SUPL-1.0-int-280 SET-assisted A-GPS
SUPL-1.0-int-281 SET-based A-GPS
SUPL-1.0-int-284 Enhanced Cell ID

* Either Subset 1 or Subset 2 should be chosen for minimal pre-test
Interoperability, SET Initiated
SUPL-1.0-int-500 Cell ID
           SUPL-1.0-int-600 SET-assisted A-GPS
SUPL-1.0-int-601 SET-based A-GPS
SUPL-1.0-int-604 Enhanced Cell ID
SUPL-1.0-int-510 Alterative authentication model for GSM/WCDMA

SUPL-1.0-int-610 Horizontal accuracy

SUPL-1.0-int-611 Response time 
SUPL-1.0-int-613 Max location age, previously computed position returned

Subset 1*: Roaming-Proxy mode with H-SLP positioning
SUPL-1.0-int-520 Cell ID Positioning Method
           SUPL-1.0-int-640 SET-assisted A-GPS
SUPL-1.0-int-641 SET-based A-GPS
SUPL-1.0-int-644 Enhanced Cell ID

           Subset 2*: Roaming-Proxy mode with V-SLP positioning
SUPL -1.0-int-510 Cell ID Positioning Method
SUPL-1.0-int-650 SET-assisted A-GPS
SUPL-1.0-int-651 SET-based A-GPS
SUPL-1.0-int-654 Enhanced Cell ID

** Either Subset 1 or Subset 2 could be chosen for minimal pre-test
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