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1 Reason for Change

There are a some problems and inconsistencies with the Test Procedures and Pass Criteria of test cases C-0101 and C-0103.  Namely :

· The test cases do not conform to use of the States and Macros defined in Appendix C.

· In test case C-0101 the Pass Criteria 8d is a repeat of Pass Criteria 8a (using different terminology).

· Use of defined Test Parameters for the intended target PoC Users (PoC Friend 1 to PoC Friend 4) would be more consistent with other test parameters defined.

If these changes are not made then the affected test cases would be inconsistent and contain unnecessary repeated Pass Criteria.

2 Impact on Backward Compatibility

None

3 Impact on Other Specifications

None

4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Incorporate the proposed changes in an update to the PoC 1.0 Conformance ETS.

6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

3.5 Testing Parameters

Certain identities and protocol parameters will be dependent upon either the test implementation or the device under test.  The following standard parameters have been used in this ETS with the expectation that these parameters will be substituted with actual values in the realisation of the test implementation or by means of a declaration by the company submitting the object for test.

3.5.4 XDM Parameters

	Parameter Name
	Default Value
	Description

	[XCAPRootURI1]
	
	The XCAP Root URI of the primary XDMS in the test implementation.  A DNS lookup will resolve to the address of the Aggregation Proxy in the test implementation.

	[XUI1]
	sip:PoC-User1@networkA.com
	An XCAP User Identifier used as the primary XUI for the purposes of identifying the “users” tree on the XDMS where the test documents may be accessed.  XUI1 will correspond to the agreed public user identity (Public SIP URI) following GAA (or HTTP Digest) Authentication of the PoC XDM Client.

	[XUI2]
	sip:PoC-User2@[DNHomeA].com
	An XCAP User Identifier used as a secondary XUI (where required) for the purposes of identifying the “users” tree on the XDMS where the test documents may be accessed.  XUI2 will correspond to the agreed public user identity (Public SIP URI) following GAA (or HTTP Digest) Authentication of a secondary PoC User of the device under test.

	[DNHomeA]
	networkA.com
	Domain Name of the Home network for the device under test

	[DNOtherB]
	networkB.com
	Domain Name of another PoC Service provider.

	[AnyValidFilename]
	
	Any valid XDM document filename.


3.5.5 SIP Parameters

	Parameter Name
	Default Value
	Description

	[DNHomeA]
	networkA.com
	Domain name of home network for device under test.

	[PublicUserID1]
	sip:PoC-User1@networkA.com
	Public User Identity [1]. The network authenticated public user identity of the (default) PoC user of the client device under test. Where reference is made to [PublicUserID] this shall mean [PublicUserID1].

	[PrivateUserID1]
	sip:PoC-User1-Private@networkA.com
	Private User Identity [1]. The private user identity of the default network subscription used on the client device under test.  Where reference is made to [PrivateUserID] this shall mean [PrivateUserID1].

Note: For example, in the case of a 3GPP IMS compliant client device this will be the private user identity derived from the ISIM or USIM installed in the device during testing.  Where the identity is derived from a USIM the value will be based upon the IMSI as defined in TS 23.003

	[PublicFriendID1]
	sip:PoC-Friend1@networkA.com
	A public User Identity for the primary target of  PoC session setup attempts.

	[PublicFriendID2]
	sip:PoC-Friend2@networkA.com
	A public User Identity for an additional target of  PoC session setup attempts.

	[PublicFriendID3]
	sip:PoC-Friend3@networkA.com
	A public User Identity for an additional target of  PoC session setup attempts.

	[PublicFriendID4]
	sip:PoC-Friend4@networkA.com
	A public User Identity for an additional target of  PoC session setup attempts.


3.5.6 PoC Parameters

	Parameter Name
	Default Value
	Description

	[AddressPoCUser1]
	Same as [PublicUserID1]
	The PoC Address of the (default) PoC User of the client device under test.

	[AddressPoCFriend1]
	Same as [PublicFriendID1]
	The PoC Address of the primary target PoC User for PoC session setup attempts.

	[AddressPoCFriend2]
	Same as [PublicFriendID2]
	The PoC Address of an additional target PoC User for PoC session setup attempts.

	[AddressPoCFriend3]
	Same as [PublicFriendID3]
	The PoC Address of an additional target PoC User for PoC session setup attempts.

	[AddressPoCFriend4]
	Same as [PublicFriendID4]
	The PoC Address of an additional target PoC User for PoC session setup attempts.


Change 2:  (optional)Brief description of specific change

3.5.7 PoC Session unrelated operations

5.1.4.1 PoC-1.0-con-C-0101 – On-Demand Session / Add PoC Users / Single PoC User / Ad-hoc PoC Group Session

	Test Case ID
	PoC-1.0-con-C-0101

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client can correctly add one PoC User to an On-Demand Ad-hoc PoC Group Session.

	Specification Reference
	[OMA-PoC-CP] 6.1.7

	SCR Reference
	PoCCPSpec-CUO-C-001

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0101

	Preconditions
	PoC Client in state “Registered”.
The SIP URIs of PoC Friend 1, PoC Friend 2 and PoC Friend 3 are stored in the contacts list of the device under test.

The provisioned value of the parameter “MAX-ADHOC-GROUP-SIZE” is 4.

	Test Procedure
	1.
PoC User initiates establishment of an On-Demand Ad-hoc PoC Group Session to PoC Friend 1 and PoC Friend 2.

2.
PoC Client sends SIP INVITE request.

3.
PoC Client receives SIP 100 ‘Trying’ response to SIP INVITE. .

4.
PoC Client receives SIP 200 ‘OK’ response to SIP INVITE which includes the ‘tb-granted’ parameter.

5.
PoC Client sends SIP ACK request in response to SIP 200. 

6.
PoC Client provides Talk Burst granted notification to PoC User.
7.
PoC User requests that PoC Friend 3 be added to the PoC Session.

8.
PoC Client sends SIP REFER request.
9.
{ReleaseSession macro} (see C.4)

10.
{Deregister macro} (see C.5)

	Pass Criteria
	2.
The Request-URI of the SIP INVITE request shall be the provisioned conference factory URI. 

8a.
The REFER request shall include a Refer-To header containing [AddressPoCFriend3] the PoC Address of PoC Friend 3.

8b.
The Request-URI of the SIP REFER request shall be identical to the PoC Session Identity sent to the PoC Client in the SIP 200 response at step 4. 

8c.
The Call-ID of the SIP REFER request shall be identical to the Call-ID in the INVITE request at step 2.



5.1.4.2 PoC-1.0-con-C-0103 – On-Demand Session / Add PoC Users / Multiple PoC Users / 1-1 PoC Session / Max Ad-hoc Group size exceeded

	Test Case ID
	PoC-1.0-con-C-0103

	Test Object
	PoC Client 

	Test Case Description
	Verify that the initiating PoC Client of an on-going On-Demand 1-1 PoC session, where the PoC User requests the adding of multiple PoC users to the session, correctly prevents the sending of a SIP REFER request in the situation that the number of additionally invited PoC Users would exceed the maximum number of participants as indicated in the provisioned value of the parameter “MAX-ADHOC-GROUP-SIZE”.

	Specification Reference
	[OMA-PoC-CP] 6.1.7

	SCR Reference
	PoCCPSpec-CUO-C-001

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0103

	Preconditions
	PoC Client in state “Registered”.

PoC Client supports adding two (or more) PoC Users to a PoC Session in a single SIP request [draft-multiple-refer].

The SIP URIs of PoC Friend 1, PoC Friend 2, Poc Friend 3 and PoC Friend 4 are stored in the contacts list of the device under test. 

The provisioned value of the parameter “MAX-ADHOC-GROUP-SIZE” is 4.

	Test Procedure
	1.
PoC User initiates establishment of an On-Demand 1-1 PoC session to PoC Friend 1.

2.
PoC Client sends SIP INVITE request.

3.
PoC Client receives SIP 100 ‘Trying’ response to SIP INVITE. .

4.
PoC Client receives SIP 200 ‘OK’ response to SIP INVITE which includes the ‘tb-granted’ parameter.

5.
PoC Client sends SIP ACK request in response to SIP 200. 

6.
PoC Client provides Talk Burst granted notification to PoC User.
7.
PoC User requests that PoC Friend 2, PoC Friend 3 and PoC Friend 4 be added to the PoC Session.

8.
The PoC Client does not send a SIP REFER request and the PoC Client may notify the PoC User that the maximum group size would be exceeded.
9.
PoC User requests that PoC Friend 2 and PoC Friend 3 be added to the PoC Session.

10.
PoC Client sends SIP REFER request.
9.
{ReleaseSession macro} (see C.4)

10.
{Deregister macro} (see C.5)

	Pass Criteria
	2a.
The Request-URI of the SIP INVITE request shall be the provisioned conference factory URI.

2b.
The INVITE request shall include a MIME resource list body part syntactically compliant to [draft-URI-List] and containing a URI list entry with the Public User Identity for PoC Friend 1 [PublicFriendID1].

2c.
The INVITE request shall include a Content-Type  header with multipart/mixed.

8.
PoC Client does not send SIP REFER request.

10a.
The Request-URI of the SIP REFER request shall be identical to the PoC Session Identity sent to the PoC Client in the SIP 200 response at step 4. 

10b.
The Call-ID of the SIP REFER request shall be identical to the Call-ID in the INVITE request at step 2.

10c.
The Refer-To header of the REFER request shall contain a pointer to a URI list in a MIME resource list body part.

10d.
The REFER request shall include a MIME resource list body part syntactically compliant to [XCAP_List] and containing URI list entries [PublicFriendID2] and [PublicFriendID3].

10e.
The REFER request shall include a Require header containing the option tag ‘norefersub’.
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