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1 Reason for Change

Problem descriptions:
1) In a couple of test cases the parameter MAX_ADHOC_GROUP_SIZE is mentioned, but it is never really defined what default value this parameter is assumed to have.

2) As a consequence of issue 1, there is inconsistency in the test cases 0046, 0101 and 0103, which all mention the MAX_ADHOC_GROUP_SIZE parameter.

3) The Server Test Case S0104 assumes that the PoC server is aware of the, on the client, provisioned value of the parameter MAX_ADHOC_GROUP_SIZE, which it is not.
Proposed solutions: 
1) Agree that this parameter is out of scope of the ETS, as it is a client application parameter. The value is to be decided by the vendor/operator and should thereby only be mentioned in a more general way in the ETS at test case 0046 and 0103.
2) Align the affected test cases based on the outcome of issue 1 above.
3) Remove test case S0104 as it is invalid.
Affected Test Cases:

PoC-1.0-con-C-0101 – On-Demand Session / Add PoC Users / Single PoC User / Ad-hoc PoC Group Session

PoC-1.0-con-C-0103 – On-Demand Session / Add PoC Users / Multiple PoC Users / 1-1 PoC Session / Max Ad-hoc Group size exceeded

PoC-1.0-con-S-0104 – A Terminating PoC Server functioning as a Controlling server receives a valid 1-N session SIP INVITE with with too many participants in the MIME resource-lists body

Related Test Cases:

PoC-1.0-con-C-0046 – On-Demand Session / Ad-hoc PoC Group Session setup / Max Ad-hoc Group size exceeded
2 Impact on Backward Compatibility

none
3 Impact on Other Specifications

none
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree that the MAX_ADHOC_GROUP_SIZE parameter is out of scope of the ETS, as it is a client application parameter. The value is to be decided by the vendor/operator and should thereby only be mentioned in the ETS at test case 0046 and 0103.

This requires alignment of TC 0101, 0103 to 0046 and removal of server TC S0104.

6 Detailed Change Proposal

Change 1:  (optional)Brief description of specific change

PoC-1.0-con-C-0101 – On-Demand Session / Add PoC Users / Single PoC User / Ad-hoc PoC Group Session

	Test Case ID
	PoC-1.0-con-C-0101

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client can correctly add one PoC User to an On-Demand Ad-hoc PoC Group Session.

	Specification Reference
	[OMA-PoC-CP] 6.1.7

	SCR Reference
	PoCCPSpec-CUO-C-001

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0101

	Preconditions
	PoC Client is registered for PoC service with SIP/IP core.
The SIP URIs of PoC Friend 1, PoC Friend 2 and PoC Friend 3 are stored in the contacts list of the device under test.

The provisioned value of the parameter “MAX-ADHOC-GROUP-SIZE” is 4.

	Test Procedure
	1.
PoC User initiates establishment of an On-Demand Ad-hoc PoC Group Session to PoC Friend 1 and PoC Friend 2.

2.
PoC Client sends SIP INVITE request.

3.
PoC Client receives SIP 100 ‘Trying’ response to SIP INVITE. .

4.
PoC Client receives SIP 200 ‘OK’ response to SIP INVITE which includes the ‘tb-granted’ parameter.

5.
PoC Client sends SIP ACK request in response to SIP 200. 

6.
PoC Client provides Talk Burst granted notification to PoC User.
7.
PoC User requests that PoC Friend 3 be added to the PoC Session.

8.
PoC Client sends SIP REFER request.

	Pass Criteria
	2.
The Request-URI of the SIP INVITE request shall be the provisioned conference factory URI. 

8a.
The REFER request shall include a Refer-To header containing the PoC Address of PoC Friend 3.

8b.
The Request-URI of the SIP REFER request shall be identical to the PoC Session Identity sent to the PoC Client in the SIP 200 response at step 4. 

8c.
The Call-ID of the SIP REFER request shall be identical to the Call-ID in the INVITE request at step 2.

8d.
The Refer-To header of the REFER request shall contain the Public User Identity for PoC Friend 3.


PoC-1.0-con-C-0103 – On-Demand Session / Add PoC Users / Multiple PoC Users / 1-1 PoC Session / Max Ad-hoc Group size exceeded

	Test Case ID
	PoC-1.0-con-C-0103

	Test Object
	PoC Client 

	Test Case Description
	Verify that the initiating PoC Client of an on-going On-Demand 1-1 PoC session, where the PoC User requests the adding of multiple PoC users to the session, correctly prevents the sending of a SIP REFER request in the situation that the number of additionally invited PoC Users would exceed the maximum number of participants as indicated in the provisioned value of the parameter “MAX-ADHOC-GROUP-SIZE”.

	Specification Reference
	[OMA-PoC-CP] 6.1.7

	SCR Reference
	PoCCPSpec-CUO-C-001

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0103

	Preconditions
	PoC Client supports adding two (or more) PoC Users to a PoC Session in a single SIP request [draft-multiple-refer].

PoC Client is registered for PoC service with SIP/IP core.
The SIP URIs of PoC Friend 1, PoC Friend 2, Poc Friend 3 and PoC Friend 4 are stored in the contacts list of the device under test. 

The provisioned value of the parameter “MAX-ADHOC-GROUP-SIZE” is 4.

	Test Procedure
	1.
PoC User initiates establishment of an On-Demand 1-1 PoC session to PoC Friend 1.

2.
PoC Client sends SIP INVITE request.

3.
PoC Client receives SIP 100 ‘Trying’ response to SIP INVITE. .

4.
PoC Client receives SIP 200 ‘OK’ response to SIP INVITE which includes the ‘tb-granted’ parameter.

5.
PoC Client sends SIP ACK request in response to SIP 200. 

6.
PoC Client provides Talk Burst granted notification to PoC User.
7.
PoC User requests that a number of  contacts should be added to the PoC session, so the total number of session participants exceed the provisioned value of MAX_ADHOC_GROUP_SIZE..

8.
The PoC Client does not send a SIP REFER request and the PoC Client may notify the PoC User that the maximum group size would be exceeded.
9.
PoC User requests that a number of contacts should be added to the PoC session, so the total number of participants does NOT exceed the provisioned value of MAX_ADHOC_GROUP_SIZE.

10.
PoC Client sends SIP REFER request.

	Pass Criteria
	2a.
The Request-URI of the SIP INVITE request shall be the provisioned conference factory URI.

2b.
The INVITE request shall include a MIME resource list body part syntactically compliant to [draft-URI-List] and containing a URI list entry with the Public User Identity for PoC Friend 1.

2c.
The INVITE request shall include a Content-Type  header with multipart/mixed.

8.
PoC Client does not send SIP REFER request.

10a.
The Request-URI of the SIP REFER request shall be identical to the PoC Session Identity sent to the PoC Client in the SIP 200 response at step 4. 

10b.
The Call-ID of the SIP REFER request shall be identical to the Call-ID in the INVITE request at step 2.

10c.
The Refer-To header of the REFER request shall contain a pointer to a URI list in a MIME resource list body part.

10d.
The REFER request shall include a MIME resource list body part syntactically compliant to [XCAP_List] and containing URI list entries with the Public User Identities for PoC Friend 2 and PoC Friend 3.

10e.
The REFER request shall include a Require header containing the option tag ‘norefersub’.



PoC-1.0-con-S-0104 – A Terminating PoC Server functioning as a Controlling server receives a valid 1-N session SIP INVITE with with too many participants in the MIME resource-lists body

	Test Case ID
	PoC-1.0-con-S-0104

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server sends out a terminating SIP INVITE with a unique PoC Session Id when it receives a valid SIP INVITE for 1-1 session with Media Parameters that it supports.

	Specification Reference
	7.2.1.1, 7.2.1.2

	SCR Reference
	PoCCPSpec-CRE-S-002, PoCCPSpec-CRE-S-006, PoCCPSpec-CTR-S-001, PoCCPSpec-CTR-S-002, PoCCPSpec-CTR-S-004, PoCCPSpec-CBF-S-002, PoCCPSpec-CBF-S-003

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0104

	Preconditions
	PoC ServerA with an active account for PoC User1/2/3.

PoC User1 is configured with a value of 2 for its MAX-ADHOC-GROUP-SIZE parameter.

	Test Procedure
	1.PoC User1 initiates an  Adhoc-group session to PoC User2 and PoC 
User3

	Pass Criteria
	1.PoC ServerA returns a SIP 486 “Busy Here” response with a warning header set to “too many participants” back to PoC User1.


Other Related Test Cases (Only for comparison):
PoC-1.0-con-C-0046 – On-Demand Session / Ad-hoc PoC Group Session setup / Max Ad-hoc Group size exceeded

	Test Case ID
	PoC-1.0-con-C-0046

	Test Object
	PoC Client 

	Test Case Description
	Verify that the initiating PoC Client of an On-Demand Ad-hoc PoC Group session correctly prevents the sending of a SIP INVITE request in the situation that the number of invited PoC Users would exceed the maximum number of participants as indicated in the provisioned value of the parameter “MAX-ADHOC-GROUP-SIZE”.

	Specification Reference
	[OMA-PoC-CP] 6.1.3.3.1

	SCR Reference
	PoCCPSpec-CSI-C-011

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0046

	Preconditions
	PoC Client is in state “Registered”.

	Test Procedure
	1.
PoC User tries to initiate an Ad-hoc Group session with “MAX-ADHOC-GROUP-SIZE” users in addition to himself.

2.
{Deregister macro} (see Error! Reference source not found.)

	Pass Criteria
	1.
The PoC Client prevents the initiation of a session with “MAX-ADHOC-GROUP-SIZE”+1 users and may notify the PoC User of the reason.
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