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Change Request

	Title:
	PoC Reason-Phrase removal
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	OMA-IOP-MEC

	Doc to Change:
	OMA-ETS-PoC-CON-V1_0-20060616-C

	Submission Date:
	12 Oct 2006

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
 1: Major Change
 FORMCHECKBOX 
 2: Bug Fix
 FORMCHECKBOX 
 3: Clerical

	Source:
	Hank Chavers, Nokia, hank.chavers@nokia.com
Agnieszka Szczurowska, Ericsson, agnieszka.r.szczurowska@ERICSSON.COM 

	Replaces:
	n/a


1 Reason for Change

The RFC3261 says that in the SIP Status-Line the Reason-Phrase wording left to the implementations discretion.  The Conformance ETS has test cases that contain a Reason-Phrase as part of the Pass Criteria and required by the test object in the Test Procedure.  This CR removes this Reason-Phrase from these test cases listed below.

Background:

The SIP Status Line is defined as SIP-Version SP Status-Code SP Reason-Phrase CRLF where SP=Space and CRLF=carriage return / line feed.  The Status-Code is a 3-digit integer result code that indicates the outcome of an attempt to understand and satisfy a request.  The Reason-Phrase is intended to give a short textual description of the Status-Code.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Incorporate the changes shown in the test cases below into the PoC Conformance ETS.
6 Detailed Change Proposal

Test cases listed with Track Changes:
	Test Case ID
	PoC-1.0-con-C-0152

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client when set to Manual Answer mode and receiving a SIP INVITE which contains the Answer-Mode header set to “Auto” will correctly follow the procedures for manual answer.

Note:  This test case tests unexpected condition handling by the Client.  This combination of PoC Service setting and Answer-Mode header is not permitted according to requirements placed upon the PoC Server.

	Specification Reference
	[OMA-PoC-CP] 6.2.1.3

	SCR Reference
	PoCCPSpec-CTP-C-001, PoCCPSpec-CTP-C-002, PoCCPSpec-CTP-C-004

	Tool
	PoC Conformance Test Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0152

	Preconditions
	Support for 3GPP/3GPP2 IMSSupport for Manual Answer mode.
The Answer Mode PoC Service Setting of the PoC Client is set to manual-answer.

	Test Procedure
	1. The Test tool initiates a 1-to-1 PoC Session to PoC User1.

2. The Test tool sends an INVITE message to PoC Client containing the Answer-Mode header set to “Auto” and at least one of the supported codec by the Client is offered.

3. The PoC Client sends a SIP 180 response to the Test tool.

4. The “PoC User1” accepts the PoC Session Invitation.

5. The PoC Client sends a SIP 200 ‘OK’ response to the Test tool.



	Pass Criteria
	3a. The Test tool receives a SIP 180 response message.

3b. The first server-val tag of the Server  header is set to ‘PoC-client/OMA1.0’.

3c. Require header contains the option tag 'timer'.

3d. The PoC feature-tag “+g.poc.talkburst” is included in the Contact header.

5a. The Test tool receives a SIP 200 “OK” response message.

5b. The first server-val tag of the Server  header is set to ‘PoC-client/OMA1.0’.

5c. Require header contains the option tag 'timer'.

5d. Session-Expires header contains refresher parameter set to 'uas'.

5e. The PoC feature-tag “+g.poc.talkburst” is included in the Contact header.

5f. The message includes a MIME SDP body as a SDP answer containing:

              - The IP address and port number at the PoC Client for the RTP     Session.

             - The codec(s) and Media Parameters acceptable by the PoC Client for the PoC Service selected from those in the SDP offer contained in the incoming SIP INVITE request.

             - Talk Burst Control Protocol(s) and Talk Burst parameters selected from those in the SDP offer contained in the SIP INVITE request.

             - The port number(s) to be used for the Talk Burst Control Protocol(s).


	Test Case ID
	PoC-1.0-con-C-0153

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client when receiving a SIP INVITE which contains the Answer-Mode header set to “Auto”, but with media parameters unacceptable to the receiving PoC Client, will correctly reject the request with a SIP 488 response.

	Specification Reference
	[OMA-PoC-CP] 6.2.1.2

	SCR Reference
	PoCCPSpec-CTP-C-001, PoCCPSpec-CTP-C-002, PoCCPSpec-CTP-C-003

	Tool
	PoC Conformance Test Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0153

	Preconditions
	Support for 3GPP/3GPP2 IMS

PoC Client does not have any active session.

	Test Procedure
	1. The Test tool initiates a 1-to-1 PoC Session to “PoC User1”. 

2. The Test tool sends an INVITE message to the PoC Client containing the Answer-Mode header set to “Auto” and all media parameters not acceptable by the PoC Client.

3. PoC Client sends a SIP 488  response to the Test tool.

	Pass Criteria
	3a. The Test tool receives a SIP 488 response message.

3b. The first server-val tag of the Server  header is set to ‘PoC-client/OMA1.0’.

3c. Require header contains the option tag 'timer'.

3d. The PoC feature-tag “+g.poc.talkburst” is included in the Contact header.




	Test Case ID
	PoC-1.0-con-C-0154

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client when receiving a SIP INVITE, which contains the Answer-Mode header set to “Manual;Require”, will correctly follow the procedures for manual answer.

	Specification Reference
	[OMA-PoC-CP] 6.2.1.3

	SCR Reference
	PoCCPSpec-CTP-C-001, PoCCPSpec-CTP-C-002, PoCCPSpec-CTP-C-004

	Tool
	PoC Conformance Test Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0154

	Preconditions
	Support for 3GPP/3GPP2 IMS

PoC Client does not have any active session.

	Test Procedure
	1. The Test tool initiates a 1-to-1 PoC Session to PoC User1.

2. The Test tool sends an INVITE message to PoC Client containing the Answer-Mode header set to “Manual;Require” and at least one of the supported codec by the Client is offered.

3. The PoC Client sends a SIP 180 response to the Test tool.

4. The “PoC User1” accepts the PoC Session Invitation.

5. The PoC Client sends a SIP 200 ‘OK’ response to the Test tool.



	Pass Criteria
	3a. The Test tool receives a SIP 180 response message.

3b. The first server-val tag of the Server  header is set to ‘PoC-client/OMA1.0’.

3c. Require header contains the option tag 'timer'.

3d. The PoC feature-tag “+g.poc.talkburst” is included in the Contact header.

5a. The Test tool receives a SIP 200 “OK” response message.

5b. The first server-val tag of the Server  header is set to ‘PoC-client/OMA1.0’.

5c. Require header contains the option tag 'timer'.

5d. Session-Expires header contains refresher parameter set to 'uas'.

5e. The PoC feature-tag “+g.poc.talkburst” is included in the Contact header.

5f. The message includes a MIME SDP body as a SDP answer containing:

              - The IP address and port number at the PoC Client for the RTP     Session.

             - The codec(s) and Media Parameters acceptable by the PoC Client for the PoC Service selected from those in the SDP offer contained in the incoming SIP INVITE request.

             - Talk Burst Control Protocol(s) and Talk Burst parameters selected from those in the SDP offer contained in the SIP INVITE request.

        - The port number(s) to be used for the Talk Burst Control  Protocol(s).


	Test Case ID
	PoC-1.0-con-C-0155

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client, when receiving a SIP INVITE which contains the Answer-Mode header set to “Manual;Require” and if the receiving PoC User declines the PoC Session invitation, will correctly send a SIP 480 response towards the PoC Server.

	Specification Reference
	[OMA-PoC-CP] 6.2.1.3

	SCR Reference
	PoCCPSpec-CTP-C-001, PoCCPSpec-CTP-C-002, PoCCPSpec-CTP-C-004

	Tool
	PoC Conformance Test Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0155

	Preconditions
	Support for 3GPP/3GPP2 IMS

PoC Client is registered for PoC service at the SIP/Core.

PoC Client does not have any active session.

	Test Procedure
	1. The Test tool initiates a 1-to-1 PoC Session to PoC User1.

2. The Test tool sends an INVITE message to PoC Client containing the Answer-Mode header set to “Manual;Require” and at least one of the supported codec by the Client is offered.

3. The PoC Client sends a SIP 180 response to the Test tool.

4. The “PoC User1” declines the PoC session invitation.

5. The PoC Client sends a SIP 480 response to the Test tool.

	Pass Criteria
	3a. The Test tool receives a SIP 180 response message.

3b. The first server-val tag of the Server  header is set to ‘PoC-client/OMA1.0’.

3c. Require header contains the option tag 'timer'.

3d. The PoC feature-tag “+g.poc.talkburst” is included in the Contact header.

5a. The Test tool receives a SIP 480 response message.

5b. The first server-val tag of the Server  header is set to ‘PoC-client/OMA1.0’.

5c. Require header contains the option tag 'timer'.

5d. The PoC feature-tag “+g.poc.talkburst” is included in the Contact header.


	Test Case ID
	PoC-1.0-con-C-0156

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client, when receiving a SIP INVITE which contains the Answer-Mode header set to “Manual;Require” and if the receiving PoC User does not respond and the PoC Session invitation times out, will correctly send a SIP 408 response towards the PoC Server.

	Specification Reference
	[OMA-PoC-CP] 6.2.1.3

	SCR Reference
	PoCCPSpec-CTP-C-001, PoCCPSpec-CTP-C-002, PoCCPSpec-CTP-C-004

	Tool
	PoC Conformance Test Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0156

	Preconditions
	Support for 3GPP/3GPP2 IMS

PoC Client does not have any active session.

	Test Procedure
	1. The Test tool initiates a 1-to-1 PoC Session to PoC User1.

2. The Test tool sends an INVITE message to PoC Client containing the Answer-Mode header set to “Manual;Require” and at least one of the supported codec by the Client is offered.

3. The PoC Client sends a SIP 180 response to the Test tool.
4. The PoC Client sends a SIP 408 response to the Test tool when the invitation times out.

	Pass Criteria
	3a. The Test tool receives a SIP 180 response message.

3b. The first server-val tag of the Server  header is set to ‘PoC-client/OMA1.0’.

3c. Require header contains the option tag 'timer'.

3d. The PoC feature-tag “+g.poc.talkburst” is included in the Contact header.

5a. The Test tool receives a SIP 408 response message.

5b. The first server-val tag of the Server  header is set to ‘PoC-client/OMA1.0’.

5c. Require header contains the option tag 'timer'.

5d. The PoC feature-tag “+g.poc.talkburst” is included in the Contact header.


	Test Case ID
	PoC-1.0-con-C-0157

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client when receiving a SIP INVITE which contains the Answer-Mode header set to “Manual;Require”, but with media parameters unacceptable to the receiving PoC Client, will correctly reject the request with a SIP 488 response.

	Specification Reference
	[OMA-PoC-CP] 6.2.1.2

	SCR Reference
	PoCCPSpec-CTP-C-001, PoCCPSpec-CTP-C-002, PoCCPSpec-CTP-C-004

	Tool
	PoC Conformance Test Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0157

	Preconditions
	Support for 3GPP/3GPP2 IMS.

PoC Client does not have any active session.

There is at least one media parameter which is unacceptable to the PoC Client.

	Test Procedure
	1. The Test tool initiates a 1-to-1 PoC Session to “PoC User1”. 

2. The Test tool sends an INVITE message to the PoC Client containing the Answer-Mode header set to “Manual;Require” and all media parameters not acceptable by the PoC Client.

3. PoC Client sends a SIP 488 response to the Test tool.

	Pass Criteria
	3a. The Test tool receives a SIP 488 response message.

3b. The first server-val tag of the Server  header is set to ‘PoC-client/OMA1.0’.

3c. Require header contains the option tag 'timer'.

3d. The PoC feature-tag “+g.poc.talkburst” is included in the Contact header.


	Test Case ID
	PoC-1.0-con-C-0160

	Test Object
	PoC Client 

	Test Case Description
	Verify that the PoC Client, which does not support Manual Answer Override, when set to Manual Answer mode and receiving a SIP INVITE containing the Priv-Answer-Mode header set to “Auto” will correctly respond to the INVITE and interact with the User Plane according to Control Plane, section 6.2 PoC Client termination procedures.

	Specification Reference
	[OMA-PoC-CP] 6.2.1.14

	SCR Reference
	PoCCPSpec-CTP-C-001, PoCCPSpec-CTP-C-005

	Tool
	PoC Conformance Test Tool

	Test code
	Validated test code for test case PoC-1.0-con-C-0160

	Preconditions
	Support for 3GPP/3GPP2 IMS 

PoC Client is registered for PoC service at the SIP/Core.

PoC Client does not have any active session.
PoC Client does not support Manual Answer Override.

Support for Manual Answer mode.

PoC Client configured to Manual Answer mode

	Test Procedure
	1. The Test tool initiates a 1-to-1 PoC Session to PoC User1.

2. The Test tool sends an INVITE message to PoC Client containing the Priv-Answer-Mode header set to “Auto” and at least one of the supported codec by the Client is offered.

     3. The PoC Client sends a SIP 180 403 response to the Test tool.

	Pass Criteria
	3a. The Test tool receives a SIP 180 403 response message.


	Test Case ID
	PoC-1.0-con-C-0462

	Test Object
	PoC Client 

	Test Case Description
	Ensure that the SIP message contains the SDP offer with the codec(s) and Media Parameters offered for the PoC Session, when the PoC Client is invited to a PoC Session. The Invited PoC Client responses with supported codec(s) and Media Parameters to the PoC Server in the SDP answer of the invitation response (e.g. in the SIP 200 “OK” response).

If more than one codec is granted in the SDP answer the invited PoC Client should be able to identify the used codec(s) from the Payload Type field of the RTP header.

	Specification Reference
	[OMA-PoC-UP] 7.2, 7.2.1, 7.2.1.2, 7.7.1

	SCR Reference
	PoC UserPlaneV1-UMC-C-005, PoC UserPlaneV1-UMC-C-015

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for this test case.

	Preconditions
	· PoC Client is set to manual answer

	Test Procedure
	1.
The PoC Client receives a SIP INVITE. The INVITE contains the SDP offer with codecs and Media Parameters according to RCF [3264, 3267, 3558] and the used codec in the payload field.

2.
PoC Client sends SIP 180
3.
PoC Client sends SIP 200 “OK”

4.
PoC Client receives TBCP Talk Burst Taken message that another Client has been granted to send Talk Burst.

5.
PoC Client receives SIP ACK

6.
PoC Client receives RTP media

	Pass Criteria
	3.
The SIP200 response of the PoC Client contains the agreed codec and the accepted media parameter in the SDP field

6.
RTP media is received and presented by the PoC Client


	Test Case ID
	PoC-1.0-con-S-0100

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server returns a 404 “Not Found” when it receives a 1-1 session SIP INVITE with a conference-factory-uri that does not exist.

	Specification Reference
	7.2.1.1, 7.2.1.2, 7.5.1

	SCR Reference
	PoCCPSpec-CRE-S-002, PoCCPSpec-CRE-S-006, PoCCPSpec-CRE-S-008, PoCCPSpec-CEH-S-001, PoCCPSpec-CTR-S-001, PoCCPSpec-CTR-S-003, PoCCPSpec-CTR-S-004, PoCCPSpec-CBF-S-002, PoCCPSpec-CBF-S-003

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0100

	Preconditions
	PoC ServerA with an active account for PoC User1/2.

The SIP URI for in the Request URI of PoC User1’s INVITE message does not correspond to a Conference-factory-URI of the PoC service in the network served by PoC ServerA.

	Test Procedure
	1.
PoC User1 initiates a PoC 1-1 session to PoC User2.

	Pass Criteria
	1.
PoC ServerA returns a SIP 404 response back to PoC 
User1.


	Test Case ID
	PoC-1.0-con-S-0102

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server returns a 403 “Forbidden” when it receives a 1-1 session SIP INVITE with an unconfigured PoC address of the inviting user.

	Specification Reference
	7.2.1.1, 7.2.1.2

	SCR Reference
	PoCCPSpec-CRE-S-002, PoCCPSpec-CRE-S-006, PoCCPSpec-CTR-S-001, PoCCPSpec-CTR-S-003, PoCCPSpec-CTR-S-004, PoCCPSpec-CBF-S-002, PoCCPSpec-CBF-S-003

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0102

	Preconditions
	PoC ServerA with an active account for PoC User1/20.

PoC User20 does not exist on PoC ServerA.

	Test Procedure
	1.PoC User20 initiates a 1-1 session to PoC User1.

	Pass Criteria
	1.The PoC server returns a SIP 403 message back to PoC User20.


	Test Case ID
	PoC-1.0-con-S-0103

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server returns a 488 “Not Acceptable Here” when it receives a 1-1 session SIP INVITE with media parameters it does not support.

	Specification Reference
	7.2.1.1, 7.2.1.2

	SCR Reference
	PoCCPSpec-CRE-S-002, PoCCPSpec-CRE-S-006, PoCCPSpec-CTR-S-001, PoCCPSpec-CTR-S-003, PoCCPSpec-CTR-S-004, PoCCPSpec-CBF-S-002, PoCCPSpec-CBF-S-003

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0103

	Preconditions
	PoC ServerA with an active account for PoC User1/20.

PoC User1 contains a CODEC in the SDP that is not supported by PoC ServerA.

	Test Procedure
	1.PoC User1 initiates a 1-1 session to PoC User2.

	Pass Criteria
	1.PoC ServerA returns a SIP 488 message back to PoC User1.


	Test Case ID
	PoC-1.0-con-S-0104

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server sends out a terminating SIP INVITE with a unique PoC Session Id when it receives a valid SIP INVITE for 1-1 session with Media Parameters that it supports.

	Specification Reference
	7.2.1.1, 7.2.1.2

	SCR Reference
	PoCCPSpec-CRE-S-002, PoCCPSpec-CRE-S-006, PoCCPSpec-CTR-S-001, PoCCPSpec-CTR-S-002, PoCCPSpec-CTR-S-004, PoCCPSpec-CBF-S-002, PoCCPSpec-CBF-S-003

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0104

	Preconditions
	PoC ServerA with an active account for PoC User1/2/3.

PoC User1 is configured with a value of 2 for its MAX-ADHOC-GROUP-SIZE parameter.

	Test Procedure
	1.PoC User1 initiates an  Adhoc-group session to PoC User2 and PoC 
User3

	Pass Criteria
	1.PoC ServerA returns a SIP 486 response with a warning header set to “too many participants” back to PoC User1.


	Test Case ID
	PoC-1.0-con-S-0109

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server sends out a SIP 4XX, 5XX, or 6XX message to the inviting user when it receives the same from the invited user’s Participating PoC server.

	Specification Reference
	7.2.1.2

	SCR Reference
	PoCCPSpec-CRE-S-002, PoCCPSpec-CRE-S-002, PoCCPSpec-CRE-S-005, PoCCPSpec-CRE-S-008

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0109

	Preconditions
	PoC ServerA with an active account for PoC User1/2.

	Test Procedure
	1. PoC User1 initiates a 1-1 session to PoC User2.

2. PoC User2 rejects the invitation.

	Pass Criteria
	2.
The SIP 486 message received by PoC ServerA is sent back 
to PoC User1.


	Test Case ID
	PoC-1.0-con-S-0110

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server returns a 404 “Not Found” when it receives a Pre-arranged group session SIP INVITE with for a PoC group it does not own.

	Specification Reference
	7.2.1.1, 7.2.1.3, 7.5.2

	SCR Reference
	PoCCPSpec-CRE-S-002, PoCCPSpec-CRE-S-006, PoCCPSpec-CRE-S-008, PoCCPSpec-CEH-S-002, PoCCPSpec-CTR-S-006, PoCCPSpec-CTR-S-007, PoCCPSpec-CBF-S-002, PoCCPSpec-CBF-S-003

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0110

	Preconditions
	PoC ServerA with an active account for PoC User1.

Pre-arranged PoC GroupH is not owned by PoC ServerA.

	Test Procedure
	1.PoC User1 initiates a Pre-arranged group session to Pre-arranged PoC GroupH.

	Pass Criteria
	1.PoC ServerA returns a SIP 404 message back to PoC User1.


	Test Case ID
	PoC-1.0-con-S-0112

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server returns a 403 “Forbidden” when it receives a Pre-arranged group session SIP INVITE with an invalid Contact header.

	Specification Reference
	7.2.1.1, 7.2.1.3

	SCR Reference
	PoCCPSpec-CRE-S-002, PoCCPSpec-CRE-S-006, PoCCPSpec-CTR-S-006, PoCCPSpec-CTR-S-007, PoCCPSpec-CBF-S-002, PoCCPSpec-CBF-S-003

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0112

	Preconditions
	PoC ServerA with an active account for PoC User1.

Pre-arranged PoC GroupA is owned by PoC ServerA.

The “isfocus” feature parameter is present in the URI of the Contact header.

	Test Procedure
	1.PoC User1 initiates a Pre-arranged group session to PoC GroupA.

	Pass Criteria
	1.The PoC Server returns a SIP 403 message with a “isfocus already assigned” warning back to PoC User1.


	Test Case ID
	PoC-1.0-con-S-0119

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server returns a sends a SIP 403 message when it receives a join request from a user who is not allowed to join the session.

	Specification Reference
	7.2.1.2, 7.2.1.4, 7.2.1.6

	SCR Reference
	PoCCPSpec-CRE-S-002, PoCCPSpec-CRE-S-006, PoCCPSpec-CPO-S-001, PoCCPSpec-CTR-S-009

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0119

	Preconditions
	PoC ServerA with an active account for PoC User1/2/3.

Pre-arranged PoC GroupA is owned by PoC ServerA.

Pre-arranged PoC GroupA has PoC User1, PoC User2, and PoC User3 as its members.

The <join-handling> action for PoC User1 is set to “No” on PoC ServerA.

A PoC session is currently ongoing for PoC GroupA.

	Test Procedure
	1.PoC User1 initiates a Pre-arranged group session to PoC GroupA.

	Pass Criteria
	1.
PoC ServerA sends a SIP 403 message to PoC User1.


	Test Case ID
	PoC-1.0-con-S-0120

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server returns a sends a SIP 403 message when it receives a join request from a user after the maximum participant limit has been reached.

	Specification Reference
	7.2.1.4

	SCR Reference
	PoCCPSpec-CRE-S-002, PoCCPSpec-CRE-S-006, PoCCPSpec-CTR-S-009, PoCCPSpec-CTR-S-013

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0120

	Preconditions
	PoC ServerA with an active account for PoC User1/2/3.

Pre-arranged PoC GroupA is owned by PoC ServerA.

Pre-arranged PoC GroupA has PoC User1, PoC User2, and PoC User3 as its members.

The <maximum-participant-count> action is set to 2 on PoC ServerA.

A PoC session is currently ongoing for PoC GroupA.

PoC User2 is allowed to join PoC GroupA.

PoC User3 is allowed to initiate a session to PoC GroupA.

	Test Procedure
	1. PoC User3 initiates a Pre-arranged group session to PoC GroupA.

2. PoC User1 accepts the invitation.

3. PoC User2 rejects the invitation.

4. After a few seconds, PoC User2 initiates a Pre-arranged group session to PoC GroupA.

	Pass Criteria
	4.
PoC ServerA sends a SIP 486 message to PoC User2 with a warning header set to “Too many participants”.


	Test Case ID
	PoC-1.0-con-S-0122

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server ignores any subsequest 180 “Ringing” messages it receives from Participating servers once it has already sent the first 180 “Ringing” back to the inviting PoC user.

	Specification Reference
	7.2.1.3

	SCR Reference
	PoCCPSpec-CRE-S-002, PoCCPSpec-CRE-S-005, PoCCPSpec-CRE-S-006, PoCCPSpec-CTR-S-006, PoCCPSpec-CTR-S-007

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0122

	Preconditions
	PoC ServerA with an active account for PoC User1/2/3.

Pre-arranged PoC GroupA is owned by PoC ServerA.

Pre-arranged PoC GroupA has PoC User1, PoC User2, and PoC User3 as its members.

The <maximum-participant-count> action is set to 5 on PoC ServerA.

PoC User2 is allowed to initiate a session to PoC GroupA.

	Test Procedure
	1.PoC User2 initiates a Pre-arranged group session to PoC GroupA.

	Pass Criteria
	1.
PoC ServerA only returns the first SIP 180 message it receives.  It discards all subsequent SIP 180 messages.


	Test Case ID
	PoC-1.0-con-S-0123

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server returns a 404 “Not Found” when it receives a Pre-arranged group session SIP INVITE with for a PoC group it does not own.

	Specification Reference
	7.2.1.5

	SCR Reference
	PoCCPSpec-CRE-S-002, PoCCPSpec-CRE-S-006, PoCCPSpec-CRE-S-008, PoCCPSpec-CTR-S-011, PoCCPSpec-CBF-S-002, PoCCPSpec-CBF-S-003

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0123

	Preconditions
	PoC Chat GroupJ is not configured on PoC ServerA.

PoC ServerA with an active account for PoC User1.

	Test Procedure
	1.PoC User1 initiates a Chat group session to PoC Chat GroupJ.

	Pass Criteria
	1.PoC ServerA returns a SIP 404 message back to PoC User1.


	Test Case ID
	PoC-1.0-con-S-0125

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server returns a 488 “Not Acceptable Here” when it receives a SIP UPDATE with Media Parameters that it does not support.

	Specification Reference
	7.2.1.7

	SCR Reference
	PoCCPSpec-CTR-S-014

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0125

	Preconditions
	PoC ServerA with an active account for PoC User1/2.

PoC User1 has the capability of updating any media parameter while in a PoC session.

	Test Procedure
	1. PoC User1 initiates a 1-1 session to PoC User2.

2. PoC User2 accepts the invitation.

3. PoC User1 attempts to update the media parameters for the session with a parameter that is not supported by PoC ServerA.

	Pass Criteria
	3.PoC ServerA send a SIP 488 message to PoC User1.


	Test Case ID
	PoC-1.0-con-S-0126

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server returns a 488 “Not Acceptable Here” when it receives a SIP UPDATE with a CODEC that it does not support.

	Specification Reference
	7.2.1.7

	SCR Reference
	PoCCPSpec-CTR-S-014

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0126

	Preconditions
	PoC ServerA with an active account for PoC User1/2.

PoC User1 has the capability of updating the CODEC while in a PoC session.

	Test Procedure
	1. PoC User1 initiates a 1-1 session to PoC User2.

2. PoC User2 accepts the invitation.

3. PoC User1 attempts to update the CODEC for the session with a CODEC that is not supported by PoC ServerA.

	Pass Criteria
	3.PoC ServerA send a SIP 488 message to PoC User1.


	Test Case ID
	PoC-1.0-con-S-0128

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server returns a 403 “Forbidden” to the inviting PoC User if the inviting PoC user is not configured on this PoC Server.

	Specification Reference
	7.2.1.8, 7.2.1.14, 7.2.1.15

	SCR Reference
	PoCCPSpec-CRE-S-009, PoCCPSpec-CPO-S-002, PoCCPSpec-CPO-S-003, PoCCPSpec-CTR-S-016

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0128

	Preconditions
	PoC ServerA with an active account for PoC User1/2/3/9.

	Test Procedure
	1. PoC User9 initiates an Adhoc-group session to PoC User1 and PoC User2.

2. PoC User1 and PoC User2 accept the invitation.

3. The PoC Server administrator removes PoC User9 from PoC ServerA’s database.

4. PoC User9 attempts to add PoC User3 to the ongoing PoC Session.

	Pass Criteria
	4.PoC ServerA sends a SIP 403 message to PoC User9.


	Test Case ID
	PoC-1.0-con-S-0129

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server returns a 403 “Forbidden” to the inviting PoC User if the inviting PoC user is not allowed by the <allow-invite-users-dynamically> group policy of the PoC Group.

	Specification Reference
	7.2.1.8, 7.2.1.15

	SCR Reference
	PoCCPSpec-CPO-S-003, PoCCPSpec-CTR-S-016

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0129

	Preconditions
	PoC ServerA with an active account for PoC User1/2/3/4.

PoC GroupK is owned by PoC ServerA.

PoC U ser1, PoC User2, PoC User3, and PoC User4 are members of PoC GroupK.

The <allow-invite-users-dynamically> property for PoC GroupK is set to “No”.

	Test Procedure
	1. PoC User1 initiates a Pre-arranged group session to PoC GroupK.

2. PoC User2 and PoC User3 accept the invitation.

3. PoC User4 rejects the invitation.

4. PoC User1 attempts to add PoC User4 to the ongoing session.

	Pass Criteria
	4.PoC ServerA sends a SIP 403 message to PoC User1.


	Test Case ID
	PoC-1.0-con-S-0130

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server returns a 486 “Busy Here” when it receives a SIP REFER message to add users to an ongoing Adhoc session that has already exceeded the maximum number of participants.

	Specification Reference
	7.2.1.8

	SCR Reference
	PoCCPSpec-CTR-S-016

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0130

	Preconditions
	The <max-participant-count> property on PoC ServerA is set to 3.

PoC ServerA with an active account for PoC User1/2/3/4.

Pre-arranged PoC GroupA is owned by PoC ServerA.

PoC User1, PoC User2, PoC User3, and PoC User4 are members of pre-arranged PoC GroupA.

	Test Procedure
	1. PoC User1 initiates a Pre-arranged group session to PoC GroupA.

2. PoC User2 and PoC User3 accept the invitation.

3. PoC User4 rejects the invitation.

4. PoC User1 attempts to add PoC User4 to the ongoing PoC Session.

	Pass Criteria
	4.
PoC ServerA sends a SIP 486 with a warning header “Too Many Participants” to PoC User1.


	Test Case ID
	PoC-1.0-con-S-0134

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server returns a 404 “Not Found” when it receives a SIP SUBSCRIBE with a Request-URI that contains a PoC Session Identity that is not owned by this server.

	Specification Reference
	7.2.1.11.1

	SCR Reference
	PoCCPSpec-CTR-S-021

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0134

	Preconditions
	PoC ServerA with an active account for PoC User1/2/3.

Pre-arranged PoC GroupA is owned by PoC ServerA.

PoC User1, PoC User2, and PoC User3 are all members of PoC GroupA.

PoC User1 is capable of subscribing to conference events.

The PoC Session Identity in the Request-URI header of the SUBSCRIBE message does not exist on PoC ServerA.

	Test Procedure
	1. PoC User1 initiates a Pre-arranged group session to PoC GroupA.

2. PoC User1 sends a SUBSCRIBE message (explicitly or implicitly, depending on implementation)

	Pass Criteria
	2.PoC ServerA sends a SIP 404 message to PoC User1.


	Test Case ID
	PoC-1.0-con-S-0135

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server returns a 404 “Not Found” when it receives a SIP SUBSCRIBE with a Request-URI that contains a PoC Group Identity that is not owned by this server.

	Specification Reference
	7.2.1.11.1, 7.5.2

	SCR Reference
	PoCCPSpec-CEH-S-0CEH-S-002, PoCCPSpec-CTR-S-021

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0135

	Preconditions
	PoC ServerA with an active account for PoC User1/2/3.

Pre-arranged PoC GroupA is owned by PoC ServerA.

PoC User1, PoC User2, and PoC User3 are all members of PoC GroupA.

PoC User1 is capable of subscribing to conference events.

The PoC Group Identity in the Request-URI header of the SUBSCRIBE message does not exist on PoC ServerA.

	Test Procedure
	1. PoC User1 initiates a Pre-arranged group session to PoC GroupA.

2. PoC User1 sends a SUBSCRIBE message (explicitly or implicitly, depending on implementation)

	Pass Criteria
	2.PoC ServerA sends a SIP 404 message to PoC User1.


	Test Case ID
	PoC-1.0-con-S-0136

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server returns a 403 “Forbidden” when it receives a SIP SUBSCRIBE with an invalid Accept-Contact header.

	Specification Reference
	7.2.1.11.1

	SCR Reference
	PoCCPSpec-CTR-S-021

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0136

	Preconditions
	PoC ServerA with an active account for PoC User1/2/3.

Pre-arranged PoC GroupA is owned by PoC ServerA.

PoC User1, PoC User2, and PoC User3 are all members of PoC GroupA.

PoC User1 is capable of subscribing to conference events.

The “+g.poc.talkburst” feature tag is missing from the Accept-Contact header of the SUBSCRIBE message.

	Test Procedure
	1. PoC User1 initiates a Pre-arranged group session to PoC GroupA.

2. PoC User1 sends a SUBSCRIBE message (explicitly or implicitly, depending on implementation)

	Pass Criteria
	2.PoC serverA returns a SIP 403 message to PoC User1.


	Test Case ID
	PoC-1.0-con-S-0137

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server returns a 403 “Forbidden” when it receives a SIP SUBSCRIBE from a PoC User does not exist on this PoC Server.

	Specification Reference
	7.2.1.11.1

	SCR Reference
	PoCCPSpec-CTR-S-021

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0137

	Preconditions
	PoC ServerA with an active account for PoC User1/2/8.

PoC User8 does not exist on PoC ServerA.

Pre-arranged PoC GroupA is owned by PoC ServerA.

PoC User1, PoC User2, and PoC User8 are all members of PoC GroupA.

PoC User8 is capable of subscribing to conference events.

	Test Procedure
	1. PoC User8 initiates a Pre-arranged group session to PoC GroupA.

2. PoC User8 sends a SUBSCRIBE message (explicitly or implicitly, depending on implementation)

	Pass Criteria
	2.PoC ServerA sends a SIP 403 message to PoC User8.


	Test Case ID
	PoC-1.0-con-S-0138

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server returns a 403 “Forbidden” when it receives a SIP SUBSCRIBE from a PoC User whose “allow-conference-state” action does not permit this.

	Specification Reference
	7.2.1.11.1

	SCR Reference
	PoCCPSpec-CTR-S-021

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0138

	Preconditions
	PoC ServerA with an active account for PoC User1/2/3.

PoC User3’s <allow-conference-state> property is set to “No”.

Pre-arranged PoC GroupA is owned by PoC ServerA.

PoC User1, PoC User2, and PoC User3 are all members of PoC GroupA.

	Test Procedure
	1. PoC User3 initiates a Pre-arranged group session to PoC GroupA.

2. PoC User3 sends a SUBSCRIBE message (explicitly or implicitly, depending on implementation)

	Pass Criteria
	2.PoC ServerA sends a SIP 403 message to PoC User3.


	Test Case ID
	PoC-1.0-con-S-0144

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server sends a SIP 403 when it receives a SIP MESSAGE and it does not support Group Advertisement.

	Specification Reference
	7.2.1.12

	SCR Reference
	PoCCPSpec-CUO-S-001, PoCCPSpec-CUO-S-002, PoCCPSpec-CTR-S-026, PoCCPSpec-CBF-S-010

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0144

	Preconditions
	PoC ServerA does not support Group Advertisement.

PoC ServerA with an active account for PoC User1.

	Test Procedure
	1.PoC User1 sends a Group Advertisement request to PoC ServerA.

	Pass Criteria
	1.
PoC ServerA sends a SIP 403 message to PoC User1.


	Test Case ID
	PoC-1.0-con-S-0145

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server sends a SIP 404 when it receives a SIP MESSAGE that contains an invalid Request-URI.

	Specification Reference
	7.2.1.12, 7.5.2

	SCR Reference
	PoCCPSpec-CEH-S-0CEH-S-002, PoCCPSpec-CTR-S-026, PoCCPSpec-CBF-S-002, PoCCPSpec-CBF-S-010

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0145

	Preconditions
	PoC ServerA supports Group Advertisement.

PoC ServerA with an active account for PoC User1.

PoC GroupD is not owned by PoC ServerA.

	Test Procedure
	1.PoC User1 sends a Group Advertisement request to PoC ServerA for PoC GroupD.

	Pass Criteria
	1.
PoC ServerA sends a SIP 404 message to PoC User1.


	Test Case ID
	PoC-1.0-con-S-0146

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Controlling server returns a 403 “Forbidden” when it receives a SIP MESSAGE and the originator’s PoC address is invalid.

	Specification Reference
	7.2.1.12

	SCR Reference
	PoCCPSpec-CUO-S-001, PoCCPSpec-CUO-S-002, PoCCPSpec-CTR-S-026, PoCCPSpec-CBF-S-010

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0146

	Preconditions
	PoC ServerA supports Group Advertisement.

PoC ServerA with an active account for PoC User8.

PoC User8 is not configured on PoC ServerA.

PoC GroupC is owned by PoC ServerA

	Test Procedure
	1.PoC User8 sends a Group Advertisement request to PoC ServerA for PoC GroupC.

	Pass Criteria
	1.PoC ServerA sends a SIP 403 message to PoC User8.


	Test Case ID
	PoC-1.0-con-S-0200

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Participating server returns a 403 “Forbidden” when it receives a SIP INVITE with an invalid Accept-Contact header.

	Specification Reference
	7.3.1.1

	SCR Reference
	PoCCPSpec-PIR-S-001, PoCCPSpec-PIR-S-006

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0200

	Preconditions
	PoC ServerC with an active account for PoC User10/11.

Pre-arranged PoC GroupD is not owned by PoC ServerC.

PoC User10 and PoC User11 are members of Pre-arranged PoC GroupD.

The Accept-Contact header in the INVITE message does not contain the +g.poc.talkburst feature tag.

	Test Procedure
	1.PoC User10 initiates a Pre-arranged group session to PoC GroupD.

	Pass Criteria
	1.PoC ServerC sends a SIP 403 message to PoC User10.


	Test Case ID
	PoC-1.0-con-S-0201

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Participating server returns a 403 “Forbidden” when it receives a SIP INVITE with an unconfigured PoC address of the inviting user.

	Specification Reference
	7.3.1.1

	SCR Reference
	PoCCPSpec-PIR-S-001, PoCCPSpec-PIR-S-006

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0201

	Preconditions
	PoC ServerC with an active account for PoC User18/19.

PoC User18 is not configured in PoC ServerC.

PoC GroupD is not owned by PoC ServerC.

PoC User18 and PoC User19 are members of PoC GroupD.

	Test Procedure
	1.PoC User18 initiates a Pre-arranged group session request to PoC GroupD.

	Pass Criteria
	1.PoC ServerC sends a SIP 403 message to PoC User18.


	Test Case ID
	PoC-1.0-con-S-0202

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Participating server returns a 488 “Not Acceptable Here” when it receives a SIP INVITE with media parameters it does not support.

	Specification Reference
	7.3.1.1

	SCR Reference
	PoCCPSpec-PIR-S-001, PoCCPSpec-PIR-S-006

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0202

	Preconditions
	PoC ServerC with an active account for PoC User10/11.

Pre-arranged PoC GroupD is not owned by PoC ServerC.

PoC User10 and PoC User11 are members of Pre-arranged PoC GroupD.

The SDP in the SIP INVITE contains Media Parameters and/or a CODECs that are not supported by PoC ServerC.

	Test Procedure
	1.PoC User10 initiates a Pre-arranged group session to PoC GroupD.

	Pass Criteria
	1.PoC ServerC sends a SIP 488 message to PoC User10.


	Test Case ID
	PoC-1.0-con-S-0203

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Participating server returns a 403 “Forbidden” when it receives an INVITE with MAO from a PoC User who is not authorized for MAO.

	Specification Reference
	7.3.1.1

	SCR Reference
	PoCCPSpec-PIR-S-001, PoCCPSpec-PIR-S-006

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0203

	Preconditions
	PoC ServerC with an active account for PoC User10/11.

Pre-arranged PoC GroupD is not owned by PoC ServerC.

PoC User10 and PoC User11 are members of Pre-arranged PoC GroupD.

PoC User11 is not authorized for MAO by PoC ServerC.

	Test Procedure
	1.PoC User10 initiates a Pre-arranged group session to PoC GroupD.

	Pass Criteria
	1.PoC ServerC sends a SIP 403 message to PoC User10.


	Test Case ID
	PoC-1.0-con-S-0204

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Participating server returns a 486 “Busy Here” when it receives an INVITE for a simultaneous session after the PoC User has exceeded the limit for simultaneous sessions.

	Specification Reference
	7.3.1.1

	SCR Reference
	PoCCPSpec-PIR-S-001, PoCCPSpec-PIR-S-006

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0204

	Preconditions
	PoC ServerC with an active account for PoC User10/11/12/13.

Pre-arranged PoC GroupD is not owned by PoC ServerC.

PoC User10 and PoC User11 are members of Pre-arranged PoC GroupD.

The limit for simultaneous session for PoC User10 is set to 2 on PoC ServerC.

	Test Procedure
	1. PoC User10 initiates a Pre-arranged group session to PoC GroupD.

2. PoC User11 accepts the invitation.

3. PoC User10 places the session on hold and initiates a 1-1 session to PoC User12.

4. PoC User12 accepts.

5. PoC User10 places the session on hold and initiates a 1-1 session to PoC User13.

	Pass Criteria
	5.PoC ServerC sends a SIP 486 message with a warning text of “too many Simultaneous PoC Sessions” to PoC User10.


	Test Case ID
	PoC-1.0-con-S-0208

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Participating server returns a 488 “Not Acceptable Here” when it receives a SIP UPDATE with Media Parameters that it does not support.

	Specification Reference
	7.3.1.6, 7.3.2.3

	SCR Reference
	PoCCPSpec-PIR-S-008

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0208

	Preconditions
	PoC ServerC with an active account for PoC User10/11.

Pre-arranged PoC GroupD is not owned by PoC ServerC.

PoC User10 and PoC User11 are members of Pre-arranged PoC GroupD.

	Test Procedure
	1. PoC User10 initiates a Pre-arranged group session to PoC GroupD.

2. PoC User11 accepts the invitation.

3. PoC User10 attempts to UPDATE the CODEC for the session with one that is not supported by PoC ServerC.

	Pass Criteria
	3.PoC ServerC sends a SIP 488 message to the served party.


	Test Case ID
	PoC-1.0-con-S-0212

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Participating server returns a 403 “Forbidden” when it receives a SIP MESSAGE and the originator’s PoC address is not authorized for Group Advertisement.

	Specification Reference
	7.3.1.11

	SCR Reference
	PoCCPSpec-CRE-S-011

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0212

	Preconditions
	PoC ServerC supports Group Advertisement.

PoC ServerC with an active account for PoC User11.

PoC GroupC is not owned by PoC ServerC.

PoC User11 is not authorized to send Group Advertisements for PoC GroupC.

	Test Procedure
	1.PoC User11 sends a Group Advertisement request to PoC ServerC for PoC GroupC.

	Pass Criteria
	1.PoC ServerC sends a SIP 403 message to PoC User11.


	Test Case ID
	PoC-1.0-con-S-0213

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Participating server returns a 403 “Forbidden” when it receives a SIP MESSAGE and anonymity is requested.

	Specification Reference
	7.3.1.11

	SCR Reference
	PoCCPSpec-CRE-S-011

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0213

	Preconditions
	PoC ServerC supports Group Advertisement.

PoC ServerC with an active account for PoC User11.

PoC GroupC is not owned by PoC ServerC.

	Test Procedure
	1.PoC User11 sends a Group Advertisement request to PoC ServerC for PoC GroupC and requests anonymity.

	Pass Criteria
	1.PoC ServerC sends a SIP 403 message to PoC User11.


	Test Case ID
	PoC-1.0-con-S-0216

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Participating server sends a SIP 403 message to the served PoC User if it receives a SIP PUBLISH with an invalid Accept-Contact header.

	Specification Reference
	7.3.1.14

	SCR Reference
	PoCCPSpec-PIR-S-024

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0216

	Preconditions
	PoC ServerC with an active account for PoC User10.

The Accept-Contact header does not contain the +g.poc.talkburst feature-tag in PoC User10’s poc-settings PUBLISH request.

	Test Procedure
	1.PoC User10 sends a SIP PUBLISH message with the Event header set to “poc-settings” to PoC ServerC.

	Pass Criteria
	1.PoC ServerC sends a SIP 403 message to PoC User10.


	Test Case ID
	PoC-1.0-con-S-0217

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Participating server sends a SIP 489 message to the served PoC User if it receives a SIP PUBLISH with an invalid Accept-Contact header.

	Specification Reference
	7.3.1.14

	SCR Reference
	PoCCPSpec-PIR-S-024

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0217

	Preconditions
	PoC ServerC with an active account for PoC User10.

The Event header does not contain the the “poc-settings” value.

	Test Procedure
	1.PoC User10 sends a SIP PUBLISH message with the Event header set to PoC ServerC.

	Pass Criteria
	1.PoC ServerC sends a SIP 489 message to PoC User10.


	Test Case ID
	PoC-1.0-con-S-0218

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Participating server sends a SIP 403 message to the served PoC User if it receives a SIP PUBLISH with an originator user address.

	Specification Reference
	7.3.1.14

	SCR Reference
	PoCCPSpec-PIR-S-024

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0218

	Preconditions
	PoC ServerC without an active account for PoC User18..

	Test Procedure
	1.PoC User18 sends a poc-settings SIP PUBLISH message to PoC ServerC.

	Pass Criteria
	1.PoC ServerC sends a SIP 403 message to PoC ServerC.


	Test Case ID
	PoC-1.0-con-S-0251

	Test Object
	PoC Server

	Test Case Description
	Verify that a Terminating PoC Server functioning as a Participating server sends a SIP 183 to the served PoC User and a SIP INVITE to the Controlling PoC Server.

	Specification Reference
	7.3.2.2.2

	SCR Reference
	PoCCPSpec-PTR-S-003

	Tool
	PoC Conformance Tool

	Test code
	Validated test code for test case PoC-1.0-con-S-0251

	Preconditions
	PoC ServerC with an active account for PoC User10/11.

Pre-arranged PoC GroupD is not owned by PoC ServerC.

PoC User10 and PoC User11 are members of Pre-arranged PoC GroupD.

PoC User11 is set up for Auto-answer.

PoC User11 has PoC User10 in his access list and is set to auto.

	Test Procedure
	1.PoC User10 initiates a Pre-arranged group session to PoC GroupD.

	Pass Criteria
	1a.
PoC ServerC sends a SIP 183 containing a P-Answer-State header with a value set to “Unconfirmed” to the served user.

1b.
PoC ServerC sends a SIP INVITE message to the Controlling PoC Server that conforms to the following:

a. If the P-Alerting-Mode header value in the incoming INVITE is set to “MAO”, and PoC User10 is authorized for MAO, the outgoing INVITE contains a P-Alerting-Mode header with the value set to “MAO”.

b. If The P-Alerting-Mode header is not present, or if PoC User10 is not authorized for MAO, the outgoing INVITE contains a P-Alerting-Mode header with the value set to “auto”.

c. Contains a MIME SDP body with the following:

i. The IP address and port number at the PoC Server for the RTP session.

ii. The CODEC(s) and Media Parameters from the incoming INVITE that the PoC Server supports.

iii. The IP address and port number for RTCP it the default is not being used.

iv. The Talk Burst Control Protocol used for the session along with the port number to be used.

d. Contains a Referred-By header from the incoming SIP INVITE

e. Contains a Privacy header with the value set to “id” if anonymity is not requested.
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