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1 Reason for Contribution

The attached Interoperability ETS Skeleton is to provide a starting point for a complete Interoperability ETS for PoC 2.0.
2 Summary of Contribution

The attached PoC 2.0 ETS Skeleton uses the current ETR as its bases, with the Feature Descriptions and Test Requirements are used to create test case placeholders.  This document can best be summarized as the following:

· The included test case placeholders are NOT final.
· The section divisions are NOT final, but will need more scrutiny when organizing the final ETS.
· The test policies and test assumptions from the PoC 1.0 ETS (sections 3.4 and 3.5) were kept, but will need further study to ensure they are applicable to PoC 2.0

3 Detailed Proposal

The detailed contribution is included in the attached file.
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4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to the attached ETS skeleton as the start for the PoC 2.0 Interoperability Enabler Test Specifications.
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165.1
Mandatory and Optional Features Test Cases



165.1.1
Registration (REG)



165.1.1.1
Normal Flow



165.1.1.1.1
Registration and deregistration of contact address for the UE POC Box (Includes Optional Features)



165.1.2
PoC Session Initiation, Joining and Release



165.1.2.1
Normal Flow



165.1.2.1.1
PoC Client initiates the PoC Session establishment procedure with Discrete Media (Includes Optional Features)



175.1.2.1.2
The PoC Client/Server supporting Limited Segment Media Buffer preload capability (Includes Optional Features)



175.1.2.1.3
Support initiating an Ad-hoc PoC Group Session involving one or more Pre-arranged PoC Groups and individual PoC Users (Includes Optional Features)



175.1.2.2
Error Flow



175.1.2.2.1
Rejec PoC Session invitation if the identity of the Inviting PoC User is hidden



185.1.3
PoC Session Related Features



185.1.3.1
Normal Flow



185.1.3.1.1
Session modification – Add Media Types and Media-floor Control Entities, when PoC Session includes this Media Type already.



185.1.3.1.2
Media-floor control entity binding in INVITE request



185.1.3.1.3
Sending Discrete Media without floor control to Participants in the PoC Session for SIP Message.



195.1.3.1.4
Sending Discrete Media without floor control to Participants in the PoC Session for MSRP.



195.1.3.1.5
Sending Discrete Media without floor control to a PoC User for SIP Message.



205.1.3.1.6
Sending Discrete Media without floor control to a PoC User for MSRP.



205.1.3.1.7
Sending Discrete Media without floor control to a Pre-arranged PoC Group for SIP Message.



205.1.3.1.8
Sending Discrete Media without floor control to a Pre-arranged PoC Group for MSRP.



215.1.3.1.9
Sending Discrete Media without floor control to list of PoC Users for SIP Message.



215.1.3.1.10
Sending Discrete Media without floor control to list of PoC Users for MSRP.



215.1.3.1.11
Sending Discrete Media with floor control for MSRP.



225.1.3.1.12
Subscription to Participant information for current status (one-off request)  during a PoC Session (Includes Optional Features)



225.1.3.1.13
When one or more Media Streams for the same Media Type (Includes Optional Features)



235.1.3.1.14
MSRP protocol delivers any arbitrary MIME content (Includes Optional Features)



235.1.3.1.15
File transfer takes place with extended SDP information (Includes Optional Features)



235.1.3.1.16
Discrete Media transfer progress report and final report (Includes Optional Features)



245.1.3.1.17
Synchronization of Multiple Continuous Media (Includes Optional Features)



245.1.4
PoC XDM: PoC Group (XGP)



245.1.4.1
Normal Flow



245.1.4.1.1
Pre-arranged PoC Group – Basic operations.



245.1.4.1.2
Chat PoC Group – Basic operations.



255.1.5
Quality of Experience (QOE)



255.1.5.1
Normal Flow



255.1.5.1.1
QoE Profile assignment, Pre-arranged PoC Group Session.



255.1.5.1.2
QoE Profile assignment, 1-1 or Ad-hoc PoC Group Session.



255.1.5.1.3
QoE Profile request in the initial invitation.



265.1.5.1.4
Implicit ‘Basic’ QoE Profile request.



265.1.5.1.5
QoE Profile remains unchanged when PoC User joining or leaving.



265.1.5.1.6
PoC Session establishment: QoE Profile authorization.



275.1.5.1.7
QoE Profile indication in PoC Session initiation within a Pre-established session.



275.1.5.1.8
Mandatory QoE Profile authorization at the Participating PoC Function.



275.1.5.1.9
Local QoE Profile choice by invited PoC Client.



285.1.5.1.10
Correct request of network resources.



285.1.5.1.11
QoE Profiles Provisioning.



285.1.5.1.12
QoE mismatch.



295.1.5.1.13
QoE Profile assignment for a Pre-arranged PoC Group (Includes Optional Features).



295.1.5.1.14
Official Government Use QoE Profile assignment (Includes Optional Features).



295.1.5.1.15
Signalling prioritization (Includes Optional Features).



305.1.5.1.16
Continuous media flows prioritization (Includes Optional Features).



305.1.5.1.17
PoC Sessions Pre-emption (Includes Optional Features).



305.1.5.2
Error Flow



305.1.5.2.1
PoC Session establishment: QoE Profile authorization.



315.1.5.2.2
Requested QoE Profile is lower than the QoE Profile defined for the group.



315.1.5.2.3
Reject of re-join or join of an on-going PoC Session.



325.1.5.2.4
Continuous media flows prioritization (Includes Optional Features).



325.1.5.2.5
Revoke new PoC Session establishment requests (Includes Optional Features).



325.1.6
Multiple PoC Groups (MPG)



325.1.6.1
Normal Flow



325.1.6.1.1
A PoC Client establishes a Pre-arranged PoC Group Session.



335.1.6.1.2
A PoC Client establishes an Ad-hoc PoC Group Session.



335.1.7
Invited Parties Identity (IPI)



335.1.7.1
Normal Flow



335.1.7.1.1
Ad-hoc PoC Group Session with Invited parties identity information not hidden and Manual Answer Mode and if the IPII mode is set to ‘active’.



335.1.7.1.2
Ad-hoc PoC Group Session with Invited parties identity information not hidden and Automatic Answer Mode and PoC Service Setting for "Automatic Answer Mode to the invitation request containing invited party identity information" set to 'Allow' and if the IPII mode is set to ‘active’.



345.1.7.1.3
Ad-hoc PoC Group Session with Invited parties identity information hidden and Manual Answer Mode and if the IPII mode is set to ‘active’.



345.1.7.1.4
PoC Server’s behaviour when receiving invitation containing the invited parties identity information if the IPII mode is set as ‘not active’ or not available.



355.1.8
Media Burst Control (no queueing) (MBN)



355.1.8.1
Normal Flow



355.1.8.1.1
Media Burst request during a session: Request when floor is idle -> Media Burst granted.



355.1.8.1.2
Media Burst request during a session Request when floor is not idle -> Media Burst deny.



355.1.8.1.3
Implicit Media Burst request (INVITE) in the beginning of a 1-1 PoC Session: Request when floor is idle -> Media Burst granted.



365.1.8.1.4
Implicit Media Burst request (INVITE) in the beginning of an Ad-hoc PoC Group Session: Request when floor is idle -> Media Burst granted.



365.1.8.1.5
Implicit Media Burst request (INVITE) in the beginning of a Pre-arranged PoC Group Session: Request when floor is idle -> Media Burst granted.



375.1.8.1.6
Media Burst request during a session Request when floor is not idle -> Media Burst deny.



375.1.8.1.7
Implicit Media Burst request (INVITE) when re-joining a Pre-arranged PoC Group Session: Request when floor is idle -> Media Burst granted.



375.1.8.1.8
Implicit Media Burst request (INVITE) when joining a Chat PoC Group Session: Request when floor is idle -> Media Burst granted.



385.1.8.1.9
Implicit Media Burst request (INVITE) when re-joining an Ad-hoc PoC Group Session: Request when floor is not idle -> Media Burst denied.



385.1.8.1.10
Implicit Media Burst request (INVITE) when re-joining a Pre-arranged PoC Group Session: Request when floor is not idle -> Media Burst denied.



385.1.8.1.11
Implicit Media Burst request (INVITE) when joining a Chat PoC Group Session: Request when floor is not idle -> Media Burst denied.



395.1.8.1.12
Media Burst release.



395.1.8.1.13
Media Burst revoke.



405.1.8.2
Error Flow



405.1.8.2.1
Media Burst request not received by PoC Server.



405.1.8.2.2
Media Burst control (granted or deny) not received by PoC Client.



405.1.8.2.3
Media Burst release not received by PoC Server.



415.1.9
Media Burst Control (queueing) (MBQ)



415.1.9.1
Normal Flow



415.1.9.1.1
Media Burst request during a PoC Session: Request when floor is busy -> Talk Burst Queue Notification - A second request with different priority is sent.



415.1.9.1.2
Media Burst request during a session queue support (Includes Optional Features).



425.1.9.1.3
Media Burst request during a session queue + priority support (Includes Optional Features).



425.1.9.1.4
Media Burst request during a session queue + timestamp support (Includes Optional Features).



425.1.9.1.5
Media Burst request during a session queue + timestamp support (Includes Optional Features).



435.1.9.1.6
Position in queue (Includes Optional Features).



435.1.9.1.7
Cancel of queued request (Includes Optional Features).



435.1.9.1.8
If a second request is received from a PoC Client when a request is already queued, the PoC Server SHALL update the attributes (Includes Optional Features).



445.1.9.1.9
Media Burst request during a session queue + priority support (Includes Optional Features).



445.1.9.2
Error Flow



445.1.9.2.1
Media Burst request not received by PoC Server (Includes Optional Features).



455.1.9.2.2
Queued Media Burst cancel request not received by PoC Server (Includes Optional Features).



455.1.9.2.3
Media Burst control (granted, queued or deny) not received by PoC Client (Includes Optional Features).



455.1.9.2.4
Media Burst release not received by PoC Server (Includes Optional Features).



465.1.9.2.5
Media Burst request received by PoC Server: Another PoC Client already has been given permission to send a Media Burst and no queuing of the request is allowed no queueing allowed (Includes Optional Features).



465.1.9.2.6
Media Burst request receved by PoC Server: Another PoC Client already has been given permission to send a Media Burst and the queue is full (Includes Optional Features).



465.1.9.2.7
Media Burst request recieved by PoC server Only one Participant in the PoC Session (Includes Optional Features).



475.1.10
Talk Burst Control (queuing) (TBQ)



475.1.10.1
Normal Flow



475.1.10.1.1
If a second request is received from a PoC Client when a request is already queued, the PoC Server updates the attributes of existing request (Includes Optional Features).



475.1.10.2
Error Flow



475.1.10.2.1
Talk Burst request received by PoC Server: Another PoC Client already has been given permission to send a Talk Burst and no queuing of the request is allowed no queueing allowed (Includes Optional Features).



485.1.10.2.2
Talk Burst request receved by PoC Server: Another PoC Client already has been given permission to send a Talk Burst and the queue is full (Includes Optional Features).



485.1.10.2.3
Talk Burst request recieved  by PoC server Only one Participant in the PoC Session (Includes Optional Features).



485.1.11
PoC Box (PBO)



485.1.11.1
Normal Flow



485.1.11.1.1
PoC User MAY have the possibility to explicitly request that the PoC Session is routed to the terminating PoC Users PoC Box (Includes Optional Features).



495.1.11.1.2
The PoC Session is accepted by a PoC Box, the originating PoC User SHALL be informed that the PoC Session was accepted by a PoC Box (Includes Optional Features).



495.1.11.1.3
If the PoC Client receives an indication that a PoC Client collocated PoC Box accepted the PoC Session the PoC Client MAY indicate this to the PoC User (Includes Optional Features).



505.1.11.1.4
Participants in a PoC session MAY define a lifetime of their messages left on a PoC Box (Includes Optional Features).



505.1.12
PoC Invocation Descriptor (PID)



505.1.12.1
Normal Flow



505.1.12.1.1
Support of PoC Invocation Descriptor – Ad-Hoc PoC Group Session (Includes Optional Features).



505.1.12.1.2
Support of PoC Invocation Descriptor – 1-1 PoC Session (Includes Optional Features).



515.1.12.1.3
Support of PoC Invocation Descriptor – Pre-arranged PoC Group Session (Includes Optional Features).



515.1.12.1.4
Support of PoC Invocation Descriptor – Chat PoC Group Session (Includes Optional Features).



515.1.13
Dispatcher (DIS)



515.1.13.1
Normal Flow



515.1.13.1.1
Dispatch PoC Session establishment: PoC Dispatcher inviting the entire Dispatch PoC Group – On-Demand Session (Includes Optional Features).



525.1.13.1.2
Dispatch PoC Session establishment: PoC Dispatcher inviting the entire Dispatch PoC Group – Pre-Established Session (Includes Optional Features).



525.1.13.1.3
Dispatch PoC Session establishment: PoC Dispatcher inviting the entire Dispatch PoC Group – Pre-emptive Media Burst Priority (Includes Optional Features).



535.1.13.1.4
Dispatch PoC Session establishment: PoC Dispatcher inviting a subset of the Dispatch PoC Group – On-Demand Session (Includes Optional Features).



535.1.13.1.5
Dispatch PoC Session establishment: PoC Dispatcher inviting a subset of the Dispatch PoC Group – Pre-Established Session (Includes Optional Features).



535.1.13.1.6
Dispatch PoC Session establishment: PoC Dispatcher inviting a subset of the Dispatch PoC Group – Pre-emptive Media Burst Priority (Includes Optional Features).



545.1.13.1.7
Dispatch PoC Session establishment: PoC Dispatcher inviting a subset of the Dispatch PoC Group – Parallel Dispatch PoC Sessions (Includes Optional Features).



545.1.13.1.8
Dispatch PoC Session establishment from PoC Fleet Member: no on-going session with the entire Dispatch PoC Group – On-demand Session (Includes Optional Features).



555.1.13.1.9
Dispatch PoC Session establishment from PoC Fleet Member: no on-going session with the entire Dispatch PoC Group – Pre-Established Session (Includes Optional Features).



555.1.13.1.10
Dispatch PoC Session establishment from PoC Fleet Member: already on-going session with the entire Dispatch PoC Group – On-demand Session (Includes Optional Features).



555.1.13.1.11
Dispatch PoC Session establishment from PoC Fleet Member: already on-going session with the entire Dispatch PoC Group – Pre-Established Session (Includes Optional Features).



565.1.13.1.12
PoC Dispatcher expels one or more PoC Fleet Members – On-Demand Session (Includes Optional Features).



565.1.13.1.13
PoC Dispatcher expels one or more PoC Fleet Members – Pre-Established Session (Includes Optional Features).



575.1.13.1.14
PoC Dispatcher role in Participant information (Includes Optional Features).



575.1.13.1.15
PoC Dispatcher role transfer to another PoC Dispatcher of the Dispatch PoC Group (Includes Optional Features).



575.1.13.1.16
PoC Dispatcher role transfer to any of the available PoC Dispatchers of the Dispatch PoC Group (Includes Optional Features).



585.1.13.1.17
Resending the initial invitation to those Participant that did not respond (Includes Optional Features).



585.1.13.1.18
Release the Dispatch PoC Session when the Active PoC Dispatcher leaves the Dispatch PoC Session (Includes Optional Features).



595.1.13.2
Error Flow



595.1.13.2.1
PoC Dispatcher capabilities not supported by the PoC Server at Pre-established Session establishment (Includes Optional Features).



595.1.13.2.2
Reject session establishment if the Inviting PoC User is not allowed to initiate the Dispatch PoC Session as PoC Dispatcher (Includes Optional Features).



595.1.13.2.3
Reject session establishment if the Inviting PoC User is not allowed to initiate the Dispatch PoC Session towards a subset of the Dispatch PoC Group (Includes Optional Features).



605.1.13.2.4
Reject session establishment if the Inviting PoC User is not allowed to initiate the Dispatch PoC Session as PoC Fleet Member (Includes Optional Features).



605.1.13.2.5
Reject session establishment if there is already an on-going Dispatch PoC Session with the entire Dispatch PoC Group (Includes Optional Features).



615.1.13.2.6
Reject session establishment if the inviting PoC User is not the Active PoC Dispatcher for other on-going Dispatch PoC Session with the Dispatch PoC Group (Includes Optional Features).



615.1.13.2.7
Reject (re-)joining request from a PoC Dispatcher when there is another Active PoC Dispatcher for the Dispatch PoC Session (Includes Optional Features).



625.1.13.2.8
Reject session establishment when the Dispatch Session type is unknown (Includes Optional Features).



625.1.13.2.9
Reject the role transfer when the Active PoC Dispatcher is not allowed to transfer the PoC Dispatcher role (Includes Optional Features).



625.1.13.2.10
Reject the role transfer when the target PoC User is not defined as PoC Dispatcher capable for the Dispatch PoC Group (Includes Optional Features).



635.1.13.2.11
Reject the role transfer when the target PoC User does not accept the role transfer (Includes Optional Features).



635.1.14
Full-Duplex Call Follow On Call (FDC)



635.1.14.1
Normal Flow



635.1.14.1.1
Registration: communication of PoC FDCFO Proceed capability (Includes Optional Features).



645.1.14.1.2
Inviting PoC Client conveys FDCFO Proceed capability in PES establishment and PoC Session establishment (Includes Optional Features).



645.1.14.1.3
Invited PoC Client conveys FDCFO Proceed capability in response to PoC Session establishment invitation (Includes Optional Features).



645.1.14.1.4
Controlling PoC Server conveys FDCFO Proceed support in Participant Information (Includes Optional Features).



655.1.14.1.5
PoC Client sends SIP MESSAGE request with FDCFO Proceed body (Includes Optional Features).



655.1.14.1.6
PoC Client receives SIP MESSAGE request with FDCFO Proceed body (Includes Optional Features).



665.1.15
Request with Media content (RMC)



665.1.15.1
Normal Flow



665.1.15.1.1
Request with Included Media Content is sent – No server support (Includes Optional Features).



665.1.15.1.2
Request with Referenced Media Content is sent – No server support (Includes Optional Features).



675.1.15.1.3
Request with Text Content is sent – No server support (Includes Optional Features).



675.1.15.1.4
Request with Included Media Content is sent (Includes Optional Features).



675.1.15.1.5
Request with Referred Media Content is sent (Includes Optional Features).



685.1.15.1.6
Request with Text Content is sent (Includes Optional Features).



685.1.16
Invited Parties Identity (IPI)



685.1.16.1
Normal Flow



685.1.16.1.1
Ad-hoc PoC Group Session with Invited parties identity information not hidden and Manual Answer Mode and if the IPII mode is set to ‘active’ (Includes Optional Features).



695.1.16.1.2
Ad-hoc PoC Group Session with Invited parties identity information not hidden and Automatic Answer Mode and PoC Service Setting for "Automatic Answer Mode to the invitation request containing invited party identity information" set to 'Allow' and if the IPII mode is set to ‘active’ (Includes Optional Features).



695.1.16.1.3
Ad-hoc PoC Group Session with Invited parties identity information hidden and Manual Answer Mode and if the IPII mode is set to ‘active’ (Includes Optional Features).



695.1.16.1.4
PoC Server’s behaviour when receiving invitation containing the invited parties identity information if the IPII mode is set as ‘not active’ or not available (Includes Optional Features).



705.1.17
Advanced Revocation Alert (ARA)



705.1.17.1
Normal Flow



705.1.17.1.1
The PoC Server SHALL include maximum transmit time information and SHOULD include Alert Margin time in the Talk Burst Confirm response message and in the Media Burst Confirm response message based on Service Provider Policy (Includes Optional Features).



705.1.17.2
Error Flow



705.1.17.2.1
Media burst time exceeded (Includes Optional Features).



715.1.18
PoC Interworking Service (IWF)



715.1.18.1
Normal Flow



715.1.18.1.1
Ability to invite, join, or be invited to 1-to-1 PoC Sessions (Includes Optional Features).



715.1.18.1.2
Ability to invite, join, or be invited to PoC Sessions of the following communication modes: PoC Group Sessions for Ad-hoc PoC Groups (Includes Optional Features).



715.1.18.1.3
Ability to invite, join, or be invited to Pre-arranged PoC Groups (Includes Optional Features).



725.1.18.1.4
Ability to invite, join, or be invited to Chat PoC Groups (Includes Optional Features).



725.1.18.1.5
Ability to invite, join, or be invited to and 1-many-1 PoC Sessions (Includes Optional Features).



725.1.19
Operator-specified warning message (OWM)



725.1.19.1
Normal Flow



725.1.19.1.1
An operator specified warning message is sent from the PoC Server to the PoC Client (Includes Optional Features).



735.1.20
Media Burst Control Scheme (MBC)



735.1.20.1
Normal Flow



735.1.20.1.1
On-demand Session establishment: Pre-arranged PoC Group Session-Predefined Media Burst Control Scheme- Media Burst Control Scheme was requested (Includes Optional Features).



735.1.20.1.2
On-demand Session establishment: Pre-arranged PoC Group Session- not defined Media Burst Control Scheme-Media Burst Control Scheme was requested (Includes Optional Features).



745.1.20.1.3
On-demand Session establishment: Ad-hoc PoC Group Session- Media Burst Control Scheme was requested (Includes Optional Features).



745.2
Backwards Compatibility (BWC)



745.2.1.1
Normal Flow



745.2.1.1.1
PoC XDMC backwards compatibility with PoC XDMS that is compliant with earlier version of PoC.



745.2.1.1.2
PoC XDMS backwards compatibility with PoC XDMC that is compliant with earlier version of PoC.



755.2.1.1.3
PoC 1.0 Client works with PoC 1.0 functionality in PoC 2.0 network.



755.2.1.1.4
PoC 2.0 Client works with PoC 1 functionality in PoC 1.0 network.
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1. Scope


This document describes in detail available test cases for Enabler PoC V2.0 (http://www.openmobilealliance.org).


The coverage of the tests includes PoC Enabler test cases.


2. References


2.1 Normative References


		[IOPPROC]

		“OMA Interoperability Policy and Process”, Version 1.4, Open Mobile Alliance™, OMA-IOP-Process-V1_4, www.openmobilealliance.org



		[RFC2119]

		“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, www.ietf.org/rfc/rfc2119.txt



		[ERELD]

		“Enabler Release Document for Push to Talk over Cellular Requirement”, Open Mobile Alliance™, OMA-ERELD-PoC-V1_0, www.openmobilealliance.org



		[OMA-PoC-RD]

		“Push to Talk over Cellular 2 Requirements”, Version 2.0, Open Mobile Alliance™, OMA-RD_PoC-V2_0, www.openmobilealliance.org



		[OMA-PoC-AD]

		“Push to talk over Cellular (PoC) - Architecture”, Version 2.0, Open Mobile Alliance™, OMA-AD_PoC-V2_0, www.openmobilealliance.org



		[OMA-PoC-CP]

		“OMA PoC Control Plane”, Version 2.0, Open Mobile Alliance™, OMA-TS-PoC_ControlPlane-V2_0, www.openmobilealliance.org



		[OMA-PoC-UP]

		“PoC User Plane”, Version 2.0, Open Mobile Alliance™, OMA-TS-PoC_UserPlane-V2_0, www.openmobilealliance.org



		[OMA-PoC-XDM]

		“PoC XDM Specification”, Version 1.0, Open Mobile Alliance™, OMA-TS-PoC_XDM-V2_0, www.openmobilealliance.org



		[OMA-PoC-INT]

		“PoC Inteworking Service”, Version 2.0, Open Mobile Alliance™, OMA-TS-PoC_Interworking_Service-V2_0, www.openmobilealliance.org



		[OMA-PoC-ID]

		“PoC Invocation Descriptor”, Version 2.0, Open Mobile Alliance™, OMA-TS-POC_Invocation_Descriptor-V2_0, www.openmobilealliance.org



		[OMA-PoC-SD]

		“OMA PoC System Description”,Version 2.0, Open Mobile Alliance™, OMA-TS-PoC_System_Description-V2_0, www.openmobilealliance.org



		[OMA-GM]

		“Group Management Requirements/Architecture/Specifications”, Version 1.1, Open Mobile Alliance™, OMA-ERELD_XDM-V1_0, www.openmobilealliance.org



		[OMA-PR]

		“Presence Requirements/Architecture/Specifications”, Version 1.1, Open Mobile Alliance™, OMA-ERELD-Presence-V1_0, www.openmobilealliance.org



		[OMA-DM]

		“Device Management/Architecture/Specifications”, Version 1.1, Open Mobile Alliance™, OMA-ERELD-SyncML_DM-V1_1, www.openmobilealliance.org



		[OMA-XDM-Spec]

		“XML Document Management (XDM) Specification”, Version 1.0, Open Mobile Alliance™, OMA-TS-XDM_Core-V1_0, www.openmobilealliance.org





2.2 Informative References


		[OMADICT]

		“Dictionary for OMA Specifications”, Open Mobile Alliance™. OMA-Dictionary, www.openmobilealliance.org 





3. Terminology and Conventions


3.1 Conventions


The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].


All sections and appendixes, except “Scope”, are normative, unless they are explicitly indicated to be informative.


Following test case numbering scheme is followed in the ETS for different Test Sections.


Note: In following numbering scheme “int” stands for “Interoperability Test Cases.


Following is the definition of fields in the naming convention:


		PoC-2.0

		Int

		01

		00



		Specification Release (PoC Version) number.

		Int – Interoperability




		Test-category

		Test Sequence number





3.2 Definitions


		1-to-1 PoC Session

		A feature to establish a PoC Session with another PoC User.



		1-many-1 Session

		A PoC Group Session for a Pre-Arranged PoC Group in which one Participant is a Distinguished Participant and each other Participant is an Ordinary Participant.



		Access List: Accept

		A user is considered invitees accepted member when the invitee's PoC User Access Policy document specifies that invitations from the Inviting PoC User are to be automatically accepted (I.e., the <allow-invite> action is set to the value "accept").  Note that for calls to be automatically accepted the invitee must also have the Answer Mode setting set to Automatic, otherwise calls will be answered in manual answer mode.



		Access List: Reject

		A user is considered invitees Rejected member when the invitee's PoC User Access Policy document specifies that that invitations from the Inviting PoC User are to be rejected (I.e., the <allow-invite> action is set to the value "reject").



		Access List: Pass

		A user is considered invitees Pass member when the invitee's PoC User Access Policy document specifies that invitations from the Inviting PoC User are not to be rejected. (I.e., the <allow-invite> action is set to the value "pass"). Note that calls from an inviter with Pass will always be answered in Manual Answer mode.



		Ad-Hoc PoC Group

		A feature enabling a PoC User to establish a PoC Session with multiple PoC Users without first creating a PoC Group.



		AnswerMode

		Defines the incoming session answering mode. The options are Manual vs. Automatic.



		Automatic Answer Mode

		A mode of operation where the PoC Client accepts the PoC Session invitations immediately and plays out the media as soon as it is received without requiring the intervention of the Invited PoC User.



		AutoRelease

		Indicates whether a session is released when the initiator leaves the session. This is part of the Session Release Policy enforced at the PoC Server (applicable to Pre-Arranged PoC Group Sessions only).



		Incoming PoC Session Barring

		Incoming PoC Session Barring is a PoC service setting for the PoC Client that conveys the PoC User's desire for the PoC service to block all incoming PoC Session requests.



		Incoming Instant Personal Alert Barring

		Incoming Instant Personal Alert Barring is a PoC service setting for the PoC Client that conveys the PoC User's desire for the PoC service to block all incoming Instant Personal Alerts.



		Chat PoC Group

		Incoming Instant Personal Alert Barring is a PoC service setting for the PoC Client that conveys the PoC User's desire for the PoC service to block all incoming Instant Personal Alerts.



		Chat PoC Group Session

		A PoC Session established for a Chat PoC Group.



		Confirmed Indication

		The Confirmed Indication is returned by the PoC Server to confirm that it and all downstream elements are ready to receive media.



		Contact List

		A list available to the PoC User containing the addresses of other PoC Users or PoC Groups.



		Group

		Group is a predefined set of PoC Users together with its attributes. The Group is used for easy PoC Session establishment and/or for defining PoC Session access policy. Each Group is identified by its SIP URI.



		Invited PoC Client

		The PoC Client who has been invited to a PoC Session.



		Inviting PoC Client

		The PoC Client inviting other PoC User(s) to a PoC Session.



		Manual Answer Mode

		A mode of operation where the PoC Client requires the PoC User to manually accept the PoC Session invitation before media is accepted and played.



		Number of Remaining Participants

		If the PoC Session has as many as or less than the specified number of Participants left, the PoC Server SHALL terminate the PoC Session. This is part of the Session Release Policy enforced at the PoC Server.



		On-Demand Session

		A PoC Session set-up mechanism, where all media parameters are negotiated at the same time as the PoC Session is set-up.



		PoC Button

		Hardware or software button used to request various PoC functions.



		PoC Client

		A PoC functional entity on the PoC User equipment that supports the PoC service.



		PoC Group

		A PoC Group is a predefined set of PoC Users together with its attributes.



		PoC Server

		The PoC Server implements the application-level network functionality for the PoC service. The PoC Server may perform the role of the Controlling PoC Function and Participating PoC Function.



		PoC Session

		A session established by 1-to-1 PoC, Ad-Hoc PoC Group, or Pre-Arranged PoC Group Session.



		PoC User

		A user using the PoC service.



		Pre-Arranged PoC Group

		A persistent group created for a PoC Group Session.



		Pre-Established Session

		A signaling exchange to negotiate media parameters between the PoC Client and the home PoC Server before establishing a PoC Session.



		ReleaseLastParty

		Indicates when a session is released. This is part of the Termination Policies which are enforced at the PoC Server.



		Talk Burst

		The media recording, transport, and playback that occurs from the point the PoC Client has got the permission to send a media until the permission is released.



		Talk Burst Control

		A control mechanism that arbitrates requests, from the PoC Clients, for the right to send media.



		Talk Burst Control Protocol

		A protocol for performing Talk Burst Control.



		Unconfirmed Indication

		The indication of readiness by the PoC Server to receive media before the PoC Server has received confirmation from downstream elements of readiness to receive media.



		Unrestricted group

		A Group that can be joined by any User.



		User

		A human using the described features through the User Equipment.





3.3 Abbreviations


		AD

		Architecture Document



		CDR

		Charging Data Record



		IAB

		Incoming Instant Personal Alert Barring



		ISB

		Incoming PoC Session Barring



		MAO

		Manual Answer Override



		OMA

		Open Mobile Alliance



		PoC

		Push to talk over Cellular



		RD

		Requirements Document



		SIP

		Session Initiation Protocol



		URI

		Universal Resource Identifier



		XCAP

		XML Configuration Access Protocol



		XDMS

		XML Document Management Server



		XML

		Extensible Mark-up Language





3.4 Testing Policies


This section is intended to describe the testing policies used throughout the document.


For the PoC Client testing, the focus is on PoC User1 (from Company1) and PoC User2 (from Company2).  As stated in the Enabler Test Plan, PoC User1, PoC User2, and the PoC Server MUST be from different vendors.  PoC User3 (could be from Company1 or other than Company2) and PoC User4 (could be from Company2 or other than Company1) and greater are used for session establishment, observation of the session, and other non-focus roles and therefore do not have any vendor limitations.


Number-of-Remaining-Participants [0,1]:


· Indicates the threshold in terms of number of participants after which the server shall terminate the PoC Session. If a Pre-Arranged or Ad-Hoc PoC Group Session has as many as or less than the specified number of Participants left, the PoC Server SHALL release the PoC Session.  This does not apply to Chat PoC Group Sessions.

AutoRelease [False|True]:


· Indicates if a Pre-Arranged PoC Group Session is released when the initiator leaves the session.  This is enforced by the PoC Server as part of its Session Release Policies.


False:


· The PoC Server SHALL NOT remove the rest of the Participants from the Pre-Arranged PoC Group Session nor release the PoC Session when the originator leaves the PoC Session.


True:


· The PoC Server SHALL remove the rest of the Participants from the Pre-Arranged PoC Group Session and release the PoC Session when the originator leaves the PoC Session.


AnswerMode [Manual|Automatic]:


· Defines the incoming session answering mode. (Note: AnswerMode setting is applied when the inviter is “accepted” by the “allow-invite” action indicated by the Request-URI stored in the PoC XDMS as described in the [POC XDM Specification]. If the inviter is not “accepted” then the PoC Server defaults the session to Manual Answer regardless of the answer mode setting. The answer mode settting can be overridden by MAO (if authorized) or ISB settings.)


Manual:


· Incoming PoC Sessions must be manually accepted by the invitee before being connected to the session.


Automatic


· Incoming PoC Sessions from an inviter who is “accepted” are automatically accepted and the inviter is connected to the session without any user intervention required.


IncomingPoCSessionBarring (ISB) [False|True]:


· Setting which allows the PoC User to block all incoming PoC Session invitations. The ISB setting has no effect on incoming Instant Personal Alerts. (Note: ISB is enforced at the PoC Server.):


False: ISB is deactivated (incoming PoC calls will get through).
True: ISB is activated (incoming PoC calls will be blocked and declined).


IncomingInstantPersonalAlertBarring (IAB) [False|True]:


· Setting which allows the PoC User to block all incoming Instant Personal Alerts. (Note: Blocking is enforced at the PoC Server.):


False: IAB is deactivated (incoming Instant Personal Alerts will get through).
True: IAB is activated (incoming Instant Personal Alerts will be blocked and declined).


Session Max Length [value in seconds]:


· Defines the maximum allowable duration of a session in seconds after which the PoC Server will release as per the Session Release Policy. (Note: The standard does not define an upper limit.)

SIP/IP Core PoC service Re-Registration Timer:


· Defines the value of the PoC service re-registration timer in the SIP/IP Core. The value range may be vendor-specific; no additional information is available at this time.

Timers: Controlling PoC function:


· All timers set to default values according UserPlane document section 9 except


· Talk Burst Inactivity Timeout [value in seconds]: Defines the maximum allowable duration (in seconds) without a Talk Burst request before the PoC Server will release the session. (i.e,. Timer T4 – Inactivity Timer - of the PoC User Plane Specification). (Note: The standard does not define an upper limit for this value so it will be vendor-specific.)


3.5 Testing Assumptions


For all test cases throughout the document, the following assumptions are valid unless stated otherwise.  Therefore, these assumptions shall be seen as a part of the preconditions:


General:


· For any PoC User, there is no active session ongoing unless stated otherwise.


· Each PoC User has a valid PoC service SIP/IP Core subscription. The XDMS is capable of accessing the user-specific data.


· Each PoC User is PoC service registered in the SIP/IP Core system.


· Each Client is reachable.


The PoC Server executes the following policies:


· AutoRelease=True


· Number-of-Remaining-Participants = 0 (Note: This is the same as ReleaseLastParty=False.)

· Session Max Length = set to higest possible value allowable by the PoC Server (or disable this feature completely if the PoC Server has such a capability).


· Talk Burst Inactivity Timeout = set to highest possible value allowable by the PoC Server (or disable this feature completely if the PoC Server has such a capability).


· All sessions are to be responded to using the “Confirmed Indication”, unless otherwise specified.


SIP/IP Core executes the following policies:


· SIP/IP Core PoC service re-registration timer is set to 60 minutes or greater. (Note: This will help avoid erroneous failures in test cases verifying Unconfirmed Indication.)


Note: This combination was merely chosen to reduce the amount of description needed in the test cases. It must not be understood as a real set of static configuration parameters.  There are situations where these combinations of policies are contradictory.  These policy settings in combination with the changes specified for each test case are consistent, however.


Session timeouts and Talk Burst Inactivity Timeout are set very high to avoid interfering with the test case.


Invited PoC Users mentioned in the test cases are configured with the following basic settings; the following shall be the default settings unless otherwise specified.


For On-Demand Sessions:


· User has Incoming PoC Session Barring disabled (IncomingPoCSessionBarring (ISB) = False)


· User has Incoming Instant Personal Alert Barring disabled (IncomingInstantPersonalAlertBarring (IAB) = False)


· Access Lists (Access List: Accept, Access List: Reject, and Access List: Pass) are empty and have no entries


· Answer Mode = Manual Answer


For Pre-Established Sessions:


· User has Incoming PoC Session Barring disabled (IncomingPoCSessionBarring (ISB) = False)


· User has Incoming Instant Personal Alert Barring (IAB) mode disabled (InstantPersonalAlertBarring (IAB) = False)


· Access Lists (Access List: Accept, Access List: Reject, and Access List: Pass) are empty and have no entries


· Answer Mode = Manual Answer


· The PoC Server is configured to support Pre-Established Session procedures


· User has a Pre-Established Session capable terminal


User has successfully created a Pre-Established Session with the PoC Server (At registration time user has successfully established a Pre-Established Session with the PoC Server)


4. Introduction


The purpose of this document is to provide test cases for PoC Enabler Release V2.0.


If the feature tested in a test case is implemented, the test case must be executed.


5. Test Cases


5.1 Mandatory and Optional Features Test Cases


This section lists the steps needed for PoC Enabler test cases.


Not Available.


5.1.1 Registration (REG)

5.1.1.1 Normal Flow


5.1.1.1.1 Registration and deregistration of contact address for the UE POC Box (Includes Optional Features)


		Test Case Id

		PoC-2.0-int-00xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Ensure that UE POC box is correctly registered and deregistered.



		Specification Reference

		[OMA-PoC-SD) 4.5.1



		SCR Reference

		ETR: REG-201



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.2 PoC Session Initiation, Joining and Release

5.1.2.1 Normal Flow


5.1.2.1.1 PoC Client initiates the PoC Session establishment procedure with Discrete Media (Includes Optional Features)


		Test Case Id

		PoC-2.0-int-01xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify initation of session with discrete media.



		Specification Reference

		[OMA-PoC-SD) 4.31



		SCR Reference

		ETR: SJR-219



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.2.1.2 The PoC Client/Server supporting Limited Segment Media Buffer preload capability (Includes Optional Features)


		Test Case Id

		PoC-2.0-int-01xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that client sends media segment of correct length, and resumes sending when instructed by server.



		Specification Reference

		[OMA-PoC-SD) 4.46



		SCR Reference

		ETR: SJR-220



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.2.1.3 Support initiating an Ad-hoc PoC Group Session involving one or more Pre-arranged PoC Groups and individual PoC Users (Includes Optional Features)


		Test Case Id

		PoC-2.0-int-01xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify PoC client can Initiate Ad-hoc PoC Group session with mixture of Pre-arranged PoC Groups and individual PoC users.



		Specification Reference

		



		SCR Reference

		ETR: SJR-221



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.2.2 Error Flow


5.1.2.2.1 Rejec PoC Session invitation if the identity of the Inviting PoC User is hidden

		Test Case Id

		PoC-2.0-int-01xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Rejec PoC Session invitation if the identity of the Inviting PoC User is hidden and the privacy for the identity is not allowed in the PoC Group authorization rules.

Verify that the inviting PoC User’s PoC Session request is rejected and the PoC User receives an error message.



		Specification Reference

		[OMA-PoC-SD] 4.8



		SCR Reference

		ETR: SJR-108



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.3 PoC Session Related Features

5.1.3.1 Normal Flow


5.1.3.1.1 Session modification – Add Media Types and Media-floor Control Entities, when PoC Session includes this Media Type already.

		Test Case Id

		PoC-2.0-int-02xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC Client is able to add the Media Type.


Verify that the corresponding Media-floor Control Entity is also added.



		Specification Reference

		[OMA-PoC-SD] 4.6.1.3



		SCR Reference

		ETR: SRF-001



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TDB



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.3.1.2 Media-floor control entity binding in INVITE request

		Test Case Id

		PoC-2.0-int-02xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that media types are correctly bound to media-floor control entity



		Specification Reference

		[OMA-PoC-SD] 4.27.2



		SCR Reference

		ETR: SRF-002



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.3.1.3 Sending Discrete Media without floor control to Participants in the PoC Session for SIP Message.


		Test Case Id

		PoC-2.0-int-02xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that Participants receive the sent Discrete Media for SIP Message.


NOTE:  Support for Discrete Media is optional for PoC Clients.



		Specification Reference

		[OMA-PoC-CP] 6.1.15, 6.2.8, 7.2.1.23, 7.2.2.7, 7.3.1.16, 7.3.2.8 (for SIP MESSAGE).  



		SCR Reference

		ETR: SRF-003



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.3.1.4 Sending Discrete Media without floor control to Participants in the PoC Session for MSRP.


		Test Case Id

		PoC-2.0-int-02xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that Participants receive the sent Discrete Media for SIP Message for MSRP.


NOTE:  Support for Discrete Media is optional for PoC Clients.



		Specification Reference

		[OMA-PoC-CP] 6.1.3, 7.2.1.2, 7.2.1.3, 7.2.1.5, 7.2.2.2, 7.3.1.4, 7.3.1.5 and 7.3.2.2 (for MSRP)



		SCR Reference

		ETR: SRF-003



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.3.1.5 Sending Discrete Media without floor control to a PoC User for SIP Message.


		Test Case Id

		PoC-2.0-int-02xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC User receives the sent Discrete Media.


NOTE:  Support for Discrete Media is optional for PoC Clients.



		Specification Reference

		[OMA-PoC-CP] 6.1.15, 6.2.8, 7.2.1.23, 7.2.2.7, 7.3.1.16, 7.3.2.8 (for SIP MESSAGE).



		SCR Reference

		ETR: SRF-004



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.3.1.6 Sending Discrete Media without floor control to a PoC User for MSRP.


		Test Case Id

		PoC-2.0-int-02xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC User receives the sent Discrete Media.


NOTE:  Support for Discrete Media is optional for PoC Clients.



		Specification Reference

		[OMA-PoC-CP] 6.1.3, 7.2.1.2, 7.2.1.3, 7.2.1.5, 7.2.2.2, 7.3.1.4, 7.3.1.5 and 7.3.2.2 (for MSRP).



		SCR Reference

		ETR: SRF-004



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.3.1.7 Sending Discrete Media without floor control to a Pre-arranged PoC Group for SIP Message.


		Test Case Id

		PoC-2.0-int-02xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the members of the Pre-arranged PoC group receive the sent Discrete Media.


NOTE:  Support for Discrete Media is optional for PoC Clients.



		Specification Reference

		[OMA-PoC-CP] 6.1.15, 6.2.8, 7.2.1.23, 7.2.2.7, 7.3.1.16, 7.3.2.8 (for SIP MESSAGE).



		SCR Reference

		ETR: SRF-005



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.3.1.8 Sending Discrete Media without floor control to a Pre-arranged PoC Group for MSRP.


		Test Case Id

		PoC-2.0-int-02xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the members of the Pre-arranged PoC group receive the sent Discrete Media.


NOTE:  Support for Discrete Media is optional for PoC Clients.



		Specification Reference

		[OMA-PoC-CP] 6.1.3, 7.2.1.2, 7.2.1.3, 7.2.1.5, 7.2.2.2, 7.3.1.4, 7.3.1.5 and 7.3.2.2 (for MSRP).



		SCR Reference

		ETR: SRF-005



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.3.1.9 Sending Discrete Media without floor control to list of PoC Users for SIP Message.


		Test Case Id

		PoC-2.0-int-02xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC Users receive the sent Discrete Media.


NOTE:  Support for Discrete Media is optional for PoC Clients.



		Specification Reference

		[OMA-PoC-CP] 6.1.15, 6.2.8, 7.2.1.23, 7.2.2.7, 7.3.1.16, 7.3.2.8 (for SIP MESSAGE).



		SCR Reference

		ETR: SRF-006



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.3.1.10 Sending Discrete Media without floor control to list of PoC Users for MSRP.


		Test Case Id

		PoC-2.0-int-02xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC Users receive the sent Discrete Media.


NOTE:  Support for Discrete Media is optional for PoC Clients.



		Specification Reference

		[OMA-PoC-CP] 6.1.3, 7.2.1.2, 7.2.1.3, 7.2.1.5, 7.2.2.2, 7.3.1.4, 7.3.1.5 and 7.3.2.2 (for MSRP).



		SCR Reference

		ETR: SRF-006



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.3.1.11 Sending Discrete Media with floor control for MSRP.


		Test Case Id

		PoC-2.0-int-02xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the test cases xxa, xxb, xxc and xxd are fulfilled when floor control is used and the sent  Discrete Media is rendered by the PoC Clients.


NOTE:  Support for Discrete Media is optional for PoC Clients.



		Specification Reference

		[OMA-PoC-CP] 6.1.3, 7.2.1.2, 7.2.1.3, 7.2.1.5, 7.2.2.2, 7.3.1.4, 7.3.1.5 and 7.3.2.2.



		SCR Reference

		ETR: SRF-007



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.3.1.12 Subscription to Participant information for current status (one-off request)  during a PoC Session (Includes Optional Features)


		Test Case Id

		PoC-2.0-int-02xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that PoC Subscriber can get the current status of Participant information during a PoC Session after sending a Participant information request including supported Media Types.



		Specification Reference

		[OMA-PoC-SD] 5.10


[OMA-PoC-CP] 6.1.9, 7.2.1.11



		SCR Reference

		ETR: SRF-202



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.3.1.13 When one or more Media Streams for the same Media Type (Includes Optional Features)


		Test Case Id

		PoC-2.0-int-02xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Where supported for media types verify that more than one media stream can be added to session.



		Specification Reference

		[OMA-PoC-SD] 4.27



		SCR Reference

		ETR: SRF-208



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.3.1.14 MSRP protocol delivers any arbitrary MIME content (Includes Optional Features)


		Test Case Id

		PoC-2.0-int-02xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify delivery of discrete media MIME content.



		Specification Reference

		[OMA-PoC-SD] 4.43



		SCR Reference

		ETR: SRF-209



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.3.1.15 File transfer takes place with extended SDP information (Includes Optional Features)


		Test Case Id

		PoC-2.0-int-02xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify transfer of SDP information.



		Specification Reference

		[OMA-PoC-SD] 4.43



		SCR Reference

		ETR: SRF-210



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.3.1.16 Discrete Media transfer progress report and final report (Includes Optional Features)


		Test Case Id

		PoC-2.0-int-02xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify progress information.



		Specification Reference

		[OMA-PoC-SD] 4.43



		SCR Reference

		ETR: SRF-211



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.3.1.17 Synchronization of Multiple Continuous Media (Includes Optional Features)


		Test Case Id

		PoC-2.0-int-02xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify correct media synchronization between multiple streams.



		Specification Reference

		[OMA-PoC-SD] 4.47



		SCR Reference

		ETR: SRF-212



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.4 PoC XDM: PoC Group (XGP)

5.1.4.1 Normal Flow


5.1.4.1.1 Pre-arranged PoC Group – Basic operations.


		Test Case Id

		PoC-2.0-int-03xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that PoC User can create, retrieve, modify, and delete a Pre-arranged PoC Group document in the Shared Group XDMS



		Specification Reference

		[OMA-PoC-XDM] 5.1



		SCR Reference

		ETR: XGP-001



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.4.1.2 Chat PoC Group – Basic operations.


		Test Case Id

		PoC-2.0-int-03xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that PoC User can create, retrieve, modify, and delete a Chat PoC Group document in the Shared Group XDMS



		Specification Reference

		[OMA-PoC-XDM] 5.1



		SCR Reference

		ETR: XGP-002



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5 Quality of Experience (QOE)

5.1.5.1 Normal Flow


5.1.5.1.1 QoE Profile assignment, Pre-arranged PoC Group Session.


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Rules for all QoE Profiles except for Official Government Use.



		Specification Reference

		[OMA-PoC-SD] 4.42.1, 4.42.3, 

[OMA-PcC-CP] 7.2.1.3, 7.2.1.5



		SCR Reference

		ETR: QOE-001



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.1.2 QoE Profile assignment, 1-1 or Ad-hoc PoC Group Session.


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Rules for all QoE Profiles except for Official Government Use.



		Specification Reference

		[OMA-PoC-SD] 4.42.1, 4.42.3


[OMA-PoC CP] 7.2.1.2



		SCR Reference

		ETR: QOE-002



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.1.3 QoE Profile request in the initial invitation.


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		TBD



		Specification Reference

		[OMA-PoC-SD] 4.42.3


[OMA-PoC-CP] 6.1.3



		SCR Reference

		ETR: QOE-003



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.1.4 Implicit ‘Basic’ QoE Profile request.


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		TBD



		Specification Reference

		[OMA-PoC-SD] 4.42.3


[OMA-PoC-CP] 7.2.1.2, 7.2.1.3.1, 7.2.1.5



		SCR Reference

		ETR: QOE-004



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.1.5 QoE Profile remains unchanged when PoC User joining or leaving.


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		TBD



		Specification Reference

		[OMA-PoC-SD] 4.42.3.1

[OMA-PoC-CP] 7.2.1.4, 7.2.1.5, 7.2.1.9



		SCR Reference

		ETR: QOE-005



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.1.6 PoC Session establishment: QoE Profile authorization.


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		TBD



		Specification Reference

		[OMA-PoC-SD] 4.42.3

[OMA-PoC-CP] 7.3.1.2, 7.3.1.4, 7.3.2.2



		SCR Reference

		ETR: QOE-006



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.1.7 QoE Profile indication in PoC Session initiation within a Pre-established session.


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		TBD



		Specification Reference

		[OMA-PoC-SD] 4.42.3

[OMA-PoC-CP] 7.3.1.1b



		SCR Reference

		ETR: QOE-007



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.1.8 Mandatory QoE Profile authorization at the Participating PoC Function.


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		TBD



		Specification Reference

		[OMA-PoC-SD] 4.42.3 

[OMA-PoC-CP 7.3.2.2



		SCR Reference

		ETR: QOE-008



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.1.9 Local QoE Profile choice by invited PoC Client.


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		TBD



		Specification Reference

		[OMA-PoC-SD] 4.42.3

[OMA-PoC-CP] 6.2.1



		SCR Reference

		ETR: QOE-009



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.1.10 Correct request of network resources.


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		TBD



		Specification Reference

		 [OMA-PoC-CP] 7.7, 6.4.4, 6.4.4.3.8



		SCR Reference

		ETR: QOE-010



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.1.11 QoE Profiles Provisioning.


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		TBD



		Specification Reference

		[OMA-PoC-SD] 4.42.2


[OMA-PoC-CP] B.31



		SCR Reference

		ETR: QOE-011



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.1.12 QoE mismatch.


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		TBD



		Specification Reference

		[OMA-PoC-SD] 4.42.5


[OMA-PoC-CP] 6.1.3.1, 6.1.3.2.2, 6.1.3.2.3



		SCR Reference

		ETR: QOE-012



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.1.13 QoE Profile assignment for a Pre-arranged PoC Group (Includes Optional Features).


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		TBD



		Specification Reference

		



		SCR Reference

		ETR: QOE-201



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.1.14 Official Government Use QoE Profile assignment (Includes Optional Features).


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		TBD



		Specification Reference

		[OMA-PoC-SD] 4.42.3

[OMA-PoC-CP] 7.2.1.2, 7.2.1.3, 7.2.1.5



		SCR Reference

		ETR: QOE-202



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.1.15 Signalling prioritization (Includes Optional Features).


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		TBD



		Specification Reference

		[OMA-PoC-SD] 4.42.4

[OMA-PoC-CP] 7.x



		SCR Reference

		ETR: QOE-203



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.1.16 Continuous media flows prioritization (Includes Optional Features).


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		TBD



		Specification Reference

		[OMA-PoC-SD] 4.42.4

[OMA-PoC-UP] 7.7



		SCR Reference

		ETR: QOE-204



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.1.17 PoC Sessions Pre-emption (Includes Optional Features).


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		TBD



		Specification Reference

		[OMA-PoC-SD] 4.42.4

[OMA-PoC-UP] 7.7



		SCR Reference

		ETR: QOE-205



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.2 Error Flow


5.1.5.2.1 PoC Session establishment: QoE Profile authorization.


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		QoE Profile is not authorized.



		Specification Reference

		[OMA-PoC-SD] 4.42.3


[OMA-PoC-CP] 7.3.1.2, 7.3.1.4, 7.3.2.2



		SCR Reference

		ETR: QOE-101



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.2.2 Requested QoE Profile is lower than the QoE Profile defined for the group.


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		TBD



		Specification Reference

		[OMA-PoC-SD] 4.42.3

[OMA-PoC-CP] 7.2.1.3.1, 7.2.1.5



		SCR Reference

		ETR: QOE-102



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.2.3 Reject of re-join or join of an on-going PoC Session.


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		TBD



		Specification Reference

		[OMA-PoC-SD] 4.42.3.1


[OMA-PoC-CP] 7.2.1.3.1, 7.2.1.4, 7.2.1.5



		SCR Reference

		ETR: QOE-103



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.2.4 Continuous media flows prioritization (Includes Optional Features).


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		TBD



		Specification Reference

		[OMA-PoC-SD] 4.42.4

[OMA-PoC-UP] 7.7, 6.4.4.3.8



		SCR Reference

		ETR: QOE-301



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.5.2.5 Revoke new PoC Session establishment requests (Includes Optional Features).


		Test Case Id

		PoC-2.0-int-04xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		TBD



		Specification Reference

		[OMA-PoC-SD] 4.42.4

[OMA-PoC-CP] TBD



		SCR Reference

		ETR: QOE-302



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.6 Multiple PoC Groups (MPG)

5.1.6.1 Normal Flow


5.1.6.1.1 A PoC Client establishes a Pre-arranged PoC Group Session.

		Test Case Id

		PoC-2.0-int-05xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that a PoC Session can be established containing members of the nested Pre-arranged PoC Group.

The members in the Pre-arranged PoC Group are other (nested) Pre-arranged PoC Groups.



		Specification Reference

		



		SCR Reference

		ETR: MPG-001



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.6.1.2 A PoC Client establishes an Ad-hoc PoC Group Session.


		Test Case Id

		PoC-2.0-int-05xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that a PoC Session can be established containing the PoC Users identified by the PoC Addresses in the invitation list and the members of the Pre-arranged PoC Group(s) identified by the PoC Group Identities in the invitation list.


The invitation list contains a mixture of PoC Addresses and PoC Group Identities



		Specification Reference

		



		SCR Reference

		ETR: MPG-002



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.7 Invited Parties Identity (IPI)

5.1.7.1 Normal Flow


5.1.7.1.1 Ad-hoc PoC Group Session with Invited parties identity information not hidden and Manual Answer Mode and if the IPII mode is set to ‘active’.

		Test Case Id

		PoC-2.0-int-06xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that Invited PoC Clients displays the identity of other invited parties.



		Specification Reference

		[OMA-PoC-SD] 4.34 and 4.26.5



		SCR Reference

		ETR: IPI-001



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.7.1.2 Ad-hoc PoC Group Session with Invited parties identity information not hidden and Automatic Answer Mode and PoC Service Setting for "Automatic Answer Mode to the invitation request containing invited party identity information" set to 'Allow' and if the IPII mode is set to ‘active’.


		Test Case Id

		PoC-2.0-int-06xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that Invited PoC Clients displays the identity of other invited parties.



		Specification Reference

		[OMA-PoC-SD] 4.34, 4.18.2.4 and 4.26.5



		SCR Reference

		ETR: IPI-002



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.7.1.3 Ad-hoc PoC Group Session with Invited parties identity information hidden and Manual Answer Mode and if the IPII mode is set to ‘active’.

		Test Case Id

		PoC-2.0-int-06xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the number of hidden addresses are displayed on Invited PoC Clients.



		Specification Reference

		[OMA-PoC-SD] 4.26.5 and SD 4.34



		SCR Reference

		ETR: IPI-003



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.7.1.4 PoC Server’s behaviour when receiving invitation containing the invited parties identity information if the IPII mode is set as ‘not active’ or not available.


		Test Case Id

		PoC-2.0-int-06xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		TBD



		Specification Reference

		[OMA-PoC-SD] 4.26.5 and 4.34



		SCR Reference

		ETR: IPI-004



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.8 Media Burst Control (no queueing) (MBN)

5.1.8.1 Normal Flow


5.1.8.1.1 Media Burst request during a session: Request when floor is idle -> Media Burst granted.

		Test Case Id

		PoC-2.0-int-07xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, verify that Media Burst is granted to the requesting PoC Client when floor is idle and Media Burst taken is sent to all other Participants..



		Specification Reference

		[OMA-PoC-SD] 5.13


[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5



		SCR Reference

		ETR: MBN-001



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.8.1.2 Media Burst request during a session Request when floor is not idle -> Media Burst deny.


		Test Case Id

		PoC-2.0-int-07xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, verify that Media Burst is denied when floor is not idle.



		Specification Reference

		[OMA-PoC-SD] 5.13


[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5



		SCR Reference

		ETR: MBN-002



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.8.1.3 Implicit Media Burst request (INVITE) in the beginning of a 1-1 PoC Session: Request when floor is idle -> Media Burst granted.

		Test Case Id

		PoC-2.0-int-07xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, verify that Media Burst is granted to the requesting PoC Client when floor is idle and Media Burst taken is sent to all other Participants.



		Specification Reference

		[OMA-PoC-SD] 5.13


[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5



		SCR Reference

		ETR: MBN-003



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.8.1.4 Implicit Media Burst request (INVITE) in the beginning of an Ad-hoc PoC Group Session: Request when floor is idle -> Media Burst granted.


		Test Case Id

		PoC-2.0-int-07xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, verify that Media Burst is granted to the requesting PoC Client when floor is idle and Media Burst taken is sent to all other Participants.



		Specification Reference

		[OMA-PoC-SD] 5.13


[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5



		SCR Reference

		ETR: MBN-004



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.8.1.5 Implicit Media Burst request (INVITE) in the beginning of a Pre-arranged PoC Group Session: Request when floor is idle -> Media Burst granted.

		Test Case Id

		PoC-2.0-int-07xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, verify that Media Burst is granted to the requesting PoC Client when floor is idle and Media Burst taken is sent to all other Participants.



		Specification Reference

		[OMA-PoC-SD] 5.13


[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5



		SCR Reference

		ETR: MBN-005



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.8.1.6 Media Burst request during a session Request when floor is not idle -> Media Burst deny.


		Test Case Id

		PoC-2.0-int-07xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, verify that Media Burst is granted to the requesting PoC Client when floor is idle and Media Burst taken is sent to all other Participants.



		Specification Reference

		[OMA-PoC-SD] 5.13


[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5



		SCR Reference

		ETR: MBN-006



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.8.1.7 Implicit Media Burst request (INVITE) when re-joining a Pre-arranged PoC Group Session: Request when floor is idle -> Media Burst granted.

		Test Case Id

		PoC-2.0-int-07xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, verify that Media Burst is granted to the requesting PoC Client when floor is idle and Media Burst taken is sent to all other Participants.



		Specification Reference

		[OMA-PoC-SD] 5.13


[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5



		SCR Reference

		ETR: MBN-007



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.8.1.8 Implicit Media Burst request (INVITE) when joining a Chat PoC Group Session: Request when floor is idle -> Media Burst granted.


		Test Case Id

		PoC-2.0-int-07xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, Verify that Media Burst is granted to the requesting PoC Client when floor is idle and Media Burst taken is sent to all other Participants.



		Specification Reference

		[OMA-PoC-SD] 5.13


[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5



		SCR Reference

		ETR: MBN-008



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.8.1.9 Implicit Media Burst request (INVITE) when re-joining an Ad-hoc PoC Group Session: Request when floor is not idle -> Media Burst denied.

		Test Case Id

		PoC-2.0-int-07xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, Verify that Media Burst is denied when floor is not idle.



		Specification Reference

		[OMA-PoC-SD] 5.13


[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5



		SCR Reference

		ETR: MBN-009



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.8.1.10 Implicit Media Burst request (INVITE) when re-joining a Pre-arranged PoC Group Session: Request when floor is not idle -> Media Burst denied.


		Test Case Id

		PoC-2.0-int-07xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, Verify that Media Burst is denied when floor is not idle.



		Specification Reference

		[OMA-PoC-SD] 5.13


[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5



		SCR Reference

		ETR: MBN-010



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.8.1.11 Implicit Media Burst request (INVITE) when joining a Chat PoC Group Session: Request when floor is not idle -> Media Burst denied.

		Test Case Id

		PoC-2.0-int-07xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, verify that Media Burst is denied when floor is not idle.



		Specification Reference

		[OMA-PoC-SD] 5.13


[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5



		SCR Reference

		ETR: MBN-011



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.8.1.12 Media Burst release.


		Test Case Id

		PoC-2.0-int-07xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, verify that Media Burst idle indication is sent to all Participants when floor becomes idle.



		Specification Reference

		[OMA-PoC-SD] 5.13


[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5



		SCR Reference

		ETR: MBN-012



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.8.1.13 Media Burst revoke.

		Test Case Id

		PoC-2.0-int-07xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, For supported media types, verify that Media Burst revoke indication is sent to the Mediaing PoC Client and Media Burst idle to all other Participants when floor is revoked.



		Specification Reference

		[OMA-PoC-SD] 5.13


[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5



		SCR Reference

		ETR: MBN-013



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.8.2 Error Flow


5.1.8.2.1 Media Burst request not received by PoC Server.

		Test Case Id

		PoC-2.0-int-07xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, verify that the event is detected, the involving entities release the relevant resources and transit to the initial state in this procedure.



		Specification Reference

		[OMA-PoC-SD] 5.13


[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5



		SCR Reference

		ETR: MBN-101



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.8.2.2 Media Burst control (granted or deny) not received by PoC Client.


		Test Case Id

		PoC-2.0-int-07xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, verify that the event is detected, the involving entities release the relevant resources and transit to the initial state in this procedure.



		Specification Reference

		[OMA-PoC-SD] 5.13


[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5



		SCR Reference

		ETR: MBN-102



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.8.2.3 Media Burst release not received by PoC Server.

		Test Case Id

		PoC-2.0-int-07xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, verify that the event is detected, the involving entities release the relevant resources and transit to the initial state in this procedure.



		Specification Reference

		[OMA-PoC-SD] 5.13


[OMA-PoC-UP] 6.2.5, 6.4.4, 6.4.5



		SCR Reference

		ETR: MBN-103



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.9 Media Burst Control (queueing) (MBQ)

5.1.9.1 Normal Flow


5.1.9.1.1 Media Burst request during a PoC Session: Request when floor is busy -> Talk Burst Queue Notification - A second request with different priority is sent.

		Test Case Id

		PoC-2.0-int-08xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC Server adjust position according to updated priority and send new position notification to the PoC Client.



		Specification Reference

		[OMA-PoC-SD] 4.9, 4.28


[OMA-PoC-UP] 6.4.5.3.3



		SCR Reference

		ETR: MBQ-101



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.9.1.2 Media Burst request during a session queue support (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-08xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, Verify that Media Burst request is not denied but queued indication is sent. Later Media Burst is granted.



		Specification Reference

		[OMA-PoC-SD] 4.28



		SCR Reference

		ETR: MBQ-201



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		Request when floor is not idle -> Media Burst request queued -> Media Burst granted



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.9.1.3 Media Burst request during a session queue + priority support (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-08xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, Verify that Media Burst request is not denied but queued indication is sent. Later Media Burst is granted according to priority.



		Specification Reference

		[OMA-PoC-SD] 4.28



		SCR Reference

		ETR: MBQ-202



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		Request when floor is not idle -> Media Burst request queued indication -> Media Burst granted according to priority



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.9.1.4 Media Burst request during a session queue + timestamp support (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-08xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, Verify that Media Burst request is not denied but queued indication is sent. Later Media Burst is granted according to a timestamp value at the same priority level.



		Specification Reference

		[OMA-PoC-SD] 4.28



		SCR Reference

		ETR: MBQ-203



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		Request when no one has permission to send a Media burst -> Media Burst request queued indication -> Media Burst granted according to a timestamp value at the same priority level



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.9.1.5 Media Burst request during a session queue + timestamp support (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-08xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, Verify that PoC Client can include the same timestamp value of the original Media Burst request in the resending Media Burst request.



		Specification Reference

		[OMA-PoC-SD] 4.28



		SCR Reference

		ETR: MBQ-204



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		Request when no one has permission to send a Media burst -> Media Burst request queued indication -> Media Burst granted according to a timestamp value at the same priority level



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.9.1.6 Position in queue (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-08xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, Verify that the information about the PoC User’s position in the queue needs to be sent to the requesting PoC User.



		Specification Reference

		[OMA-PoC-SD] 4.28



		SCR Reference

		ETR: MBQ-205



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.9.1.7 Cancel of queued request (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-08xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, Verify that the queued request is cancelled upon request by the PoC User.



		Specification Reference

		[OMA-PoC-SD] 4.28



		SCR Reference

		ETR: MBQ-206



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.9.1.8 If a second request is received from a PoC Client when a request is already queued, the PoC Server SHALL update the attributes (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-08xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, Verify that when request from client is enqueued, subsequent requests do not create new queue entries and update the enqueued entry.



		Specification Reference

		[OMA-PoC-SD] 4.28



		SCR Reference

		ETR: MBQ-207



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.9.1.9 Media Burst request during a session queue + priority support (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-08xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the permission to send a Media Burst is released without sending Media.



		Specification Reference

		[OMA-PoC-UP] 6.1, 6.2.5.4



		SCR Reference

		ETR: MBQ-208



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		Request when floor is not idle ->

receives Media Burst granted message-

The PoC Client does not send any Media



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.9.2 Error Flow


5.1.9.2.1 Media Burst request not received by PoC Server (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-08xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, Verify that the event is detected, the involving entities release the relevant resources and transit to the initial state in this procedure.



		Specification Reference

		TBD



		SCR Reference

		ETR: MBQ-301



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.9.2.2 Queued Media Burst cancel request not received by PoC Server (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-08xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, Verify that the event is detected, the involving entities release the relevant resources and transit to the initial state in this procedure.



		Specification Reference

		TBD



		SCR Reference

		ETR: MBQ-302



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.9.2.3 Media Burst control (granted, queued or deny) not received by PoC Client (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-08xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, Verify that the event is detected, the involving entities release the relevant resources and transit to the initial state in this procedure.



		Specification Reference

		TBD



		SCR Reference

		ETR: MBQ-303



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.9.2.4 Media Burst release not received by PoC Server (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-08xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, Verify that the event is detected, the involving entities release the relevant resources and transit to the initial state in this procedure.



		Specification Reference

		TBD



		SCR Reference

		ETR: MBQ-304



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.9.2.5 Media Burst request received by PoC Server: Another PoC Client already has been given permission to send a Media Burst and no queuing of the request is allowed no queueing allowed (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-08xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, Verify that PoC server generates correct reject reason.



		Specification Reference

		TBD



		SCR Reference

		ETR: MBQ-305



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.9.2.6 Media Burst request receved by PoC Server: Another PoC Client already has been given permission to send a Media Burst and the queue is full (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-08xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, Verify that PoC server generates correct reject reason.



		Specification Reference

		TBD



		SCR Reference

		ETR: MBQ-306



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.9.2.7 Media Burst request recieved by PoC server Only one Participant in the PoC Session (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-08xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		For supported media types, Verify that PoC server generates correct reject reason.



		Specification Reference

		TBD



		SCR Reference

		ETR: MBQ-307



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.10 Talk Burst Control (queuing) (TBQ)

5.1.10.1 Normal Flow


5.1.10.1.1 If a second request is received from a PoC Client when a request is already queued, the PoC Server updates the attributes of existing request (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-09xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that when request from client is enqueued, subsequent requests do not create new queue entries and update the enqueued entry.



		Specification Reference

		[OMA-PoC-SD] 4.9



		SCR Reference

		ETR: TBQ-207



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.10.2 Error Flow


5.1.10.2.1 Talk Burst request received by PoC Server: Another PoC Client already has been given permission to send a Talk Burst and no queuing of the request is allowed no queueing allowed (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-09xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that PoC server generates correct reject reason.



		Specification Reference

		[OMA-PoC-SD] 4.9



		SCR Reference

		ETR: TBQ-305



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.10.2.2 Talk Burst request receved by PoC Server: Another PoC Client already has been given permission to send a Talk Burst and the queue is full (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-09xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that PoC server generates correct reject reason.



		Specification Reference

		[OMA-PoC-SD] 4.9



		SCR Reference

		ETR: TBQ-306



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.10.2.3 Talk Burst request recieved  by PoC server Only one Participant in the PoC Session (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-09xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that PoC server generates correct reject reason.



		Specification Reference

		[OMA-PoC-SD] 4.9



		SCR Reference

		ETR: TBQ-307



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.11 PoC Box (PBO)

5.1.11.1 Normal Flow


5.1.11.1.1 PoC User MAY have the possibility to explicitly request that the PoC Session is routed to the terminating PoC Users PoC Box (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-10xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify Originating PoC User can request a PoC Session is routed to Terminating User’s PoC Box.



		Specification Reference

		



		SCR Reference

		ETR: PBO-201



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.11.1.2 The PoC Session is accepted by a PoC Box, the originating PoC User SHALL be informed that the PoC Session was accepted by a PoC Box (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-10xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify the Originated PoC User in above is informed the PoC Session was accepted by a PoC Box.



		Specification Reference

		



		SCR Reference

		ETR: PBO-202



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.11.1.3 If the PoC Client receives an indication that a PoC Client collocated PoC Box accepted the PoC Session the PoC Client MAY indicate this to the PoC User (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-10xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verifty that a PoC Client indicates to the PoC User, indication that the PoC client accepted the PoC Session



		Specification Reference

		



		SCR Reference

		ETR: PBO-203



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.11.1.4 Participants in a PoC session MAY define a lifetime of their messages left on a PoC Box (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-10xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify a PoC User (in PoC Box Sessoin) can set a message lifetime (after which the message is deleted) for his PoC Box messages



		Specification Reference

		



		SCR Reference

		ETR: PBO-204



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.12 PoC Invocation Descriptor (PID)

5.1.12.1 Normal Flow


5.1.12.1.1 Support of PoC Invocation Descriptor – Ad-Hoc PoC Group Session (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-11xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC Client is able to initiate an Ad-hoc PoC Group Session based on a received PoC Invocation Descriptor



		Specification Reference

		[OMA-PoC-ID] 6.1, 6.2, 6.3, 6.4



		SCR Reference

		ETR: PID-201



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.12.1.2 Support of PoC Invocation Descriptor – 1-1 PoC Session (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-11xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC Client is able to initiate a 1-1 PoC Session based on a received PoC Invocation Descriptor



		Specification Reference

		[OMA-PoC-ID] 6.1, 6.2, 6.3, 6.4



		SCR Reference

		ETR: PID-201



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.12.1.3 Support of PoC Invocation Descriptor – Pre-arranged PoC Group Session (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-11xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC Client is able to initiate a Pre-arranged PoC Group Session based on a received PoC Invocation Descriptor



		Specification Reference

		[OMA-PoC-ID] 6.1, 6.2, 6.3, 6.4



		SCR Reference

		ETR: PID-201



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.12.1.4 Support of PoC Invocation Descriptor – Chat PoC Group Session (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-11xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC Client is able to join a Chat PoC Group Session based on a received PoC Invocation Descriptor



		Specification Reference

		[OMA-PoC-ID] 6.1, 6.2, 6.3, 6.4



		SCR Reference

		ETR: PID-201



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13 Dispatcher (DIS)

5.1.13.1 Normal Flow


5.1.13.1.1 Dispatch PoC Session establishment: PoC Dispatcher inviting the entire Dispatch PoC Group – On-Demand Session (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the Dispatch PoC Session is properly established with the entire Dispatch PoC Group when using On-demand Session from the PoC Dispatcher



		Specification Reference

		[OMA-PoC-SD] 4.39.3/CP 6.1.3.3.2, 6.1.3.2.3, 6.2.1, 7.2.1.3, 7.2.2.2



		SCR Reference

		ETR: DIS-201



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.1.2 Dispatch PoC Session establishment: PoC Dispatcher inviting the entire Dispatch PoC Group – Pre-Established Session (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the Dispatch PoC Session is properly established with the entire Dispatch PoC Group when using Pre-established Session from the PoC Dispatcher



		Specification Reference

		[OMA-PoC-SD] 4.39.3/CP 6.1.3.3.2, 6.1.3.2.3, 6.2.1, 7.2.1.3, 7.2.2.2



		SCR Reference

		ETR: DIS-201



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.1.3 Dispatch PoC Session establishment: PoC Dispatcher inviting the entire Dispatch PoC Group – Pre-emptive Media Burst Priority (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC Dispatcher is able to use MAO and have pre-emptive Media Burst Priority for the two cases considered above



		Specification Reference

		[OMA-PoC-SD] 4.39.3


[OMA-PoC-CP] 6.1.3.3.2, 6.1.3.2.3, 6.2.1, 7.2.1.3, 7.2.2.2



		SCR Reference

		ETR: DIS-201



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.1.4 Dispatch PoC Session establishment: PoC Dispatcher inviting a subset of the Dispatch PoC Group – On-Demand Session (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the Dispatch PoC Session is properly established with the subset of the Dispatch PoC Group when using On-demand Session from the PoC Dispatcher



		Specification Reference

		[OMA-PoC-SD] 4.39.3


[OMA-PoC-CP] 6.1.3.3.2, 6.1.3.2.3, 6.2.1, 7.2.1.3, 7.2.2.2



		SCR Reference

		ETR: DIS-202



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.1.5 Dispatch PoC Session establishment: PoC Dispatcher inviting a subset of the Dispatch PoC Group – Pre-Established Session (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the Dispatch PoC Session is properly established with the subset of the Dispatch PoC Group when using Pre-established Session from the PoC Dispatcher



		Specification Reference

		[OMA-PoC-SD] 4.39.3


[OMA-PoC-CP] 6.1.3.3.2, 6.1.3.2.3, 6.2.1, 7.2.1.3, 7.2.2.2



		SCR Reference

		ETR: DIS-202



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.1.6 Dispatch PoC Session establishment: PoC Dispatcher inviting a subset of the Dispatch PoC Group – Pre-emptive Media Burst Priority (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC Dispatcher is able to use MAO and have pre-emptive Media Burst Priority for the two cases considered above



		Specification Reference

		[OMA-PoC-SD] 4.39.3


[OMA-PoC-CP] 6.1.3.3.2, 6.1.3.2.3, 6.2.1, 7.2.1.3, 7.2.2.2



		SCR Reference

		ETR: DIS-202



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.1.7 Dispatch PoC Session establishment: PoC Dispatcher inviting a subset of the Dispatch PoC Group – Parallel Dispatch PoC Sessions (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that several parallel Dispatch PoC Session are properly established with several subsets of the same Dispatch PoC Group



		Specification Reference

		[OMA-PoC-SD] 4.39.3


[OMA-PoC-CP] 6.1.3.3.2, 6.1.3.2.3, 6.2.1, 7.2.1.3, 7.2.2.2



		SCR Reference

		ETR: DIS-202



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.1.8 Dispatch PoC Session establishment from PoC Fleet Member: no on-going session with the entire Dispatch PoC Group – On-demand Session (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that a 1-1 Dispatch PoC Session is properly established with one of the PoC Users defined as being PoC Dispatcher capable for the Dispatch PoC Group: On-demand Session at the initiating and/or terminating side



		Specification Reference

		[OMA-PoC-SD] 4.39.3


[OMA-PoC-CP] 6.2.1, 7.2.1.3, 7.2.2.2



		SCR Reference

		ETR: DIS-203



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.1.9 Dispatch PoC Session establishment from PoC Fleet Member: no on-going session with the entire Dispatch PoC Group – Pre-Established Session (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that a 1-1 Dispatch PoC Session is properly established with one of the PoC Users defined as being PoC Dispatcher capable for the Dispatch PoC Group: Pre-established Session at the initiating and/or terminating side



		Specification Reference

		[OMA-PoC-SD] 4.39.3


[OMA-PoC-CP] 6.2.1, 7.2.1.3, 7.2.2.2



		SCR Reference

		ETR: DIS-203



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.1.10 Dispatch PoC Session establishment from PoC Fleet Member: already on-going session with the entire Dispatch PoC Group – On-demand Session (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC Fleet Member is correctly added to the on-going session with the entire Dispatch PoC Group: On-demand Session at the initiating side



		Specification Reference

		[OMA-PoC-SD] 4.39.3


[OMA-PoC-CP] 6.2.1, 7.2.1.3, 7.2.2.2



		SCR Reference

		ETR: DIS-204



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.1.11 Dispatch PoC Session establishment from PoC Fleet Member: already on-going session with the entire Dispatch PoC Group – Pre-Established Session (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC Fleet Member is correctly added to the on-going session with the entire Dispatch PoC Group: Pre-established Session at the initiating side



		Specification Reference

		[OMA-PoC-SD] 4.39.3


[OMA-PoC-CP] 6.2.1, 7.2.1.3, 7.2.2.2



		SCR Reference

		ETR: DIS-204



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.1.12 PoC Dispatcher expels one or more PoC Fleet Members – On-Demand Session (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC Dispatcher is able to expel one or more PoC Fleet Members from an on-going Dispatch PoC Session: On-demand Session at the terminating side



		Specification Reference

		[OMA-PoC-CP] 6.1.13, 7.2.1.9.2, 7.2.19.4



		SCR Reference

		ETR: DIS-205



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.1.13 PoC Dispatcher expels one or more PoC Fleet Members – Pre-Established Session (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC Dispatcher is able to expel one or more PoC Fleet Members from an on-going Dispatch PoC Session: Pre-established Session at the terminating side



		Specification Reference

		[OMA-PoC-CP] 6.1.13, 7.2.1.9.2, 7.2.19.4



		SCR Reference

		ETR: DIS-205



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.1.14 PoC Dispatcher role in Participant information (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the Participant information correctly reflects who is currently the Active PoC Dispatcher for the Dispatch PoC Session



		Specification Reference

		[OMA-PoC-CP] 7.2.1.11.2



		SCR Reference

		ETR: DIS-206



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.1.15 PoC Dispatcher role transfer to another PoC Dispatcher of the Dispatch PoC Group (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Very that the PoC Dispatcher role is correctly transferred from the Active PoC Dispatcher to another PoC Dispatcher of the Dispatch PoC Group. The target PoC User is specified from the initial PoC Dispatcher. Manual answer is always used at terminating side.



		Specification Reference

		[OMA-PoC-SD] 4.39.3.1

[OMA-PoC-CP] 6.1.14, 7.2.1.24, 7.2.2.2



		SCR Reference

		ETR: DIS-207



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.1.16 PoC Dispatcher role transfer to any of the available PoC Dispatchers of the Dispatch PoC Group (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Very that the PoC Dispatcher role is correctly transferred from the Active PoC Dispatcher to any of the available PoC Dispatchers of the Dispatch PoC Group. The initial PoC Dispatcher specifies, as the target of the role transfer, a generic URI identifying any available PoC Dispatcher for the Dispatch PoC Group. Manual answer is always used at terminating side.



		Specification Reference

		[OMA-PoC-SD] 4.39.3.1

[OMA-PoC-CP] 6.1.14, 7.2.1.24, 7.2.2.2



		SCR Reference

		ETR: DIS-208



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.1.17 Resending the initial invitation to those Participant that did not respond (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that, after a certain amount of time, the Controlling PoC Function re-sends the invitation for a Dispatch PoC Sessions to those users who did not respond.



		Specification Reference

		[OMA-PoC-SD] 4.39.3

[OMA-PoC-CP] 7.2.1.3, 7.2.2.2



		SCR Reference

		ETR: DIS-209



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.1.18 Release the Dispatch PoC Session when the Active PoC Dispatcher leaves the Dispatch PoC Session (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that all the participants are released when the Active PoC Dispatcher leaves the Dispatch PoC Session.



		Specification Reference

		[OMA-PoC-SD] 4.39.3

[OMA-PoC-CP] 7.2.1.16



		SCR Reference

		ETR: DIS-210



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.2 Error Flow


5.1.13.2.1 PoC Dispatcher capabilities not supported by the PoC Server at Pre-established Session establishment (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that PoC Dispatcher capabilities are not confirmed at Pre-established Session establishment when the Participating PoC Function does not support them.



		Specification Reference

		 [OMA-PoC-CP] 6.1.3.2.1



		SCR Reference

		ETR: DIS-301



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.2.2 Reject session establishment if the Inviting PoC User is not allowed to initiate the Dispatch PoC Session as PoC Dispatcher (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the session establishment is rejected when the inviting PoC User is not allowed the action <allow-dispatch> in the Dispatch PoC Group definition:


Verify the PoC User receives an error message.



		Specification Reference

		[OMA-PoC-SD] 4.39.3

[OMA-PoC-CP] 7.2.1.3, 7.2.1.14.2



		SCR Reference

		ETR: DIS-302



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.2.3 Reject session establishment if the Inviting PoC User is not allowed to initiate the Dispatch PoC Session towards a subset of the Dispatch PoC Group (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the session establishment is rejected when the inviting PoC User is not allowed the actions <allow-dispatch> and <allow-subconf> in the Dispatch PoC Group definition:


Verify the PoC User receives an error message.



		Specification Reference

		[OMA-PoC-SD] 4.39.3

[OMA-PoC-CP] 7.2.1.3, 7.2.1.14.2



		SCR Reference

		ETR: DIS-303



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.2.4 Reject session establishment if the Inviting PoC User is not allowed to initiate the Dispatch PoC Session as PoC Fleet Member (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the session establishment is rejected when the inviting PoC User is not allowed the action <allow-initiate-conference> in the Dispatch PoC Group definition:


Verify the PoC User receives an error message.



		Specification Reference

		[OMA-PoC-SD] 4.39.3

[OMA-PoC-CP] 7.2.1.3, 7.2.1.14.3



		SCR Reference

		ETR: DIS-304



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.2.5 Reject session establishment if there is already an on-going Dispatch PoC Session with the entire Dispatch PoC Group (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the Dispatch PoC Session establishment with the entire Dispatch PoC Group is rejected when there is already an  on-going Dispatch PoC Session with the entire Dispatch PoC Group.


Verify the PoC User receives an error message.



		Specification Reference

		[OMA-PoC-SD] 4.39.3

[OMA-PoC-CP] 7.2.1.3



		SCR Reference

		ETR: DIS-305



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.2.6 Reject session establishment if the inviting PoC User is not the Active PoC Dispatcher for other on-going Dispatch PoC Session with the Dispatch PoC Group (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the Dispatch PoC Session establishment is rejected when the inviting PoC User is not the Active PoC Dispatcher for other possible on-going Dispatch PoC Session with the Dispatch PoC Group.


Verify the PoC User receives an error message.



		Specification Reference

		[OMA-PoC-SD] 4.39.3

[OMA-PoC-CP] 7.2.1.3



		SCR Reference

		ETR: DIS-306



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.2.7 Reject (re-)joining request from a PoC Dispatcher when there is another Active PoC Dispatcher for the Dispatch PoC Session (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the (re-)joining request is rejected when the inviting PoC User is not the Active PoC Dispatcher for other possible on-going Dispatch PoC Session with the Dispatch PoC Group.


Verify the PoC User receives an error message.



		Specification Reference

		[OMA-PoC-SD] 4.39.3

[OMA-PoC-CP] 7.2.1.3



		SCR Reference

		ETR: DIS-307



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.2.8 Reject session establishment when the Dispatch Session type is unknown (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the session establishment is rejected when the Dispatch-Type uri-parameter is unknown.



		Specification Reference

		[OMA-PoC-CP] 7.2.1.3



		SCR Reference

		ETR: DIS-308



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.2.9 Reject the role transfer when the Active PoC Dispatcher is not allowed to transfer the PoC Dispatcher role (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the role transfer is rejected when the originating PoC Dispatcher is not allowed the action <allow-role-transfer> in the Dispatch PoC Group definition or when he is not the Active PoC Dispatcher for the Dispatch PoC Session.


Verify the originating PoC User receives an error message.



		Specification Reference

		[OMA-PoC-SD] 4.39.3.1


[OMA-PoC-CP] 7.2.1.24, 7.2.1.19



		SCR Reference

		ETR: DIS-309



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.2.10 Reject the role transfer when the target PoC User is not defined as PoC Dispatcher capable for the Dispatch PoC Group (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the role transfer is rejected when the target PoC User is not allowed the action <allow-dispatch> in the Dispatch PoC Group definition.


Verify the originating PoC User receives an error message.


Verify that the originating PoC User is kept as the Active PoC Dispatcher for the Dispatch PoC Session.



		Specification Reference

		[OMA-PoC-SD] 4.39.3.1


[OMA-PoC-CP] 7.2.1.24, 7.2.1.19



		SCR Reference

		ETR: DIS-310



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.13.2.11 Reject the role transfer when the target PoC User does not accept the role transfer (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-12xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the role transfer is rejected when the target PoC User does not accept the role transfer and the originating PoC User receives an error message.


Verify that the originating PoC User is kept as the Active PoC Dispatcher for the Dispatch PoC Session.



		Specification Reference

		[OMA-PoC-SD] 4.39.3.1


[OMA-PoC-CP] 7.2.1.24



		SCR Reference

		ETR: DIS-311



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.14 Full-Duplex Call Follow On Call (FDC)

5.1.14.1 Normal Flow


5.1.14.1.1 Registration: communication of PoC FDCFO Proceed capability (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-13xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC FDCFO Proceed capability is correctly communicated at SIP registration



		Specification Reference

		[OMA-PoC-CP] 6.1.1.1



		SCR Reference

		ETR: FDC-201



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.14.1.2 Inviting PoC Client conveys FDCFO Proceed capability in PES establishment and PoC Session establishment (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-13xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC FDCFO Proceed capability is correctly conveyed in the INVITE Contact header for the PES or "On demand" PoC Session establishment for 1-1 ad hoc, pre-arranged, and chat cases.



		Specification Reference

		[OMA-PoC-CP] 6.1.3.1



		SCR Reference

		ETR: FDC-202



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.14.1.3 Invited PoC Client conveys FDCFO Proceed capability in response to PoC Session establishment invitation (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-13xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC FDCFO Proceed capability is correctly conveyed in a response in the Contact header for an "on demand" PoC Session establishment for 1-1 ad hoc, pre-arranged, and chat cases.



		Specification Reference

		[OMA-PoC-CP] 6.2.1.1



		SCR Reference

		ETR: FDC-203



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.14.1.4 Controlling PoC Server conveys FDCFO Proceed support in Participant Information (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-13xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the Controlling PoC Server has conveyd the FDCFO Proceed status of the Participants by making a Participant Information subscription.  Notification includes the information about FDCFO support of each Participant.



		Specification Reference

		[OMA-PoC-CP] 7.2.1.11.2



		SCR Reference

		ETR: FDC-204



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD




		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.14.1.5 PoC Client sends SIP MESSAGE request with FDCFO Proceed body (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-13xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify the PoC Client is able to send a SIP MESSAGE request to the PoC Session Identity with the FDCFO Proceed body.  The SIP request conveys the FDCFO Proceed capabililty in an Accept-contact header.



		Specification Reference

		[OMA-PoC-CP] 6.2.17



		SCR Reference

		ETR: FDC-205



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.14.1.6 PoC Client receives SIP MESSAGE request with FDCFO Proceed body (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-13xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify the PoC Client is able to receive a SIP MESSAGE request to the PoC Session Identity with the FDCFO Proceed body.  The SIP request conveys the FDCFO Proceed capabililty in an Accept-Contact header. The PoC Client should release the PoC Speech media component of the PoC Session.



		Specification Reference

		[OMA-PoC-CP] 6.2.9



		SCR Reference

		ETR: FDC-206



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.15 Request with Media content (RMC)

5.1.15.1 Normal Flow


5.1.15.1.1 Request with Included Media Content is sent – No server support (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-14xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify the  PoC Client receives either


a) The invitation is rejected; or,


b) Warning text explaining that the not allowed media content was discarded.



		Specification Reference

		[OMA-PoC-CP] 7.2.1.2, 7.2.1.3.1, 7.2.1.3.2, 7.2.1.3.3, 7.2.2.2, 7.3.1.4, 7.3.1.14



		SCR Reference

		ETR: RMC-201



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		Included Media Content support PoC Service Setting is active

The Included Media Content is not allowed by the PoC Server



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.15.1.2 Request with Referenced Media Content is sent – No server support (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-14xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify the  PoC Client receives either


a) The invitation is rejected; or,


b) Warning text explaining that the not allowed media content was discarded.



		Specification Reference

		[OMA-PoC-CP] 7.2.1.2, 7.2.1.3.1, 7.2.1.3.2, 7.2.1.3.3, 7.2.2.2, 7.3.1.4, 7.3.1.14



		SCR Reference

		ETR: RMC-202



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		Referenced Media Content support PoC Service Setting is active

The Referenced Media Content is not allowed by the PoC Server



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.15.1.3 Request with Text Content is sent – No server support (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-14xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify the  PoC Client receives either


a) The invitation is rejected; or,


b) Warning text explaining that the not allowed media content was discarded.



		Specification Reference

		[OMA-PoC-CP] 7.2.1.2, 7.2.1.3.1, 7.2.1.3.2, 7.2.1.3.3, 7.2.2.2, 7.3.1.4, 7.3.1.14



		SCR Reference

		ETR: RMC-203



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		Text Content support PoC Service Setting is active. 

The Text Content is not allowed by the PoC Server



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.15.1.4 Request with Included Media Content is sent (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-14xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify invited PoC Client receives Included Media Content if PoC Client supports Included Media Content..



		Specification Reference

		[OMA-PoC-CP] 7.2.1.2, 7.2.1.3.1, 7.2.1.3.2, 7.2.1.3.3, 7.2.2.2, 7.3.1.4, 7.3.1.14



		SCR Reference

		ETR: RMC-204



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		Included Media Content support PoC Service Setting is active



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.15.1.5 Request with Referred Media Content is sent (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-14xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify invited PoC Client receives Referenced Media Content if PoC Client supports Referenced Media Content.



		Specification Reference

		[OMA-PoC-CP] 7.2.1.2, 7.2.1.3.1, 7.2.1.3.2, 7.2.1.3.3, 7.2.2.2, 7.3.1.4, 7.3.1.14



		SCR Reference

		ETR: RMC-205



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		Referred Media Content support PoC Service Setting is active



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.15.1.6 Request with Text Content is sent (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-14xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify invited PoC Client receives Text Content if PoC Client supports Text Content.



		Specification Reference

		[OMA-PoC-CP] 7.2.1.2, 7.2.1.3.1, 7.2.1.3.2, 7.2.1.3.3, 7.2.2.2, 7.3.1.4, 7.3.1.14



		SCR Reference

		ETR: RMC-206



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		Text Content support PoC Service Setting is active



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.16 Invited Parties Identity (IPI)

5.1.16.1 Normal Flow


5.1.16.1.1 Ad-hoc PoC Group Session with Invited parties identity information not hidden and Manual Answer Mode and if the IPII mode is set to ‘active’ (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-15xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that Invited PoC Clients displays the identity of other invited parties.



		Specification Reference

		[OMA-PoC-SD] 4.34 and 4.26.5



		SCR Reference

		ETR: IPI-201



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		Pre-established Session establishment:



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.16.1.2 Ad-hoc PoC Group Session with Invited parties identity information not hidden and Automatic Answer Mode and PoC Service Setting for "Automatic Answer Mode to the invitation request containing invited party identity information" set to 'Allow' and if the IPII mode is set to ‘active’ (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-15xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that Invited PoC Clients displays the identity of other invited parties.



		Specification Reference

		[OMA-PoC-SD] 4.34, 4.18.2.4 and 4.26.5



		SCR Reference

		ETR: IPI-202



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		Pre-established Session establishment:



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.16.1.3 Ad-hoc PoC Group Session with Invited parties identity information hidden and Manual Answer Mode and if the IPII mode is set to ‘active’ (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-15xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the number of hidden addresses are displayed on Invited PoC Clients.



		Specification Reference

		[OMA-PoC-SD] 4.26.6 and SD 4.34



		SCR Reference

		ETR: IPI-203



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		Pre-established Session establishment



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.16.1.4 PoC Server’s behaviour when receiving invitation containing the invited parties identity information if the IPII mode is set as ‘not active’ or not available (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-15xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that Invited PoC Clients does not display the identity of other invited parties.



		Specification Reference

		[OMA-PoC-SD] 4.26.5 and 4.34



		SCR Reference

		ETR: IPI-204



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		Pre-established Session establishment



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.17 Advanced Revocation Alert (ARA)

5.1.17.1 Normal Flow


5.1.17.1.1 The PoC Server SHALL include maximum transmit time information and SHOULD include Alert Margin time in the Talk Burst Confirm response message and in the Media Burst Confirm response message based on Service Provider Policy (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-16xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that PoC client correctly ends transmission at given time, and correctly uses alert margin.



		Specification Reference

		[OMA-PoC-SD] 4.32



		SCR Reference

		ETR:ARA-201



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.17.2 Error Flow


5.1.17.2.1 Media burst time exceeded (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-16xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that PoC server detects condition and frees floor.



		Specification Reference

		[OMA-PoC-SD] 6.4.6



		SCR Reference

		ETR:ARA-301



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.18 PoC Interworking Service (IWF)

5.1.18.1 Normal Flow


5.1.18.1.1 Ability to invite, join, or be invited to 1-to-1 PoC Sessions (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-17xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify invitation and joining to 1-to-1 PoC session.



		Specification Reference

		[OMA-PoC-SD] 4.40



		SCR Reference

		ETR: IWF-201



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TDB



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.18.1.2 Ability to invite, join, or be invited to PoC Sessions of the following communication modes: PoC Group Sessions for Ad-hoc PoC Groups (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-17xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify invitation and joining to PoC group session.



		Specification Reference

		[OMA-PoC-SD] 4.40



		SCR Reference

		ETR: IWF-202



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.18.1.3 Ability to invite, join, or be invited to Pre-arranged PoC Groups (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-17xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify invitation and joining to Pre-arranged PoC Groups.



		Specification Reference

		[OMA-PoC-SD] 4.40



		SCR Reference

		ETR: IWF-203



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.18.1.4 Ability to invite, join, or be invited to Chat PoC Groups (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-17xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify invitation and joining to Chat PoC Groups.



		Specification Reference

		[OMA-PoC-SD] 4.40



		SCR Reference

		ETR: IWF-204



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.18.1.5 Ability to invite, join, or be invited to and 1-many-1 PoC Sessions (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-17xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify invitation and joining to 1-many-1 PoC Sessions.



		Specification Reference

		[OMA-PoC-SD] 4.40



		SCR Reference

		ETR: IWF-205



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.19 Operator-specified warning message (OWM)

5.1.19.1 Normal Flow


5.1.19.1.1 An operator specified warning message is sent from the PoC Server to the PoC Client (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-18xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that PoC server correctly handles accept langauage request for warning message.



		Specification Reference

		[OMA-PoC-SD] 4.41



		SCR Reference

		ETR: OWM-201



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.20 Media Burst Control Scheme (MBC)

5.1.20.1 Normal Flow


5.1.20.1.1 On-demand Session establishment: Pre-arranged PoC Group Session-Predefined Media Burst Control Scheme- Media Burst Control Scheme was requested (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-19xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC Server uses requested Media Burst Control Scheme in PoC Session.



		Specification Reference

		[OMA-PoC-SD] 4.38


[OMA-PoC-CP] 6.1.3.4.1



		SCR Reference

		ETR: MBC-201



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.20.1.2 On-demand Session establishment: Pre-arranged PoC Group Session- not defined Media Burst Control Scheme-Media Burst Control Scheme was requested (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-19xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC Server uses requested Media Burst Control Scheme in the PoC Session.



		Specification Reference

		[OMA-PoC-SD] 4.38


[OMA-PoC-CP] 6.1.3.4.1



		SCR Reference

		ETR: MBC-201



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.1.20.1.3 On-demand Session establishment: Ad-hoc PoC Group Session- Media Burst Control Scheme was requested (Includes Optional Features).

		Test Case Id

		PoC-2.0-int-19xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that the PoC Server uses requested Media Burst Control Scheme in the PoC Session.



		Specification Reference

		[OMA-PoC-SD] 4.38


[OMA-PoC-CP] 6.1.3.4.1



		SCR Reference

		ETR: MBC-201



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.2 Backwards Compatibility (BWC)

5.2.1.1 Normal Flow


5.2.1.1.1 PoC XDMC backwards compatibility with PoC XDMS that is compliant with earlier version of PoC.

		Test Case Id

		PoC-2.0-int-20xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that PoC XDMC is backwards compatible with PoC XDMS that is compliant with earlier version of PoC.



		Specification Reference

		[OMA-PoC_AD] section 5.2



		SCR Reference

		ETR: BWC-001



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.2.1.1.2 PoC XDMS backwards compatibility with PoC XDMC that is compliant with earlier version of PoC.

		Test Case Id

		PoC-2.0-int-20xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that PoC XDMS is backwards compatible with PoC XDMC that is compliant with earlier version of PoC.



		Specification Reference

		[OMA-PoC_AD] section 5.2



		SCR Reference

		ETR: BWC-002



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.2.1.1.3 PoC 1.0 Client works with PoC 1.0 functionality in PoC 2.0 network.

		Test Case Id

		PoC-2.0-int-20xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that PoC 1.0 Client works with PoC 1.0 functionality in the PoC 2.0 network.


Editor's Note:  Needs to be clarified, if only one PoC 1 client is enough in the test configuration and how widely the backward compatibility should be tested (which items to be tested).



		Specification Reference

		TBD



		SCR Reference

		ETR: BWC-003



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 





5.2.1.1.4 PoC 2.0 Client works with PoC 1 functionality in PoC 1.0 network.

		Test Case Id

		PoC-2.0-int-20xx



		Test Object

		PoC Client, PoC Server



		Test Case Description

		Verify that PoC 2.0 Client works with PoC 1.0 functionality in the PoC 1.0 network.



		Specification Reference

		TBD



		SCR Reference

		ETR: BWC-004



		Tool

		Not Available



		Test code

		Not Available



		Preconditions

		TBD



		Test Procedure

		1. 



		Pass-Criteria

		1. 
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