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1 Reason for Change

This CR solves PoC 1.0 PR 059. The details on the PR can be found at:
https://jserver.opengroup.org/OMAPR/PoC/pr/PRView?PR=0059
	Test Document 
	OMA-ETS-PoC_INT-V1_0-20060209-C

	Problem Description 
	Some simultaneous sessions test cases expect that an incoming 1-1 session 
would suspend any ongoing PoC session.

	Problem Statement 
	Some simultaneous sessions test cases expect that an incoming 1-1 
session would suspend any ongoing PoC sessoin. Control plane and User 
plane specifications do not specify such operation.


Test cases: PoC-1.0-int-0909, PoC-1.0-int-0910 and PoC-1.0-int-0911 are modified according to the TS documents. In general when the PoC Client is in multiple PoC Session and session priority and locking does not apply, the Participating PoC Server decides on the delivery of the RTP media to the PoC Client that is in the Simultaneous PoC Sessions. When the PoC User that is in the Simultaneous PoC Sessions is sending the RFP media, it is up to him/her where to send the media.
PoC UP TS, section 7.5.2, states the following about Simultaneous PoC Session control:

" If the PoC Server supports Simultaneous PoC Sessions the following SHALL apply:

When there are RTP Media packets in more than one PoC Session in which the PoC Client is a Participant at the same time, the participating PoC Function of the home PoC Server SHALL filter the Talk Bursts so that the PoC User hears a single Conversation.

When PoC Client participates in Simultaneous PoC Sessions and there is RTP Media packet activity in several PoC Sessions, the PoC Server SHALL select the PoC Session to forward the RTP Media packets to the PoC Client according to principles, in the order presented below:

1. select the PoC Session where the PoC User is locked.

2. select the Primary PoC Session.

3. select the PoC Session where the PoC Client has transmitted within the inactivity period (in order to maintain a Conversation).

4. select the PoC Session which starts first.

5. select among the on-going PoC Sessions according to the PoC Server local policy
When started to forward Talk Bursts of one PoC Session to the PoC Client the PoC Server SHALL continue forwarding Talk Burst of this same PoC Session until any of the following happens:

· PoC Session is released;

· PoC Session is put on hold;

· Higher priority PoC Session is activated;

· User locks himself to another PoC Session; or,

· Conversation timer expires (see the “Conversation timer (T14)” in subclause 9.2 “Timers in the PoC Server performing the Participating PoC Function”)."
2 Impact on Backward Compatibility

N/A
3 Impact on Other Specifications

N/A
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To review the CR and agree by the IOP-MEC SWG.
Also, to close PR 0059 upon agreement of this CR.

6 Detailed Change Proposal

Change 1:  Correction to test case's pass criteria 4
5.1.10.1.10 PoC-1.0-int-0909 Participant of an Ongoing PoC Session (1-to-1 or 1-to-many) is able to Receive Separate 1-to-1 PoC Session Communications from any other PoC User (Includes Optional Features)

	Test Case Id
	PoC-1.0-int-0909

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that a PoC Participant of an ongoing PoC Session (1-to-1 or 1-to-many) is able to receive separate 1-to-1 PoC Session communications from any other PoC User.

	Specification Reference
	Refer to Appendix A.

	SCR Reference
	Refer to Appendix A.

	Tool
	Not available.

	Test Code
	Not available.

	Preconditions
	PoC Server with active accounts for PoC User1/2/3.

PoC User1/2/3 set to Manual Answer.

	Test Procedure
	1.
PoC User1 sets up a 1-to-1 PoC Session with PoC User2 (using 1-to-1 On-Demand call setup procedure).

2.
PoC User2 accepts 1-to-1 PoC Session.

3.
PoC User1 presses the PoC Button and starts talking.

4.
PoC User3 sets up a 1-to-1 PoC Session with PoC User2 (using 1-to-1 On-Demand call setup procedure).

5.
PoC User2 accepts 1-to-1 PoC Session.

6.
PoC User1 releases the PoC Button.

	Pass-Criteria
	1.
PoC User2 receives a PoC Session initiation request from PoC User1.

2.
1-to-1 PoC Session gets established between PoC User2 and PoC User1.

3a.
PoC User1 receives the Right to Speak Indication from the PoC Server. PoC User2 receives an indication that PoC User1 is granted the Right to Speak.

3b.
PoC User2 can listen to PoC User1.

4.
PoC User2 receives a PoC Session initiation request from PoC User3.

5a.
1-to-1 PoC Session gets established between PoC User2 and PoC User3.
5b.   PoC User2 can listen to PoC User1.


6.
PoC User2 gets status indication of PoC User1.



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


	
	






	
	










5.1.10.1.12 PoC-1.0-int-0911 First PoC Session is Suspended while the Participant is Engaged in the Separate 1-to-1 Primary PoC Session, and will be Automatically Resumed when the Separate 1-to-1 PoC Session is Terminated (Includes Optional Features)

	Test Case Id
	PoC-1.0-int-0911

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Verify that the first PoC Session is suspended (i.e., the PoC Subscriber is not able to listen to/transmit any Talk Bursts from/to the first PoC Session) while the Participant is engaged in the separate 1-to-1 PoC Session, and will be automatically resumed when the separate 1-to-1 PoC Session is terminated.

	Specification Reference
	Refer to Appendix A.

	SCR Reference
	Refer to Appendix A.

	Tool
	Not available.

	Test Code
	Not available.

	Preconditions
	PoC Server with active accounts for PoC User1/2/3.

PoC User1/2/3 set to Manual Answer.

	Test Procedure
	1.
PoC User1 sets up a 1-to-1 PoC Session with PoC User2 (using 1-to-1 On-Demand call setup procedure).

2.
PoC User2 accepts 1-to-1 PoC Session.

3.
PoC User1 presses the PoC Button and starts talking. (If PoC User1 Talk Burst grace period expires, PoC User1 should push the PoC Button again and continue talking.)

4.
PoC User3 sets up a 1-to-1 PoC Session with PoC User2 (using 1-to-1 On-Demand call setup procedure).

5.
PoC User2 accepts 1-to-1 PoC Session from PoC User3. 
6.     PoC User2 sets the PoC Session with PoC User3 as a Primary PoC Session, or locks him/herself to the PoC Session with PoC User3, or puts PoC Session with PoC User1 on-hold.
7.
PoC User3 presses the PoC Button and talks.

8.
PoC User3 terminates 1-to-1 PoC Session.

	Pass-Criteria
	1.
PoC User2 receives a PoC Session initiation request from PoC User1.

2.
1-to-1 PoC Session gets established between PoC User2 and PoC User1.

3a.
PoC User1 receives the Right to Speak Indication from the PoC Server. PoC User2 receives an indication that PoC User1 is granted the Right to Speak.

3b.
PoC User2 can listen to PoC User1.

4.
PoC User2 receives a PoC Session initiation request from PoC User3.

5a.
1-to-1 PoC Session gets established between PoC User2 and PoC User3.

5b.
PoC User2 can listen to PoC User1.
6.
PoC User2 can listen to PoC User3 and cannot hear Talk Bursts from PoC User1.


7.
1-to-1 PoC Session of PoC User2 and PoC User3 gets terminated.

8.
PoC User2 can listen to PoC User1.


Change 2:  Update SCR table with deleted test case PoC-1.0-int-0910
Appendix A. SCR and Specification References

	Test Case Number in ETS
	SCR-reference
	Spec (AD, CP, UP)-reference
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