Doc# OMA-IOP-MEC-2007-0157-CR_con_301_and_303_[image: image1.jpg]"sOMaQa

Open Mobile Alliance




Change Request

Doc# OMA-IOP-MEC-2007-0157-CR_con_301_and_303_
Change Request



Change Request

	Title:
	MMS Conformance ETS - con_301_and_303
	 FORMCHECKBOX 
 Public       FORMCHECKBOX 
 OMA Confidential

	To:
	OMA IOP MEC

	Doc to Change:
	OMA-ETS-MMS_CON-V1_3-20070208-C

	Submission Date:
	29 Nov 2007

	Classification:
	 FORMCHECKBOX 
 0: New Functionality
 FORMCHECKBOX 
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	 n/a


1 Reason for Change

The MMS conformance ETS have couple bugs that was missed when the ETS was updated from MMS 1.2 to MMS 1.3. The core domain sizes were increased from 300k message size to 600k and image resolution size was also increased. This effects “Creation mode – Restricted” test cases where the core MM content domain limits are tested. This CR is aiming to fix following test cases:
MMS-1.3-con-301 - Creation mode - Restricted – oversize
MMS-1.3-con-303 - Creation mode - Restricted - oversize image resolution
MMS-1.3-con-304 - Creation mode - Restricted – forwarding oversize
MMS-1.3-con-305 - Creation mode - Restricted – forwarding non conformant message
2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

n/a
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

It is recommended that IOP MEC would agree this CR and update the MMS conformance ETS and reference content.
6 Detailed Change Proposal

Change 1:  MMS-1.3-con-301 - Creation mode - Restricted – oversize
5.2.1.1 MMS-1.3-con-301 - Creation mode - Restricted - oversize

	Test Case Id
	MMS-1.3-con-301

	Test Object
	Client A

	Test Case Description
	The purpose is to verify that oversized content added to a message is refused in RESTRICTED mode in Client A and that the device is limited to the addition of allowable content within the core domain.



	Specification Reference
	[MMSCONF] Chapter 12

	SCR Reference
	MMSCONF-CMO-C-002

	Tool
	MMS Conformance tool

	Test Code
	Validated test code for test case MMS-1.3-con-301

	Preconditions
	-Client A
   Setting:
      Creation Mode set to Restricted

	Test Procedure
	1. In client A, create a new MM.

2. In MM content: Add video file/object Video_612k.3gpp to the message.

3. Verify the pass criteria below.

	Pass Criteria
	Client A is limited to the addition of allowable content within the core domain. The inclusion of the content is refused.


Change 2:  MMS-1.3-con-303 - Creation mode - Restricted - oversize image resolution
5.2.1.2 MMS-1.3-con-303 - Creation mode - Restricted - oversize image resolution

	Test Case Id
	MMS-1.3-con-303

	Test Object
	Client A

	Test Case Description
	The purpose is to verify that inclusion content with oversized image resolution not belonging to the core domain is prohibited when Client A is in RESTRICTED mode.



	Specification Reference
	[MMSCONF] Chapter 12

	SCR Reference
	MMSCONF-CMO-C-002 

	Tool
	MMS Conformance tool

	Test Code
	Validated test code for test case MMS-1.3-con-303

	Preconditions
	-Client A
   Setting:
      Creation Mode set to Restricted

	Test Procedure
	1. In client A, create a new MM.

2. In MM content: Add image file/object JPG1650x1238.jpg to the message.

3. Verify the pass criteria below.

	Pass Criteria
	Client A is limited to the addition of allowable content within the CORE Domain. The inclusion of the content is refused.


Change 3:  MMS-1.3-con-304 - Creation mode - Restricted – forwarding oversize
5.2.1.3 MMS-1.3-con-304 - Creation mode - Restricted – forwarding oversize

	Test Case Id
	MMS-1.3-con-304

	Test Object
	Client A

	Test Case Description
	The purpose is to verify that an oversized message is refused to be forwarded when Client A is in RESTRICTED mode.



	Specification Reference
	[MMSCONF] Chapter 12

	SCR Reference
	MMSCONF-CMO-C-002

	Tool
	MMS Conformance tool

	Test Code
	Validated test code for test case MMS-1.3-con-304

	Preconditions
	-Client A
   Setting:
      Creation Mode set to Restricted

Capability:

Maximum message size greater than 610k

	Test Procedure
	1. From the test tool send an MM containing the media object Video_612k.3gpp  to Client A so that the message size is larger than the maximum allowed in the core domain in RESTRICTED mode.

2. In Client A, receive the MM notification and retrieve the MM.

3. Client A: Try to forward this message.

4. Verify the pass criteria below.

	Pass Criteria
	Client A refuses to forward the message.


Change 4:  MMS-1.3-con-305 - Creation mode - Restricted – forwarding non conformant message
5.2.1.4 MMS-1.3-con-305 - Creation mode - Restricted – forwarding non conformant message

	Test Case Id
	MMS-1.3-con-305

	Test Object
	Client A

	Test Case Description
	The purpose is to verify that a non conformant message is refused to be forwarded when Client A is in RESTRICTED mode.



	Specification Reference
	[MMSCONF] Chapter 12

	SCR Reference
	MMSCONF-CMO-C-002

	Tool
	MMS Conformance tool

	Test Code
	Validated test code for test case MMS-1.3-con-305

	Preconditions
	-Client A
   Setting:
      Creation Mode set to Restricted

.

	Test Procedure
	1. From the test tool send an MM to Client A with a message containing the image JPG1650X1238.jpg so that image resolution is greater than the maximum allowed in the core domain in RESTRICTED mode.

2. In Client A, receive the MM notification and retrieve the MM.

3. Client A: Try to forward this message 

4. Verify the pass criteria below.

	Pass Criteria
	Client A refuses to forward the message.
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