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1 Reason for Change

The SUPL Client EICS assumes that a SET will generally support (or not) the same procedures under all circumstances. 
In the case of support for Autonomous GPS this is not necessarily the case: some implementations may decide it is more efficient not to declare support for Autonomous GPS in a SET Initiated call-flow, even though they will declare support in a Network Initiated call. This is because in a SET Initiated call there is no advantage to be gained from completing a SUPL session in the case of Autonomous GPS.
In this case the EICS entry needs splitting to reflect this possibility.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

SUPL ETS will require modification
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree the CR
6 Detailed Change Proposal

5.2 SUPL ULP Client Requirements [SUPL ULP]

5.2.1 SET Procedures

	Item
	Function
	Reference
	Status
	Requirement
	Support

	ULP-A-C-001
	SET supporting GSM/WCDMA mode PSK-TLS authentication
	
	O
	ULP-A-C-004 

AND 

ULP-A-C-007 

AND 

ULP-A-C-009 

AND 

ULP-A-C-019
	

	ULP-A-C-002
	SET supporting GSM/WCDMA mode alternative authentication
	
	O
	ULP-A-C-005 

AND 

ULP-A-C-007 

AND 

ULP-A-C-009 

AND 

ULP-A-C-019
	

	ULP-A-C-003
	SET supporting CDMA mode
	
	O
	ULP-A-C-006 

AND 

ULP-A-C-007 

AND 

ULP-A-C-008 

AND 

ULP-A-C-009 

AND 

ULP-A-C-010 

AND 

ULP-A-C-021
	

	ULP-A-C-004
	Security function for GSM/WCDMA, PSK-TLS authentication
	AD 7
	O
	
	

	ULP-A-C-005
	Security function for GSM/WCDMA, alternative authentication model 
	AD 7
	O
	
	

	ULP-A-C-006
	Security function for CDMA
	AD 7
	O
	
	

	ULP-A-C-007
	Support of network initiated procedures in Proxy mode
	AD 6.8.1, 6.8.3, 6.8.5, 6.8.7
	O
	
	

	ULP-A-C-008
	Support of network initiated procedures in Non-Proxy mode
	AD 6.8.2, 6.8.4, 6.8.6, 6.8.7
	O
	ULP-C-C-007 

AND 

ULP-C-C-008
	

	ULP-A-C-009
	Support of SET initiated procedures in Proxy mode
	AD 6.9.1, 6.9.3, 6.9.5, 6.9.7
	O
	
	

	ULP-A-C-010
	Support of SET initiated procedures in Non-Proxy mode
	AD 6.9.2, 6,9,4, 6.9.6, 6.9.7
	O
	
	

	ULP-A-C-011
	Support of Cell ID positioning method
	AD 6.3.3
	M
	
	

	ULP-A-C-012
	Support of SET-assisted A-GPS positioning method
	AD 6.3.3
	O
	ULP-C-C-005
	

	ULP-A-C-013
	Support of SET-Based A-GPS positioning method
	AD 6.3.3
	O
	ULP-C-C-005
	

	ULP-A-C-014A
	Support of Autonomous GPS positioning method in Network Initiated call flows
	AD 6.3.3
	O
	ULP-C-C-005
	

	ULP-A-C-014B
	Support of Autonomous GPS positioning method in SET Initiated Call Flows
	AD 6.3.3
	O
	ULP-C-C-005
	

	ULP-A-C-015
	Support of AFLT positioning method
	AD 6.3.3
	O
	ULP-C-C-005
	

	ULP-A-C-016
	Support of Enhanced Cell ID positioning method
	AD 6.3.3
	O
	
	

	ULP-A-C-017
	Support of E-OTD positioning method
	AD 6.3.3
	O
	ULP-C-C-005
	

	ULP-A-C-018
	Support of OTDOA positioning method
	AD 6.3.3
	O
	ULP-C-C-005
	

	ULP-A-C-019
	Support of RRLP positioning protocol
	AD 6.7.1.2
	O
	
	

	ULP-A-C-020
	Support of RRC positioning protocol
	AD 6.7.1.2
	O
	
	

	ULP-A-C-021
	Support of TIA-801 positioning protocol
	AD 6.7.1.2
	O
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