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1. Scope

This document provides the Enabler Implementation Conformance Statement (EICS) for  Server implementations of SIMPLE IM Version 1.0 Enabler Release.
2. References

2.1 Normative References

	 [OMASCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™. OMA-ORG-SCRRulesAndProcedures-V1_0. URL:http://www.openmobilealliance.org/

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[RFC4234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. October 2005, URL:http://www.ietf.org/rfc/rfc4234.txt

	[SIMPLE-IM-ERELD]
	“Enabler Release DEFINITION for SIMPLE IM Enabler”, Open Mobile Alliance™,
OMA-ERP-SIMPLE_IM-V1_0, URL:http://www.openmobilealliance.org/

	[SIMPLE-IM-TS]
	“Instant Messaging using SIMPLE”, Open Mobile Alliance(, OMA-TS-SIMPLE_IM-V1_0, URL:http://www.openmobilealliance.org/


2.2 Informative References

	 [IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.3, Open Mobile Alliance™,
OMA-IOP-Process-V1_3, URL:http://www.openmobilealliance.org/

	[OMADICT]
	“Dictionary for OMA Specifications”, Version x.y, Open Mobile Alliance™,
OMA-ORG-Dictionary-Vx_y, URL:http://www.openmobilealliance.org/

	[SIMPLE-IM-AD]
	“Instant Messaging using SIMPLE Architecture”, Open Mobile Alliance(, OMA-AD-SIMPLE_IM-V1_0, URL:http://www.openmobilealliance.org/

	[SIMPLE-IM-RD]
	“Instant Messaging Requirements”, Open Mobile Alliance(, OMA-RD-IM-V1_0, URL:http://www.openmobilealliance.org/


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope”, are normative, unless they are explicitly indicated to be informative.

3.2 Definitions

	
	

	
	


3.3 Abbreviations

	EICS
	Enabler Implementation Conformance Statement

	OMA
	Open Mobile Alliance

	
	

	
	


4. Implementation Information
This document outlines the conformance requirement structure for Server devices as defined by Open Mobile Alliance across all specifications included in the OMA SIMPLE IM Version 1.0 Enabler Release.  The structure defines the conformance requirements collected from the technical specifications included in the release into a summary table.  In other words, the products can identify implementation of the high level requirements in terms of mandatory features and optional features of the technical specifications.
	Manufacturer
	< Manufacturer of the device>

	Device Type
	<Type of device, client, server>

	Device Model
	< Model name of the device>

	Contact 
	< Contact information for the manufacturer>

	Date
	< Date when the proforma has been completed>


Table 1 – Information on the device involved in the testing

5. Server Enabler Implementation Statement
The notation in the table below is according to [OMASCRRULES].

Support column shall be marked “YES” for those features that are supported by the device.

5.1 Support for [SIMPLE_IM-V1.0] Specification
The following table addresses features of specification [TS-SIMPLE_IM-V1.0].
	Item
	Function
	Reference
	Requirement
	Support

	IMSpec-SMM-S-001-M
	IM Server receiving invitation for an IM Session
	7.2.1.1
	
	

	IMSpec-SMM-S-002-M
	IM Server receiving cancellation for an IM Session
	7.2.2.4
	
	

	IMSpec-SMM-S-003-M
	IM Server receiving release for an IM Session
	7.2.2.5
	
	

	IMSpec-SMM-S-004-M
	IM Server receiving a request for an Ad-hoc IM Group Session
	7.2.1.2
	
	

	IMSpec-SMM-S-005-M
	IM Server receiving a request for a Pre-defined IM Group
	7.2.1.3
	
	

	IMSpec-SMM-S-006-M
	IM Server generating SIP INVITE requests
	7.2.2.2
	
	

	IMSpec-SMM-S-007-M
	IM Server generating a request for users in an Ad-hoc IM Group Session
	7.2.1.2
	
	

	IMSpec-SMM-S-008-M
	IM Server generating a SIP INVITE request for Users in a Pre-defined IM Group
	7.2.2.2
	
	

	IMSpec-SMM-S-009-M
	IM Server receiving IM Session modification request
	7.2.1.6
	
	

	IMSpec-SMM-S-010-M
	Rejoining IM Group Session request
	7.2.1.5
	
	

	IMSpec-SMM-S-011-M
	Adding participants to IM Group Session request
	7.2.1.7
	
	

	IMSpec-SMM-S-012-M
	Removal of participants from IM Session
	7.2.1.8
	
	

	IMSpec-SMM-S-013-M
	SIP BYE request received in an IM Session
	7.2.1.10
	
	

	IMSpec-SMM-S-014-O
	Subscribing to participants information
	7.2.1.12
	
	

	IMSpec-SMM-S-015-O
	IM Session modification
	7.2.2.6
	
	

	IMSpec-SMM-S-016-M
	IM Server generating SIP Notify request
	7.2.2.10
	
	

	IMSpec-SMM-S-017-O
	IM Server terminating subscriptions
	7.2.2.11
	
	

	IMSpec-SMM-S-029-M
	IM Session Joining Policy
	7.2.2.9
	
	

	IMSpec-MSRP-S-001-M
	Use of Chat Alias in an IM Conference
	7.2.3.2
	
	

	IMSpec-MSRP-S-002-M
	Sending and Receiving Private Messages in an IM Conference
	7.2.3.4
	
	

	IMSpec-MSRP-S-003-M
	System Message from an IM Conference
	7.2.3.5
	
	

	IMSpec-SMM-S-018-M
	IM Server receiving invitation for an IM Session
	6.1.1.2.2
	
	

	IMSpec-SMM-S-019-M
	IM Server receiving cancellation for an IM Session
	6.1.1.2.7
	
	

	IMSpec-SMM-S-020-M
	IM Server receiving release for an IM Session
	6.1.1.2.8
	
	

	IMSpec-SMM-S-021-M
	Receiving IM Session Modification
	6.1.1.2.4
	
	

	IMSpec-SMM-S-022-M
	Receiving SIP SUBSCRIBE request
	6.1.1.2.5
	
	

	IMSpec-SMM-S-023-M
	Receiving SIP REFER request
	6.1.1.2.6
	
	

	IMSpec-SMM-S-025-M
	IM Server receiving request for IM Session
	6.1.2.2.2
	
	

	IMSpec-SMM-S-026-M
	IM Server receiving IM Session modification
	6.1.2.2.3
	
	

	IMSpec-SMM-S-027-M
	IM Server receiving cancellation for an IM Session
	6.1.2.2.4
	
	

	IMSpec-SMM-S-028-M
	IM Server receiving release for an IM Session
	6.1.2.2.5
	
	

	IMSpec-LMM-S-001-M
	IM Server receiving invitation to a Large Message IM Session
	9.3.1.1
	
	

	IMSpec-LMM-S-002-M
	IM Server receiving cancellation to a Large Message invitation
	9.3.1.2
	
	

	IMSpec-LMM-S-003-M
	IM Server receiving release to a Large Message IM Session
	9.3.1.3
	
	

	IMSpec-LMM-S-004-M
	IM Server receiving a Large Message request for an Ad-hoc IM Group
	9.3.1.1, 7.2.1.2
	
	

	IMSpec-LMM-S-005-M
	IM Server receiving a Large Message request for a Pre-defined IM Group
	9.3.1.1, 7.2.1.3
	
	

	IMSpec-LMM-S-006-M
	IM Server generating Large Message request
	9.3.2
	
	

	IMSpec-LMM-S-007-M
	IM Server generating Large Message requests for an Ad-hoc IM Group
	9.3.2.1
	
	

	IMSpec-LMM-S-008-M
	IM Server generating Large Message requests for a Pre-defined IM
	9.3.2.1
	
	

	IMSpec-LMM-S-020
	IM Server procedures for final delivery report
	
	
	

	IMSpec-LMM-S-009-M
	Originating Participating Server receiving an invitation to a Large Message IM Session
	6.1.1.4.1
	
	

	IMSpec-LMM-S-010-M
	Originating Participating Server receiving a cancellation to a Large Message IM Session
	6.1.1.4.2
	
	

	IMSpec-LMM-S-011-M
	Originating Parcicipating Server receiving a release to a Large Message IM Session
	6.1.1.4.3
	
	

	IMSpec-LMM-S-012-M
	Terminating Participating Server receiving an invitation to a Large Message IM Session
	6.1.2.4.1
	
	

	IMSpec-LMM-S-013-M
	Terminating Participating Server receiving a cancellation to a Large Message IM Session
	6.1.2.4.2
	
	

	IMSpec-LMM-S-014-M
	Terminating Participating Server receiving a release to a Large Message IM Session
	6.1.2.4.3
	
	

	IMSpec-LMM-S-015-M
	Terminating Participating Server handling Delivery Report
	5.7.4
	
	

	IMSpec-PMM-S-001-M
	Originating Participating Server receiving a SIP MESSAGE
	6.1.1.3.1
	
	

	IMSpec-PMM-S-002-M
	Terminating Participating Server receiving a SIP MESSAGE
	6.1.2.1
	
	

	IMSpec-GA-S-001-M
	Originating Participating Server receiving a Group Advertisement
	6.1.2.6
	
	

	IMSpec-PMM-S-003-M
	Receiving SIP MESSAGE request for group communication
	9.3.1.1
	IMSpec-COR-S-001
	

	IMSpec-PMM-S-004-M
	Receiving a delivery notification
	8.3.1.2, 8.3.1.3
	
	

	IMSpec-PMM-S-004-O
	Sending SIP MESSAGE request to each member of the URI-List
	8.3.2.1
	IMSpec-COR-S-001
	

	IMSpec-PMM-S-005-O
	Sending SIP MESSAGE request to each member of the Pre-defined Group
	8.3.2.1
	IMSpec-COR-S-001
	

	IMSpec-PMM-S-006-O
	Sending SIP MESSAGE request to each member of the on-going SIP Session
	8.3.2.1
	IMSpec-COR-S-001
	

	IMSpec-DM-S-001-M
	IM Server storing a Deferred Message
	12.2.2.3
	
	

	IMSpec-DM-S-002-M
	IM Server determining availability of the IM Client for delivering Deferred Messages
	12.2.2.2, H.1.1
	
	

	IMSpec-DM-S-003-M
	IM Server delivering Deferred Messages
	12.2.2.2, 12.2.1.1.2
	
	

	IMSpec-DM-S-004-M
	Receive request to retrieve deferred messages
	12.2.1
	
	

	IMSpec-DM-S-005-M
	Send INVITE for MSRP session with a client to deliver the deferred messages
	12.2.2.2, 12.2.1.1.2
	
	

	IMSpec-DM-S-006-M
	IM Server sending report for delivery failure in deferred messages
	12.2.2.6
	
	

	IMSpec-HIST-S-001-O
	IM History function receiving a request for retrieving retrieving stored history
	13.2.1
	IMSpec-HIST-S-010
	

	IMSpec-HIST-S-002-O
	IM History function receiving a request for creating a SIP Session history
	13.2.2
	
	

	IMSpec-HIST-S-003-O
	IM History function receiving a SIP message or a MSRP session to be stored
	13.2.3
	IMSpec-HIST-S-008
	

	IMSpec-HIST-S-004-O
	IM History function receiving a session cancellation
	13.2.4
	
	

	IMSpec-HIST-S-005-O
	IM History function receiving a session release
	13.2.6
	IMSpec-HIST-S-008
	

	IMSpec-HIST-S-006-O
	IM History function receiving a request to delete history
	13.2.5
	
	

	IMSpec-HIST-S-007-O
	IM History function inviting himself to a conference
	13.3.1
	
	

	IMSpec-HIST-S-008-O
	IM History function updating the IM XDMS
	13.3.2
	
	

	IMSpec-HIST-S-009-O
	Delivering IM History
	13.3.3
	
	

	IMSpec-HIST-S-010-O
	IM History delivering a Pager mode message
	13.3.3.1
	
	

	IMSpec-HIST-S-011-O
	IM History delivering a stored IM session
	13.3.3.2
	
	

	IMSpec-SS-S-001-M
	Im Service setting procedure
	6.1.1.5
	
	

	IMSpec-SS-S-002-O
	IM Server updates the IM specific Presence Attribute Values
	Appendix H
	
	

	IMSpec-SM-S-001-O
	IM Server sending system message
	5.4
	
	

	IMSpec-SM-S-002-?
	IM Server pending system message response
	6.1.1.1
	
	

	IMSpec-SM-S-003-O
	System message from an IM Conference
	7.2.3.5
	
	

	IMSpec-SM-S-004-O?
	System message for storage history
	13.2.3
	
	


Table 2 – Support for [TS-SIMPLE_IM-V1.0] Specification Feaures

Appendix A. Change History
(Informative)

A.1 Approved Version History

	Reference
	Date
	Description

	n/a
	n/a
	No prior version –or- No previous version within OMA


A.2 Draft Version 1.0 History

	Document Identifier
	Date
	Sections
	Description

	Draft Versions

OMA-EICS-IM_Server-V1_0
	07 Jul 2008
	all
	Initial Draft
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