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1 Reason for Change

In step 1 of the Test Procedure, test case con-381 states:

Start a normal SET Initiated A-GPS Location Session and request a reasonable QoP from the requesting application that could be met from an A-GPS fix, such that the SET sets all the fields in the QoP parameter in the SUPL START message to reasonable values.

This implies that the SET should send all the fields in QoP (even though this is not required in the Pass-Criteria). However in the SUPL TS it is stated that only Horizontal Accuracy is mandatory; the other parameters are all optional. 
Therefore the text of the test case needs clarifying to ensure this extra condition is not imposed on the SET.
2 Impact on Backward Compatibility

No impact on backward compatibility.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Approve the changes detailed below.

5.2.1.1.1 SUPL-1.0-con-381 - Previous position stored in SLP meets QoP [Includes optional features].

	Test Case Id
	SUPL-1.0-con-381

	Test Object
	Client

	Test Case Description
	To test SET correctly responds when a previous position estimate stored in the SLP meets the requested QoP.

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-C-C-002, ULP-D-C-002

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test: 
Applicability: 

ics_qop_in_SUPL_START

	Test Procedure
	1. Start a normal SET Initiated A-GPS Location Session and request a reasonable QoP from the requesting application that could be met from an A-GPS fix, such that the SET sets the supported fields in the QoP parameter in the SUPL START message to reasonable values.

2. After the SET sends SUPL START; from the Conformance Test Tool send SUPL END with the Position parameter containing a realistic 3D position consistent with the Location ID parameter received in SUPL START. The value of Uncertainty Ellipse should be set to a value such that the effective horizontal accuracy will be better than the value received in SUPL START. The value of Confidence should be set to a high value (e.g. 90%). The value of Altitude uncertainty should be set to a low value or, if Vertical Accuracy is sent by the SET, then it should be set to a better (tighter) value than the value of Vertical Accuracy received in SUPL START. The Timestamp should be set close to current time or, if Maximum Location Age is sent by the SET, then it should be set closer to current time than the Maximum Location Age received in SUPL START. 

3. Ensure the SET uses the Position values received in SUPL END and that the correct value(s) are displayed or shown by the client application. 

4. Ensure the SET releases the secure IP connection.

	Pass-Criteria
	1. At step 3 the SET shall use the Position values received in SUPL END and the correct value(s) shall be displayed or shown by the client application. 

2. At step 4 the SET shall release the secure IP connection.
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