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1. Scope

This document provides the Enabler Implementation Conformance Statement (EICS) for Server implementations of PoC 2.0 Enabler Release.
Details of the Enabler Release package used to generate this document: OMA PoC v2.0 Enabler.
2. References

2.1 Normative References

	[OMASCRRULES]
	“SCR Rules and Procedures”, Open Mobile Alliance™. OMA-ORG-SCRRulesAndProcedures-V1_0. URL:http://www.openmobilealliance.org/

	[POC2_CP]
	“OMA PoC Control Plane”, Version 2.0, Open Mobile Alliance(, 
OMA-TS-PoC-ControlPlane-V2_0, URL:http://www.openmobilealliance.org/

	[POC2_Document_
Mgmt]
	“PoC Document Management”, Version 2.0, Open Mobile Alliance(, 
OMA-TS-PoC_Document_Management-V2_0, URL:http://www.openmobilealliance.org/

	[POC2_ERELD]
	"Enabler Release Definition for OMA PoC", Version 2.0, Open Mobile Alliance™, OMA-ERELD-PoC–V2_0, URL:http://www.openmobilealliance.org/

	[POC2_IWF]
	“PoC Interworking Service”, Version 2.0, Open Mobile Alliance(, 
OMA-TS-PoC-Interworking-Service-V2_0, URL:http://www.openmobilealliance.org/

	[POC2_UP]
	“PoC User Plane”, Version 2.0, Open Mobile Alliance(, OMA-TS-PoC_UserPlane-V2_0, URL:http://www.openmobilealliance.org/

	[RFC4234]
	“Augmented BNF for Syntax Specifications: ABNF”. D. Crocker, Ed., P. Overell. October 2005, URL:http://www.ietf.org/rfc/rfc4234.txt

	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt


2.2 Informative References

	 [IOPPROC]
	“OMA Interoperability Policy and Process”, Version 1.3, Open Mobile Alliance™,
OMA-IOP-Process-V1_6, URL:http://www.openmobilealliance.org/

	[OMADICT]
	“Dictionary for OMA Specifications”, Version x.y, Open Mobile Alliance™,
OMA-ORG-Dictionary-V2_7, URL:http://www.openmobilealliance.org/


3. Terminology and Conventions

3.1 Conventions

The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].

All sections and appendixes, except “Scope”, are normative, unless they are explicitly indicated to be informative.

3.2 Definitions

	
	

	
	


3.3 Abbreviations

	EICS
	Enabler Implementation Conformance Statement

	HTTP
	Hyper Text Transfer Protocol

	MIME
	Multipurpose Internet Mail Extension

	OMA
	Open Mobile Alliance

	PoC
	Push to Talk over Cellular

	SIP
	Session Initiation Protocol

	URI
	Uniform Resource Identifier

	XDM
	XML Document Management

	XDMC
	XDM Client

	XDMS
	XDM Server


4. Implementation Information
This document outlines the conformance requirement structure for Server devices as defined by Open Mobile Alliance across all specifications included in the PoC 2.0 Enabler Release.  The structure defines the conformance requirements collected from the technical specifications included in the release into a summary table.  In other words, the products can identify implementation of the high level requirements in terms of mandatory features and optional features of the technical specifications.

	Manufacturer
	

	Device Type
	

	Device Model
	

	Contact 
	

	Date
	


Table 1 – Information on the device involved in the testing
5. Server Enabler Implementation Statement
The notation in the table below is according to [OMASCRRULES].

Support column shall be marked “YES” for those features that are supported by the device.

5.1 PoC 2.0 Technical Specifications

The following table addresses which technical specifications are mandatory and which are optional for PoC 2.0 [POC2_ERELD].

	Item
	Function
	Reference
	Requirement
	Support

	OMA-ERDEF-POCV1-S-001-M
	PoC Server: Control Plane: Participating PoC Function
	
	PoCCPSpec-PIR: MSF AND PoCCPSpec-PTR: MSF
	

	OMA-ERDEF-POCV1-S-002-M
	PoC Server: Control Plane: Controlling PoC Function
	
	PoCCPSpec-CIR: MSF AND PoCCPSpec-CTR: MSF
	

	OMA-ERDEF-POCV1-S-003-M
	PoC Server: User Plane: Participating PoC Function
	
	PoC_UserPlaneV1-PPR-S-001:MSF
	

	OMA-ERDEF-POCV1-S-004-M
	PoC Server: User Plane: Controlling PoC Function
	
	PoC_UserPlaneV1-CTR: MSF AND PoC_UserPlaneV1-CTB: MSF AND PoC_UserPlaneV1-CME: MSF AND PoC_UserPlaneV1-CMC: MSF AND PoC_UserPlaneV1-CID: MSF AND PoC_UserPlaneV1-CTI: MSF
	

	OMA-ERDEF-POCV1-S-005-O
	PoC Server: Control Plane: Participating PoC Function
	
	PoCCPSpec: OSF

See NOTE 1
	

	OMA-ERDEF-POCV1-S-006-O
	PoC Server: Control Plane: Controlling PoC Function
	
	PoCCPSpec: OSF

See NOTE 1
	

	OMA-ERDEF-POCV1-S-007-O
	PoC Server: User Plane: Participating PoC Function
	
	PoC_UserPlaneV1: OSF

See NOTE 2
	

	OMA-ERDEF-POCV1-S-008-O
	PoC Server: User Plane: Controlling PoC Function
	
	PoC_UserPlaneV1: OSF

See NOTE 2
	

	OMA-ERDEF-POCV2-S-009-M
	PoC Server Control Plane
	
	POC_CP_V2: MCF
	

	OMA-ERDEF-POCV2-S-010-M
	PoC Server User Plane
	
	POC_UP_V2: MCF
	

	OMA-ERDEF-POCV2-S-011-O
	PoC Server Control Plane
	
	POC_CP_V2: OCF

See NOTE 1 
	

	OMA-ERDEF-POCV2-S-012-O
	PoC Server User Plane
	
	POC_UP_V2: OCF
See NOTE 2 
	

	OMA-ERDEF-POCV2-S-013-O
	PoC Interworking_Function  
	
	PoC IW TS V2: MSF
	

	OMA-ERDEF-POCV2-S-014-O
	PoC Interworking_Function 
	
	PoC IW TS V2: OSF

See NOTE 3
	

	OMA-ERDEF-POCV2-S-015-O
	PoC Server: Invocation Descriptor
	
	PoC-ID-DOC: OSF
	

	OMA-ERDEF-POCV2-S-050-O
	PoC Box: Control Plane: NW PoC Box
	
	POC_CP_V2: POC_CP-PBO:OSF
	

	OMA-ERDEF-POCV2-S-051-O
	PoC Box: User Plane: NW PoC Box
	
	POC_UP_V2: POC_UP-PBO:OSF
	

	NOTE 1:
Any, All, or None of the optional requirements may be implemented. If any are implemented, then the dependencies implied in the SCR (appendix F) of [POC2_CP] shall be adhered to.

NOTE 2:
Any, All, or None of the optional requirements may be implemented. If any are implemented, then the dependencies implied in the SCR (appendix A) of [POC2_UP] shall be adhered to.

NOTE 3:
Any, All, or None of the optional requirements may be implemented. If any are implemented, then the dependencies implied in the SCR of [POC2_IWF] shall be adhered to.


Table 2 - PoC Technical Specifications (Server)
5.2 Support for PoC Control Plane Specification

The following table addresses features of PoC Control Plane specification [POC2_CP].

5.2.1 General High level external dependencies (GEN)
	Item
	Function
	Reference
	Requirement
	Support

	PoC_CP-GEN-S-001-M
	Backward compatibility with the mandatory server functions

PoCv2.0
	7.2.2a  

7.3.1a, 7.3.2a,

[OMA-POC-1-CP]
	[OMA-POC-1-CP]:MSF
	

	PoC_CP-GEN-S-002-O
	Backward compatibility with the optional server functions

PoCv2.0
	7.2.2a  

7.3.1a, 7.3.2a,

[OMA-POC-1-CP]
	[OMA-POC-1-CP]:OSF
	


Table 3 – Support for PoC Control Plane specification: General High level external dependencies (GEN)
5.2.2 PoC service registration (REG)
	Item
	Function
	Reference
	Requirement
	Support

	POC_CP-REG-S-001-M 
	Participating PoC Function: setting of PoC Service Setting procedure (processing the initial SIP PUBLISH requests)

PoCV1.0
	7.3.1.14


	
	


Table 4 – Support for PoC Control Plane specification: PoC service registration (REG)
5.2.3 PoC Session Initiation, Joining, Release (SJR)
	Item
	Function
	Reference
	Requirement
	Support

	POC_CP-SJR-S-001-M


	General process for SIP INVITE requests and SIP 200 "OK" responses during PoC Session initiation  

PoCV1.0mod
	7.3.1.1
	POC_CP-SJR-S-002-M

OR

POC_CP-SJR-S-003-O
	

	POC_CP-SJR-S-002-M
	SDP offer generation: on demand case

PoCV2.0
	7.3.1.1a
	
	

	POC_CP-SJR-S-003-O
	SDP offer generation: pre-established case

PoCV2.0
	7.3.1.1b
	POC_CP-SJR-S-006-O OR POC_CP-SJR-S-011-O
	

	POC_CP-SJR-S-004-M
	SDP answer generation

PoCV2.0
	7.3.1.1c
	POC_CP-SJR-S-007-O  OR POC_CP-SJR-S-008-O OR

POC_CP-SJR-S-009-O
	

	POC_CP-SJR-S-005-O
	Includes the Nick Name in the Authenticated Originator’s PoC Address

PoCV1.0
	7.3.1.1, 

7.3.2.1
	
	

	POC_CP-SJR-S-006-O


	Pre-established Session initiation requests 

PoCV1.0mod
	7.3.1.2

7.3.1.1.b
	POC_CP-SJR-S-007-O  OR POC_CP-SJR-S-008-O 
	

	POC_CP-SJR-S-007-O
	Respond to Pre-established Session requests with SIP 403 "Forbidden" response if feature is not supported

PoCV1.0
	7.3.1.2
	
	

	POC_CP-SJR-S-008-O
	Respond to Pre-established Session requests for case where feature is supported

PoCV1.0
	7.3.1.2
	
	

	POC_CP-SJR-S-009-O
	Pre-established Session modification request to change media capabilities while not in a PoC Session

PoCV2.0
	7.3.1.3
	POC_CP-SJR-S-006-O AND POC_CP-SJR-S-007-O
	

	POC_CP-SJR-S-010-M
	PoC Session initiation using On-demand Session

PoCV1.0mod
	7.3.1.4

7.3.1.1.a
	
	

	POC_CP-SJR-S-011-O 
	PoC Session Initiation Using Pre-established Session

PoCV1.0mod
	7.3.1.5,
7.3.1.1.b
	
	

	POC_CP-SJR-S-013-M
	SDP offer generation

PoCV1.0
	7.3.2.1a

E3
	POC_CP-SJR-S-014-M OR 

POC_CP-SJR-S-015-O
	

	POC_CP-SJR-S-014-M
	SDP answer generation in on demand case

PoCV1.0
	7.3.2.1b

E3
	POC_CP-SJR-S-018-O OR POC_CP-SJR-S-020-M  


	

	POC_CP-SJR-S-015-O
	SDP answer generation in pre-established case

PoCV1.0mod
	7.3.2.1c

E3
	POC_CP-SJR-S-019-O OR POC_CP-SJR-S-021-O
	

	POC_CP-SJR-S-016-M
	PoC Session invitation request

PoCV1.0mod
	7.3.2.1

7.3.2.1.a

7.3.2.2
	
	

	POC_CP-SJR-S-017-O
	PoC Session Invitation request respecting QoE profiles

PoCV1.0mod
	7.3.2.1

7.3.2.1.a

7.3.2.2

E.3.2

5.8
	
	

	POC_CP-SJR-S-018-O
	Automatic answer (On- demand Session)

PoCV1.0mod
	7.3.2.1

7.3.2.1.b

7.3.2.2.1
	
	

	POC_CP-SJR-S-019-O
	Automatic answer (Pre-established Session)

PoCV1.0mod
	7.3.2.1

7.3.2.1.c

7.3.2.2.2
	
	

	POC_CP-SJR-S-020-M
	Manual answer (On-demand Session)

PoCV1.0mod
	7.3.2.1

7.3.2.1.a

7.3.2.2.3
	
	

	POC_CP-SJR-S-021-O
	Manual answer using Pre-established Session

PoCV1.0mod
	7.3.2.1

7.3.2.1.c

7.3.2.2.4
	
	

	POC_CP-SJR-S-024-M
	General - Server behavior on receipt of SIP INVITE

PoCV1.0mod
	7.2.1.1

7.2.1.1.a
	
	

	POC_CP-SJR-S-025-O
	General - Inclusion of supported SIP methods in the SIP 200 "OK" response

PoCV1.0mod
	7.2.1.1

7.2.1.1.a
	
	

	POC_CP-SJR-S-026-O
	General – inclusion of media parameter in the MIME SDP body when sending SIP 488 "not acceptable here"

PoCV1.0mod
	7.2.1.1

7.2.1.1.a
	
	

	POC_CP-SJR-S-027-M
	Ad-hoc PoC Group and 1-1 PoC Session setup request

PoCV1.0mod
	7.2.1.1

7.2.1.1.a 7.2.1.2
	
	

	POC_CP-SJR-S-028-M 
	Ad-hoc PoC Group and 1-1 PoC Session setup request with Confirmed Indication

PoCV1.0mod
	7.2.1.1

7.2.1.1.a 7.2.1.2
	
	

	POC_CP-SJR-S-029-O 
	Ad-hoc PoC Group and 1-1 PoC Session setup request with Unconfirmed Indication

PoCV1.0mod
	7.2.1.1

7.2.1.1.a 7.2.1.2

7.2.1.1.a
	
	

	POC_CP-SJR-S-030-M 
	Pre-arranged PoC Group Session setup request

PoCV1.0mod
	7.2.1.1

7.2.1.1.a 7.2.1.3

7.2.1.3.1
	
	

	POC_CP-SJR-S-031-M 
	Pre-arranged PoC Group Session setup request with Confirmed Indication in General

PoCV1.0mod
	7.2.1.1

7.2.1.1.a 7.2.1.3

7.2.1.3.1
	
	

	POC_CP-SJR-S-032-O 
	Pre-arranged PoC Group Session setup request with Unconfirmed Indication in General

PoCV1.0mod
	7.2.1.1

7.2.1.1.a 7.2.1.3

7.2.1.3.1
	
	

	POC_CP-SJR-S-033-M 
	Rejoining PoC Session request

PoCV1.0
	7.2.1.4
	
	

	POC_CP-SJR-S-035-M 
	Joining Chat PoC Group Session 

PoCV1.0
	7.2.1.5
	
	

	POC_CP-SJR-S-037-M
	General - PoC Server behavior when generating a SIP request: PoC Session invitation request and SDP offer generation

PoCV1.0mod
	7.2.2.1

7.2.2.2

7.2.2.1.a
	
	

	POC_CP-SJR-S-038-M 
	PoC Session invitation request with Confirmed Indication

PoCV1.0mod
	7.2.2.1

7.2.2.1.a

7.2.2.2
	
	

	POC_CP-SJR-S-039-O 
	PoC Session invitation request with Unconfirmed Indication

PoCV1.0mod
	7.2.2.1

7.2.2.1.a

7.2.2.2
	
	

	POC_CP-SJR-S-040-O 
	PoC Session invitation request: Alternative IP address or port number indication

PoCV1.0mod
	7.2.2.1

7.2.2.1.a

7.2.2.2
	
	

	POC_CP-SJR-S-041-M
	PoC Session invitation request: PoC Session from Inviting PoC Client compliant only to the OMA PoC version 1.0 specification

PoCV2.0
	7.2.2.1
	
	

	POC_CP-SJR-S-041-M 
	SIP BYE request (On- demand Session)

PoCV1.0
	7.3.1.10.1
	
	

	POC_CP-SJR-S-042-O 
	SIP REFER with method set to BYE (Pre-established Session)

PoCV1.0
	7.3.1.10.2
	
	

	POC_CP-SJR-S-043-O 
	SIP REFER BYE request (Pre-established Session)

PoCV1.0
	7.3.1.10.3
	
	

	POC_CP-SJR-S-044-O 
	Pre-established Session: Procedures of PoC Session release from User Plane

PoCV1.0
	7.3.1.15
	
	

	POC_CP-SJR-S-045-M 
	SIP BYE request (On- demand Session)

PoCV1.0
	7.3.2.6.1
	
	

	POC_CP-SJR-S-046-O 
	SIP BYE Request (Pre-established Session)

PoCV1.0
	7.3.2.6.2
	
	

	POC_CP-SJR-S-047-O 
	Leaving a PoC Session when using a Pre-established Session

PoCV1.0
	7.3.2.6.3
	POC_CP-SJR-C-037-O


	

	POC_CP-SJR-S-048-M
	Leaving PoC Session request using SIP BYE

PoCV1.0
	7.2.1.9.1


	
	

	POC_CP-SJR-S-049-O
	Processing requests for leaving a PoC Session (for Pre-established Session case) using SIP REFER 

PoCV1.0
	7.2.1.9.2
	POC_CP-SJR-C-037-O


	

	POC_CP_SJR-S-050-O
	Processing requests for leaving a PoC Session (within Pre-established Session case) using SIP BYE

PoCV2.0
	7.2.1.9.3


	POC_CP-SJR-C-037-O


	

	POC_CP-SJR-S-051-M
	Participating PoC Server processing requests initiated by served PoC User sending SIP CANCEL request

PoCV1.0
	7.3.1.9
	
	

	POC_CP-SJR-S-052-M
	Participating PoC Server processing requests terminated by served PoC User sending SIP CANCEL request

PoCV1.0
	7.3.2.5
	
	

	POC_CP-SJR-S-053-M
	Requests terminated by the Controlling PoC Function: Cancel PoC Session setup request

PoCV1.0
	7.2.1.10
	
	

	POC_CP-SJR-S-054-M
	Requests initiated by the Controlling PoC Function: Cancel of PoC Session invitation request

PoCV1.0
	7.2.2.4
	
	


Table 5 - Support for PoC Control Plane specification: PoC Session Initiation, Joining, Release (SJR)
5.2.4 PoC Session-related Features (SRF)
	Item
	Function
	Reference
	Requirement
	Support

	POC_CP-SRF-S-001M 
	PoC Session modification request during an ongoing PoC Session

PoCV1.0mod
	7.3.1.6
	POC_CP-SRF-S-002-O OR POC_CP-SRF-S-003-O
	

	POC_CP-SRF-S-002-O 
	PoC Session modification request during an ongoing PoC Session if feature is not supported

PoCV1.0mod
	7.3.1.6
	
	

	POC_CP-SRF-S-003-O 
	PoC Session modification request during an ongoing Poc Session if feature is supported

PoCV1.0mod
	7.3.1.6
	
	

	POC_CP-SRF-S-004-M
	SIP SUBSCRIBE requests containing URIs not owned by this PoC Server

PoCV1.0
	7.3.1.7
	
	

	POC_CP-SRF-S-005-M 
	SIP REFER request containing URIs not owned by this PoC Server 

PoCV2.0
	7.3.1.8
	
	

	POC_CP-SRF-S-006-O
	Responding to SIP REFER requests when Pre-established Session is supported

PoCV1.0
	7.3.1.8
	
	

	POC_CP-SRF-S-007-M
	PoC Session Modification

PoCV1.0
	7.3.2.3
	
	

	POC_CP-SRF-S-008-M
	SIP NOTIFY request

PoCV1.0
	7.3.2.4
	
	

	POC_CP-SRF-S-009-M
	PoC Session modification (changes to media capabilities)

PoCV1.0mod
	7.2.1.7

7.2.2.5

7.2.1.1a
	
	

	POC_CP-SRF-S-010-O
	Updating of media capabilities according to local policy

PoCV1.0mod
	7.2.1.7

7.2.2.5

7.2.1.1a
	
	

	POC_CP-SRF-S-011-M
	Adding Participants to PoC Session 

PoCV1.0mod
	7.2.1.8


	
	

	POC_CP-SRF-S-012-O 
	PoC Server terminating the implicit subscription and indicating to the PoC Client

PoCV1.0mod
	7.2.1.8

7.2.1.17
	
	

	POC_CP-SRF-S-013-M 
	PoC Server roles establishment: Discrete Media request

PoCV2.0
	7.2.1.23 [OMA-IM-TS]
	[OMA-IM-TS]: ERELD:MSF Section "pager mode"
	

	POC_CP-SRF-S-014-M
	Participating PoC Function- Processing requests initiated by the served PoC User: Discrete Media request

PoCV2.0
	7.3.1.16

[OMA-IM-TS]
	[OMA-IM-TS]:ERELD:MSF Section "pager mode"
	

	POC_CP-SRF-S-015-M 
	Participating PoC Function- Processing requests terminated by the served PoC User: Discrete Media

PoCV2.0
	7.3.2.8

[OMA-IM-TS]
	[OMA-IM-TS]:ERELD-MSF Section "pager mode"
	

	POC_CP-SRF-S-016-M
	Requests initiated by Controlling PoC Function: Discrete Media request

PoCV2.0
	7.2.2.3

[OMA-IM-TS]
	[OMA-IM-TS]:ERELD-MSF Section "pager mode"
	

	POC_CP-SRF-S-017-M
	Requests received by Controlling PoC Function: Discrete Media request

PoCV2.0
	7.2.2.7

[OMA-IM-TS]
	[OMA-IM-TS]:ERELD-MSF Section "pager mode"
	

	POC_CP-SRF-S-018-M
	Determination of PoC Server role as a Participating and/or Controlling PoC Function

PoCV1.0
	7.1
	
	

	POC_CP-SRF-S-019-M 
	Reception of initial SIP INVITE request – mobile initiating trigger detection point

PoCV1.0
	7.1.1

7.3.2.1

7.3.1.4
	
	

	POC_CP-SRF-S-020-O
	Replace warning text with text in specified language

PoCV2.0
	7.2.1.1b

5.6
	
	

	POC_CP-SRF-S-021-M 
	PoC Server role establishment: Reception of initial SIP INVITE request – Controlling PoC Function

PoCV1.0
	7.1.1

7.2.1.1b

7.2.1.3

7.2.1.4

7.2.1.5
	
	

	POC_CP-SRF-S-022-M 
	PoC Server role establishment: Reception of initial SIP INVITE request – Participating PoC Function

PoCV1.0
	7.1.1

7.3.2.2
	
	

	POC_CP-SRF-S-023-M 
	PoC Server role establishment: Reception of initial SIP INVITE request – SIP URI unknown, send SIP 404

PoCV1.0
	7.1.1
	
	

	POC_CP-SRF-S-024-O 
	PoC Server role establishment: Forward to PoC Box if Unconditional forward invitations is set to true

PoCV1.0
	7.1.1

7.3.2.2.5.1
	POC_CP-PBO-C-005-O
	

	POC_CP-SRF-S-025-M 
	PoC Server role establishment: Reception of SIP REFER request, if originating PoC service trigger

PoCV1.0
	7.1.2

7.3.1.8
	
	

	POC_CP-SRF-S-026-M 
	PoC Server role establishment: Reception of SIP REFER request, if terminating PoC service trigger

PoCV1.0
	7.1.2

7.2.1.x

7.2.1.8

7.2.1.9.2

7.2.1.9.4
	
	

	POC_CP-SRF-S-027-M
	PoC Server role establishment: Reception of SIP MESSAGE request 

PoCV1.0mod
	7.1.3

7.3.1.16

7.3.2.8

7.2.1.23

7.3.1.4

7.3.1.5

7.3.2.2
	POC_CP-SRF-S-013-O OR POC_CP-FDC-C-002-O
	

	POC_CP-SRF-S-028-M
	PoC Server role establishment: Reception of SIP SUBSCRIBE request

PoCV1.0mod
	7.1.4

7.3.1.7
	
	

	POC_CP-SRF-S-029-M 
	PoC Session joining policy

PoCV1.0
	7.2.1.6
	
	

	POC_CP-SRF-S-030-M 
	PoC Session initiation policy

PoCV1.0
	7.2.1.14
	
	

	POC_CP-SRF-S-031-M 
	PoC Session initiation policy for Pre-arranged PoC Group Session

PoCV1.0
	7.2.1.14.1
	
	

	POC_CP-SRF-S-034-M 
	PoC Session adding policy

PoCV2.0
	7.2.1.15
	
	

	POC_CP-SRF-S-035-M 
	PoC Session release policy

PoCV2.0
	7.2.1.16
	
	

	POC_CP-SRF-S-037-M 
	PoC Session Participant Information policy

PoCV2.0
	7.2.1.18
	
	

	POC_CP-SRF-S-039-O 
	Group Advertisement policy

PoCV2.0
	7.2.1.20
	
	

	POC_CP-SRF-S-040-M 
	Adding Media to a PoC Session policy

PoCV2.0
	7.2.1.21
	
	

	POC_CP-SRF-S-041-M 
	Remove Media from a PoC Session policy

PoCV2.0
	7.2.1.22
	
	

	POC_CP-SRF-S-045-M 
	Processing of SIP Session timer expiry 

PoCV1.0
	7.3.1.13


	
	

	POC_CP-SRF-S-046-O 
	Requests initiated by the PoC Server performing the Participating PoC Function: Subscribing to Participant Information

PoCv2.0
	7.3.3.1
	
	


Table 6 - Support for PoC Control Plane specification: PoC Session-related Features (SRF)
5.2.5 Session-unrelated Features (SUF)
	Item
	Function
	Reference
	Requirement
	Support

	POC_CP-SUF-S-001-M 
	Controlling PoC Function: PoC Session Participant Information requests

PoCV1.0
	7.2.1.11

7.2.1.11.1

7.2.1.11.2

7.2.1.18
	
	

	POC_CP-SUF-S-002-M 
	Controlling PoC Function: Terminate subscriptions for terminated PoC Sessions

PoCV1.0
	7.2.1.11.3
	
	

	POC_CP-SUF-S-003-O 
	Controlling PoC Function: Sending of SIP NOTIFY when subscribed state changes

PoCV1.0
	7.2.1.11.1
	
	

	POC_CP-SUF-S-004-O 
	Controlling PoC Function: Limiting rate of SIP NOTIFY requests

PoCV1.0
	7.2.1.11.2
	POC_CP-SUF-S-003-O
	

	POC_CP-SUF-S-005-O 
	Controlling PoC Function: PoC Server should avoid sending SIP Notify to a PoC Client at the same time as a Talk Burst is sent or received from same PoC Client

PoCV1.0
	7.2.1.11.2
	
	

	POC_CP-SUF-S-006-M 
	Requests terminated by Controlling PoC Function: SIP Session refresh procedure

PoCV1.0
	7.2.1.13
	
	

	POC_CP-SUF-S-007-M 
	Requests initiated by Controlling PoC Function: Removal of Participant from PoC Session

PoCV1.0
	7.2.2.4
	
	

	POC_CP-SUF-S-008-O 
	Requests initiated by Controlling PoC Function: PoC Session modification of media capabilities for one SIP Session in an ongoing PoC Session

PoCV1.0
	7.2.2.5
	
	

	POC_CP-SUF-S-009-O 
	Participating PoC Function processing requests initiated by the served PoC User: Group Advertisement request 

PoCV1.0
	7.3.1.11
	
	

	POC_CP-SUF-S-010-O 
	Participating PoC Function processing requests terminated by the Served PoCUser: Group Advertisement requests (receive SIP MESSAGE)

PoCV1.0
	7.3.2.7
	POC_CP-SUF-S-011-O OR  POC_CP-SUF-S-012-O
	

	POC_CP-SUF-S-011-O 

PoCV1.0
	Participating PoC Function processing requests terminated by the Served PoC User: Group Advertisement request reject when not supported by the PoC Server

PoCV1.0
	7.3.2.7
	
	

	POC_CP-SUF-S-012-O 
	Participating PoC Function processing requests terminated by the served PoCUser: Group Advertisement request procedure when feature is supported

PoCV1.0
	7.3.2.7
	
	

	POC_CP-SUF-S-013-O 
	Participating PoC Function processing requests terminated by the served PoC User: Group Advertisement respecting privacy

PoCV1.0
	7.3.2.7
	
	

	POC_CP-SUF-S-014-O 
	Requests terminated by Controling PoC Function: Group Advertisement requests (SIP MESSAGE request)

PoCV1.0
	7.2.1.12
	POC_CP-SUF-S-015-O OR POC_CP-SUF-S-016-O
	

	POC_CP-SUF-S-015-O 
	Requests terminated by Controling PoC Function: Group Advertisement request reject when not supported by the PoC Server

PoCV1.0
	7.2.1.12
	
	

	POC_CP-SUF-S-016-O 
	Requests terminated by Controling PoC Function: Group Advertisement request procedure when feature is supported

PoCV1.0
	7.2.1.12
	
	

	POC_CP-SUF-S-017-O 
	Requests initiated by Controling PoC Function: Group Advertisement request sending

PoCV1.0
	7.2.2.7
	
	

	POC_CP-SUF-S-018-M 
	Instant Personal Alert procedure at originating PoC Server

PoCV1.0
	7.4.1.1
	
	

	POC_CP-SUF-S-019-M 
	Instant Personal Alert procedure at terminating PoC Server

PoCV1.0
	7.4.1.2
	
	

	POC_CP-SUF-S-020-M 
	Participating PoC Function: update, removal, or refresh PoC Service Setting procedure (processing SIP PUBLISH requests)

PoCV1.0
	7.3.1.14


	
	

	POC_CP-SUF-S-028-O
	Acceptance procedures for the "Privacy" PoC Service Setting.

PoCV2.0
	7.3.1.14
	
	

	POC_CP-SUF-S-021-M 
	Handling of a request URI of a Conference-Factory-URI that is not allocated on the PoC Server

PoCV1.0
	7.5.1
	
	

	POC_CP-SUF-S-022-M 
	Handling of a SIP INVITE with a request URI of a Conference URI that is not allocated on the PoC Server performing the Controlling PoC Function

PoCV1.0
	7.5.2
	
	

	POC_CP-SUF-S-023-O 
	PoC Server acting as a presence source

PoCV1.0
	C.2.1
	POC_CP-SUF-S-024-O AND POC_CP-SUF-S-025-O AND POC_CP-SUF-S-026-O
	

	POC_CP-SUF-S-024-O 
	PoC Server acting as a presence source  for PoC Registration and de-registration

PoCV1.0
	C.2.1.1
	POC_CP-SUF-S-023-O
	

	POC_CP-SUF-S-025-O 
	PoC Server sets the "PoC-Session participation" presence information element to the value of "closed" (as defined in subclause C.1.5 "PoC Session participation") at registration and de-registration.

PoCV1.0
	C.2.1.1
	POC_CP-SUF-S-024-O
	

	POC_CP-SUF-S-026-O 
	PoC Server acting as a presence source for Incoming PoC Session Barring (ISB)

PoCV1.0
	C.2.1.2
	POC_CP-SUF-S-023-O
	

	POC_CP-SUF-S-027-O 
	PoC Server acting as a presence source for Incoming Instant Personal Alert Barring (IAB)

PoCV1.0
	C.2.1.3
	POC_CP-SUF-S-023-O
	


Table 7 - Support for PoC Control Plane specification: Session-unrelated Features (SUF)
5.2.6 PoC Box (PBO)
	Item
	Function
	Reference
	Requirement
	Support

	POC_CP-PBO-S-001-O 


	Network PoC Box – Invited to PoC Session

PoCV2.0
	8.1

8.1.1

8.1.2

8.1.3

8.2.1
	POC_CP-PBO-S-009-O
	

	POC_CP-PBO-S-002-O 


	Network PoC Box – PoC Session release

PoCV2.0
	8.2.2
	
	

	POC_CP-PBO-S-003-O 


	Procedures initiated by NW PoC Box – Leaving a PoC Session (on demand case)

PoCV2.0
	8.2.3
	POC_CP-PBO-S-003-O
	

	POC_CP-PBO-S-004-O
	Network PoC Box – Acceptance of the PoC Session invitation initiated by the Inviting PoC Client compliant only to the OMA PoC version 1.0 specification

PoCV2.0
	8.1.3.1
	
	

	POC_CP-PBO-S-004-O 


	Reject PoC Box from entering a Chat PoC Group Session

PoCV2.0
	7.2.1.1b
	
	

	POC_CP-PBO-S-005-O 


	Controlling PoC Server: PoC Session Initiation procedures for PoC Box

PoCV2.0
	7.2.2.2.
	
	

	POC_CP-PBO-S-006-O 


	Participating Poc Server:

PoC Session initiation procedures for PoC Box

PoCV2.0
	7.3.2.2
	
	

	POC_CP-PBO-S-007-O 


	Forward Invitation to a Poc Box: Determination of routing to a PoC Box upon an incoming invitation

PoCV2.0
	7.3.2.2.5

7.3.2.2.5.1
	POC_CP-PBO-S-005-O AND POC_CP-PBO-S-006-O
	

	POC_CP-PBO-S-008-O 


	Forward Invitation to a PoC Box: Determination of routing to a NW PoC Box upon failure to receive a valid SIP2xx response

PoCV2.0
	7.3.2.2.5

7.3.2.2.5.2
	POC_CP-PBO-S-011-O
	

	POC_CP-PBO-S-009-O 


	Forward Invitation to a PoC Box: Forward Invitation to a NW PoC Box:

PoCV2.0
	7.3.2.2.5

7.3.2.2.5.3


	POC_CP-PBO-S-007-O OR POC_CP-PBO-S-008-O
	

	POC_CP-PBO-S-010-O 


	Forward Invitation to a PoC Box: Forward Invitation to a UE PoC Box:

PoCV2.0
	7.3.2.2.5

7.3.2.2.5.4


	POC_CP-PBO-S-007-O
	

	POC_CP-PBO-S-011-O
	Acceptance procedures for "PoC Box use" PoC Service Setting.

PoCV2.0
	7.3.1.14
	
	

	POC_CP-PBO-S-012-O
	Forward Invitation to a PoC Box: Forward Invitation from Inviting PoC Client compliant only to the OMA PoC version 1.0 specification to a NW PoC Box:

PoCV2.0
	7.3.2.1

7.3.2.2.5.3
	POC_CP-PBO-S-009-O
	

	POC_CP-PBO-S-013-O
	Participating PoC Function:

PoC Server indicates the anonymity of Invited PoC User(s) in the invitation to Ad-hoc PoC Group Session and 1-1 PoC Session;

Forwarding the invitation to a UE PoC Box

PoCV2.0
	7.3.1.1

7.3.2.2.5.4
	
	

	POC_CP-PBO-S-014-O
	Including a Warning header with appropriate warning text in the generated error response

PoCV2.0
	8.1.1

5.6
	
	


Table 8  - Support for PoC Control Plane specification: PoC Box (PBO)
5.2.7 PoC Dispatcher (DIS)
	Item
	Function
	Reference
	Requirement
	Support

	POC_CP-DIS-S-001-O 


	PoC Server - PoC Dispatcher role transfer request

PoCV2.0
	7.2.1.24
	
	

	POC_CP-DIS-S-002-O 


	Requests terminated by the Controlling PoC Function: PoC Session setup request from PoC Dispatcher

PoCV2.0
	7.2.1.3.1

7.2.1.3.2

5.6
	
	

	POC_CP-DIS-S-003-O 


	Requests terminated by the Controlling PoC Function: Session setup request from PoC Fleet member

PoCV2.0
	7.2.1.3.1

7.2.1.3.3

5.6
	
	

	POC_CP-DIS-S-004-O 


	Requests initiated by the Controlling PoC Function: PoC Session invitation request as Dispatch PoC Session

PoCV2.0
	7.2.2.2

7.2.1.3.1

7.2.1.3.2

7.2.1.3.3

7.2.1.24
	
	

	POC_CP-DIS-S-005-O 


	Requests received by the Controlling PoC Function: Rejoining a Dispatch PoC Session

PoCV2.0
	7.2.1.4

5.6

5.8

5.8.1

5.8.2
	
	

	POC_CP-DIS-S-006-O 


	Participating PoC Server:

PoC Session initiation procedures:

Automatic Answer Mode, Pre-established Session for Dispatch PoC Session

PoCV2.0
	7.3.1.1

7.3.1.2

7.3.2.2.2
	
	

	POC_CP-DIS-S-007-O 
	PoC Session initiation policy for Dispatch PoC Session for PoC Dispatcher 

PoCV2.0
	7.2.1.14.2
	
	

	POC_CP-DIS-S-008-O 
	PoC Session initiation policy for Dispatch PoC Session for PoC Fleet Member

PoCV2.0
	7.2.1.14.3
	
	

	POC_CP-DIS-S-009-O 
	PoC Dispatcher role transfer policy

PoCV2.0
	7.2.1.19
	
	


Table 9  - Support for PoC Control Plane specification: PoC Dispatcher (DIS)
5.2.8 Quality of Experience (QOE)
	Item
	Function
	Reference
	Requirement
	Support

	POC_CP-QOE -S-001-O


	Participating PoC Function – processing requests initiated by served user: Respond to Pre-established Session initiation requests respecting QoE Profiles

PoCV2.0
	7.3.1.2

e.3.2

5.8

5.8.1
	POC_CP-SJR-S-006-O
	

	POC_CP-QOE -S-002-O


	Participating PoC Function – processing requests initiated by served user: Pre-established Session modification request to change media capabilities while not in a PoC Session respecting QoE Profiles

PoCV2.0
	7.3.1.3

E.3.2

5.8

5.8.1
	POC_CP-SJR-S-006-O AND POC_CP-SJR-S-009-O
	

	POC_CP-QOE -S-003-M


	Participating PoC Function – processing requests initiated by served user: PoC Session initiation using On-demand Session respecting QoE Profiles

PoCV2.0
	7.3.1.4

E.3.2

5.8

5.8.1
	
	

	POC_CP-QOE -S-004-O


	Participating PoC Function – processing requests initiated by served user:  PoC Session initiation using Pre-established Session respecting QoE Profiles

PoCV2.0
	7.3.1.5

E.3.2

5.8

5.8.1
	POC_CP-SJR-S-006-O
	

	POC_CP-QOE -S-005-M


	Participating PoC Function – processing requests initiated by served user: PoC Session modification request during an ongoing PoC Session respecting QoE Profiles

PoCV2.0
	7.3.1.6

E.3.2

5.8

5.8.1
	POC_CP-SRF-S-003-O
	

	POC_CP-QOE -S-006-O


	Participating PoC Function – processing requests initiated by served user: SIP SUBSCRIBE requests respecting the use of Resource-Priority header.

PoCV2.0
	7.3.1.7

E.3.2

5.8

5.8.1
	
	

	POC_CP-QOE -S-007-O 


	Participating PoC Function – processing requests initiated by served user: SIP session release respecting the use of Resource-Priority header.

PoCV2.0
	7.3.1.10.1

7.3.1.10.2

7.3.1.10.3

E.3.2

5.8

5.8.1
	POC_CP-SJR-S-0941-M OR POC_CP-SJR-S-042-O OR

POC_CP-SJR-S-043-O
	

	POC_CP-QOE -S-008-O 


	Participating PoC Function – processing requests initiated by served user: Simultaneous PoC Sessions control procedures respecting the use of Resource-Priority header.

PoCV2.0
	7.3.1.12.2

7.3.1.12.3

E.3.2, 

5.8,

5.8.1
	POC_CP-SRF-S-042-O AND POC_CP-SRF-S-043-O OR POC_CP-SRF-S-044-O


	

	POC_CP-QOE -S-009-O 


	Participating PoC Function – processing requests initiated by served user: PoC Service Setting procedure (processing SIP PUBLISH requests) respecting the use of Resource-Priority header.

PoCV2.0
	7.3.1.14

E.3.2, 

5.8

5.8.1
	
	

	POC_CP-QOE -S-010-O 


	Participating PoC Function – processing requests terminated  by served user: SIP BYE request respecting the use of Resource-Priority header.

PoCV2.0
	7.3.2.6.1

7.3.2.6.2

E.3.2, 

5.8

5.8.1
	POC_CP-SJR-S-045-M OR POC_CP-SJR-S-046-O OR

POC_CP-SJR-S-047-M
	

	POC_CP-QOE -S-011-M


	Requests terminated by the Controlling PoC Function: Session setup based on QoE Profiles

PoCV2.0
	7.2.1.2

7.2.1.3.1

E.3.2

5.8

5.8.1
	POC_CP-SJR-S-038-M OR

POC_CP-SJR-S-039-O OR

POC_CP-SJR-S-040-O
	

	POC_CP-QOE -S-012-M 


	Requests terminated by the Controlling PoC Function: Adding Participants to PoC Session request respecting QoE Profiles

PoCV2.0
	7.2.1.8

E.3.2

5.8

5.8.1
	POC_CP-SRF-S-011-M
	

	POC_CP-QOE -S-013-O 


	Requests terminated by the Controlling PoC Function: Leaving PoC Session request  using SIP BYE respecting use of Resource-Priority header

PoCV2.0
	7.2.1.9.1

7.2.1.9.2

7.2.1.9.3

E.3.2

5.8

5.8.1
	POC_CP-SJR-S-049-O OR POC_CP-SJR-S-050-O
	

	POC_CP-QOE -S-014-O 


	Requests terminated by the Controlling PoC Function: PoC Session Participant Information requests respecting use of Resource-Priority header

PoCV2.0
	7.2.1.11

7.2.1.11.1

7.2.1.11.2

E.3.2

5.8

5.8.1
	
	

	POC_CP-QOE -S-015-O 


	Priority and pre-emption: prioritizing of signalling based on QoE Profile use

PoCV2.0
	5.8.2

5.8.1
	
	

	POC_CP-QOE -S-016-M 


	Requests terminated by the Controlling PoC Function: Re-joining a PoC Session

respecting QoE Profiles

PoCV2.0
	7.2.1.4

5.8

5.8.1
	POC_CP-SJR-S-033-M
	

	POC_CP-QOE -S-017-M 


	Requests terminated by the Controlling PoC Function: joining a Chat PoC Group Session requests respecting QoE Profiles

PoCV2.0
	7.2.1.5

E.3.2

5.8

5.8.1
	POC_CP-SJR-S-035-M
	


Table 10  - Support for PoC Control Plane specification: Quality of Experience (QOE)
5.2.9 Full-Duplex Follow On Call (FDC)
	Item
	Function
	Reference
	Requirement
	Support

	POC_CP-FDC-S-001-O 
	Controlling PoC Server: FDCFO request procedure

PoCV2.0
	7.2.1.25

7.2.2.8


	
	

	POC_CP-FDC-S-002-O
	Controlling PoC Server: Providing the information of FDCFO support at the participating PoC Clients

PoCV2.0
	7.2.1.11.2
	POC_CP-FDC-S-001-O
	

	POC_CP-FDC-S-003-O 


	Participating PoC Function – processing FDCFO requests initiated by served user: PoC Session initiation or re-join using On-demand Session 

PoCV2.0
	7.3.1.4

E.3.2

5.8

5.8.1
	
	

	POC_CP-FDC-S-004-O 


	Participating PoC Function – processing FDCFO requests initiated by served user:  PoC Session initiation using Pre-established Session 

PoCV2.0
	7.3.1.5

E.3.2

5.8

5.8.1
	POC_CP-SJR-S-011-O
	

	POC_CP-FDC-S-005-O 


	Participating PoC Server:

FDCFO request procedure

PoCV2.0
	7.3.1.17

7.3.2.9


	
	

	POC_CP-FDC-S-006-O 


	Participating PoC Server:

PoC Session initiation procedures

Automatic Answer Mode, On-demand Session

PoCV2.0
	7.3.2.2.1
	
	

	POC_CP-FDC-S-007-O 


	Participating PoC Server:

PoC Session initiation procedures

Automatic Answer Mode, Pre-established Session

PoCV2.0
	7.3.2.2.2
	
	

	POC_CP-FDC-S-008-O 


	Participating PoC Server:

PoC Session initiation procedures

Manual-AnswerMode, On-demand Session

PoCV2.0
	7.3.2.2.3
	
	

	POC_CP-FDC-S-009-O 


	Participating PoC Server:

PoC Session initiation procedures

Manual Answer Mode, Pre-established Session

PoCV2.0
	7.3.2.2.4
	
	


Table 11  - Support for PoC Control Plane specification: Full-Duplex Follow On Call (FDC)
5.2.10 Multiple PoC groups (MPG) 
	Item
	Function
	Reference
	Requirement
	Support

	POC_CP-MPG-S-001-O 


	Participating PoC Server: PoC Session invitation request for multiple groups

PoCV2.0
	7.3.2.2.1

7.3.2.2.3

7.3.2.2.4


	
	

	POC_CP-MPG-S-002-O 


	Removal of participants Pre-established Session for multiple groups

PoCV2.0
	7.2.1.9.2

7.2.1.9.4


	
	


Table 12  - Support for PoC Control Plane specification: Multiple PoC groups (MPG)
5.2.11 Request with Media Content (RMC)
	Item
	Function
	Reference
	Requirement
	Support

	POC_CP-RMC-S-001-O 
	Acceptance procedures for "Included Media Content in a Request Support" PoC Service Setting.

PoCV2.0
	7.3.1.14


	
	

	POC_CP-RMC-S-002-O
	Acceptance procedures for "Referenced Media Content in a Request Support" PoC Service Setting.

PoCV2.0
	7.3.1.14
	
	

	POC_CP-RMC-S-003-O
	Acceptance procedures for "Text Content in a Request Support" PoC Service Setting.

PoCV2.0
	7.3.1.14
	
	

	POC_CP-RMC-S-004-O 
	PoC Session invitation requests on Participaiting PoC Function for requests terminated by served user for PoC Session invitation with Included Media Content

PoCV2.0
	7.3.2.1

7.3.2.2

7.2.1.2
	
	

	POC_CP-RMC-S-005-O
	Requests terminating at Controlling PoC Server: for PoC Session invitations with Included Media Content

PoCV2.0
	7.2.1.3

7.2.1.3.1

7.2.1.3.2

7.2.1.3.3
	
	


Table 13  - Support for PoC Control Plane specification: Request with Media Content (RMC)
5.2.12 Operator specified warning message (OWM)
	Item
	Function
	Reference
	Requirement
	Support

	POC_CP-OWM-S-001-O 
	PoC Server for PoC Session establishment – error detected during determination of PoC Server role: including a Warning header with appropriate warning text in the generated error response

PoCV2.0
	7.2.1.1b

5.6
	
	

	POC_CP-OWM-S-002-O 
	PoC Server – Controlling PoC Function: including a Warning header with appropriate warning text in the generated error response

PoCV2.0
	7.2.1.1

7.2.1.2

7.2.1.3.1

7.2.1.3.2

7.2.1.3.3

7.2.1.4

7.2.1.5

7.2.1.8

7.2.1.24

7.2.2.2

5.6
	
	

	POC_CP-OWM-S-003-O
	PoC Server – Participating PoC Function: including a Warning header with appropriate warning text in the generated error response

PoCV2.0
	7.3.1.2

7.3.1.3

7.3.1.4

7.3.1.5

7.3.1.6

7.3.1.7

7.3.1.14

7.3.2.1

7.3.2.2

7.3.2.2.2

5.6
	
	

	POC_CP-OWM-S-004-O
	PoC Server: including a text string and translating its explanatory text to the PoC Client's preferred language in a Warning header

PoCV2.0
	5.6
	
	


Table 14  - Support for PoC Control Plane specification: Operator specified warning message (OWM)
5.2.13 PoC Media Traffic Optimisation (TOP)
	Item
	Function
	Reference
	Requirement
	Support

	POC_CP-TOP-S-001-O
	Controlling PoC Function:

PoC Media Traffic Optimisation

PoCV2.0
	7.2.2.1a

7.2.2.5
	
	

	POC_CP-TOP-S-002-O
	Participating PoC Function:

PoC Media Traffic Optimisation

PoCV2.0
	7.3.2.1b

7.3.2.1c
	
	


Table 15  - Support for PoC Control Plane specification: PoC Media Traffic Optimisation (TOP)
5.2.14 Simultaneous PoC Sessions (SPS)
	Item
	Function
	Reference
	Requirement
	Support

	POC_CP-SPS-S-001-O 
	Participating PoC Function: Simultaneous PoC Sessions control procedures

PoCV1.0
	7.3.1.12.1
	
	

	POC_CP-SPS-S-002-O 
	Participating PoC Function: Simultaneous PoC Sessions control - session priority requests

PoCV1.0
	7.3.1.12.2


	
	

	POC_CP-SPS-S-003-O 
	Participating PoC Function: Simultaneous PoC Sessions control - processing session locking requests

PoCV1.0
	7.3.1.12.3 
	
	


Table 16  - Support for PoC Control Plane specification: Simultaneous PoC Sessions (SPS)
5.2.15 Invited parties identity information (IPI)
	Item
	Function
	Reference
	Requirement
	Support

	POC_CP-IPI-S-001-O
	Acceptance procedures for IPIIM PoC Service Setting.

PoCV2.0
	7.3.1.14


	
	

	POC_CP-IPI-S-002-O 
	Controlling PoC Function:

PoC Server indicates the anonymity of Invited PoC User(s) in the establishment of Ad-hoc PoC Group Session and 1-1 PoC Session; 

PoC Server indicates the anonymity of added and already participating PoC User(s) when adding PoC User(s) to a PoC Session

PoCV2.0
	7.2.2.2


	
	

	POC_CP-IPI-S-003-O 
	Participating PoC Function:

PoC Server indicates the anonymity of Invited PoC User(s) in the invitation to Ad-hoc PoC Group Session and 1-1 PoC Session:

Automatic-answer using On-demand Session

PoCV2.0
	7.3.1.1

7.3.2.2.1
	
	

	POC_CP-IPI-S-004-O 
	Participating PoC Function:

PoC Server indicates the anonymity of Invited PoC User(s) in the invitation to Ad-hoc PoC Group Session and 1-1 PoC Session:

Manual-answer using On-demand Session

PoCV2.0
	7.3.1.1

7.3.2.2.3
	
	

	POC_CP-IPI-S-005-O 
	Participating PoC Function:

PoC Server indicates the anonymity of Invited PoC User(s) in the invitation to Ad-hoc PoC Group Session and 1-1 PoC Session:

Manual-answer using Pre-established Session

PoCV2.0
	7.3.1.1

7.3.2.2.4
	
	


Table 16  - Support for PoC Control Plane specification: Invited parties identity information (IPI)
5.2.16 Querying for capabilities (CFC)
	Item
	Function
	Reference
	Requirement
	Support

	POC_CP-CFC-C-001-M
	Provides the query for the capabilities.

PoCV2.0
	8.2.4
	
	

	POC_CP-CFC-S-002-M
	Controlling PoC Function - provides the query for the capabilities.

PoCV2.0
	7.2.1.26
	
	

	POC_CP-CFC-S-003-M
	Participating PoC Function – resends the query for capabilities.

PoCV2.0
	7.3.2.11, 7.3.1.18
	
	


Table 18 - Support for PoC Control Plane specification: Querying for capabilities (CFC)
5.3 Support for PoC User Plane Specification
The following table addresses features of PoC User Plane specification [POC2_UP].

5.3.1 PoC Session Initiation, Joining and Release (SJR)
	Item
	Function
	Reference
	Requirement
	Support

	POC_UP-SJR-S-001-O
	Support of Pre-established PoC Sessions.

(Participating PoC Function)

PoCv1.0mod
	6.3.6, 6.5.9, 6.5.12, 6.5.13
	POC_UP-MBN-S-001-O
	

	POC_UP-SJR-S-002-O
	Support for PoC Speech.

(Participating PoC Function)

PoCv1.0
	5.1, 5.2, 5.3, 5.4, 6.3.5, 7.7.2
	POC_UP-MBN-S-001-O
	

	POC_UP-SJR-S-003-M
	Support for PoC Speech.

(Controlling PoC Function)

PoCv1.0
	5.1, 5.2, 5.3, 5.4, 7.7.3
	
	

	POC_UP-SJR-S-004-O
	Supports buffering of RTP Media packets, Unconfirmed Indication.

(Controlling PoC Function)

PoCv1.0
	7.8.3
	
	

	POC_UP-SJR-S-005-O
	Support for Audio and Video.

(Participating PoC Function)

PoCv2.0
	5.1, 5.2, 5.3, 5.4, 6.3.5, 7.7.2
	POC_UP-MBN-S-001-O
	

	POC_UP-SJR-S-006-M
	Support for Audio and Video.

(Controlling PoC Function)

PoCv2.0
	5.1, 5.2, 5.3, 5.4, 7.7.3
	
	

	POC_UP-SJR-S-007-O
	Support for Discrete Media bound to a Media-floor Control Entity.

(Participating PoC Function)

PoCv2.0
	5.1, 5.4, 5.5, 6.3.5
	POC_UP-MBN-S-001-O
	

	POC_UP-SJR-S-008-O
	Support for Discrete Media bound to a Media-floor Control Entity.

(Controlling PoC Function)

PoCv2.0
	5.1, 5.4, 5.5
	POC_UP-MBN-S-025-O AND POC_UP-MBN-S-021-O AND POC_UP-MBN-S-019-O AND POC_UP-MBN-S-017-O AND POC_UP-MBN-S-014-O AND POC_UP-MBN-S-012-O
	

	POC_UP-SJR-S-009-O
	Supports buffering of RTP Media packets.

(Controlling PoC Function)

PoCv2.0
	6.4.4.3.4
	
	

	POC_UP-SJR-S-010-O
	Supports Limited Segment Media Buffering capability.

(Controlling PoC Function)

PoCv2.0
	6.4.4.3.1, 6.4.4.3.2, 6.4.4.3.7, 6.4.4.3.9
	POC_UP-SJR-S-009-O
	


Table 18  - Support for PoC User Plane specification: PoC Session Initiation, Joining and Release (SJR)
5.3.2 Media Burst Control, no queuing (MBN)
	Item
	Function
	Reference
	Requirement
	Support

	POC_UP-MBN-S-001-O
	The Participating PoC Function is in the Media path.

(Participating PoC Function)

PoCv1.0
	4.2
	POC_UP-SJR-S-002-O AND POC_UP-SJR-S-005-O AND POC_UP-SJR-S-007-O AND POC_UP-MBN-S-002-O AND POC_UP-MBN-S-003-O AND POC_UP-MBN-S-004-O AND POC_UP-MBN-S-005-O AND POC_UP-MBN-S-006-O AND POC_UP-MBN-S-007-O AND POC_UP-MBN-S-008-O AND POC_UP-MBN-S-009-O AND POC_UP-MBN-S-010-O
	

	POC_UP-MBN-S-002-O
	Media Burst request during a PoC Session.

Request when floor is idle -> Media Burst granted.

(All Media Types) 

(Participating PoC Function)

PoCv1.0
	5.2.1, 5.4, 6.3.5, 6.5.2, 6.5.3, 6.5.7.
	POC_UP-MBN-S-001-O
	

	POC_UP-MBN-S-003-O
	Media Burst request during a PoC Session.

Request when floor is not idle -> Media Burst deny.

(Participating PoC Function)

(All Media Types)

PoCv1.0
	5.2.1, 5.4, 6.3.5, 6.5.2, 6.5.2.1, 5.4, 6.5.4.1.1
	POC_UP-MBN-S-001-O
	

	POC_UP-MBN-S-004-O
	Re-joining an PoC Group Session.

Request when floor is idle -> Media Burst Idle.

(Participating PoC Function)

(All Media)

PoCv1.0
	5.2.1, 5.4, 6.3.5, 6.5.6
	POC_UP-MBN-S-001-O
	

	POC_UP-MBN-S-005-O
	Re-joining a PoC Group Session or joining a Chat PoC Group Session.

Request when floor is not idle -> Media Burst Taken

(Participating PoC Function)

(All Media)

PoCv1.0
	5.2.1, 5.4, 6.3.5, 6.5.7
	POC_UP-MBN-S-001-O
	

	POC_UP-MBN-S-006-O
	Media Burst release

(All Media Types) 

(Participating PoC Function)

PoCv1.0
	5.2.1, 5.4, 6.3.5, 6.5.5, 6.5.6
	POC_UP-MBN-S-001-O
	

	POC_UP-MBN-S-007-O
	Media Burst revoke.

(All Media Types)

(Participating PoC Function)

PoCv1.0
	5.2.1, 5.4, 6.3.5, 6.5.5, 6.5.6, 6.5.8
	POC_UP-MBN-S-001-O
	

	POC_UP-MBN-S-008-O
	Media Burst request not received by PoC Server.

(Participating PoC Function)

(All Media Types)

PoCv1.0
	5.2.1, 5.4, 6.3.5, 6.5.2
	POC_UP-MBN-S-001-O
	

	POC_UP-MBN-S-009-O
	Media Burst Control (granted or deny) not received by PoC Client

(Participating PoC Function)

(All Media Types)

PoCv1.0
	5.2.1, 5.4, 6.3.5, 6.5.2, 6.5.3, 6.5.4
	POC_UP-MBN-S-001-O


	

	POC_UP-MBN-S-010-O
	Media Burst release not received by PoC Server.

(Participating PoC Function)

(All Media Types)

PoCv1.0
	5.2.1, 5.4, 6.3.5, 6.5.2, 6.5.5
	POC_UP-MBN-S-001-O


	

	POC_UP-MBN-S-011-M
	Media Burst request during a PoC Session.

Request when floor is idle -> Media Burst granted.

(Controlling PoC Function)

(Continuous Media)

PoCv1.0
	5.2.1, 5.4, 6.4.4.2.2, 6.4.4.3.1, 6.4.5.2.2, 6.4.5.2.3, 6.4.5.4.1, 6.5.2, 6.5.3, 6.5.7
	
	

	POC_UP-MBN-S-012-O
	Media Burst request during a PoC Session.

Request when floor is idle -> Media Burst granted.

(Controlling PoC Function)
(Discrete Media)

PoCv2.0
	5.2.1, 5.4, 6.4.6.2.2 and 6.4.6.3.1, 6.5.2, 6.5.3, 6.5.7
	POC_UP-SJR-S-008-O
	

	POC_UP-MBN-S-013-M
	Media Burst request during a PoC Session.

Request when floor is not idle -> Media Burst deny.

(Controlling PoC Function)

(Continuous Media)

PoCv1.0
	5.2.1, 5.4, 6.4.4.2.2, 6.4.5.3.3, 6.5.2, 6.5.2.1, 5.4, 6.5.4.1.1
	
	

	POC_UP-MBN-S-014-O
	Media Burst request during a PoC Session.

Request when floor is not idle -> Media Burst deny.

(Controlling PoC Function)

(Discrete Media)

PoCv2.0
	5.2.1, 5.4, 6.4.6.3.7, 6.5.2, 6.5.2.1, 5.4, 6.5.4.1.1
	POC_UP-SJR-S-008-O
	

	POC_UP-MBN-S-015-M
	Implicit Media Burst request (INVITE) in the beginning of a PoC Session (1-1, Ad-hoc or Pre-arranged PoC Session).

Request when floor is idle -> Media Burst granted.

(Controlling PoC Function)

(PoC Speech)

PoCv1.0
	5.2.1, 5.4, 6.4.4.1.1, 6.4.4.2.2, 6.4.4.3.1, 6.4.5.1.1, 6.4.5.4.1, 6.5.3, 6.5.7
	
	

	POC_UP-MBN-S-016-M
	Re-joining an PoC Group Session:

Request when floor is idle -> Media Burst Idle.

(Controlling PoC Function)

(Continuous Media)

PoCv1.0
	5.2.1, 5.4, 6.4.1.1, 6.4.4.2.1, 6.4.5.1.1, 6.4.5.4.1, 6.5.6
	
	

	POC_UP-MBN-S-017-O
	Re-joining an PoC Group Session.

Request when floor is idle -> Media Burst Idle.

(Controlling PoC Function)

(Discrete Media)

PoCv2.0
	5.2.1, 5.4, 6.4.6.1.1, 6.4.6.2.1, 6.5.6
	POC_UP-SJR-S-008-O
	

	POC_UP-MBN-S-018-M
	Re-joining a PoC Group Session or joining a Chat PoC Group Session.

Request when floor is not idle -> Media Burst Taken.

(Controlling PoC Function)

(Continuous Media)

PoCv1.0
	5.2.1, 5.4, 6.4.5.1.1, 6.4.5.3.1, 6.5.7
	
	

	POC_UP-MBN-S-019-O
	Re-joining a PoC Group Session or joining a Chat PoC Group Session.

Request when floor is not idle -> Media Burst Taken.

(Controlling PoC Function)
(Discrete Media)

PoCv2.0
	5.2.1, 5.4, 6.5.7
	POC_UP-SJR-S-008-O
	

	POC_UP-MBN-S-020-M
	Media Burst release.

(Controlling PoC Function)

(Continuous Media) 

PoCv1.0mod
	5.2.1, 5.4, 6.4.4.3.5, 6.4.4.2.1, 6.4.4.5, 6.5.5, 6.5.6
	
	

	POC_UP-MBN-S-021-O
	Media Burst release.

(Controlling PoC Function)

(Discrete Media)

PoCv2.0 
	5.2.1, 5.4, 6.4.6.3.3, 6.4.6.2.1, 6.4.6.5, 6.5.5, 6.5.6
	POC_UP-SJR-S-008-O
	

	POC_UP-MBN-S-022-M
	Media Burst revoke.

(Controlling PoC Function)

(Continuous Media)

PoCv1.0
	5.2.1, 5.4, 6.4.4.3.3, 6.4.4.5.1, 6.4.4.5.3, 6.4.4.2.1, 6.4.5.4.4, 6.4.5.5.1, 6.4.5.5.5, 6.5.5, 6.5.6, 6.5.8, 6.5.8.1.2
	
	

	POC_UP-MBN-S-023-O
	Media Burst revoke.

(Controlling PoC Function)

(Discrete Media)

PoCv2.0
	5.2.1, 5.4, 6.4.6.3.4, 6.4.6.4.1, 6.4.6.4.2, 6.4.6.2.1, 6.5.5, 6.5.6, 6.5.8, 6.5.8.1.5 
	POC_UP-SJR-S-008-O
	

	POC_UP-MBN-S-024-M
	Media Burst Control (granted or deny) not received by PoC Client.

(Controlling PoC Function)

(Continuous Media)

PoCv1.0
	5.2.1, 5.4, 6.4.5.4.6, 6.4.5.2.1, 6.4.5.3.3, 6.4.5.5.2, 6.4.5.5.3, 6.4.5.6.1, 6.4.5.6.2, 6.4.5.6.3, 6.4.4.3.7, 6.4.4.3.2, 6.4.4.2.1, 6.4.4.5.1, 6.4.4.5.5, 6.5.2, 6.5.3, 6.5.2.1, 5.4, 6.5.6, 6.5.8
	
	

	POC_UP-MBN-S-025-O
	Media Burst Control (granted or deny) not received by PoC Client.

(Controlling PoC Function)

(Discrete Media)

PoCv2.0
	5.2.1, 5.4, 6.4.6.3.5, 6.4.6.3.6, 6.4.6.3.7, 6.4.6.4.1, 6.4.6.4.3, 6.5.2, 6.5.3, 6.5.2.1, 5.4, 6.5.6, 6.5.8
	POC_UP-SJR-S-008-O
	

	POC_UP-MBN-S-026-M
	Request when no other Participants in the PoC Session or if no other Participant is connected to the Media-floor Control Entity -> Media Burst deny.

(Controlling PoC Function)

(Continuous Media)

PoCv1.0
	5.2.1, 5.4, 6.4.5.2.3 
	
	

	POC_UP-MBN-S-027-M
	Request when no other Participants is in the PoC Session or if no other Participant is connected to the Media-floor Control Entity -> Media Burst deny.

(Controlling PoC Function)

(Discrete Media)

PoCv2.0
	6.4.6.2.2
	POC_UP-SJR-S-008-O
	


Table 19  - Support for PoC User Plane specification: Media Burst Control, no queuing (MBN)
5.3.3 Multiple Session Sessions (MUS)
	Item
	Function
	Reference
	Requirement
	Support

	POC_UP-MUS-S-001-O
	Support of simultaneous PoC Sessions

(Participating PoC Function)

PoCv1.0
	6.3.7, 6.3.8
	POC_UP-MUS-S-002-O AND POC_UP-MUS-S-004-O


	

	POC_UP-MUS-S-002-O
	Participant in more than one PoC Session is able to monitor the MBCP traffic of all PoC Sessions, he participates in.

(Participating PoC Function)

(Continuous Media)

PoCv1.0
	7.5.2
	POC_UP-MUS-S-001-O
	

	POC_UP-MUS-S-003-O
	Participant in more than one PoC Sessions is able to monitor the MBCP traffic of other PoC Sessions, when talking or listening to the selected PoC Session.

(Participating PoC Function)

(Continuous Media)

PoCv1.0
	7.5.2
	POC_UP-MUS-S-001-M
	

	POC_UP-MUS-S-004-O
	Discard RTP Media packets of the PoC Sessions not selected for transmitting to the PoC Client.

(Participating PoC Function)

PoCv1.0
	7.7.2
	POC_UP-MUS-S-001-M
	

	POC_UP-MUS-S-005-O
	Sends a RTCP SR message to the PoC Client concerning the PoC Session, which was interrupted due to activity in another PoC Session.

(Participating PoC Function)

PoCv1.0
	7.5.2
	POC_UP-MUS-S-001-M
	

	POC_UP-MUS-S-006-O
	Modifies the RTCP RR and SR messages sent between the PoC Client and the PoC Server to improve the accuracy of the quality feedback in the case of interrupted Media Burst.

(Participating PoC Function)

PoCv1.0
	5.2.1, 5.4, 7.5.2
	POC_UP-MUS-S-001-M
	

	POC_UP-MUS-S-007-O
	In the case of changing from one PoC Session to another and starting to transfer Media packets during an on-going Media Burst the PoC Server sends a MBCP Media Burst Taken message prior to the first Media packet being sent to the PoC Client.

(Participating PoC Function)

PoCv1.0
	7.5.2
	POC_UP-MUS-S-001-M
	


Table 20  - Support for PoC User Plane specification: Multiple Session Sessions (MUS)
5.3.4 PoC Box (PBO)
	Item
	Function
	Reference
	Requirement
	Support

	POC_UP-PBO-S-001-O
	Support of NW PoC Box.

PoCv2.0
	6.7
	POC_UP-PBO-S-002-O AND POC_UP-PBO-S-003-O AND POC_UP-PBO-S-004-O AND POC_UP-PBO-S-006-O AND POC_UP-PBO-S-014-O
	

	POC_UP-PBO-S-002-O
	Media Burst request during a PoC Session.

Request when floor is idle -> Media Burst granted

(Only allowed in a 1-1 PoC Session)

(Continuous Media)

PoCv2.0
	5.2.1, 5.4, 6.7.4.2.1, 6.7.4.2.2, 6.7.4.2.4, 6.7.4.3.1, 6.5.2, 6.5.3, 6.5.7
	POC_UP-PBO-S-001-O
	

	POC_UP-PBO-S-003-O
	Media Burst request during a PoC Session.

Request when floor is idle -> Media Burst granted

(Only allowed in a 1-1 PoC Session)

(Discrete Media)

PoCv2.0
	5.2.1, 5.4, 6.7.5.2.4, 7.7.5.3.1, 6.5.2, 6.5.3, 6.5.7
	POC_UP-PBO-S-001-O
	

	POC_UP-PBO-S-004-O
	Media Burst request during a PoC Session.

Request when floor is not idle -> Media Burst deny

(Continuous Media)

PoCv2.0
	5.2.1, 5.4, 6.7.4.2.4, 6.7.4.3.3, 6.5.2, 6.5.2.1, 5.4, 6.5.4.1.1
	POC_UP-PBO-S-001-O
	

	POC_UP-PBO-S-005-O
	Media Burst request during a PoC Session.

Request when floor is not idle -> Media Burst deny

(Discrete Media)

PoCv2.0
	5.2.1, 5.4, 6.7.5.2.4, 6.7.5.3.2, 6.5.2, 6.5.2.1, 5.4, 6.5.4.1.1
	POC_UP-PBO-S-001-O
	

	POC_UP-PBO-S-006-O
	Media Burst release.

(Continuous Media) 

PoCv2.0
	5.2.1, 5.4, 6.7.4.2.1, 6.7.4.4.2, 6.7.4.5.3, 6.5.5, 6.5.6
	POC_UP-PBO-S-001-O
	

	POC_UP-PBO-S-007-O
	Media Burst release.

(Discrete Media)

PoCv2.0 
	5.2.1, 5.4, 6.7.5.2.2, 6.7.5.4.2, 6.7.5.5.1, 6.5.5, 6.5.6
	POC_UP-PBO-S-001-O
	

	POC_UP-PBO-S-008-O
	Media Burst revoke.

(Continuous Media)

PoCv2.0
	5.2.1, 5.4, 6.7.4.4.3, 6.7.4.6.1, 6.7.4.6.5, 6.7.4.5.3, 6.5.5, 6.5.6, 6.5.8, 6.5.8.1.2
	POC_UP-PBO-S-001-O
	

	POC_UP-PBO-S-009-O
	Media Burst revoke.

(Discrete Media)

PoCv2.0
	5.2.1, 5.4,6.7.5.4.3, 6.7.5.4.2, 6.7.5.5.1, 6.5.5, 6.5.6, 6.5.8, 6.5.8.1.5 
	POC_UP-PBO-S-001-O
	

	POC_UP-PBO-S-010-O
	Media Burst request not received by PoC Server or the response to the Media Burst request is not received.

(Continuous Media)

PoCv2.0
	5.2.1, 5.4, 6.7.4.3.4, 6.7.4.3.5, 6.5.2
	POC_UP-PBO-S-001-O
	

	POC_UP-PBO-S-011-O
	Media Burst request not received by PoC Server or the response to the Media Burst request is not received.

(Discrete Media)

PoCv2.0
	5.2.1, 5.4, 6.7.5.3.4, 6.7.5.3.5, 6.5.2
	POC_UP-PBO-S-001-O
	

	POC_UP-PBO-S-012-O
	Media Burst release not received by PoC Server.

(Continuous Media)

PoCv2.0
	5.2.1, 5.4, 6.7.4.5.1, 6.7.4.5.2, 6.5.5
	POC_UP-PBO-S-001-O
	

	POC_UP-PBO-S-013-O
	Media Burst release not received by PoC Server.

(Discrete Media)

PoCv2.0
	5.2.1, 5.4, 6.7.5.5.2, 6.7.5.5.3
	POC_UP-PBO-S-001-O
	

	POC_UP-PBO-S-014-O
	Support for PoC Speech.

PoCv2.0
	5.1, 5.2, 5.3, 5.4, 6.7.4.2.3, 6.7.4.3.6, 6.7.4.4.1, 6.7.4.5.5, 6.7.4.6.4
	POC_UP-PBO-S-001-O
	

	POC_UP-PBO-S-015-O
	Support for Audio and Video.

PoCv2.0
	5.1, 5.2, 5.3, 5.4, 6.7.4.3.6, 6.7.4.4.1, 6.7.4.5.5, 6.7.4.6.4
	POC_UP-PBO-S-001-O
	

	POC_UP-PBO-S-016-O
	Support for Discrete Media bound to a Media-floor Control Entity.

PoCv2.0
	5.1, 5.4, 5.5, 6.7.5.2.3, 6.7.5.3.3, 6.7.5.4.1 
	POC_UP-PBO-S-001-O
	

	POC_UP-PBO-S-017-O
	Support Talker Identification

PoCv2.0
	8.4, 6.5.7
	POC_UP-PBO-S-001-O
	


Table 21  - Support for PoC User Plane specification: PoC Box (PBO)
5.3.5 Advanced Revocation Alert (ARA)
	Item
	Function
	Reference
	Requirement
	Support

	POC_UP-ARA-S-001-O
	Support of Advanced Revocation Alert.

(Controlling PoC Function)

PoCv2.0
	6.4.4.3.1, 6.4.4.3.7, 6.5.1.2.5, 6.5.3
	
	

	POC_UP-ARA-S-002-O
	Display remaining time before revocation of the granted Media Burst.

(Controlling PoC Function)

PoCv2.0
	6.5.1.2.5, 6.5.3
	POC_UP-MBN-S-050-O
	


Table 22  - Support for PoC User Plane specification: Advanced Revocation Alert (ARA)
5.3.6 Media Burst Control, queuing (MBQ)
	Item
	Function
	Reference
	Requirement
	Support

	POC_UP-MBQ-S-001-O
	Media Burst request during a PoC Session queue support.

Request when floor is not idle -> Media Burst request queued -> Media Burst granted.

(Participating PoC Function)

(All Media Type)

PoCv1.0
	5.2.1, 5.4, 6.3.5, 6.5.2, 6.5.3, 6.5.5, 6.5.11
	POC_UP-MBN-S-001-O
	

	POC_UP-MBQ-S-002-O
	Support of Queuing Media Burst requests.

(Controlling PoC Function)

PoCv1.0
	6.4
	MBN:MSF AND POC_UP-MBQ-S-003-O AND POC_UP-MBQ-S-006 AND POC_UP-MBQ-S-007
	

	POC_UP-MBQ-S-003-O
	Media Burst request during a PoC Session queue support.

Request when floor is not idle -> Media Burst request queued -> Media Burst granted.

(Controlling PoC Function)

(Continuous Media)

PoCv1.0
	5.2.1, 5.4, 6.4.5.3.3, 6.4.5.2.3, 6.4.4.2.2, 6.4.4.3.1, 6.5.1.2.2, 6.5.2, 6.5.3, 6.5.11
	POC_UP-MBQ-S-002-O
	

	POC_UP-MBQ-S-004O
	Media Burst request during a PoC Session queue + priority support:

Request when floor is not idle -> Media Burst request queued indication -> Media Burst granted according to priority

(Controlling PoC Function)

(Continuous Media)

PoCv1.0
	6.5.1.2.4
	POC_UP-MBQ-S-002-O
	

	POC_UP-MBQ-S-005-O
	Media Burst request during a PoC Session queue + timestamp support.

Request when no one has permission to send a Media Burst -> Media Burst request queued indication -> Media Burst granted according to a timestamp value at the same priority level.

(Controlling PoC Function)

(Continuous Media)

PoCv1.0
	6.5.1.2.2
	POC_UP-MBQ-S-002-O
	

	POC_UP-MBQ-S-006-O
	Cancel of queued request

(Controlling PoC Function)

(Continuous Media)

PoCv1.0
	5.2.1, 5.4, 6.4.5.3.4, 6.5.5
	POC_UP-MBQ-S-002-O


	

	POC_UP-MBQ-S-007-O
	Queued Media Burst cancel request not received by PoC Server.

(Controlling PoC Function)

PoCv1.0
	5.2.1, 5.4, 6.4.4.2.5
	POC_UP-MBQ-S-002-O


	

	POC_UP-MBQ-S-008-O
	Media Burst request queued ->

Queue Statue changes (Grant, Cancel or pre-empt) -> 

Media Burst Queue Status message sent by PoC Server.

(Controlling PoC Function)

PoCv1.0
	6.4.4.2.5, 6.4.4.3.6, 6.4.5.1.1, 6.4.5.3
	POC_UP-MBQ-S-002-O
	


Table 23  - Support for PoC User Plane specification: Media Burst Control, queuing (MBQ)
5.3.7 Traffic Optimisation (TOP)
	Item
	Function
	Reference
	Requirement
	Support

	POC_UP-TOP-S-001-O
	Support of PoC Media Traffic Optimisation.

(Participating PoC Function)

PoCv2.0
	6.3.5, 7.10
	SJR:MSF
	

	POC_UP-TOP-S-002-O
	Support of PoC Media Traffic Optimisation.

(Controlling PoC Function)

PoCv2.0
	7.10
	SJR:MSF
	


Table 24  - Support for PoC User Plane specification: Traffic Optimisation (TOP)
5.3.8 Quality of Experience (QoE)
	Item
	Function
	Reference
	Requirement
	Support

	POC_UP-QOE-S-001-O
	When congestion in the PoC Server with a mixture of prioritized and non-prioritized PoC Users/PoC Sessions the PoC Server discards Media packets for non-prioritized PoC Sessions.

(Participating PoC Function)

PoCv2.0
	7.7.2 
	POC_UP-MBN-S-001-O
	

	POC_UP-QOE-S-002-O
	When congestion in the PoC Server with a mixture of prioritized and non-prioritized PoC Users/PoC Sessions the PoC Server discards Media packets for non-prioritized PoC Sessions.

(Controlling PoC Function)

PoCv2.0
	6.4.4.2.2, 6.4.4.3.8, 6.5.2.1, 5.4, 6.5.4.1.6, 6.5.8, 7.7.3 
	SJR:MSF
	

	POC_UP-QOE-S-003-O
	When congestion in the PoC Server with a mixture of prioritized and non-prioritized PoC Users/PoC Sessions the PoC Server discards Media packets for non-prioritized PoC Sessions and releases the PoC Session.

(Controlling PoC Function)

PoCv2.0
	7.7.3
	SJR:MSF
	


Table 25  - Support for PoC User Plane specification: Quality of Experience (QoE)
5.3.9 Media Burst Control Scheme (MBC)
	Item
	Function
	Reference
	Requirement
	Support

	POC_UP-MBN-S-001-O
	Support of Media Burst Control Scheme when not queuing Media Burst requests.

(Controlling PoC Server)

PoCv2.0
	7.11
	MBN:MSF
	

	POC_UP-MBN-S-002-O
	Support of Media Burst Control Scheme when queuing Media Burst requests.

(Controlling PoC Server) 

PoCv2.0
	7.11
	MBQ:OSF
	


Table 26  - Support for PoC User Plane specification: Media Burst Control Scheme (MBC)
5.3.10 PoC Session-related Features (SRF)
	Item
	Function
	Reference
	Requirement
	Support

	POC_UP-SRF-S-001-O
	Session modification: Session on hold when staying on the Media path.

(Participating PoC Function)

PoCv1.0
	7.4.2
	POC_UP-MBN-S-001-O AND POC_UP-SRF-S-002-O


	

	POC_UP-SRF-S-002-O
	Support Sender Identification when staying on the Media path.

(Participating PoC Function)

PoCv1.0
	8.3
	POC_UP-SRF-S-001-O
	

	POC_UP-SRF-S-003-O
	Changes the Nick Name of the Participant who has been permitted to send a Media Burst in the MBCP Media Burst Taken message as specified in [OMA-PoC-CP] “Nick Name” when used and when staying on the Media path.

(Participating PoC Function)

PoC1.0
	8.3
	POC_UP-SRF-S-001-O
	

	POC_UP-SRF-S-004-M
	Session modification: Session on hold.

(Controlling PoC Function)

PoCv1.0
	7.4.3
	
	

	POC_UP-SRF-S-005-O
	Sends RTCP SR/RR message to the PoC Client on hold.

(Controlling PoC Function)

PoCv1.0
	7.4.3
	
	

	POC_UP-SRF-S-006-M
	Support Sender Identification.

(Controlling PoC Function)

PoCv1.0
	8.1, 6.5.7
	
	


Table 27  - Support for PoC User Plane specification: PoC Session-related Features (SRF)
5.3.11 Quality feed back (QFB)
	Item
	Function
	Reference
	Requirement
	Support

	POC_UP-QFB-S-001-O
	Forwards RTCP compound packets between the PoC Client and the PoC Server performing the Controlling PoC Function acting as a 'translator' according to [RFC3550] for the RTP/RTCP flows.

(Participating PoC Function)

PoCv1.0
	7.1.3
	POC_UP-MBN-S-001-O
	

	POC_UP-QFB-S-002-O
	Modifies the content of the RTCP SR compound packet send by the PoC Client in an interrupted PoC Session to reflect that the PoC Server has discarded RTP Media packets (if the ongoing Media Burst in a PoC Session was interrupted due to a Media Burst from the another PoC Session).

(Participating PoC Function)

PoCv1.0
	7.1.3
	POC_UP-QFB-S-001-O
	

	POC_UP-QFB-S-003-O
	Support of Quality feed back.

(Controlling PoC Function)

PoCv1.0
	7.1.1
	SJR:MSF
	

	POC_UP-QFB-S-004-O
	Generates and sends a RTCP RR compound packet for the Media Burst that it recently received from a PoC Client.

(Controlling PoC Function)

PoCv1.0
	7.1.4
	SJR:MSF
	

	POC_UP-QFB-S-005-M
	Forwards (and in a Group communication, multiply) the RTCP SR compound packet sent from the PoC Client that transmitted the most recent Media Burst to all other PoC Clients in the PoC Session acting as a 'translator' according to [RFC3550] for the RTP/RTCP flows.

(Controlling PoC Function)

PoCv1.0
	7.1.4
	SJR:MSF
	

	POC_UP-QFB-S-006-M
	Modifies the content of the RTCP SR compound packets if it is required by the translation, e.g. due to repacketizing.

(Controlling PoC Function)

PoCv1.0
	7.1.4
	SJR:MSF
	

	POC_UP-QFB-S-007-O
	Acts as a 'monitor' according to [RFC3550] for the RTP flow and use the reported statistics to estimate the current quality of service for fault diagnosis, User Plane adaptation and charging purposes.

(Controlling PoC Function)

PoCv1.0
	7.1.4
	SJR:MSF
	

	POC_UP-QFB-S-008-O
	Generates and sends a RTCP RR compound packet for the Media Burst that it recently received from a PoC Client.

(Controlling PoC Function)

PoCv1.0
	7.1.4
	SJR:MSF
	

	POC_UP-QFB-S-009-O
	Initiates User Plane adaptation.

(Controlling PoC Function)

PoCv1.0
	7.3.3
	SJR:MSF
	

	POC_UP-QFB-S-010-O
	The PoC Server MAY initiate the User Plane adaptation (Media Parameter re-negotiation during a PoC Session) when a new PoC Client with lower Media Parameters enters or leaves the PoC Session.

(Controlling PoC Function)

PoCv1.0
	7.3.3
	SJR:MSF
	

	POC_UP-QFB-S-011-O
	When determining the Media Parameters the PoC Server takes into account the highest common Media Parameters provided by both the new and the existing Participants in the PoC Session.

(Controlling PoC Function)

PoCv1.0
	7.3.3
	SJR:MSF
	


Table 28  - Support for PoC User Plane specification: Quality feed back (QFB)
5.3.12 Invited parties identity information (IPI)
	Item
	Function
	Reference
	Requirement
	Support

	POC_UP-IPI-S-001-O
	Support of invited parties identity information.

(Participating PoC Function)

PoCv2.0
	6.5.13
	POC_UP-SJR-S-001-O
	


Table 29  - Support for PoC User Plane specification: Invited parties identity information (IPI)
5.3.13 Backwards compatibility (XBC)
	Item
	Function
	Reference
	Requirement
	Support

	 PoC_UP-XBC-S-001-M
	PoC Server support of backwards compatibility with earlier versions of PoC UP.

PoCv2.0
	[OMA-PoC-AD] 5.2
	[OMA-PoC-1-UP]:MSF
	


Table 30  - Support for PoC User Plane specification: Backwards compatibility (XBC)
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