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1 Reason for Change

This CR adds 4 test cases for SRF requirements covering new Discrete Media in the PoC specification.
2 Impact on Backward Compatibility

None
3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

To agree to provided test cases and incorporate to PoC v. 2.0 ETS.
6 Detailed Change Proposal

Change 1:  SRF section  - new test cases, optional SRF ETR (mandatory for the server, optional for the client)
5.3 PoC Session Related Features (SRF)
5.3.2 PoC-2.0-int-xxxx Discrete Media, No Media Floor Control – Sending/Receiving in 1-1 PoC Session (Includes Optional Features)
	Test Case Id
	PoC-1.0-int-xxxx

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Establish a 1-1 PoC Session and negotiate Media Types, including Discrete Media Type.

A Participant sends Discrete Media to another Participant. 
TEST CASE GOAL: Verify that sending and receiving of Discrete Media without Media Burst Control works in the 1-1 PoC Session.

	Specification Reference
	[OMA-PoC-SD] 5.22

[OMA-PoC-CP] 6.1.15, 6.2.8, 7.2.1.23, 7.2.2.7, 7.3.1.16, 7.3.2.8 (for SIP MESSAGE).  

[OMA-PoC-CP] 6.1.3, 7.2.1.2, 7.2.1.3, 7.2.1.5, 7.2.2.2, 7.3.1.4, 7.3.1.5, 7.3.2.2 (for MSRP).

	SCR Reference
	TBD

	ETR Reference
	SRF-002

	Tool
	Not available.

	Test Code
	Not available.

	Preconditions
	PoC Server with accounts for PoC User1/2.

PoC User1/2 are registered for PoC service.

PoC User1 and User2 support Discrete Media Type (e.g. image, text) that are sent without Media Floor Control (PoC Client does not need to request permission to sent Discrete Media. The Discrete Media can be sent using Pager Mode (SIP MESSAGE), or Session Mode (MSRP)).

	Test Procedure
	1.
PoC User1 initiates a 1-1 PoC Session to PoC User2 and negotiates Media Type(s) including Discrete Media Types.

2.
PoC User1 sends Discrete Media to PoC User2.
        NOTE1: This step can be optionally be repeated for any Discrete Media Types without Media Floor Control.

	Pass-Criteria
	1.
PoC User1 and PoC User2 are in a 1-1 PoC Session.

2.
PoC User1 does not need to ask for permission to send the Discrete Media. PoC User2 received the Discrete Media.


5.3.3 PoC-2.0-int-xxxx Discrete Media, No Media Floor Control – Sending/Receiving in Ad-hoc PoC Group Session (Includes Optional Features)
	Test Case Id
	PoC-1.0-int-xxxx

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Establish an Ad-hoc PoC Group Session and negotiate Media Types, including Discrete Media Type.

A Participant sends Discrete Media to other Participants. 

TEST CASE GOAL: Verify that sending and receiving of Discrete Media without Media Burst Control works in the Ad-hoc PoC Group Session.

	Specification Reference
	[OMA-PoC-SD] 5.22

[OMA-PoC-CP] 6.1.15, 6.2.8, 7.2.1.23, 7.2.2.7, 7.3.1.16, 7.3.2.8 (for SIP MESSAGE).  

[OMA-PoC-CP] 6.1.3, 7.2.1.2, 7.2.1.3, 7.2.1.5, 7.2.2.2, 7.3.1.4, 7.3.1.5, 7.3.2.2 (for MSRP).

	SCR Reference
	TBD

	ETR Reference
	SRF-004

	Tool
	Not available.

	Test Code
	Not available.

	Preconditions
	PoC Server with accounts for PoC User1/2/3.

PoC User1/2/3 are registered for PoC service.

PoC User1/2/3 support Discrete Media Type (e.g. image, text) that are sent without Media Floor Control (PoC Client does not need to request permission to sent Discrete Media. The Discrete Media can be sent using Pager Mode (SIP MESSAGE), or Session Mode (MSRP)).

	Test Procedure
	1.
PoC User1 initiates an Ad-hoc PoC Group Session to PoC User2/3 and negotiates Media Type(s) including Discrete Media Types.

2.
PoC User1 sends Discrete Media to PoC User2/3.
        NOTE1: This step can be optionally be repeated for any Discrete Media Types without Media Floor Control.

	Pass-Criteria
	1.
PoC User1/2/3 are in an Ad-hoc PoC Group Session.

2.
PoC User1 does not need to ask for permission to send the Discrete Media. PoC User2/3 received the Discrete Media.


5.3.4 PoC-2.0-int-xxxx Discrete Media, No Media Floor Control – Sending/Receiving in Pre-Arranged PoC Group Session (Includes Optional Features)
	Test Case Id
	PoC-1.0-int-xxxx

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Establish a Pre-arranged PoC Group Session and negotiate Media Types, including Discrete Media Type.

A Participant sends Discrete Media to other Participants. 

TEST CASE GOAL: Verify that sending and receiving of Discrete Media without Media Burst Control works in the Pre-arranged PoC Group Session.

	Specification Reference
	[OMA-PoC-SD] 5.22

[OMA-PoC-CP] 6.1.15, 6.2.8, 7.2.1.23, 7.2.2.7, 7.3.1.16, 7.3.2.8 (for SIP MESSAGE).  

[OMA-PoC-CP] 6.1.3, 7.2.1.2, 7.2.1.3, 7.2.1.5, 7.2.2.2, 7.3.1.4, 7.3.1.5, 7.3.2.2 (for MSRP).

	SCR Reference
	TBD

	ETR Reference
	SRF-003

	Tool
	Not available.

	Test Code
	Not available.

	Preconditions
	PoC Server with accounts for PoC User1/2/3.

PoC User1/2/3 are registered for PoC service.

PoC Server has an account for PoC Group ‘Group1’ with PoC User1/2/3 as members.

PoC User1/2/3 support Discrete Media Type (e.g. image, text) that are sent without Media Floor Control (PoC Client does not need to request permission to sent Discrete Media. The Discrete Media can be sent using Pager Mode (SIP MESSAGE), or Session Mode (MSRP)).

	Test Procedure
	1.
PoC User1 initiates a Pre-arranged PoC Group Session to ‘Group1’ and negotiates Media Type(s) including Discrete Media Types.

2.
PoC User1 sends Discrete Media to ‘Group1’.
        NOTE1: This step can be optionally be repeated for any Discrete Media Types without Media Floor Control.

	Pass-Criteria
	1.
PoC User1/2/3 are in a Pre-arranged PoC Group Session.

2.
PoC User1 does not need to ask for permission to send the Discrete Media. PoC User2/3 received the Discrete Media.


5.3.5 PoC-2.0-int-xxxx Discrete Media, Media Floor Control – Sending/Receiving in Ad-hoc PoC Group Session (Includes Optional Features)
	Test Case Id
	PoC-1.0-int-xxxx

	Test Object
	PoC Client, PoC Server

	Test Case Description
	Establish an Ad-hoc PoC Group Session and negotiate Media Types, including Discrete Media Type in Session Mode.

A Participant sends Discrete Media to other Participants. 

TEST CASE GOAL: Verify that sending and receiving of Discrete Media with Media Burst Control works in the Ad-hoc PoC Group Session.

	Specification Reference
	[OMA-PoC-SD] 5.22

 [OMA-PoC-CP] 6.1.3, 7.2.1.2, 7.2.1.3, 7.2.1.5, 7.2.2.2, 7.3.1.4, 7.3.1.5, 7.3.2.2 (for MSRP).

	SCR Reference
	TBD

	ETR Reference
	SRF-005

	Tool
	Not available.

	Test Code
	Not available.

	Preconditions
	PoC Server with accounts for PoC User1/2/3.

PoC User1/2/3 are registered for PoC service.

PoC User1/2/3 support Discrete Media Type (e.g. image, text) that are sent with Media Floor Control (PoC Client needs to request permission to sent Discrete Media. The Discrete Media can be sent using Session Mode (MSRP)).

	Test Procedure
	1.
PoC User1 initiates an Ad-hoc PoC Group Session to PoC User2/3 and negotiates Media Type(s) including Discrete Media Types.

2.
PoC User1 requests permission to send Discrete Media.

3.     PoC User1 sends the Discrete Media to PoC User2/3.
        NOTE1: This step can be optionally be repeated for any Discrete Media Types without Media Floor Control.

	Pass-Criteria
	1.
PoC User1/2/3 are in an Ad-hoc PoC Group Session.

2.
PoC User1 receives permission to send Discrete Media.

3.     PoC User2/3 received the Discrete Media.
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