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1 Reason for Change

SUPL 2.0 GNSS Interoperability test cases added.

Network Initiated
SUPL-2.0-int-001 – SET-assisted A-GNSS

SUPL-2.0-int-002 – SET-based A-GNSS

SUPL-2.0-int-003 – Autonomous GNSS

SET Initiated
SUPL-2.0-int-004 - SET-assisted GNSS

SUPL-2.0-int-005 - SET-based GNSS

SUPL-2.0-int-006 - Autonomous GNSS

· ETR was added
· Preconditions changes:
· The SET’s position is known to tester.

· The H-SLP is configured to use the SET-assisted GANSS positioning method. The GANSSs and GANSS signals to be used depend on the SET capabilities.

2 Impact on Backward Compatibility

No impact on backward compatibility.
3 Impact on Other Specifications

None.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Approve the changes detailed below.
INTEROPERABILITY, NETWORK INITIATED
5.1.1 SUPL-2.0-int-001 – SET-assisted A-GANSS
	Test Case Id
	SUPL-2.0-int-001

	Test Object
	H-SLP and SET

	Test Case Description
	To test SET-assisted A-GANSS positioning method when SET is not roaming.

	Specification Reference
	TS-ULP 5.1.1, TS-ULP 9, AD 5.3.2.1, AD 5.3.2.2, AD 5.3.2.3

	SCR Reference
	ULP-PRO-S-017-O, ULP-PRO-C-015-O 

	ETR Reference
	NPP - Negotiation of Positioning method, Proxy mode and Protocol
NB1 – Basic Network Initiated Flows –  Proxy Mode 

	Tool
	Protocol analyser to monitor signalling between SET and SLP. If a protocol 
 analyser is not available log files in SLP and SET can be used instead.

	Test code
	-

	Preconditions
	Equipment for GSM/WCDMA implementations:

· 1 MLS Client, 1 SET, 1 H-SLP, 1 PPG, 1 SMS-C, Home

PLMN with either GSM or WCDMA access network, or both.

· GNSS-simulator

State:

· SET is attached to the home PLMN.

· SET is idle.

· The SET’s position is known to tester.

· H-SLP has access to cell data from the Home PLMN.

· SET and H-SLP support the Proxy mode of operation

· The H-SLP is configured to use the SET-assisted GANSS positioning method. The GANSS or GANSSs to be used depend on the SET capabilities and the available GANSS signals.
· The H-SLP is configured to indicate no notification and no verification to the SET user.
Note this test case is  intended to test GANSS systems e.g. Galileo, SBAS, Modemized GPS, QZSS, GLONASS and not GPS
Continuation of / Can be tested at the same time as:

· None

Prerequisite for this test:

· None

	Test Procedure
	1. The network resident MLS application requests the current position of the SET
2. 
3. The H-SLP initiates a location session with the SET.

4. The H-SLP and the SET complete a secure positioning session using the selected positioning method or methods
5. The H-SLP returns position and timestamp to the SUPL Agent, which in turn returns position and timestamp to the network resident MLS application.

	Pass-Criteria
	6. Check that correct positioning method is used and that relevant 
7. signalling between H-SLP and SET is sent over a secure IP connection.

8. Check that the returned position is acceptable and that the
9.  timestamp indicates that the current position of the SET has been
10.  calculated.


5.1.2 SUPL-2.0-int-002 – SET-based A-GANSS

	Test Case Id
	SUPL-2.0-int-002

	Test Object
	H-SLP and SET

	Test Case Description
	To test SET-assisted A-GANSS positioning method when SET is not roaming.

	Specification Reference
	TS-ULP 5.1.1, TS-ULP 9, AD 5.3.2.1, AD 5.3.2.2, AD 5.3.2.3

	SCR Reference
	ULP-PRO-S-018-O, ULP-PRO-C-016-O

	ETR Reference
	NPP - Negotiation of Positioning method, Proxy mode and Protocol 
NB1 – Basic Network Initiated Flows –  Proxy Mode

	Tool
	Protocol analyser to monitor signalling between SET and SLP. If a protocol

analyser is not available log files in SLP and SET can be used instead.

	Test code
	-

	Preconditions
	Equipment for GSM/WCDMA implementations:

· 1 MLS Client, 1 SET, 1 H-SLP, 1 PPG, 1 SMS-C, Home

PLMN with either GSM or WCDMA access network, or both.

· GNSS-simulator

State:

· SET is attached to the home PLMN.

· SET is idle.

· The SET’s position is known to tester.

· H-SLP has access to cell data from the Home PLMN.

· SET and H-SLP support the Proxy mode of operation

· The H-SLP is configured to use the SET-based GANSS positioning method. The GANSS or GANSSs to be used depend on the SET capabilities and the available GANSS signals.
· The H-SLP is configured to indicate no notification and no verification to the SET user.
Note this test case is  intended to test GANSS systems e.g. Galileo, SBAS, Modemized GPS, QZSS, GLONASS and not GPS

Continuation of / Can be tested at the same time as:

· None

Prerequisite for this test:

· None

	Test Procedure
	1. The network resident MLS application requests the current position of the SET
2. The H-SLP initiates a location session with the SET.

3. The H-SLP and the SET complete a secure positioning session using the selected positioning method or methods

4. 
· 
5. The H-SLP returns position and timestamp to the SUPL Agent, which in turn returns position and timestamp to the network resident MLS application.

	Pass-Criteria
	1. Check that correct positioning method is used and that relevant

signalling between H-SLP and SET is sent over a secure IP connection.

2. Check that the returned position is acceptable and that the

timestamp indicates that the current position of the SET has been

calculated.


5.1.3 SUPL-2.0-int-003 – Autonomous GANSS

	Test Case Id
	SUPL-2.0-int-003

	Test Object
	H-SLP and SET

	Test Case Description
	To test Autonomous GANSS positioning method when SET is not roaming.

	Specification Reference
	TS-ULP 5.1.1, TS-ULP 9, AD 5.3.2.1, AD 5.3.2.2, AD 5.3.2.3

	SCR Reference
	ULP-PRO-S-016-O, ULP-PRO-C-014-O 

	ETR Reference
	NPP - Negotiation of Positioning method, Proxy mode and Protocol 
NB1 – Basic Network Initiated Flows –  Proxy Mode

	Tool
	Protocol analyser to monitor signalling between SET and SLP. If a protocol

analyser is not available log files in SLP and SET can be used instead.

	Test code
	-

	Preconditions
	Equipment for GSM/WCDMA implementations:

· 1 MLS Client, 1 SET, 1 H-SLP, 1 PPG, 1 SMS-C, Home

PLMN with either GSM or WCDMA access network, or both.

· GNSS-simulator

State:

· SET is attached to the home PLMN.

· SET is idle.

· The SET’s position is known to tester.

· H-SLP has access to cell data from the Home PLMN.

· SET and H-SLP support the Proxy mode of operation.

· The H-SLP is configured to use the Autonomous GANSS positioning method. The GANSS or GANSSs to be used depend on the SET capabilities and the available GANSS signals.
· The H-SLP is configured to indicate no notification and no verification to the SET user.
Note this test case is  intended to test GANSS systems e.g. Galileo, SBAS, Modemized GPS, QZSS, GLONASS and not A-GPS

Continuation of / Can be tested at the same time as:

· None

Prerequisite for this test:

· None

	Test Procedure
	1. The network resident MLS application requests the current position of 
2. the SET
3. The H-SLP initiates a location session with the SET.

4. The H-SLP and the SET complete a secure positioning session using the selected positioning method or methods and including a SUPL POS session with no Assistance Data 
5. 
6. 
7. The H-SLP returns position and timestamp to the SUPL 
8. Agent, which in turn returns position and timestamp to the network resident MLS application.

	Pass-Criteria
	9. Check that correct positioning method is used and that relevant 
10. signalling between H-SLP and SET is sent over a secure IP connection. 
11. This shall include a SUPL POS session with no Assistance Data.

12. Check that the returned position is acceptable and that the 
13. timestamp indicates that the current position of the SET has been 
14. calculated.


INTEROPERABILITY, SET INITIATED

5.2.1.1 SUPL-2.0-int-004 - SET-assisted A-GANSS

	Test Case Id
	SUPL-2.0-int-004

	Test Object
	H-SLP and SET

	Test Case Description
	To test SET-assisted A-GANSS positioning method when SET is not roaming.

	ETR Reference
	NPP - Negotiation of Positioning method, Proxy mode and Protocol 

SB1 – Basic SET Initiated Flows –  Proxy Mode

	Specification Reference
	TS-ULP 5.2.1, TS-ULP 9, AD 5.3.2.1, AD 5.3.2.2, AD 5.3.2.3

	SCR Reference
	ULP-PRO-S-017-O, ULP-PRO-C-015-O

	Tool
	Protocol analyser to monitor signalling between SET and SLP. If a protocol analyser is not available log files in SLP and SET can be used instead.

	Test code
	-

	Preconditions
	· Equipment for GSM/WCDMA implementations:

· 1 SET, 1 H-SLP, Home PLMN with either GSM or WCDMA access network, or both, GNSS-simulator
· State:

· SET is attached to the home PLMN.

· SET is idle.

· The SET’s position is known to tester.

· H-SLP has access to cell data from the Home PLMN. 

· SET and H-SLP support the same mode of operation: Proxy.

· The H-SLP is configured to use the SET-assisted GANSS positioning method. The GANSS or GANSSs to be used depend on the SET capabilities and the available GANSS signals.
Note this test case is  intended to test GANSS systems e.g. Galileo, SBAS, Modemized GPS, QZSS, GLONASS and not GPS

· Continuation of / Can be tested at the same time as:

· None

· Prerequisite for this test:

· None

	Test Procedure
	1. The SET resident MLS application requests its current position.

2. The SET initiates a secure session with the H-SLP.

3. The H-SLP and the SET complete a secure positioning session using the selected positioning method or methods.
4. The H-SLP returns position and timestamp to the SUPL Agent, which in turn returns position and timestamp to the SET resident MLS application.

	Pass-Criteria
	1. Check that correct positioning method is used and that all signalling between H-SLP and SET is sent over a secure IP connection.

2. Check that the returned position is acceptable and that the timestamp indicates that the current position of the SET has been calculated.


5.2.1.2 SUPL-2.0-int-005 - SET-based A-GANSS
	Test Case Id
	SUPL-2.0-int-005

	Test Object
	H-SLP and SET

	Test Case Description
	To test SET-based A-GANSS positioning method when SET is not roaming.

	Specification Reference
	TS-ULP 5.2.1, TS-ULP 9, AD 5.3.2.1, AD 5.3.2.2, AD 5.3.2.3

	SCR Reference
	ULP-PRO-S-018-O, ULP-PRO-C-016-O 

	ETR Reference
	NPP - Negotiation of Positioning method, Proxy mode and Protocol 

SB1 – Basic SET Initiated Flows –  Proxy Mode

	Tool
	Protocol analyser to monitor signalling between SET and SLP. If a protocol analyser is not available log files in SLP and SET can be used instead.

	Test code
	-

	Preconditions
	· Equipment for GSM/WCDMA implementations:

· 1 SET, 1 H-SLP, Home PLMN with either GSM or WCDMA access network, or both.
· GNSS-simulator
· State:

· SET is attached to the home PLMN.

· SET is idle.

· The SET’s position is known to tester.

· H-SLP has access to cell data from the Home PLMN. 

· SET and H-SLP support the same mode of operation: Proxy.

· The H-SLP is configured to use the SET-based GANSS positioning method. The GANSS or GANSSs to be used depend on the SET capabilities and the available GANSS signals.
Note this test case is  intended to test GANSS systems e.g. Galileo, SBAS, Modemized GPS, QZSS, GLONASS and not GPS

· Continuation of / Can be tested at the same time as:

· None

· Prerequisite for this test:

· None

	Test Procedure
	1. The SET resident MLS application requests its current position
2. The SET initiates a secure session with the H-SLP.

3. The H-SLP and the SET complete a secure positioning session using the selected positioning method or methods.
4. 
5. The SUPL Agent returns position and timestamp to the SET resident MLS application.

	Pass-Criteria
	1. Check that correct positioning method is used and that all signalling between H-SLP and SET is sent over a secure IP connection.

2. Check that the returned position is acceptable and that the timestamp indicates that the current position of the SET has been calculated.


5.2.1.3 SUPL-2.0-int-006 - Autonomous GANSS
	Test Case Id
	SUPL-2.0-int-006

	Test Object
	H-SLP and SET

	Test Case Description
	To test Autonomous GANSS positioning method when SET is not roaming.

	Specification Reference
	TS-ULP 5.2.1, TS-ULP 9, AD 5.3.2.1, AD 5.3.2.2, AD 5.3.2.3

	SCR Reference
	ULP-PRO-S-016-O, ULP-PRO-C-014-O 

	ETR Reference
	NPP - Negotiation of Positioning method, Proxy mode and Protocol 

SB1 – Basic SET Initiated Flows –  Proxy Mode

	Tool
	Protocol analyser to monitor signalling between SET and SLP. If a protocol analyser is not available log files in SLP and SET can be used instead.

	Test code
	-

	Preconditions
	· Equipment for GSM/WCDMA implementations:

· 1 SET, 1 H-SLP, Home PLMN with either GSM or WCDMA access network, or both,  GNSS-simulator

· State:

· SET is attached to the home PLMN.

· SET is idle.

· The SET’s position is known to tester.

· H-SLP has access to cell data from the Home PLMN. 

· SET and H-SLP support the same mode of operation: Proxy.

· The H-SLP is configured to use the Autonomous GANSS positioning method. The GANSS or GANSSs to be used depend on the SET capabilities and the available GANSS signals.
Note this test case is  intended to test GANSS systems e.g. Galileo, SBAS, Modemized GPS, QZSS, GLONASS and not GPS

· Continuation of / Can be tested at the same time as:

· None

· Prerequisite for this test:

· The SET supports other positioning methods than just Autonomous GANSS. In the case the SET only supports Autonomous GANSS this test case is not applicable since the SET calculates its own position without connecting to the H-SLP.

	Test Procedure
	1. The SET resident MLS application requests its current position
2. The SET initiates a secure session with the H-SLP.

3. The H-SLP and the SET complete a secure positioning session using the selected positioning method or methods including a SUPL POS session with no Assistance Data.


4. The SUPL Agent returns position and timestamp to the SET resident MLS application.

	Pass-Criteria
	1. Check that correct positioning method is used and that all signalling between H-SLP and SET is sent over a secure IP connection. This shall include a SUPL POS session with no Assistance Data.

2. Check that the returned position is acceptable and that the timestamp indicates that the current position of the SET has been calculated.
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