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1 Reason for Change

V-SLP to V-SLP handover interoperability testcase added.
2 Impact on Other Specifications

n/a
3 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

4 Recommendation

Agree to the proposed CR and change ETS document accordingly.
5 Detailed Change Proposal

7.1.14
SUPL-2.0-int-017 – V-SLP to V-SLP handover [Includes optional features]
	Test Case Id
	SUPL-2.0-int-017

	Test Object
	Client (SET) and Server (H-SLP)

	Test Case Description
	To test V-SLP to V-SLP handover

	Specification Reference
	TS-ULP 5.1.11 and 5.2.12

	SCR Reference
	ULP-PRO-C-032-O, ULP-PRO-C-046-O, ULP-PRO-S-034-O, ULP-PRO-S-048-O

	ETR Reference
	HR1 - V-SLP to V-SLP Handover - Proxy mode

	Tool
	Protocol analyzer to monitor signaling between SET and SLP. If a protocol

analyzer is not available, log files in SLP and SET can be used instead.

	Test code
	-

	Preconditions
	Equipment for GSM/WCDMA implementations:

· 1 MLS Client, 1 SET, 1 H-SLP, V-SLP1, V-SLP2, 1 PPG, 1 SMS-C, Home PLMN with either GSM or WCDMA access network, or both.

State:

· SET is attached to the Home PLMN via one or more radio cells (cell set1) which are associated with the V-SLP 1 (i.e. roaming with H-SLP where SUPL coverage is provided by V-SLP1). 

· SET is idle.
· There are one or more radio cells (cell set2) which are associated with V-SLP2 (i.e. roaming with H-SLP where SUPL coverage is provided by V-SLP2).

· SET and H-SLP support the Proxy mode of operation.
· The H-SLP is configured to use the A-GPS SET Assisted positioning method.

· The H-SLP is configured to indicate no notification and no verification to the SET user.
Continuation of / Can be tested at the same time as:

· None

Prerequisite for this test:

· Two (non overlapping) sets of radio cells (i.e. cell set1 and cell set2) associated with two separate V-SLPs: V-SLP1 and V-SLP2.
· SET must be able to SUPL roam from V-SLP1 SUPL coverage to V-SLP2 SUPL coverage.

	Test Procedure
	1. The network resident MLS application requests periodic location of the SET with real time reporting.

2. The H-SLP initiates the periodic trigger session with the SET using the SUPL INIT message. 
3. The SET and the H-SLP follow the standard call flow procedures to establish and maintain a periodic SUPL session while roaming with H-SLP with V-SLP1. 

4. After a reasonable number of periodic fixes (and well before the end of the triggered session is reached) the SET roams from cell set1 to cell set2 (i.e. the SET ‘SUPL roams’ from V-SLP1 to V-SLP2).

5. When after roaming from cell set1 to cell set2 the SET sends its first SUPL POS INIT message to the H-SLP, the H-SLP responds with SUPL END with status code ‘no SUPL coverage’.

6. The SET sends a SUPL TRIGGERED START message with cause code ‘no SUPL coverage’.
7. The H-SLP sends a SUPL TRIGGERED RESPONSE message. 
8. The SET and the H-SLP continue their triggered periodic session (on cell set2 i.e. roaming with H-SLP with V-SLP2). 

9. The H-SLP and the SET complete the triggered periodic SUPL session.

	Pass-Criteria
	1. At step 5 the H-SLP shall respond with SUPL END with status code ‘no SUPL coverage’.
2. At step 6 the SET shall respond with SUPL TRIGGERED START with cause code ‘no SUPL coverage’.
3. At step 8 the SET and the H-SLP continue their triggered periodic session
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