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1 Reason for Change

The applicability of SUPL-1.0-con-279 test 2 and 3 stated in the appendix B.4 and in the preconditions does not match the actual test case procedure.  In particular, the applicability of SUPL-1.0-con-279 test 2 and 3 have been incorrectly swapped.

2 Impact on Backward Compatibility

No impact on backward compatibility.

3 Impact on Other Specifications

None
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Approve the changes detailed below.

6 Detailed Change Proposal
5.1.5.1.1 SUPL-1.0-con-279 – Requestor ID and Client Name [Includes optional features]
	Test Case Id
	SUPL-1.0-con-279

	Test Object
	Client

	Test Case Description
	To test SET correctly displays or uses Requestor ID and, or Client Name

	Specification Reference
	ULP 6, 7, 8

	SCR Reference
	ULP-D-C-007, ULP-C-C-001

	Tool
	SUPL Client Conformance Test Tool

	Test code
	Validated test code for this test case

	Preconditions
	State:

Continuation of / Can be tested at the same time as:

Prerequisite for this test:
Applicability: 


Test 1: ics_charEncoding_UCS2

Test 2: ics_charEncoding_GSM

Test 3:  ics_charEncoding_UTF8

	Test Procedure
	Test 1: ucs2 coding type supported by the SET:

1. In the Conformance Test Tool set Notification to Notification only with Encoding type set to ucs2. If supported by the SET, set the RequestorType to the first value in the table below, and set the RequestorID to some suitable string, with the string being the maximum possible length up to 50 Octets. If supported by the SET, set the ClientNameType to the first value in the table below, and set the ClientName to some suitable string, with the string being the maximum possible length up to 50 Octets.

2. Start a NI Location Session

3. After the Conformance Test Tool sends SUPL INIT to the SET ensure the SET correctly displays or uses the Requestor ID and, or the Client Name set in step 1.

4. Ensure the SET responds with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) and the Location Session completes successfully.

5. Repeat step 1 to step 4 with the RequestorType and, or ClientNameType set to the next value in the table below. Repeat for all values in the table below.

Test 2: gsm-default coding type supported by the SET:

6. Repeat step 1 to step 5 with the Encoding type set to gsm-default. 

Test 3: UTF-8 coding type supported by the SET:

7. Repeat step 1 to step 5 with the Encoding type set to UTF-8. 

	Pass-Criteria
	1. At step 3 in each case the SET shall correctly display or use the Requestor ID and, or the Client Name set in step 1

2. At step 4 in each case the SET shall respond with SUPL POS INIT (proxy mode) or SUPL AUTH REQ (non-proxy mode) and the Location Session shall complete successfully.


B.1 ICS to test case mapping

According to the ICS described above the applicable test cases can be derived from the following table.

	Applicability
	Test Cases

	ics_SLP_SessionID _IPv4 AND ics_NetworkInitiated
	SUPL-1.0-con-002 Test 1 – Correct Session ID

	ics_SLP_SessionID _IPv4 AND ics_SETInitiated
	SUPL-1.0-con-102 Test 1 – Correct Session ID

	ics_SLP_SessionID _IPv6 AND ics_NetworkInitiated
	SUPL-1.0-con-002 Test 2 - Correct Session ID

	ics_SLP_SessionID _IPv6 AND ics_SETInitiated
	SUPL-1.0-con-102 Test 2 – Correct Session ID

	ics_SLP_SessionID _FQDN AND ics_NetworkInitiated
	SUPL-1.0-con-002 Test 3 - Correct Session ID

	ics_SLP_SessionID _FQDN AND ics_SETInitiated
	SUPL-1.0-con-102 Test 3 – Correct Session ID

	ics_WapPush
	SUPL-1.0-con-013 - Incorrect WAP Push message content

SUPL-1.0-con-010 Test 1 - WAP Push and, or MT SMS support

	ics_MT_SMS
	SUPL-1.0-con-010 Test 2 - WAP Push and, or MT SMS support

	ics_MT_SMS AND ics_3GPP
	SUPL-1.0-con-014 Test 1 - Incorrect MT SMS message content

	ics_MT_SMS AND ics_3GPP2
	SUPL-1.0-con-014 Test 2 - Incorrect MT SMS message content

	ics_notification
	SUPL-1.0-con-271 - Notification only 

SUPL-1.0-con-272 - Notification and verification (Allowed on no answer). User accepts

SUPL-1.0-con-273 - Notification and verification (Allowed on no answer). User rejects

SUPL-1.0-con-274 - Notification and verification (Allowed on no answer). No response

SUPL-1.0-con-275 - Notification and verification (Denied on no answer). User accepts 

SUPL-1.0-con-276 - Notification and verification (Denied on no answer). User rejects

SUPL-1.0-con-277 - Notification and verification (Denied on no answer). No response

SUPL-1.0-con-278 - Privacy override

SUPL-1.0-con-033 Test 2 - No Position

SUPL-1.0-con-033 Test 3 - No Position

SUPL-1.0-con-033 Test 4 - No Position

SUPL-1.0-con-033 Test 5 - No Position

SUPL-1.0-con-033 Test 6 - No Position

SUPL-1.0-con-033 Test 7 - No Position

	ics_charEncoding_UCS2
	SUPL-1.0-con-279 Test 1 – Requestor ID and Client Name



	ics_charEncoding_GSM
	SUPL-1.0-con-279 Test 2 – Requestor ID and Client Name

	ics_charEncoding_UTF8
	SUPL-1.0-con-279 Test 3 – Requestor ID and Client Name

	ics_PSK_TLS
	SUPL-1.0-con-020 - Correct MAC and Key Identity

SUPL-1.0-con-021 - Incorrect MAC

	ics_PSK_TLS AND ics_3GPP
	SUPL-1.0-con-022 Test 1 - Incorrect Key Identity

	ics_PSK_TLS AND ics_3GPP2
	SUPL-1.0-con-022 Test 2 - Incorrect Key Identity

	ics_optional_cipher_suite
	SUPL-1.0-con-024 – Optional Ciphering Suite

	ics_AGPSSETassisted_Network_initiated
	SUPL-1.0-con-030 Test 1 - Common Positioning method

SUPL-1.0-con-032 Test 1 - No common Positioning method



	ics_AGPSSETassisted_SET_initiated
	SUPL-1.0-con-130 Test 1 - Common Positioning method (non Cell ID methods)



	ics_AGPSSETbased_Network_initiated
	SUPL-1.0-con-030 Test 2 - Common Positioning method

SUPL-1.0-con-032 Test 2 - No common Positioning method



	ics_AGPSSETbased_SET_initiated
	SUPL-1.0-con-130 Test 2 - Common Positioning method (non Cell ID methods)



	ics_autonomousGPS_SET_initiated
	SUPL-1.0-con-130 Test 3 - Common Positioning method (non Cell ID methods)



	ics_autonomousGPS_Network_initiated
	SUPL-1.0-con-030 Test 3 - Common Positioning method

SUPL-1.0-con-032 Test 3 - No common Positioning method

	ics_aFLT AND ics_NetworkInitiated
	SUPL-1.0-con-030 Test 4 - Common Positioning method

SUPL-1.0-con-032 Test 4 - No common Positioning method



	ics_aFLT AND ics_SETInitiated
	SUPL-1.0-con-130 Test 4 - Common Positioning method (non Cell ID methods)



	ics_eCID_Network_initiated
	SUPL-1.0-con-030 Test 5 - Common Positioning method

SUPL-1.0-con-032 Test 5 - No common Positioning method



	ics_eCID_SET_initiated
	SUPL-1.0-con-131 Test 1 - Common Positioning method (Cell ID methods)

	ics_eOTD AND ics_NetworkInitiated
	SUPL-1.0-con-030 Test 7 - Common Positioning method

SUPL-1.0-con-032 Test 7 - No common Positioning method



	ics_eOTD AND ics_SETInitiated
	SUPL-1.0-con-130 Test 5 - Common Positioning method (non Cell ID methods)



	ics_oTDOA AND ics_NetworkInitiated
	SUPL-1.0-con-030 Test 8 - Common Positioning method

SUPL-1.0-con-032 Test 8 - No common Positioning method



	ics_oTDOA AND ics_SETInitiated
	SUPL-1.0-con-130 Test 6 - Common Positioning method (non Cell ID methods)



	NOT ics_eCID_Network_initiated
	SUPL-1.0-con-030 Test 6 - Common Positioning method

SUPL-1.0-con-032 Test 6 - No common Positioning method



	NOT ics_eCID_SET_initiated
	SUPL-1.0-con-131 Test 2 - Common Positioning method (Cell ID methods)



	ics_AGPSSETassisted_Network_initiated AND (NOT ics_AGPSSETbased_Network_initiated)
	SUPL-1.0-con-031 Test 1 - Preferred or fallback Positioning method

	ics_AGPSSETbased_Network_initiated AND (NOT ics_AGPSSETassisted_Network_initiated)
	SUPL-1.0-con-031 Test 2 - Preferred or fallback Positioning method

	ics_AGPSSETassisted_Network_initiated AND ics_AGPSSETbased_Network_initiated
	SUPL-1.0-con-031 Test 3 - Preferred or fallback Positioning method

	ics_AGPSSETassisted_Network_initiated OR ics_AGPSSETbased_Network_initiated OR ics_autonomousGPS_Network_initiated OR ics_aFLT OR ics_eCID_ Network _initiated OR ics_oTDOA OR ics_eOTD 

(Any positioning method except cellID)
	SUPL-1.0-con-066 - Timeout UT2 - non Cell ID



	ics_AGPSSETassisted_SET_initiated OR ics_AGPSSETbased_SET_initiated OR ics_autonomousGPS_SET_initiated OR ics_aFLT OR ics_eCID_SET_initiated OR ics_oTDOA OR ics_eOTD 

(Any positioning method except cellID)
	SUPL-1.0-con-166 - Timeout UT2 - non Cell ID

	ics_AGPSSETassisted_ Network _initiated OR ics_AGPSSETbased_Network_initiated OR ics_autonomousGPS_Network_initiated OR ics_aFLT OR ics_oTDOA OR ics_eOTD

(Any positioning method requiring a SUPL POS session)
	SUPL-1.0-con-068 - Timeout UT3 



	ics_AGPSSETassisted_SET_initiated OR ics_AGPSSETbased_SET_initiated OR ics_autonomousGPS_SET_initiated OR ics_aFLT OR ics_oTDOA OR ics_eOTD

(Any positioning method requiring a SUPL POS session)
	SUPL-1.0-con-168 - Timeout UT3

	ics_HSLP_stored_in_SET AND ics_PSK_TLS
	SUPL-1.0-con-023 Test 2 - Alternative H-SLP Addresses

	ics_qop_in_SUPL_START
	SUPL-1.0-con-381 - Previous position stored in SLP meets QoP

	ics_altitude AND ics_SETInitiated
	SUPL-1.0-con-150 Test 1 - Reception of 3D Position and / or Velocity

	ics_reception_velocity AND ics_SETInitiated
	SUPL-1.0-con-150 Test 2 - Reception of 3D Position and / or Velocity

	ics_altitude AND ics_reception_velocity AND ics_SETInitiated
	SUPL-1.0-con-150 Test 3 - Reception of 3D Position and / or Velocity
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