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[bookmark: _Ref511812747][bookmark: _Toc51149231][bookmark: _Toc330480286][bookmark: _Toc330482433][bookmark: _Toc338172140]Scope
[bookmark: _Toc51149232]This document of thefor RCSe Deployment Suite describes in detail available the interoperability test cases for the RCS-e Version 1.2.2 service-suite, as detailed in [RCS-e].
The test cases are split into two categories, conformance and interoperability test cases. All The conformance test cases are in a separate conformance ETS.
The interoperability test cases are aimed to verify that implementations of the specifications work satisfactory.
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[bookmark: _Toc51147377][bookmark: _Toc330480288][bookmark: _Toc330482435][bookmark: _Toc51149235][bookmark: _Toc338172142]Normative References
	[RFC2119]
	“Key words for use in RFCs to Indicate Requirement Levels”, S. Bradner, March 1997, URL:http://www.ietf.org/rfc/rfc2119.txt

	[OMA_IM_TS]
	“Instant Messaging Requirements”, Version 1.0, Open Mobile Alliance™, OMA-RD-IM-V1_0, URL:http://www.openmobilealliance.org/

	[OMA_IM_XDM]
	“IM XDM Specification”, Version 1.0, Open Mobile Alliance™, OMA-TS-IM_XDM-V1_0,                      URL:http://www.openmobilealliance.org/
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	[OMADICT]
	“Dictionary for OMA Specifications”, Version 2.9, Open Mobile Alliance™,
OMA-ORG-Dictionary-V2_9, 
URL:http://www.openmobilealliance.org/

	[RCS-e]
	“RCS-e – Advanced Communications: Services and Client Specification”, v1.2.2, July 2012, GSM Association, RCS_e_Specification_Document_1_2_2,
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[bookmark: _Toc51147380][bookmark: _Toc330480291][bookmark: _Toc330482438][bookmark: _Ref511812783][bookmark: _Toc51149239][bookmark: _Toc338172145]Conventions
The key words “MUST”, “MUST NOT”, “REQUIRED”, “SHALL”, “SHALL NOT”, “SHOULD”, “SHOULD NOT”, “RECOMMENDED”, “MAY”, and “OPTIONAL” in this document are to be interpreted as described in [RFC2119].
All sections and appendixes, except “Scope”, are normative, unless they are explicitly indicated to be informative.
The following numbering scheme is used:
xxx-y.z-con-number where:
xxx	Name of enabler, e.g. MMS or Browsing
y.z	Version of enabler release, e.g. 1.2 or 1.2.1
’con’	Indicating this test is a conformance test case
number	Leap number for the test case
Or
xxx-y.z-int-number where:
xxx	Name of enabler, e.g. MMS or Browsing
y.z	Version of enabler release, e.g. 1.2 or 1.2.1
’int’	Indicating this test is a interoperability test case
number	Leap number for the test case
[bookmark: _Toc51147381][bookmark: _Toc330480292][bookmark: _Toc330482439][bookmark: _Toc338172146]Definitions

	Auto-Configuration Server
	A component of RCS-e functionality that provides an interoperable way to provision RCS-e configuration information from a Service Provider to an RCS-e Client.

	Client
	Uses definition from [OMADICT].

	Component
	Uses definition from [OMADICT].

	RCS-e Client
	A Client which adheres and conforms to GSMA RCS-e specifications and is capable to receive RCS-e service.

	Service
	Uses definition from [OMADICT].

	Service Provider
	Uses definition from [OMADICT].
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	2G
	Second generation (i.e. mobile/wireless telephony)

	3G
	Third generation (i.e. 3rd Generation mobile/wireless telephony)

	HSPA
	High Speed Packet Access

	RAN
	Radio Access Network

	RCS-e
	Rich Communications Suite-enhanced

	SIM
	Subscriber Identity Module

	USIM
	Universal Subscriber Identity Module

	UX
	User eXperience
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[bookmark: _Toc51149240]The purpose of this document is to provide interoperability test cases for RCS-e version 1.2.2.
The implementation of some features is optional for the Clients and/or the Servers in the RCS-e Enabler.  The tests associated with these optional features are marked as "(Includes Optional Features)" in the test specification.


[bookmark: _Toc330480295][bookmark: _Toc330482442][bookmark: _Toc51147387][bookmark: _Toc51149241][bookmark: _Toc338172149]RCS-e Conformance Test Cases
Conformance test cases can be found in the OMA-ETS-RCS-e-CON-V1_2 document.
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[bookmark: _Toc38785171][bookmark: _Toc75319925][bookmark: _Toc330480321][bookmark: _Toc330482468][bookmark: _Toc338172151]RCS-e-1.2-int-001- First-time successful configuration
	Test Case Id
	RCS-e-1.2-int-001

	Test Object
	ClientClient/server

	Test Case Description
	Verifies successful fFirst-time configuration and registration

	Specification Reference
	RCS-e 2.2.2

	SCR Reference
	

	ETR Reference
	 	

	Tool
	n/a

	Test code
	n/a

	Preconditions
	· Auto-Configuration Server ready 
· User A NOT IMS registered for RCS-e
· RCS-e services have not been previously configured on the phone/(U)SIM pair

	Test Procedure
	1. User A’s handset is powered on
1. The RCS-e client (running on the handset) contacts the Auto-Configuration Server
1. The Auto-Configuration Server validates the (U)SIM/phone, provisions User A and sends back a valid configuration to User A’s client
1. Once the configuration is successfully received  from the Auto-Configuration Server and processed by User A’s client, it is possible for User A’s RCS-e service is enabled to access RCS-e services

	Pass-Criteria
	1) Configuration takes places seamlessly to User A
2) At step 4, iIf applicable, an RCS-e welcome message is displayed and User A accepts
3) At step 4 RCS-e UX elementsservices are enabled, and accessible to User A


[bookmark: _Toc330480322][bookmark: _Toc330482469]
[bookmark: _Toc338172152]RCS-e-1.2-int-002-  Follow-on auto-configuration: RCS-e user disabled (including auto-configuration query)
	Test Case Id
	RCS-e-1.2-int-002

	Test Object
	RCS-e ClientClient/server

	Test Case Description
	Verifies Follow-on auto-configuration:correct operation when RCS-e user is disabled by the Service Provider, including auto-configuration query

	Specification Reference
	RCS-e 2.2.2.1.2

	SCR Reference
	

	Tool
	n/a

	Test code
	n/a

	Preconditions
	· Auto-Configuration Server ready
· User A is NOT IMS registered for RCS-e
· RCS-e services previously configured on the phone/(U)SIM pair 
· User A’s RCS-e service is disabled by the Service Provider, including auto-configuration queryunprovisioned

	Test Procedure
	1. User A’s handset is powered on
2. The RCS-e Client (running on the handset) contacts the Auto-Configuration Server
3. The Auto-Configuration Server validates the phone/(U)SIM , and generates a response containing validity and version set to -1 and sends back the RCS-e user disable response to the RCS-e client
4. The RCS-e client receives the response and processes it
5. User A’s handset no longer shows RCS-e services enabled
6. 
7. Following a reboot of the handset, the RCS-e client does NOT perform RCS-e auto-configuration

	Pass-Criteria
	1) At step 5 RCS-e UX elementsservices are no longer enabled (i.e. handset exhibits non RCS-e UX)
2) 



[bookmark: _Toc338172153]RCS-e-1.2-int-003010- User discovery in addressbookaddress book: Initial initial check of capabilities
	Test Case Id
	RCS-e-1.2-int-003010

	Test Object
	ClientClient/server

	Test Case Description
	Verifies correct operation for RCS-e usersUser discovery in addressbookaddress book:  when the iInitial check of capabilities is performed.

	Specification Reference
	RCS-e 2.4

	SCR Reference
	

	ETR Reference
	 	

	Tool
	n/a

	Test code
	n/a

	Preconditions
	· RCS-e capable handset initially registered following a successful RCS-e first-time configuration
· Some (i.e. a subset) of the contacts in User A’s address book are IMS registered and configured for RCS-e services (e.g. User B and C)

	Test Procedure
	1. Following a successful RCS-e first-time registration, the RCS-e client (running on the handset)  attemptsperforms a capability exchange for the contacts available in User A’s addressbookaddress book
2. Contacts are identified as RCS-e users if they are currently IMS registered (e.g. a capabilities exchange with a contact indicates support of RCS-e IM 1-to-1 chat)
3. The identified contacts (e.g. User B and C) areis identified as added to the list of RCS-e users on User A’s handset. For example, they may be added to a list of RCS-e users accessible to User A’s handset.and the list is made accessible via UX elements

	Pass-Criteria
	1) At step 3 tThe list of RCS-e users (e.g. User B and C) are identified as RCS-e users is populated on User A’s handset
2) Capabilities discovery (i.e. operating as a background activity) does not impact UX


[bookmark: _Toc330480323][bookmark: _Toc330482470]
[bookmark: _Toc338172154]RCS-e-1.2-int-004011- User discovery in addressbookaddress book: Adding adding an RCS-e contact when registered
	Test Case Id
	RCS-e-1.2-int-004011

	Test Object
	ClientClient/server

	Test Case Description
	Verifies correct operation  for User discovery in addressbookaddress book: Adding an RCS-e contact when who is currently RCS-e registered

	Specification Reference
	RCS-e 2.4

	SCR Reference
	

	ETR Reference
	 	

	Tool
	n/a

	Test code
	n/a

	Preconditions
	· RCS-e services have been successfully configured on the phone/(U)SIM pair
· User A and  B are IMS registered for RCS-e and the registration timer for each user is far from expiration

	Test Procedure
	1. User A manually enters a new contact (User B) with a valid telephone number (e.g. a TEL-URI) to theirhis contact list
2. The RCS-e client on User A’s handset attemptsperforms capability discovery with User B (e.g., P2P OPTIONS exchange between User A and B occurs)
3. As a result, the RCS-e client on User A’s handset determines that User B is RCS-e capable and identifiesadds User B to the list ofas an RCS-e users on the User A’s handset 

	Pass-Criteria
	1) At step 3 User B is identified as an RCS-e user on User A’s handset.
2) User A may invoke an RCS-e 1-to-1 chat function toward User B


[bookmark: _Toc336423002][bookmark: _Toc330480325][bookmark: _Toc330482472]
[bookmark: _Toc338172155]RCS-e-1.2-int-005020- Capability query during a call: image and video share
	Test Case Id
	RCS-e-1.2-int-005020

	Test Object
	ClientClient/server

	Test Case Description
	Verifies Successful successful image and video share capability query during a call

	Specification Reference
	RCS-e 2.57

	SCR Reference
	

	ETR Reference
	 	

	Tool
	n/a

	Test code
	

	Preconditions
	· RCS-e services have been successfully configured on the phone/(U)SIM pair
· User A and B are IMS registered and the registration timer for each user is far from expiration
· User A and B handset’s both normally support image and video share capability 
· User A and B handset clients are operating with data coverage over the following RANs:
· 3G; or
· HSPA; or 
· Wi-Fi.

	Test Procedure
	1. User A initiates a voice call to User B
2. An RCS-e capabilities exchange takes place on both handsets just after the voice call between User A and B starts

	Pass-Criteria
	1) At step 2 Both both users are able to see each other’s supported RCS-e capabilities, e.g. including video share and, image share., etc


[bookmark: _Toc330480373][bookmark: _Toc334622838]
[bookmark: _Toc330480326][bookmark: _Toc330482473][bookmark: _Toc338172156]RCS-e-1.2-int-006021- Capability query in addressbookaddress book: coverage limitation 
	Test Case Id
	RCS-e-1.2-int-006021

	Test Object
	ClientClient/server

	Test Case Description
	Verifies Capability successful capability query in addressbookaddress book (when only 1-to-1 chat is available due to coverage)

	Specification Reference
	RCS-e 2.57

	SCR Reference
	

	ETR Reference
	 	

	Tool
	n/a

	Test code
	n/a

	Preconditions
	· RCS-e services have been successfully configured on the phone/(U)SIM pair for both User A and B
· User A and B are IMS registered and the registration timer for each user is far from expiration
· User A and B handset’s both normally support image and video share capability 
· At least one handset (i.e., User A or B) is operating in 2G, the other could have 2G, 3G, HSPA or Wi-Fi

	Test Procedure
	1. From User A’s address book, User A selects User B’s contact  
2. An RCS-e capabilities exchange takes place and User B’s corresponding supported RCS-e capabilities/services are displayed and updated on User A’s handset

	Pass-Criteria
	1) At step 2 The User A’s RCS-e client shows supported  RCS-e capabilities/services of User B and 
2) User A’s UX elements shows that only 1-to-1 chat is available  with User B, due to 2G coverage


[bookmark: _Toc336423044][bookmark: _Toc330480328][bookmark: _Toc330482475]
[bookmark: _Toc338172157]RCS-e-1.2-int-007022- Capability query in 1-to-1 chat: (file transfer supported)
	Test Case Id
	RCS-e-1.2-int-007022

	Test Object
	ClientClient/server

	Test Case Description
	Verifies Capability successful capability query in 1-to-1 chat optimizationwhen file transfer is supported

	Specification Reference
	RCS-e 2.57

	SCR Reference
	

	ETR Reference
	 	

	Tool
	n/a

	Test code
	n/a

	Preconditions
	· RCS-e services have been successfully configured on the phone/(U)SIM pair for both User A and B
· User A and B are IMS registered and the registration timer for each user is far from expiration
· User A and B handset clients are operating with data coverage over the following RANs:
· 3G; or
· HSPA; or 
· Wi-Fi.
· User A and B are currently engaged in 1-to-1 chat
· On User A’s RCS-e client, User B’s File Transfer capability is not known Editor’s note: It is not clear how to set this condition up on User A’s handset, or even if it is possible. If it is not possible then this test case cannot be run and will need to be deleted.
· User B’s RCS-e client is able to support File Transfer

	Test Procedure
	1. User A attempts to send a file (e.g. an image) to User B
2. User A invokes capability discovery with User B
3. An RCS-e capabilities exchange takes place and User B’s corresponding supported RCS-e capabilities/services (including File Transfer) are updated on User A’s handset

	Pass-Criteria
	1) At step 3 On on User A’s handset, User B is shown (in RCS-e UX) as supporting file transfer
2) User A may initiate a file transfer toward User B



[bookmark: _Toc330480329][bookmark: _Toc330482476][bookmark: _Toc338172158]RCS-e-1.2-int-008030- Chat 1-to-1. Chat Start from address book as well as “Is Composing” notification
	Test Case Id
	RCS-e-1.2-int-008030

	Test Object
	ClientClient/server

	Test Case Description
	Verifies successful Chat 1-to-1. Chat, sStarting from address book and including “Is Composing “ notification

	Specification Reference
	RCS-e 3.2.4.1, 3.2.4.2, 3.2.4.6

	SCR Reference
	

	ETR Reference
	 	

	Tool
	n/a

	Test code
	n/a

	Preconditions
	· User A and B are IMS registered and the registration timer for each user is far from expiration
· RCS-e services have been successfully configured on the phone/(U)SIM pair for both User A and B

	Test Procedure
	1. User A selects User B to engage in a 1-to-1 chat
2. An empty message composer UX element is provided to User A
3. User A types a chat message to User B in the message composer 
4. User A initiates transmission of the first 1-to-1 chat message (e.g,. by pushing the ‘send’ button next to message composer UX element)
5. A 1-to-1chat invitation is sent from User A to B
6. User B sees and accepts the chat invitation from User BA by opening the chat window
7. User A types additional chat message to User B (but not sent yet)
8. After 15 seconds wait, User A sends the the chat message to User B
9. User B sees the message from User A and starts to reply back to User A (but not sent yet)
10. After 15 seconds, User B removes the reply text (before it is sent to User A)

	Pass-Criteria
	1) At step 6 User B sees a notification from User A on theirhis handset (e.g. notification bar)
2) At step 6 User A sees a notification that the first message aswas delivered to User B
3) At step 6 User B sees User A’s first chat message
4) At step 7 User B’s UI elements may displays User A typing via the “Is Composing” notification
5) At step 8 User A sees the second message aswas delivered to User B
6) At step 8 User B sees User A’s second chat message
7) At step 9 User A’s UI elements may displays User B typing via the “Is Composing” notification
8) At step 10 User A’s UI elements may removes the “Is Composing” notification (assuming it was displayed in the last pass-criteria



[bookmark: _Toc338172159]
[bookmark: _Toc336423121][bookmark: _Toc338172160]RCS-e-1.2-int-009031-– Composing Leaving chat window/leaving background
	Test Case Id
	RCS-e-1.2-int-009031

	Test Object
	ClientClient/server

	Test Case Description
	Verifies correct operation  when leaving and then returning to the Composing chat window/ leaving background

	Specification Reference
	RCS-e 3.2.4.5

	SCR Reference
	

	ETR Reference
	

	Tool
	n/a

	Test code
	n/a

	Preconditions
	· RCS-e services have been successfully configured on the phone/(U)SIM pair for both User A and B
· User A and B are IMS registered and the registration timer for each user is far from expiration
· User A and B are already engaged in a 1-to-1 chat

	Test Procedure
	1. User A leaves the 1-to-1 chat to manage other functionality on the handset (e.g. User A minimizes the 1-to-1 chat)
2. User B sends a new message to User A, which is displayed in User A’s notification bar
3. User A returns to his chat window and sees the original chat messages and the new one.

	Pass-Criteria
	1) At step 1 User A’s Chat chat window and IM session areis kept active in the background
2) At step 2 User A gets new messages from User B which are is displayed in the notification bar
3) At step 2 User B sees that the new messages that he sent are is delivered but not read
4) At step 3 the Chat chat session remains active and all the messages from the complete chat session are displayed to User A



[bookmark: _Toc336423207][bookmark: _Toc336423257][bookmark: _Toc336423258][bookmark: _Toc338172161]RCS-e-1.2-int-010032- Closinge chat window
	Test Case Id
	RCS-e-1.2-int-010032

	Test Object
	ClientClient/server

	Test Case Description
	Verifies correct operation when cClosinge chat window

	Specification Reference
	RCS-e 3.2.4.7

	SCR Reference
	

	ETR Reference
	

	Tool
	n/a

	Test code
	n/a

	Preconditions
	· RCS-e services have been successfully configured on the phone/(U)SIM pair for both User A and B
· User A and B are IMS registered and the registration timer for each user is far from expiration 
· User A and B already engaged in a 1-to-1 chat 

	Test Procedure
	1. User A terminates the chat (e.g., closing the chat composing window or the IM/1-to-1 chat application)
2. User B continues to keep theirhis chat window open
3. User B composes a message and attempts to sends it to User A

	Pass-Criteria
	1) At step 3 User A sees a notification from User B on theirhis handset (e.g. notification bar) for a new 1-to-1 chat session



[bookmark: _Toc338172162]RCS-e-1.2-int-011033-– Change 1-to-1 chat  1-to-many chatto (gGroup chat)
	Test Case Id
	RCS-e-1.2-int-011033

	Test Object
	ClientClient/server

	Test Case Description
	Verifies correct operation when Change changing from  1-to-1 chat  to 1-to-many ( 1-to-many chat (group chat))

	Specification Reference
	RCS-e 3.2.4.13

	SCR Reference
	

	ETR Reference
	

	Tool
	n/a

	Test code
	n/a

	Preconditions
	· RCS-e services have been successfully configured on the phone/(U)SIM pair for User A, B and C
· All users are IMS registered and the registration timer for each user is far from expiration 
· User A and B are already engaged in a 1-to-1 chat

	Test Procedure
	Editor’s note: This test case may need re-writing as this feature may no longer be part of RCS-e – FFS
1. User A invites User C to join the active chat session between User A and B, by sending an invitation message to User C
2. User C receives the notification that he has been invited to a group chat with User A and B and accepts the invitation
3. User A sends a chat message from the current group chat session.
4. From the current group chat session, User A attempts to transfer a file to User B only (i.e. User A does not want the file to be received by User C)
5. Check if delivery/display notifications are shown

	Pass-Criteria
	1) At step 2 User C accepts the invitation and a group chat between Users A, B and C is started. (i.e., the 1-to-1 chat session is converted into a group chat session)
2) At step 3 User B and C receive User A’s chat message
3) User A is unable to perform a File transfer to User B only
4) Delivery/Displayed notifications to chat session participants are unavailable during a group chat session
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	Test Case Id
	RCS-e-1.2-int-012040

	Test Object
	ClientClient/server

	Test Case Description
	Verifies Successful successful file transfer from addressbookaddress book (one-to-one)

	Specification Reference
	RCS-e 3.2.4.14

	SCR Reference
	

	ETR Reference
	

	Tool
	n/a

	Test code
	n/a

	Preconditions
	· RCS-e services have been successfully configured on the phone/(U)SIM pair for User A, and User B
· User A and B are IMS registered and the registration timer for each user is far from expiration 
· User A and B handset clients are operating with data coverage over the following RANs:
· 3G; or
· HSPA; or
· Wi-Fi.
· User A has contacts in his/herhis address book, including User B
· All users have enough free storage space to receive file/s

	Test Procedure
	1. User A selects User B from his/herhis address book
2. User A selects file transfer option
3. User A selects a file from storage on theirhis handset, and selects to share it with User B
4. User B reviews and then accepts the invitation
5. The file is transferred to User B

	Pass-Criteria
	1) At step 2 User B receives the file transfer invitation
2) At step 4, If if it is a supported file type and less than the maximum size allowed (by Service Provider), User B should see:
a. The filename;
b. The relevant file-type;
c. An icon or thumbnail preview; 
d. The size of the file.
3) At step 5 Upon upon User B accepting the file transfer invitation, it he receives the file
4) At step 5 User B can access the file (e.g. from storage on theirhis handset)
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	Test Case Id
	RCS-e-1.2-int-013041

	Test Object
	ClientClient/server

	Test Case Description
	Verifies Successful successful file transfer from chat application (one-to-one)

	Specification Reference
	RCS-e 3.2.4.14

	SCR Reference
	

	ETR Reference
	

	Tool
	n/a

	Test code
	n/a

	Preconditions
	· RCS-e services have been successfully configured on the phone/(U)SIM pair for User A and B
· All users are IMS registered and the registration timer for each user is far from expiration
· User A and B handset clients are operating with data coverage over the following RANs:
· 3G; or
· HSPA; or 
· Wi-Fi. 
· User A and B are already engaged in a 1-to-1 chat
· All users have enough free storage space to receive file/s

	Test Procedure
	1. User A selects file transfer option from theirhis chat window
2. User A selects a file from storage on theirhis handset, and selects to share it with User B
3. User B reviews and then accepts the invitation
4. The file is transferred to User B

	Pass-Criteria
	1) At step 2 User B receives the invitation
2) At step 3 If it is a supported file type and less than the maximum size allowed (by Service Provider), User B should see:
a. The filename;
b. The relevant file-type;
c. An icon or thumbnail preview; 
d. The size of the file.
3) At step 4 Upon upon User B accepting the file transfer invitation, it he receives the file in theirhis chat window
4) At step 4 User B can access the file (e.g. from storage on theirhis handset)
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	Test Case Id
	RCS-e-1.2-int-014042

	Test Object
	ClientClient/server

	Test Case Description
	Verifies correct operation when fFile transfer is rejected by the destination

	Specification Reference
	RCS-e 3.2.44.3

	SCR Reference
	

	ETR Reference
	

	Tool
	n/a

	Test code
	n/a

	Preconditions
	· RCS-e services have been successfully configured on the phone/(U)SIM pair for User A and B
· User A and B are IMS registered and the registration timer for each user is far from expiration
· User A and B handset clients are operating with data coverage over the following RANs:
· 3G; or
· HSPA; or 
· Wi-Fi.
· User A has contacts in his/herhis address book, including User B

	Test Procedure
	1. User A selects User B from his/herhis address book
2. User A selects file transfer option
3. User A selects a file from storage on theirhis handset, and selects to share it with User B
4. User B rejects the invitation

	Pass-Criteria
	1) At step 3 User B receives the file transfer invitation
2) At step 4 The the file is not received by User B
3) At step 4 User A is notified that User B has rejected the file transfer request
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	Test Case Id
	RCS-e-1.2-int-015050

	Test Object
	Client/server

	Test Case Description
	Verifies successfulVideo  one-way video share: sending video – caller

	Specification Reference
	RCS-e 3.3.3

	SCR Reference
	

	ETR Reference
	

	Tool
	n/a

	Test code
	n/a

	Preconditions
	· RCS-e services have been successfully configured on the phone/(U)SIM pair for User A and  B
· User A and B are IMS registered and the registration timer for each user is far from expiration
· User A and B handset clients are operating with data coverage over the following RANs:
· 3G; or
· HSPA; or 
· Wi-Fi.
· User A and B are already engaged in an active voice call

	Test Procedure
	1. During the active voice call, User A initiates video sharing with User B
2. User B accepts the video share invitation request from User A
3. User A begins sharing the video stream with User B (i.e. video stream may be a pre-stored video or from a live camera[s])

	Pass-Criteria
	1) At step 1 User B receives the video share invitation
2) At step 3 User B receives the video
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	Test Case Id
	RCS-e-1.2-int-016051

	Test Object
	ClientClient/server

	Test Case Description
	Verifies successfulVideo  bi-directional video share: sending video – Caller and receiver

	Specification Reference
	RCS-e 3.3.3

	SCR Reference
	

	ETR Reference
	

	Tool
	n/a

	Test code
	n/a

	Preconditions
	· RCS-e services have been successfully configured on the phone/(U)SIM pair for User A and B
· User A and B are IMS registered and the registration timer for each user is far from expiration
· User A and B handset clients are operating with data coverage over the following RANs:
· HSPA; or 
· Wi-Fi.
· User A and B are already engaged in an active voice call

	Test Procedure
	1. During the active voice call, User A initiates video sharing with User B
2. User B initiates video sharing with User A
3. User B accepts the video share invitation request from User A
4. User A accepts the video share invitation request from User B
5. User A begins sharing the video stream with User B (i.e. video stream may be a pre-stored video or from a live camera[s])
6. User B begins sharing the video stream with User A (i.e. video stream may be a pre-stored video or from a live camera[s])

	Pass-Criteria
	1) At step 1 User B receives the video share invitation from User BA
2) At step 2 User A receives the video share invitation from User AB
3) At step 5 User B receives the video shared by User A
4) At step 6 User A receives the video shared by User B
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	Test Case Id
	RCS-e-1.2-int-052

	Test Object
	ClientClient/server

	Test Case Description
	Verifies correct operation when a request for vVideo share is : rejected

	Specification Reference
	RCS-e 3.3.411

	SCR Reference
	

	ETR Reference
	

	Tool
	n/a

	Test code
	n/a

	Preconditions
	· RCS-e services have been successfully configured on the phone/(U)SIM pair for User A and B
· User A and B are IMS registered and the registration timer for each user is far from expiration
· User A and B handset clients are operating with data coverage over the following RANs:
· 3G; or
· HSPA; or 
· Wi-Fi.
· User A and B are in an active voice call

	Test Procedure
	1. During the active voice call, User A initiates video sharing with User B
2. User B rejects the video share invitation request from User A 

	Pass-Criteria
	1) At step 1 User B receives the video share invitation
2) At step 2 The the call remains without video share
3) At step 2 User A is notified that User B has rejected the video share request
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