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1 Reason for Change

In the ics mapping table test cases SUPL-2.0-con-030-12 and SUPL-2.0-con-110-12 have been accidentally swapped over giving therefore the wrong mappings.

In addition SUPL-2.0-con-030-12 has become SET Initiated when it should be Network Initiated.
The TTCN may also be wrong (to be checked).

2 Impact on Backward Compatibility

n/a
3 Impact on Other Specifications

TTCN may need updating.
4 Intellectual Property Rights

Members and their Affiliates (collectively, "Members") agree to use their reasonable endeavours to inform timely the Open Mobile Alliance of Essential IPR as they become aware that the Essential IPR is related to the prepared or published Specification.  This obligation does not imply an obligation on Members to conduct IPR searches.  This duty is contained in the Open Mobile Alliance application form to which each Member's attention is drawn.  Members shall submit to the General Manager of Operations of OMA the IPR Statement and the IPR Licensing Declaration.  These forms are available from OMA or online at the OMA website at www.openmobilealliance.org.

5 Recommendation

Agree to proposed changes below.
6 Detailed Change Proposal

Change 1:  Client ICS to test case mapping

This section provides a mapping from the optional client applicabilities (Client ICS) in section B.3.1 to the applicable test cases from section 5, so that by using the Client ICS described above the applicable optional test cases can be derived from the following table.

	Applicability
	Test Cases

	ics_PSK_TLS AND  ics_NetworkInitiated
	SUPL-2.0-con-009 - Basic SUPL INIT protection



	ics_MT_SMS
	SUPL-2.0-con-000 - SUPL INIT delivery. Test 2 : MT SMS

SUPL-2.0-con-002 - Incorrect MT SMS message content

	ics_SIP_Push
	SUPL-2.0-con-000 - SUPL INIT delivery. Test 3: SIP Push
SUPL-2.0-con-003 - Incorrect SIP Push message content

	ics_UDP
	SUPL-2.0-con-000 - SUPL INIT delivery. Test 4 : UDP
SUPL-2.0-con-012 - Incorrect UDP message content

	ics_HSLP_stored_in_SET AND ics_PSK_TLS.
	SUPL-2.0-con-007-2 - Alternative H-SLP Addresses. Test 2: H-SLP address stored on SET

	ics_TLS_add_cipher
	SUPL-2.0-con-008-1 - Optional Ciphering Suites. Test 1: TLS_RSA_WITH_3DES_EDE_CBC_SHA

	ics_PSKTLS_add_cipher
	SUPL-2.0-con-008-2 - Optional Ciphering Suites. Test 2: TLS_PSK_WITH_3DES_EDE_CBC_SHA

	ics_support_SUPLV1.0 AND  ics_NetworkInitiated
	SUPL-2.0-con-010-4 - Compatible Versions. Test 4: Correct support with SLP supporting SUPL V1.0 only. SUPL V1.0 supported by SET

	ics_support_GSM_WCDMA AND NOT ics_support_SUPLV1.0 AND  ics_NetworkInitiated
	SUPL-2.0-con-011-2 - Unsupported Versions. Test 2: Lower Version not supported.  SUPL V1.0 not supported by SET

	ics_ notification_currentLocation
	SUPL-2.0-con-025-1 - Notification and verification based on current location. Test 1: User accepts the verification

SUPL-2.0-con-025-2 - Notification and verification based on current location. Test 2: User denies the verification

SUPL-2.0-con-072 - Timeout UT5

	ics_transfer_thirdParty AND ics_AGPSSETbased_SET_initiated
	SUPL-2.0-con-113 - Transfer Location to Third Party

	ics_AGPSSETassisted_Network_initiated
	SUPL-2.0-con-030-1 - Positioning method. Test 1: A-GPS SET assisted



	ics_AGPSSETassisted_SET_initiated
	SUPL-2.0-con-110-1 - Positioning method. Test 1: A-GPS SET assisted

	ics_AGPSSETbased_Network_initiated
	SUPL-2.0-con-030-2 - Positioning method. Test 2: A-GPS SET based



	ics_AGPSSETbased_SET_initiated
	SUPL-2.0-con-110-2 - Positioning method. Test 2: A-GPS SET based



	ics_autonomousGPS_Network_initiated
	SUPL-2.0-con-030-3 - Positioning method. Test 3: Autonomous GPS 

	ics_autonomousGPS_SET_initiated
	SUPL-2.0-con-110-3 - Positioning method. Test 3: Autonomous GPS

	ics_AGANSSSETassisted_Galileo_Network_initiated
	SUPL-2.0-con-030-6 - Positioning method. Test 6: A-GANSS SET assisted –Galileo

	ics_AGANSSSETassisted_Galileo_SET_initiated
	SUPL-2.0-con-110-6 - Positioning method. Test 6: A-GANSS SET assisted –Galileo

	ics_AGANSSSETassisted_GLONASS_Network_initiated
	SUPL-2.0-con-030-7 - Positioning method. Test 7: A-GANSS SET assisted –GLONASS

	ics_AGANSSSETassisted_GLONASS_SET_initiated
	SUPL-2.0-con-110-7 - Positioning method. Test 7: A-GANSS SET assisted –GLONASS

	ics_AGANSSSETbased_Galileo_Network_initiated
	SUPL-2.0-con-030-8 - Positioning method. Test 8: A-GANSS SET based –Galileo

	ics_AGANSSSETbased_Galileo_SET_initiated
	SUPL-2.0-con-110-8 - Positioning method. Test 8: A-GANSS SET based –Galileo

	ics_AGANSSSETbased_GLONASS_Network_initiated
	SUPL-2.0-con-030-9 - Positioning method. Test 9: A-GANSS SET based –GLONASS

	ics_AGANSSSETbased_GLONASS_SET_initiated
	SUPL-2.0-con-110-9 - Positioning method. Test 9: A-GANSS SET based –GLONASS

	ics_autonomousGANSS_Network_initiated
	SUPL-2.0-con-030-10 - Positioning method. Test 10: Autonomous GANSS

	ics_autonomousGANSS_SET_initiated
	SUPL-2.0-con-110-10 - Positioning method. Test 10: Autonomous GANSS

	ics_OTDOA_Network_initiated
	SUPL-2.0-con-030-13 - Positioning method. Test 13: OTDOA

	ics_OTDOA_SET_initiated
	SUPL-2.0-con-110-13 - Positioning method. Test 13: OTDOA

	ics_AGPSSETassisted_Network_initiated AND ics_AGPSSETbased_Network_initiated
	SUPL-2.0-con-030-11 - Positioning method. Test 11: A-GPS Preferred methods

	ics_AGNSSSETassisted_preferred
	SUPL-2.0-con-110-11 - Positioning method. Test 11: SET declares A-GNSS SET-assisted Preferred method

	ics_AGNSSSETbased_preferred 
	SUPL-2.0-con-110-12 - Positioning method. Test 12: SET declares A-GNSS SET-based Preferred method

	(ics_AGANSSSETassisted_Galileo_Network_initiated AND ics_AGANSSSETbased_Galileo_Network_initiated) OR (ics_AGANSSSETassisted_GLONASS_Network_initiated AND ics_AGANSSSETbased_GLONASS_Network_initiated)
	SUPL-2.0-con-030-12 - Positioning method. Test 12: A-GANSS Preferred methods

	ics_ecidlpp_Network_initiated
	SUPL-2.0-con-030-14 - Positioning method. Test 14: Enhanced Cell ID using LPP

	ics_ecidlpp_SET_initiated
	SUPL-2.0-con-110-14 - Positioning method. Test 14: Enhanced Cell ID using LPP

	ics_real_time AND ics_periodic_Network_initiated AND ics_AGPSSETassisted_Network_initiated
	SUPL-2.0-con-040-1 Real Time reporting. Test 1: A-GPS SET assisted


	ics_real_time AND ics_periodic_Network_initiated AND ics_AGPSSETbased_Network_initiated
	SUPL-2.0-con-040-2 Real Time reporting. Test 2: A-GPS SET based


	ics_quasi_real_time AND ics_periodic_Network_initiated  AND ics_SETbased_in_quasi_real_time  AND ics_AGPSSETassisted_Network_initiated
	SUPL-2.0-con-041-1 - Basic Quasi Real Time reporting. Test 1: A-GPS SET assisted


	ics_quasi_real_time AND ics_periodic_Network_initiated AND ics_AGPSSETbased_Network_initiated
	SUPL-2.0-con-041-2 Basic Quasi Real Time reporting. Test 2: A-GPS SET based


	ics_batch AND ics_periodic_Network_initiated AND ics_AGPSSETassisted_Network_initiated
	SUPL-2.0-con-042-1 - Basic Batch reporting. Test 1: A-GPS SET assisted


	ics_batch AND ics_periodic_Network_initiated AND ics_AGPSSETbased_Network_initiated
	SUPL-2.0-con-042-2 - Basic Batch reporting. Test 2: A-GPS SET based


	ics_event_Network_initiated AND ics_GeoTargetArea AND ics_AGPSSETassisted_Network_initiated
	SUPL-2.0-con-050-1 - Geographic Target Area. Test 1: A-GPS SET assisted

	ics_event_Network_initiated AND ics_GeoTargetArea AND ics_AGPSSETbased_Network_initiated
	SUPL-2.0-con-050-2 - Geographic Target Area. Test 2: A-GPS SET based

	ics_event_Network_initiated AND ics_AreaId AND ics_AGPSSETassisted_Network_initiated
	SUPL-2.0-con-051-1 - Area ID. Test 1: A-GPS SET assisted 

	ics_event_Network_initiated AND ics_AreaId AND ics_AGPSSETbased_Network_initiated
	SUPL-2.0-con-051-2 - Area ID. Test 2: A-GPS SET based 

	ics_periodic_SET_initiated AND ics_AGPSSETassisted_SET_initiated
	SUPL-2.0-con-120-1 - Periodic reporting. Test 1: A-GPS SET assisted


	ics_periodic_SET_initiated AND ics_AGPSSETbased_SET_initiated
	SUPL-2.0-con-120-2 - Periodic reporting. Test 2: A-GPS SET based


	ics_event_SET_initiated AND ics_GeoTargetArea AND ics_AGPSSETassisted_SET_initiated
	SUPL-2.0-con-130-1 - Geographic Target Area. Test 1: A-GPS SET assisted

	ics_event_SET_initiated AND ics_GeoTargetArea AND ics_AGPSSETbased_SET_initiated
	SUPL-2.0-con-130-2 - Geographic Target Area. Test 2: A-GPS SET based 

	ics_event_SET_initiated AND ics_GeoTargetArea AND ics_AreaId AND ics_AGPSSETassisted_SET_initiated
	SUPL-2.0-con-131-1 - Area ID. Test 1: A-GPS SET assisted 

	ics_event_SET_initiated AND ics_GeoTargetArea AND ics_AreaId AND ics_AGPSSETbased_SET_initiated
	SUPL-2.0-con-131-2 - Area ID. Test 2: A-GPS SET based 

	ics_AGPSSETassisted_Network_initiated OR ics_AGPSSETbased_Network_initiated OR ics_autonomousGPS_Network_initiated OR [others FFS]
(Any positioning method requiring a SUPL POS session)
	SUPL-2.0-con-070-1 - Timeout UT2. Test 1: SUPL POS session (Immediate session)

SUPL-2.0-con-071- Timeout UT3. Test 1: Immediate session



	ics_AGPSSETassisted_SET_initiated OR ics_AGPSSETbased_SET_initiated OR [others FFS]
(Any positioning method requiring a SUPL POS session)
	SUPL-2.0-con-141-1 - Timeout UT2. Test 1: SUPL POS session (Immediate session)

SUPL-2.0-con-142-1 - Timeout UT3. Test 1: Immediate session

	(ics_AGPSSETassisted_Network_initiated OR ics_AGPSSETbased_Network_initiated OR [others FFS]) AND (ics_periodic_Network_initiated)
	SUPL-2.0-con-070-2 - Timeout UT2. Test 2: SUPL POS session (Triggered session)

SUPL-2.0-con-071-2 - Timeout UT3. Test 2: Triggered session



	(ics_AGPSSETassisted_SET_initiated OR ics_AGPSSETbased_SET_initiated OR [others FFS]) AND (ics_periodic_SET_initiated)
	SUPL-2.0-con-141-2 - Timeout UT2. Test 2: SUPL POS session (Triggered session)

SUPL-2.0-con-142-2 - Timeout UT3. Test 2: Triggered session

	ics_periodic_Network_initiated
	SUPL-2.0-con-070-4 - Timeout UT2. Test 4: No SUPL POS session (Triggered session)


	(ics_periodic_Network_initiated OR ics_event_Network_initiated) AND ics_stop_triggered_session
	SUPL-2.0-con-073 - Timeout UT7



	ics_periodic_Network_initiated OR ics_periodic_SET_initiated OR ics_event_Network_initiated OR ics_event_SET_initiated
	SUPL-2.0-con-061 - Network cancels Triggered Location Request



	NOT ics_NetworkInitiated AND (ics_periodic_SET_initiated                                        























































































OR ics_event_SET_initiated)
	SUPL-2.0-con-135 - Network cancels Triggered Location Request



	ics_periodic_SET_initiated OR ics_event_SET_initiated
	SUPL-2.0-con-140-2 - Timeout UT1. Test 2: Triggered session

	ics_periodic_SET_initiated
	SUPL-2.0-con-141-4 - Timeout UT2. Test 4: No SUPL POS session (Triggered session)

	ics_event_Network_initiated OR ics_event_SET_initiated
	SUPL-2.0-con-060 - Network Capabilities change

	(ics_periodic_SET_initiated OR ics_event_SET_initiated) AND NOT (ics_periodic_Network_initiated OR ics_event_Network_initiated)
	SUPL-2.0-con-143 - Timeout UT7

	ics_periodic_Network_initiated
	SUPL-2.0-con-074 - Timeout UT8

	ics_silr_another_SET
	SUPL-2.0-con-144 - Timeout UT9

SUPL-2.0-con-111 - SET Initiated Location Request of another SET

	ics_historic_reporting
	SUPL-2.0-con-035 - Retrieval of historical positions

	ics_periodic_Network_initiated OR ics_periodic_SET_initiated
	SUPL-2.0-con-062 - V-SLP to V-SLP Handover

	ics_NetworkInitiated AND ixit_SUPLV2.X > 0
	SUPL-2.0-con-010-2 - Compatible Versions. Test 2: Support for lower versions of SUPL 2.X.X

	ics_SETInitiated AND ixit_SUPLV2.X > 0
	SUPL-2.0-con-103-2 - Compatible Versions. Test 2: Support for lower versions of SUPL 2.X.X
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