LightweigthM2M Interoperability Test Cases
Registration
[bookmark: _Toc409703443]LightweightM2M-1.0-int-101 – Initial Registration
<Move to int-101 >
[bookmark: _Toc409703444][bookmark: _Toc75319936][bookmark: _Toc119138995]LightweightM2M-1.0-int-102 – Registration Update
<Move to int-102>
[bookmark: _Toc409703445]LightweightM2M-1.0-int-103 – Deregistration
<Move to int-103 >
[bookmark: _Toc409703446]LightweightM2M-1.0-int-104 – Registration Update Trigger
<Move to int-104 >
[bookmark: _Toc409703447]Device object-related use cases
[bookmark: _Toc409703448]LightweightM2M-1.0-int-201 – Querying basic information from the client in Plain Text format
<Move to int-201>
[bookmark: _Toc409703449]LightweightM2M-1.0-int-201 – Querying basic information from the client in TLV format
<Move to int-203 >
[bookmark: _Toc409703450]LightweightM2M-1.0-int-201 – Querying basic information from the client in JSON format
<Move to int-204>
[bookmark: _Toc409703451]LightweightM2M-1.0-int-202 – Querying the firmware version from the client
< Move to int-652 >
[bookmark: _Toc409703452]LightweightM2M-1.0-int-203 – Rebooting the device
<Move to int-241 >
[bookmark: _Toc409703453]LightweightM2M-1.0-int-204 – Querying power status of the terminal
<Move to int-651 >
[bookmark: _Toc409703454]Device firmware update
[bookmark: _Toc409703455]LightweightM2M-1.0-int-301 – Firmware update (via COAP)
<Move to int-755>
[bookmark: _Toc409703456]LightweightM2M-1.0-int-302 – Firmware update (via alternative mechanism)
<Move to int-756 >
[bookmark: _Toc409703457]Connectivity object monitoring
[bookmark: _Toc409703458]LightweightM2M-1.0-int-401 – Querying of connectivity parameters
<Move to int-601>
[bookmark: _Toc409703459]Observe and Notify
[bookmark: _Toc409703460]LightweightM2M-1.0-int-501 – Observation and notification of parameter values 
<Move to int-301>
[bookmark: _Toc409703461]LightweightM2M-1.0-int-502 – Cancel observations using “Cancel Observation” operation 
<Move to int-302 >

[bookmark: _Toc409703462]LightweightM2M-1.0-int-503 – Cancel observations using “Write Attributes” with Cancel parameter 
<Move to int-303 >
[bookmark: _Toc409703463]Security
[bookmark: _Toc409703464]LightweightM2M-1.0-int-601 – UDP Channel Security – Pre-shared Key Mode 
<Move to int-401>
[bookmark: _Toc409703465]CONNMGMT Object
[bookmark: _Toc409703466]LightweightM2M-CONMGMT-1.0-int-701 – APN configuration
<Move to int-1201>
[bookmark: _Toc409703467]LightweightM2M-CONMGMT-1.0-int-702 – Bearer Selection
<Move to  int-1202>

[bookmark: _Toc409703468]Location Object
[bookmark: _Toc409703469]LightweightM2M-1.0-int-801– Location Object
<Move to int-801>

